¢ CGENERAL NOTES

1. THESE DRAWINGS REASONABLY REPRESENT EXISTING CONDITIONS. ACTUAL CONDITIONS MAY DEVIATE FROM THAT SHOWNJDENTIFIED ON THE DRAWINGS. THE
” 5 CONTRACTOR SHALL VERIFY ACTUAL GONDITIONS, CHEGK ALL DIMENSIONS, AND VERIFY NATERIALS REUIRED T COMPLETE THIS WORK. GONTRACTOR SHALL INFORN Putlic Works and
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REMOVE FRON SITE DEMOLISHED MATERIALS, DEERIS, AND RUBBISH. DISFOSE DEMOLISHED MATERIALS AS PER THE REQUIREMENTS OF THE AUTHORITY HAVING
JURISDICTION.

THE GONTRAGTOR IS RESPONSIBL FOR TEMPORARY REMOVALIRELOCATIONIREINSTALLATION OF ELEGTRICAL AND MECKANIGAL SYSTEWS WHCH INTERFERE WITH
COMPLETING THE REPAIR WORK INDICATED ON THE BRAWINGS. ELECTRICAL AND MEGHANICAL SYSTEMS T0 B REINSTATED ONGE REPAIR WORK 18 COMPLETE. ALL
MMNO0000000000 0T IO NI 00000000 000 DO o0 TO0q[ VHORK MUST BE GOMPLETED IN ACCORDANCE WITH ALL APFLICABLE BUILDING CODES BY CERTIFIED TRADES FECPLE
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COMPLETE ALL WORK IN AGCORDANCE WATH THE NATIONAL BLILDING CODE OF CANADA 2015,

i
IO ff TS CENOLITON PLANIS NEANT T0BE A Tome s FOR AL DEMOLITON NEGESSARY FOR THE WSTALLATION
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! | COORDINATE RENOVAL AND REINSTALLATION OF ROOF TOP STRUCTURES AND EQUIFMENT WITH OTHERS AS REQUIRED T0 INSTALL NEW ROOFING SYSTEN. GENERAL
“ I i CONTRACTOR IS RESPONSIELE FOR EXTENDING ALL UTILTIES AND DLCTWORK AS REGUIRED T0 RECONECT EGUIFMENT FOR CONPLETE INSTALLATION. ALL

MECHANICAL AND ELECTRICAL WORK SHALL BE IN ACCORDANCE WATH THE APPLICABLE CODES.

BUILDING IS TO DURING DEMOLITION TO MAINTAIN STATUS, SECURITY AND WEATHER
i i T I 3 PROTECTION OF BUILDING. COORDINATE WORK SCHEDULE WITH OWNER SO AS TO MINIMIZE DISRUPTIONS TO BUILDING OPERATIONS

PATCH, MATCH AND MAKE GOOD ALL EXISTING SURFACES AND SURFACES THAT HAVE BEEN AFFECTED BY DEMOLITION. REPAIR AFFECTED SURFACES AS REQUIRED TO
ACCEPT NEW FINISHES. PROVIDE NEW FINISHES OR NEW TO MATCH AND ELEND WITH EXISTING. PROVIDE INFILL TO FILL OR REDUCE WALL OPENINGS THAT HAVE BEEN
AFFECTED EY THE DEMOLITION.

FIN.FLOOR 4 FOR PAINTED SURFACES THAT HAVE BEEN AFFECTED BY DEMOLITION, REPAIR ENTIRE SURFACE TO NEAREST WAL, CEILING AND FLOGR INTERSECTION.
B L@ \_@ -~ \ o \ o . 10, EXECUTE WORK BY METHODS TO AVOID DAMAGE TO OTHER AND FINISHE: e
1. ALLEXISTING SURFACES THAT ARE TO RECEIVE ARETO as "o
12 FRAVE OPENING IN EXISTING EXTERIOR WALL AS REQUIRED TO FACILITATE INSTALLATION OF NEW DOORS chw HARDWARE. MAKE GOOD' ANY DAMAGE TO EXISTING
EXISTING / DEMOLITION SOUTH ELEVATION 1 FINISHES.
SCALE : 175 A1

INSTALL TEMPORARY CLOSURES TO OFENING IN EXTERIOR WALLS AND ROOF AS REQUIRED TO MAINTAIN SECURITY AND PROTECT BUILDING INTERIOR FROM THE
O s e e ELEMENTS.

14 REFER TO SPECIFICATION SECTION 0135 13.13 SPECIAL PROCEDURES FOR AIRFORT FACILITES.
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(D) REVOVE BHSTING OVERHEAD GO, FARCHARE.E7C RO,

() REMOVE EXISTING NAN DOOR, FRANES, HARDWARE.ETC.

() REMOVE EXISTING WINDOWS, FRAMES, BLINDS, ETC %,
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(5) REMOVE EXISTING ROOF ASSEMELY (ETAL ROOF SYSTEM, INSULATION LINER PANEL), AND GABLEIEAVE METAL FLASHINGS. oy e
() Rewove ExsTIvG cavorEs
REVOVE EX1STING ETAL SIDIG, ASSOGATED TRIM AND FLASHINGS, ANDINSULATION.(KOTE: ONLY REWOE OUANTTY O SIDING THAT CANEE REFLACED W NEW SIDING
INA TYPICAL WORK
. e oz | suep ror revoe w7
REMOVE PORTION OF EXISTING WAL T0 ALLOW FOR INSTALLATION OF NEW DOOR. FRAME GPENING IN EXISTING WALL AS REUIRED T0 FAGILITATE INSTALLATION OF NEW
o DOOR e HARDWARE. COORDINATE WITH STRUCTURAL o1 | ssue> ror renoeR e
(5 RELORATE EXISTING LIGHT FXTURE. COOROINATE WITH ELECTRICAL
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LD LU L L] I N AN IR (5 RELOCATE EXISTING ANTENNA ETC  GOORDINATE WITH MECHANICALILEGTRICAL
l A - LS STEEL TRUSS EXISTING LIGHTS, ETC TO REMOVED AND REINSTALLED ONCE NEW SIDING HAS BEEN INSTALLED, TIGHT SEAL i ECTRICALIF MAINTENANCE GARAGE
l: RELOCATION 1S REGUIRED. REFER 70 MECHANICALELECTRICAL DRAWINGS
OO T e T N KO0 s e D DA = i REHABILITATION
i EXISTING WASTE OIL TANK, BOLLARDS, FUEL LINES, ANTENNA, ETC. TO BE REMOVED, RELOCATED AND REINSTALLED. ENSURE WATER TIGHT SEAL. COORDINATE WATH ST. ANTHONY AIRPORT
A - > MECHANICALELECTRICAL
I Tl (@ EXSTING FUEL UMD SHUTORE SWYTCH AND SIGNAGE, CUTLET ETC. T0 BE REVOVED AND REISTALLED ONGE NEW SIDING HAS BEEN NSTALLED. ENSURE VATER IGHT SEAL
I :é® B COGRDINATE WITH WECHANICALELECTRICA — —
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i 4+ 4+ 4+ 4+ 4+ H EXISTING HOODS, ETC TO BE REMOVED AND REINSTALLED ONCE NEW SIDING HAS BEEN INSTALLED. ENSURE WATER TIGHT SEAL. COORDINATE WITH MECHANICALIELECTRICAL
f A 7 RELOGATION 1S REQUIRED. REFFR TG MECHANICALIELEGTRICAL DRAWINGS
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i ! ‘ () EXISTING EXHAUST HOOD AND EXHAUST FAN TO BE REMOVED EXISTING /DEMOLITION
i i > () DXTERIOR HOSE BB To 5 RENOVED AN REWSTALLED ONGE NEW SDING He BEEN NSTALLED ENSUREWATER TIGHT SEAL GOORDINATE WITHECHANKALELEGTRIGAL ELE\{ATI S
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i 2 2 1 * il 2 enroor | EXISTING KITCHENMWASHROOM EXHALST HOOD 0 BE REMOVED
\ ® ) ‘ ) \_@ ) \ o ]_@}_® 2 \ o EXISTING VENT T BE TO BE REMOVED

SHSTING BXHALST GRILLEIN CANOPY 10 BE RENOVED

EXISTING / DEMOLITION NORTH ELEVATION 4

o IS () EXSTING GENERATOR EXHAUST HOGD AND PANEL TO RENAN T e 5
o s L L (63) EXISTING WATER GONG TO BE REMOVED AND REINSTALLED. T — et | &
EXISTING SIAMESE CONNECTION AND ANY SPRINKLER PIPING PENETRATIONS THOLIGH EXTERIOR WALL TO BE REMOVED AND REINSTALLED ONCE NEW SIDING HAS BEEN e 2016.11.22 H
INSTALLED. ENSURE WATER TIGHT SEAL COORDINATE WITH MECHANICALIELECTRICAL e |
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(63) EXISTING INSPECTORS TEST CONNECTION TO BE REMOVED. COORDINATE WITH MECHANICAL PHGSC Project Monager __ Administrotaur do prajsta TPScc | 2
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