"GENERAL NOTES

THESE DRAWINGS REASONAELY REPRESENT EXISTING CONDITIONS. ACTUAL CONDITIONS MAY DEVIATE FROM THAT
SHOWN/IDENTIFIED ON THE DRAWINGS. THE CONTRACTOR SHALL VERIFY ACTUAL CONDITIONS, CHECK ALL DIMENSIONS, AND
VERIFY MATERIALS REQUIRED TO COMPLETE THIS WORK L INFORM THE REP|

ANY DISCREPANCIES PRIOR TO COMMENCING WORK.

THE CONTRACTOR IS TEMFORARY REL LATION OF ELECTRICAL AND MECHANICAL
'SYSTEMS WHICH INTERFERE WITH COMPLETING THE REPAIR WORK INDICATED ON THE DRAWINGS. ELECTRICAL AND MECHANICAL
'SYSTEMS TO BE REINSTATED ONCE REFAIR WORK IS COMPLETE. ALLWORK MUST EE COMPLETED IN ACCORDANCE WITH ALL
APPLICABLE BLILDING CODES BY CERTIFIED TRADES PEOPLE.

COMPLETE AL WORK IN ACCORDANCE WITH THE NATIONAL BUILDING CODE OF CANADA 2015,

p

‘COORDINATE REMOVAL AND REINSTALLATION OF ROOF TOP STRUCTURES AND EQUIFMENT WITH OTHERS AS REQUIRED TO INSTALL.
NEW ROOFING SYSTEM. GENERAL CONTRACTOR IS RESPONSIBLE FOR EXTENDING ALL LITILITIES AND DUCTWORK AS REQUIRED TO
RECONNECT EQUIPMENT FOR COMPLETE INSTALLATION. ALL MECHANIGAL AND ELECTRICAL WORK SHALL BE IN ACCORDANGE WITH
THE APPLICABLE CODES.

BUILDING IS TO REMAIN URING DEMOLITI
STATUS, SECURITY AND WEATHER PROTECTION OF BLILDING, COORDINATE WORK SEHEDLLE WITH OWNER 86 AS T0 MAMIZE
DISRUPTIONS TO BUILDING OPERATIONS.

e

EXECUTE WORK BY METHODS TO AVOID DAMAGE TO OTHER EXISTING COMPONENTS AND FINISHES WHERE POSSIBLE.

AL EXISTING SURFACES THAT ARE TO RECEIVE NEW FINISHES ARE TO BE PREPARED AS

‘CONSTRUGTION NOTES:

BARTITION TYPES

[ P12 FR FATED ASSEWELY EXTEND T0 LS STEEL DECK] |

~190mm REINFORCED CONGRETE ELOCK. REFER T0
STRUCTURAL FOR DETALL
~22mm HAT
o PN BOARD (MPACT RESISTANT)
AP PANEL FROM FINISH FLOOR T

PREINFORCED CONCRETE RETAINING WALL, ARPROX.
2200mm HIGH (REFER TO STRUCTURAL FOR DETAILS]

3 (5 1% BATE D ASSEMBL Y, EXTEND 76 1S STEEL BEC]
~120mm CONCRETE BLOCK

- 22mm HAT SECTION

-2LAYERS f6mm GYPSUM SDARD (IMPACT RESISTANT)

P2 (2 HR RATED ASSEMELY_ EXTEND TO S STEEL DECK]
UL U402)
SLAVERS 16mm TYPE ' GYPSUM BOARD
- 2mm STEEL STUD @ 400mm clc:
- GOmm SOLIND BATT INSULATION
-2 LAYERS 16mm TYPE X' GYPSUM BOARD

AND INSTRUCTIONS.

FRAME OPENING IN EXISTING EXTERIOR WAL AS REQUIRED TO FACILITATE INSTALLATION OF NEW DOORS ciw HARDWARE. 'MAKE
GOOD' ANY DAMAGE TO EXISTING FINISHES,

INSTALL TEMPORARY CLOSURES TO OPENING IN EXTERIOR WALLS AND ROOF AS REQUIRED TO MAINTAIN SECURITY AND PROTECT
BUILDING INTERIOR FRON THE ELEMENTS.

REFER TO SPECIFICATION SECTION 01 35 13.13 SPECIAL PROCEDURES FOR AIRFORT FACILITIES,

MAKE GOOD ALL EXISTING CONCRETE ELOCK PARTITIONS UFGRADED FOR 2 HR FIRE RESISTANT RATING. REPAIR DAMAGED
CONCRETE BLOCK AS REQUIRED TO ACHIEVE FIRE RATING,

‘E\_ﬂ_l \_“_lg’

FLOOR TvPES

T

F1(2HR RATED ASSEBNLY)

NEW FINISH FLOOR (REFER TO ROOM FINISH SCHEDULE)
EXISTING CONCRETE SLAE

SPRAY APPLIED FIRE-PROOFING (2 HOUR FIRE RATING)
NEW CEILING (REFER TO REFLECTED CEILING PLAN FOR TYPE)

(D NEWHAN DOOR, DOOR FRANE ANG HARDHARE

NEW PARTITION TO UiS OF ROOF DECK REFER
RECEWE ONE PRIME GOAT AND TWG FINISH COATS OF PAINT,AS SPECIFIED

ALLNEW LS, DOORS, AND FRAMES SHALL

(50 REPANT INTERIOR WALLS AND DOGRS, AS SFECIFIED

As BY

(G FREPARE EXSTING STAI: TO RECENE NEW RUBEER STAIR TREADS AD RISERS

NEW MURPHY BEDS: 2032mm (807 ) LONG x 1245mm (45°] WIDE WHEN FOLDED DOWN; 406mm (167 WIDE WHEN FOLDED LIP. COORDINATE WITH
STRUCTURAL.

(E)NEWPLUVEING FIXTURES: SIK TOILET, URINAL YD SHOVER

(5 NEWLGCKERS (10, REFER T0 SPECIFCATION EGTION 10 5 1 FOR SZE AND COLOR

5 (2 HR RATED ASSEMELY_ EXTEND TO S STEEL DECK]
EXISTING fe0mm CONCRETE BLOCK

- 22mm HAT SECTION

- 16mm GYPSUM BOARD (IMPACT RESISTANT)

- FRP PANEL_FROM FINISH FLOOR TO 2440mm A

] N

BE @ HR RATED ASSEMELY, EXTEND TO US STEEL DECK)
“EXISTING 140mm CONCRETE Bl
- 22mm HAT SECTION
2LAYERS {6mm GYPSU SOARD (MPACT RESISTANT)
- FRP PANEL FROM FINISH FLOOR TO 2640m:

NOTE:
1. FRP REQUIRED AT
LEVEL 1 ONLY EXCEPT

ROOMS 105, 108, AND 10

2 PROVIDE CASING BEAD

ON EXPOSED EDGES @
GYPSUM 50.
TERMINATIONS.

CONSTRUCTION LEGEND:

N

NEWDOOR

EXISTING DOOR TO REMAIN

NEWWALL
EXISTING WALL TO REMAIN

EXISTING GRID

NEW GRID

N
®i
O—

NEV STAIR o ROOF OVER PLATFORM. REFER TODRAVING 56 FOR CETALS
(P NEW WINGOW KOTE:WIKDO I KITCHEN TO B o BLINDS

() NEW INTERIOR WINDOY e PRESSED STEEL FRANE (FIRE RATED)

(@ new storace casiers i c)

(2 NEW WAL MOLITED TV AN MOLINTING BRACKET (1| PROVIDE BLOCKNG IN WAL AS PER MAHFACTURERS RECOMMENDATIONS
() NSTALL SPRAY APPLIED FIRE PROOFING TO UNDERSIDE OF FLOOR STRUCTURE

() NEW BLILTN WORK STATION. REFER TO DETAL 212

(B)IMSTALL BLOCKING TO FAGILITATE THE INSTALLATION ANDIOR RENSTALLATION OF ALL EQUIFWENT AND SERVICE SN FURRED WALLS AD PARTITIONS
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