DEMOLITION NOTES:

() EXSTING WATER CLOSET T0 5 REMOVED AND REPLAGED WITH NEM.

(5] EXSTING URINAL T0 B2 REUOVED AND REPLAGED WITH NEW. GOORONATE WTH ARCHITECTURAL

(B REMOVE EXISTING SHONER AND REPLAGE WITH NEW.

(5) REMOVE EXISTING KTCHEN SN EXTEND VENT PIPE N CELLNG CELLNG SPACE. EXTEND HOT &
COLBVATER CONNECTION NLEVEL T ELING SPACE

(6 EXSTIN KITCHEN EXHAUST HOOD AND ASSOGIATED DUGTIHORK T0 BE REHOVED
() EXTING EXHAUST PN/ GRLLE AND EXTERIOR WALL OAP T0 B2 REWOVED

KITCHEN EXHAUST HOOD TO BE REMOVED.

EXTING INTAKE HOOD T0 BE REMOVED AND RENSTALLED. CONTRACTOR IS REGPONSIBLE 10
REMOVE,HAMDLE, STORE AND REINSTALL ANY BAUAGE 10 {TEMS REWOVED WL OF THE
RESPONSIATY G THE CONTRAGTOR

EXSTING HEAT REGOVERY UNITTO RENAN

() EXSTING DUCTHORK TO REMAI. (TYPIGAL

() OUTLINE OF EXISTING ROOF TOP EXHAUST FAN AND ASSOGIATED DUCTWORK T0 RENAI

(5) EXSTING EXHAUST GRILLES TO BE RENOVED AND RE-NSTALLED

EXISTING EXHAUST FAN TO BE REMAIN.

() XTI WASHROOM EXHAUST FAN TO REAN

() REMOVE EXSTING SPRINKLER HEAD N SHOWER AND CAP ASSOGIATED PPNG

CONSTRUCTION NOTES

REFER TO DRAWING M FOR THE MECHANICAL LEGEND.

THESE DRAWINGS REASONABLY REPRESENT EXISTING CONDITIONS. AGTUAL CONDITIONS UAY DEVIATE FROM THAT

RAWINGS. 'SHALL VERIFY ACTUAL CONDITIONS, CHECK ALL DIMENSIONS, AND

CONSTRUCTION NOTES:

7. THE CONTRACTOR IS RESPONSIBLE FOR TEMPORARY REMOVALIRELOCATION OF MECHANICAL SYSTEMS WHICH INTERFERE WITH
COMPLETING THE REPAIR WORK INDICATED ON THE DRAWINGS. MECHANICAL SYSTEMS TO BE REINSTATED ONCE REPAIR WORK
1S COMPLETE. AL WORK MUST BE COMPLETED IN ACCORDANCE WITH ALL APPLICABLE BUILDING CODES, BY LICENSED TRADES
PEOPLE

VERIFY MATERIALS REGUIRED 0 COMPLETE THS WORK SHALL INFORM THE MANAGER OF ANY

DISCREPANCIES PRIOR TO COMMENCING WORK.

REMOVE FROM SITE DEMOLISHED MATERIALS, DEBRIS, AND RUBBISH. DISPOSE DEMOLISHED MATERIALS AS PER THE
REQUIREMENTS OF THE AUTHORITY HAVING JURISDICTION

COMPLETE ALL WORK IN ACCORDANCE WITH THE NATIONAL BUILDING CODE OF CANADA (LATEST EDITION)

THIS DEMOLITION PLAN IS MEANT TO BE A CONVENIENCE TO THE CONTRACTOR. CONTRACTOR IS RESPONSIBLE FOR ALL
DEMOLITION & REINSTATEMENT NECESSARY FOR THE INSTALLATION OF THE NEW WORK WHETHER SHOWN HERE OR NOT.

BUILDING IS TO REMAIN OPERATIONAL DURING DEMOLITION AND TO MAINTAIN

SECURITY AND WEATHER TIGHT,

ALL ITEMS WILL BE COORDINATED WITH STRUGTURAL, ARCHITECTURAL, ELECTRICAL AND CIVIL DURING CONSTRUCTION STAGE.

THE MECHANICAL S TO ASCERTAIN WHAT EXTERIOF
COUIPMENT AND DEVICES ARE TO B TEVIRORARILY REMOVED 10 ACCOMNODATE THE REMOYAL OF EXTERIOR SIDIVG AND
ROOF COVERING. INCLUDE IN TENDER THE COST FOR REMOVAL AND REINSTALLATION FOR SUCH EQUIPMENT AND DEVICES,

ALL BUILDING MECHANICAL SYSTEMS TO REMAIN OPERATIONAL DURING DEMOLITION AND CONSTRUGTION

ALL ITEMS TO BE COORDINATED WITH ARCHITECTURAL, STRUCTURAL, ELECTRICAL, AND CIVIL DRAWINGS AND SPECIFICATIONS
BY CONTRACTOR.

ANY MECHANICAL EQUIPMENT ON ROOF STRUCTURE SUCH AS BUT NOT LIMITED TO EXHAUST FANS, HOODS,
PLUMBING/HEATING/WASTE OIL VENTS, CHIMNEY SHALL BE REMOVED AND REINSTALLED AND MADE WATER TIGHT. FOR ALL SUCH
EQUIPMENT LOCATION REFER TO ARGHITECTURAL ROOF PLAN

CONTRACTOR TO REFER TO SPEC SECTION "01 35 13.13 SPECIAL PROCEDURES FOR AIRPORT FACILITIES® FOR OPERATIONAL
REQUIREMENTS,
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