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A000

SASKATOON, SASKATCHEWAN

NOTES: 
1. EXISTING BED TO REMAIN IN PLACE. 
CONTRACTOR TO PROTECT DURING 
CONSTRUCTION. 
2. SHOULD CONTRACTOR DEEM IT 
NECESSARY TO REMOVE DURING 
CONSTRUCTION, CONTRACTOR TO 
REINSTALL AS PER EXISTING CONDITIONS.

B-R

NOTES: 
1. D1 ONLY LOCATED IN ASSINIIBOINE UNIT 
WHERE THE EXISTING FLOORING WILL 
REMAIN, THUS DESK IS TO REMAIN IN 
PLACE DURING CONSTRUCTION.

2. CONTRACTOR TO PROVIDE 
PROTECTION DURING CONSTRUCTION

NOTES: 
1. CONTRACTOR TO REMOVE AND 
REINSTALL TABLE IN EXISTING LOCATION

2. INSTALLATION INCLUDES 4 BOLTS INTO 
FLOOR 

NOTES: 
1. CONTRACTOR TO REMOVE AND 
REINSTALL LIGHT IN EXISTING LOCATION

2. REFER TO ELECT.

NOTES: 
1. CONTRACTOR TO PROVIDE 
PROTECTION DURING CONSTRUCTION

2.CONTRACTOR TO PROVIDE NEW 
CAULKING ON FLOOR AND WALL ALL 
AROUND IN AREAS WHERE NEW EPOXY 
FLOORING IS WITHIN THE SCOPE OF 
WORK

NOTES: 
1. CONTRACTOR TO REMOVE AND 
REINSTALL SMOKE ALARM IN EXISTING 
LOCATION

2. REFER TO ELECT.

B
- R

B
-D DEMOLISH EXISTING METAL BED FRAME BOLTED TO 

EXISTING FLOOR IN FOUR CORNERS.
APPROXIMATE SIZE: 760W X 2030L X 400 H

EXISTING METAL BED FRAME BOLTED TO EXISTING 
FLOOR IN FOUR CORNERS TO REMAIN.
APPROXIMATE SIZE: 760W X 2030L X 400 H

BED

NOTES: 
1. CONTRACTOR TO FILL IN EXISTING 
HOLES IN FLOOR

B-D

B
-N

B
-D DEMOLISH EXISTING METAL BED FRAME BOLTED TO 

EXISTING FLOOR IN FOUR CORNERS.
APPROXIMATE SIZE: 760W X 2030L X 400 H

EXISTING METAL BED FRAME BOLTED TO EXISTING 
FLOOR IN FOUR CORNERS TO REMAIN.
APPROXIMATE SIZE: 760W X 2030L X 400 H

CONTRACTOR TO INSTALL NEW OWNER SUPPLIED 
METAL BED FRAME. BED TO BE  BOLTED TO EXISTING 
FLOOR IN FOUR CORNERS - REFER TO LEGEND AND 
SPECIFICATION FOR BED SPECIFICATIONS. 
CONTRACTOR TO PROVIDE TAMPER PROOF 
BOLTS/FASTENERS FOR INSTALLATION
APPROXIMATE SIZE: 760W X 2030L X 400 H

NOTES: 
1. REFER TO SPECIFICATION FOR SHOP 
DRAWINGS OF NEW BED. 

B-N

B
-N

DEMOLISH EXISTING METAL BED FRAME BOLTED TO 
EXISTING FLOOR IN FOUR CORNERS.
APPROXIMATE SIZE: 760W X 2030L X 400 H

CONTRACTOR TO INSTALL NEW OWNER SUPPLIED 
METAL BED FRAME. BED TO BE  BOLTED TO EXISTING 
FLOOR IN FOUR CORNERS - REFER TO LEGEND AND 
SPECIFICATION FOR BED SPECIFICATIONS. 
CONTRACTOR TO PROVIDE TAMPER PROOF 
BOLTS/FASTENERS FOR INSTALLATION
APPROXIMATE SIZE: 760W X 2030L X 400 H

SHELVING

NOTES: 
1. SHELF TO REMAIN IN PLACE DURING 
CONSTRUCTION. 

2. CONTRACTOR TO PROVIDE 
PROTECTION DURING CONSTRUCTION

S1-R S1-R EXISTING STAINLESS STEEL SHELVING UNIT BOLTED 
TO WALL TO REMAIN
APPROXIMATE SIZE: 740W X 380D X 1100H

S2-R EXISTING STAINLESS STEEL SHELVING UNIT BOLTED 
TO WALL TO REMAIN
APPROXIMATE SIZE: 915W X 380D X 600H

SHELVING

SHELVING

NOTES: 
1. SHELF TO REMAIN IN PLACE DURING 
CONSTRUCTION. 

2. CONTRACTOR TO PROVIDE 
PROTECTION DURING CONSTRUCTION

S2-R

EXISTING STAINLESS STEEL SHELVING UNIT BOLTED 
TO WALL TO REMAIN
APPROXIMATE SIZE: 740W X 380D X 1100H

S2-R EXISTING STAINLESS STEEL SHELVING UNIT BOLTED 
TO WALL TO REMAIN
APPROXIMATE SIZE: 915W X 380D X 600H

S3-D DEMOLISH EXISTING METAL SHELVING UNIT BOLTED 
TO WALL
APPROXIMATE SIZE: 760W X 380D X 600H

NOTES: 
1. CONTRACTOR TO FILL IN EXISTING 
HOLES IN WALL

S3-D

S4-N

EXISTING STAINLESS STEEL SHELVING UNIT BOLTED 
TO WALL TO REMAIN
APPROXIMATE SIZE: 915W X 380D X 600H

S3-D DEMOLISH EXISTING METAL SHELVING UNIT BOLTED 
TO WALL
APPROXIMATE SIZE: 760W X 380D X 600H

CONTRACTOR TO INSTALL NEW OWNER SUPPLIED 
STAINLESS STEEL SHELVING UNIT. SHELF TO BE  
BOLTED TO EXISTING WALL  - REFER TO LEGEND AND 
SPECIFICATION FOR SHELF SPECIFICATIONS.  
CONTRACTOR TO PROVIDE TAMPER PROOF 
BOLTS/FASTENERS FOR INSTALLATION
APPROXIMATE SIZE: 915W X 380D X 600H

NOTES: 
1. REFER TO SPECIFICATION FOR SHOP 
DRAWINGS OF NEW SHELF. 

S4-N S4-N

DEMOLISH EXISTING METAL SHELVING UNIT BOLTED 
TO WALL
APPROXIMATE SIZE: 760W X 380D X 600H

CONTRACTOR TO INSTALL NEW OWNER SUPPLIED 
STAINLESS STEEL SHELVING UNIT. SHELF TO BE  
BOLTED TO EXISTING WALL  - REFER TO LEGEND AND 
SPECIFICATION FOR SHELF SPECIFICATIONS.  
CONTRACTOR TO PROVIDE TAMPER PROOF 
BOLTS/FASTENERS FOR INSTALLATION
APPROXIMATE SIZE: 915W X 380D X 600H

DESK

D1-R
D1-R EXISTING STAINLESS STEEL DESK BOLTED TO FLOOR 

TO REMAIN
APPROXIMATE SIZE: 400W X 915L X 775H

D2-D DEMOLISH EXISTING METAL DESK BOLTED TO FLOOR 
IN FOUR CORNERS.
APPROXIMATE SIZE: 760W X 610L X 730H

DESK

NOTES: 
1. CONTRACTOR TO FILL IN EXISTING 
HOLES IN FLOOR

D2-D

EXISTING STAINLESS STEEL DESK BOLTED TO FLOOR 
TO REMAIN
APPROXIMATE SIZE: 400W X 915L X 775H

D2-D DEMOLISH EXISTING METAL DESK BOLTED TO FLOOR 
IN FOUR CORNERS.
APPROXIMATE SIZE: 760W X 610L X 730H

D3-N CONTRACTOR TO INSTALL NEW OWNER SUPPLIED 
STAINLESS STEEL DESK UNIT. DESK TO BE  BOLTED 
TO EXISTING WALL AND FLOOR  - REFER TO LEGEND 
AND SPECIFICATION FOR DESK SPECIFICATIONS.  
CONTRACTOR TO PROVIDE TAMPER PROOF 
BOLTS/FASTENERS FOR INSTALLATION
APPROXIMATE SIZE: 400W X 915L X 775H

NOTES: 
1. REFER TO SPECIFICATION FOR SHOP 
DRAWINGS OF NEW BED. 

D3-N

DEMOLISH EXISTING METAL DESK BOLTED TO FLOOR 
IN FOUR CORNERS.
APPROXIMATE SIZE: 760W X 610L X 730H

D3-N CONTRACTOR TO INSTALL NEW OWNER SUPPLIED 
STAINLESS STEEL DESK UNIT. DESK TO BE  BOLTED 
TO EXISTING WALL AND FLOOR  - REFER TO LEGEND 
AND SPECIFICATION FOR DESK SPECIFICATIONS.  
CONTRACTOR TO PROVIDE TAMPER PROOF 
BOLTS/FASTENERS FOR INSTALLATION
APPROXIMATE SIZE: 400W X 915L X 775H

MIRROR

NOTES: 
1. CONTRACTOR TO FILL IN EXISTING 
HOLES IN WALL

M1-D
MIRROR

M1-D

DEMOLISH EXISTING STAINLESS STEEL MIRROR 
BOLTED AND SILICONED TO WALL. CONTRACTOR TO 
REMOVE SILICONE IN ITS ENTIRETY
APPROXIMATE SIZE: 250W X 15D X 275H

DEMOLISH EXISTING METAL MEDICINE CABINET / 
MIRROR BOLTED AND SILICONED TO WALL . 
CONTRACTOR TO REMOVE SILICONE IN ITS ENTIRETY
APPROXIMATE SIZE: 250W X 150D X 275H

NOTES: 
1. CONTRACTOR TO FILL IN EXISTING 
HOLES IN WALL

M2-D

M1-D

DEMOLISH EXISTING STAINLESS STEEL MIRROR 
BOLTED AND SILICONED TO WALL. CONTRACTOR TO 
REMOVE SILICONE IN ITS ENTIRETY
APPROXIMATE SIZE: 250W X 15D X 275H

M2-D

DEMOLISH EXISTING METAL MEDICINE CABINET / 
MIRROR BOLTED AND SILICONED TO WALL . 
CONTRACTOR TO REMOVE SILICONE IN ITS ENTIRETY
APPROXIMATE SIZE: 250W X 150D X 275H

CONTRACTOR TO INSTALL NEW OWNER SUPPLIED 
STAINLESS STEEL MIRROR TO EXISTING WALL  - 
REFER TO LEGEND AND SPECIFICATION FOR DESK 
SPECIFICATIONS.  
CONTRACTOR TO PROVIDE TAMPER PROOF 
BOLTS/FASTENERS FOR INSTALLATION
APPROXIMATE SIZE: 305W X 10D X 460H

NOTES: 
1. REFER TO SPECIFICATION FOR SHOP 
DRAWINGS OF NEW MIRROR. 

M3-N
M3-N

M2-D

DEMOLISH EXISTING METAL MEDICINE CABINET / 
MIRROR BOLTED AND SILICONED TO WALL . 
CONTRACTOR TO REMOVE SILICONE IN ITS ENTIRETY
APPROXIMATE SIZE: 250W X 150D X 275H

CONTRACTOR TO INSTALL NEW OWNER SUPPLIED 
STAINLESS STEEL MIRROR TO EXISTING WALL  - 
REFER TO LEGEND AND SPECIFICATION FOR DESK 
SPECIFICATIONS.  
CONTRACTOR TO PROVIDE TAMPER PROOF 
BOLTS/FASTENERS FOR INSTALLATION
APPROXIMATE SIZE: 305W X 10D X 460H

CORKBOARD

C1-D
CORKBOARD

C
1-

D

DEMOLISH EXISTING CORKBOARD BOLTED AND 
SILICONED TO WALL. CONTRACTOR TO REMOVE 
SILICONE IN ITS ENTIRETY
APPROXIMATE SIZE: 600W X 20D X 900H (NOTE:SIZE 
MAY VARY)

CONTRACTOR TO INSTALL NEW OWNER SUPPLIED 
CORKBOARD TO EXISTING WALL  - REFER TO LEGEND 
AND SPECIFICATION FOR CORKBOARD 
SPECIFICATIONS.  
CONTRACTOR TO PROVIDE TAMPER PROOF 
BOLTS/FASTENERS FOR INSTALLATION
APPROXIMATE SIZE: 600W X 20D X 900H

NOTES: 
1. REFER TO SPECIFICATION FOR SHOP 
DRAWINGS OF NEW CORKBOARD.

C1-N

C
2-

N

DEMOLISH EXISTING CORKBOARD BOLTED AND 
SILICONED TO WALL. CONTRACTOR TO REMOVE 
SILICONE IN ITS ENTIRETY
APPROXIMATE SIZE: 600W X 20D X 900H (NOTE:SIZE 
MAY VARY)

CONTRACTOR TO INSTALL NEW OWNER SUPPLIED 
CORKBOARD TO EXISTING WALL  - REFER TO LEGEND 
AND SPECIFICATION FOR CORKBOARD 
SPECIFICATIONS.  
CONTRACTOR TO PROVIDE TAMPER PROOF 
BOLTS/FASTENERS FOR INSTALLATION
APPROXIMATE SIZE: 600W X 20D X 900H

TABLE

T1 T1 EXISTING DAYROOM TABLE TO BE REMOVED FOR 
DEMOLITION AND INSTALLATION OF NEW FLOORING. 
CONTRACTOR TO REINSTALL TABLE IN ORIGINAL 
LOCATION. CONTRACTOR TO PROVIDE NEW 
MOUNTING HARDWARE AS REQUIRED.
APPROXIMATE SIZE: 1220W X 1220D X 800H

TABLE

ELECTRICAL - REFER ALSO TO ELECTRIAL

L1
L1

SM

ELECTRICAL - REFER ALSO TO ELECTRIAL

EXISTING METAL FRAMED LIGHT TO BE REMOVED FOR 
DEMOLITION AND INSTALLATION OF NEW CEILING. 
INSTALL IN ORIGINAL LOCATION. CONTRACTOR TO 
PROVIDE NEW TAMPER PROOF MOUNTING 
HARDWARE AS REQUIRED.
REFER TO ELECTRICAL
APPROXIMATE SIZE: 740W X 230D X 230H

EXISTING SMOKE DETECTOR TO BE REMOVED FOR 
DEMOLITION AND INSTALLATION OF NEW CEILING. 
INSTALL IN ORIGINAL LOCATION. CONTRACTOR TO 
PROVIDE NEW TAMPER PROOF MOUNTING 
HARDWARE AS REQUIRED.
REFER TO ELECTRICAL

SM
SM

EXISTING METAL FRAMED LIGHT TO BE REMOVED FOR 
DEMOLITION AND INSTALLATION OF NEW CEILING. 
INSTALL IN ORIGINAL LOCATION. CONTRACTOR TO 
PROVIDE NEW TAMPER PROOF MOUNTING 
HARDWARE AS REQUIRED.
REFER TO ELECTRICAL
APPROXIMATE SIZE: 740W X 230D X 230H

EXISTING SMOKE DETECTOR TO BE REMOVED FOR 
DEMOLITION AND INSTALLATION OF NEW CEILING. 
INSTALL IN ORIGINAL LOCATION. CONTRACTOR TO 
PROVIDE NEW TAMPER PROOF MOUNTING 
HARDWARE AS REQUIRED.
REFER TO ELECTRICAL

OTHER

E65

EXISTING TOILET TO REMAIN. REFER TO LEGEND ON 
A1.2
INDICATES ROOM NUMBER

OTHER

BED DESK

MIRROR

CORKBOARD

TABLE

ELECTRICAL

TOILET

NOTES: 
1. CONTRACTOR TO FILL IN EXISTING 
HOLES IN FLOOR

GENERAL NOTES:
1. DEPARTMENTAL REPRESENTATIVE WILL STORE OWNER SUPPLIED SECURED 
FURNITURE IN SECURED STORAGE CONTAINER ON THE FACILITY GROUNDS, BUT 
NOT WITHIN THE BUILDING. CONTRACTOR IS RESPONSIBLE FOR UNLOADING AND 
RELOCATING FURNITURE TO FINAL DESTINATION.


