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NOTES:
1. ALL WIRING AND INSTALLATIONS TO BE IN ACCORDANCE WITH 

TRANSPORT CANADA TP 127E

2. WIRING TO BE RUN WITH SMOOTH BENDS AND REGULARLY 
SUPPORTED IN ACCORDANCE WITH INSTALLATION PRACTICES

3. THE INSTALLER IS TO TAKE NOTE OF ANY CHANGES, AND 
PROVIDE AN AS-BUILT ONE LINE FOR THE VESSEL RECORDS

4. INFORMATION SHOWN IS BASED UPON DATA THAT MAY BE 
INCORRECT OR OUT OF DATE. INSTALLER TO NOTE 
DISCREPANCIES, AND IS TO INFORM THE CLIENT OF ANY 
CHANGES REQUIRED DUE TO THEM

5. NEW WIRING TO BE RUN FOR LOOP WITHIN THIS DECK. CABLING IS
TO MATCH THE SPECIFICATION OF EXISTING CABLING

6. NEW DETECTORS TO BE COMPATIBLE WITH EXISTING SYSTEM

7. LOCATIONS OF SENSORS AND PULLS SHOWN IS GENERAL ONLY, 
REFER TO CIELING PLANS AND CABIN CONSTRUCTION DRAWINGS 
FOR EXACT LOCATIONS

REVISED SHEETS OF THE EXISTING DETECTOR LIST
(ITEMS IN RED TO BE RE-LABED / RE-ADDRESSED)


