
PANEL UPS2

UPS GROUND FAULT
UNMARKED ELEC BOX

PANEL UPS2

MOVE UPS DISTRIBUTION, FAULT
INDICATORS AND OTHER BOX TO THIS
LOCATION
IF FEEDER REQUIRES ADDITIONAL LENGTH,
A LOCAL JUNCTION BOX MAY BE ADDED
(TO BE PROPERLY NOTED AND NUMBERED)

L-
1
1
3

EXISTING WIREWAY TO
BE MAINTAINED

(MAY BE TIGHTENED UP
IF SPACE ALLOWS)

W.H.
HVAC

L-113B

NEW L-113 DISTRIBUTION PANEL

NEW L-113B LIGHTING PANEL

BRIDGE HVAC FAULT INDICATOR AND TRANSFORMER
TO BE REMOVED.
JUNCTION BOX TO BE FITTED FOR CABLING LEADING
TO HVAC UNITS.  NEW PULLS TO BE RUN FROM
VENTILATION PANEL IN ENGINE ROOM

P-417 PANEL AND FEEDER REMOVED

EXISTING WIRE RUN TO STAY AS IS
(REDUNDANT FEEDERS TO BE REMOVED)

SIRIUS RADIO CONTROL HEAD TO BE
REMOUNTED IN LOCATION TBD

WIRING CLEANED UP

GENERAL NOTES:
- REDUNDANT AND UN-USED CABLING TO BE REMOVED BACK TO PANELS
- UNUSED JUNCTION BOXES TO BE REMOVED
- ALL FEEDERS TO BE NEW FROM PANEL UNLESS OTHERWISE SPECIFIED OR APPROVED BY OWNER'S REPRESENTATIVE
- WHERE WIRING AND EQUIPMENT IS REMOVED OR RELOCATED, HOLES AND PENETRATIONS ARE TO BE REPAIRED FLUSH TO THE SURROUNDING SURFACE
- EXISTING WELDED TRANSITS THROUGH DECKS FOR HEATER TO BE REMOVED AND REPAIRED FLUSH TO DECK
- EXISTING CABLES, PANELS, AND BOXES TO BE EXAMINED, AND ANY DEFICIENCIES BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE
- WHERE EXISTING JUNCTION BOXES ARE MOUNTED TO INTERIOR PANELS TO BE REMOVED, BOXES ARE TO BE MOVED TO AN ACCESSIBLE LOCATION ABOVE THE
NEW HEADLINER IF WIRING LENGTHS PERMIT.  WHERE WIRING DOES NOT PERMIT THE MOVING OF THE BOX, THE BOX IS TO BE SWITCHED TO A NEW PLASTIC BOX
IF NOT ALREADY FITTED, AND PLACED IN A DISCREET POSITION IN THE NEW JOINERY

TO ACCOMMODATE NEW VENT OUTLETS:
- EXISTING EXTERIOR SPEAKER AND
WIRING TRANSITS TO BE MOVED IF
REQUIRED
- EXTERIOR LIGHT WIRE PATHS TO BE
ADJUSTED IF REQUIRED

TO ACCOMMODATE NEW VENT OUTLETS:
- EXTERIOR LIGHT WIRE PATHS TO BE
ADJUSTED IF REQUIRED

EXISTING HVAC DUCT SHORTENED
PANEL PLACED ABOVE

THIS DRAWING IS THE PROPERTY OF GREGORY C. MARSHALL NAVAL ARCHITECT LTD. THIS DRAWING MAY BE USED SOLELY FOR THE WORK
CONTRACTED.  POSSESSION OF THIS DRAWING DOES NOT AUTHORIZE USE FOR CONSTRUCTION OR PLANNING UNLESS AUTHORIZED IN WRITING.  ALL

DRAWINGS ARE SUBJECT TO DETAIL DEVELOPMENT DURING THE COURSE OF CONSTRUCTION.

COPYING OR REPRODUCTION IN WHOLE OR IN PART IS STRICTLY PROHIBITED WITHOUT THE PRIOR WRITTEN CONSENT OF
GREGORY C. MARSHALL NAVAL ARCHITECT LTD.

NOTES:
1. ALL WIRING AND INSTALLATIONS TO BE IN ACCORDANCE WITH

TRANSPORT CANADA TP 127E.

2. DISTRIBUTION PANELS AND CIRCUIT BREAKERS TO BE CHOSEN
BASED UPON OTHER EQUIPMENT FITTED ON BOARD.  WHEREVER
POSSIBLE, SIMILAR AND INTERCHANGEABLE EQUIPMENT IS TO BE
USED.

3. DRAWING INDICATES BASIC REMOVAL, NOTES, AND NEW PANEL
LOCATIONS.  REFER TO ONE-LINES FOR DETAILS OF CIRCUITS
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MATERIALS:
 CABLING TO BE APPROVED SHIPBOARD CABLE (BOSTRIG TYPE

P UNARMORED OR EQUAL)
 OUTETS AND SWITCH BOXES TO BE FLUSH TO WALL WHERE

MOUNTED TO INTERIOR PANELS
 OUTLETS AND SWITCHES MAY BE SURFACE MOUNTED ON

STRUCTURAL WALLS
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