2/C #12 TECK.
STRAPPED EVERY 1.5m

1™ /\
O~—_ _ __— -
9]
SEE DETAL /5

N\ LED, MARINE RATED

10.7m CLASS 3 )\ AREA LIGHTING FIXTURE,
TREATED \ 120 VOLT
TIMBER POLE \

SECTION — CONDUIT SLEEVES m

STHROUGH WHARF

NIE

DECK

Omm 500mm 1000mm

NOTE:

CLASS

BIRD SPIKES

vo

FLOODLIGHT MOUNTING DETAI

1500mm

SCALE: 1:25

2000mm 2500mm

1. TYPICAL FOR NEW POLES P3, P4 AND P5.

2. ALL DIMENSIONS ARE IN MILLIMETERS.

'3’ TREATED

TIMBER POLE
—— 3/C #12 CABTIRE (CONDUCTOR

COUNT= 1 HOT, 1 NEUTRAL,
1 GROUND)

BIRD SPIKES

LED, MARINE RATED FLOOD
/LIGHTING FIXTURE, 120 VOLT

GALVANIZED TENON MOUNTING BRACKET
c/w GALVANIZED LAG BOLTS

T~ JUNCTION BOX, PVC MOLDED, OCTAGON,

& c¢/w GASKET, COVERPLATE AND STAINLESS
STEEL SCREWS.

N\— PVC COATED CABLE STRAP

P——2/C #12 TECK CABLE
WITH #12 BOND

L POLE LP4 /6 )

SCALE : N.T.S.

NOTE: COORDINATE MOUNTING WITH AREA LIGHT

MOU

\E4/

NTING NOTES:

1.

AND WHERE REQUIRED 5
\ NZY
1 o
N
©
(2 )
@ 19mm MARINE GRADE PLYWOOD —
BACKBOARD. SIZE AS INDICATED. ")
FINISHED ONE SIDE. PAINT WITH
3 COATS MARINE PAINT. COLOR
GREY. SECURELY MOUNTED TO .
o | POLE. SIZED AS PER JUNCTION BOX. \k SEE DETAIL /74"
Q \E4/
5 |
41mm RIGID ]
PVC CONDUIT
l (@]
l (@]
T.0. WHEELGUARD S
| v
| T.0. DECK
I "
l g:—:::ii: -
| 25mmo STAINLESS STEEL / il
ADHESIVE ANCHOR C/W STAINLESS —/ | ! /S DECK
STEEL NUT AND WASHER (TYP.)
200MM EMBEDMENT. REINFORCED
| CONCRETE
MACHINE BOLT 25mm DIA. GALV. PILE CAP
| COUNTERSUNK LENGTH VARIES _\
5 :« ) e
ﬁ ‘ T 41mm RiGD
N / I PVC CONDUIT
| 41mm RIGID PVC 90" BEND \200 x 200 TIMBER WALE
I -
MACHINE BOLT 25mm DIA. GALV. 300 DIA. BEARING PILE
COUNTERSUNK LENGTH VARIES \3:
™~ 200 x 200 TIMBER WALE

TREATED TIMBER

TREATED TIMBER POLE

TREATED TIMBER FENDER

FENDER
T.0. DECK
\ 4
25mm DIA. MACHINE BOLT, I N N i NN BE— T.0. DECK
GALV. ¢/w NUTS AND WASHERS A I IO B e it ae e A S S U NN IS N A \ 4
O
T
25mm® STAINLESS STEEL ,,,,Véii, A Y O R IV O S U/S DECK
ADHESIVE ANCHOR C/W STAINLESS ——//i i A
STEEL NUT AND WASHER (TYP.) ! !
200MM EMBEDMENT. | | TREATED TIMBER
| |
| g=====f===9 |
25mm DIA. MACHINE BOLT, : ===fee=d | SHEATHING
GALV. c/w NUTS AND WASHERS AR S S . " AN A AN i S
. | =0
MACHINE BOLT 25mm DIA., GALV: — T T T I
c/w NUTS AND WASHERS. ™
COUNTERSUNK LENGTH VARIES ™~— 200 x 200 TIMBER WALE
gd==—===f===A
25mm DIA. MACHINE BOLT, ===g====cp
GALV. ¢/w NUTS AND WASHERS — === T —|— —— T T T =
| | =0
MACHINE BOLT 25mm DIA., GALV: — T T I
c/w NUTS AND WASHERS. \
COUNTERSUNK LENGTH VARIES N 200 x 200 TIMBER WALE

ELEVATION — NEW POLE INSTALLATION
— SCALE : 1:20 |
NOTE:

1. INSTALLATION TYPICAL FOR POLES p2, P3, P4 AND PS.
2. ALL DIMENSIONS ARE IN MILLIMETERS

600mm RIGID GALVANIZED

CLASS '3' TREATED
TIMBER POLE \

12mm ¢ x 150mm Ig
LAG BOLTS (x4) _\

STEEL CANTILEVER ARM

BIRD SPIKES,
TYPICAL

LED, MARINE RATED AREA
LIGHTING FIXTURE, 120 VOLT

3/C #12 CABTIRE

1 HOT, 1 NEUTRAL,

2/C #12 TECK CABLE — 1 GROUND)

WITH #12 BOND

PVC COATED /

CABLE STRAP

C\_/

TYPICAL LUMINAIRE MOUNTING DETAIL o)

(CONDUCTOR COUNT=

JUNCTION BOX, PVC MOLDED, OCTAGON,

c/w GASKET, COVERPLATE AND STAINLESS
STEEL SCREWS.

SCALE : N.T.S.

NOTE: MOUNTING FOR POLES #1 — POLE #6

ALL TECK CABLE OR METALLIC CONDUIT TERMINATED ON FIBREGLASS OR PVC BOXES SHALL
UTILIZE BONDING LOCKNUTS. ALL BONDING LOCKNUTS SHALL BE CONNECTED TO GROUND

USING A #14 AWG GREEN INSULATED CONDUCTOR.

CONTRACTOR TO SUPPLY AND INSTALL PVC COATED CABLE GLAND FOR ALL CABTIRE CONNECTIONS.

CONTRACTOR TO SUPPLY AND INSTALL STAINLESS STEEL TECK CONNECTORS FOR ALL TECK

CABLE CONNECTIONS.

CONTRACTOR TO SUPPLY AND INSTALL BIRD DETERRENTS (SPIKES) ON ALL POLE TOPS AND LIGHT FIXTURES.

E4

12mm DIA. GALVANIZED
LAG BOLTS, 150mm
LONG (2 REQUIRED).
COUNTERSINK BOLTS.

NEW TREATED
TIMBER POLE

2/C #12 TECK c/w #12 BOND\,f\C

UP TO FLOOD LIGHT, POLE P4

120V, 15A SINGLE—-GANG '
WEATHERPROOF TOGGLE
SWITCH.

2/C #12 TECK WITH #12 BOND
/UP TO AREA LIGHT

y 600mm x 400mm x 19mm MARINE GRADE PLYWOOD
BACKBOARD. FINISHED ONE SIDE. PAINT WITH

3 COATS MARINE PAINT. COLOR GREY.

/ SECURELY MOUNTED TO POST.

2#12 AWG RW75 Cu. +
1#14 AWG RW75 Cu. BON
IN 16mm RIGID PVC CONDUIT.

1000

WHEELGUARD

SIZED AS PER JUNCTION BOX.

| __—— MOLDED PVC JUNCTION BOX, EEMAC 4 X RATED,
c/w MOUNTING FEET, GASKETTED SCREW DOWN
COVER WITH STAINLESS STEEL SCREWS.

150mm x 150mm x 50mm Dp.

— 41mm RIGID
PVC CONDUIT

WHARF DECK

AN

i 41mm RIGID PVC CONDUIT UP
THROUGH 78mm CAST—IN—PLACE
CONDUIT SLEEVE

ELEVATION — POLE [P4 BACKBOARD %)
SCALE : 1:20 E4

Omm 500mm

NOTE:

1000mm

1500mm 2000mm 2500mm

1. SPLICES IN ALL JUNCTION BOXES TO BE MADE USING MECHANICAL BOLTED
CONNECTORS AND HEAT SHRINK BOOTS.

2. CABLE GLANDS REQUIRED ON ALL CONNECTIONS TO JUNCTION BOX.

2/C #12 TECK WITH #12 BOND
UP TO NEW LED AREA LIGHT.

150 x 150 x 80mm Dp ——  —
PVC MOLDED JUNCTION BOX

300 x 300 x 19mm MARINE GRADE
PLYWOOD BACKBOARD.

FINISHED ONE SIDE. PAINT WITH 3
COATS MARINE PAINT. COLOR GREY.

> SECURELY MOUNTED TO POLE.

TYPICAL FOR ALL.

c/w COVER PLATE, GASKET

AND STAINLESS STEEL SCREWS. \ 8

1000mm

WHEELGUARD

41mm RIGID PVC

CONDUIT

WHARF DECK

ELEVATION

41mm RIGID PVC CONDUIT UP
THROUGH 78mm CAST—IN—PLACE
CONDUIT SLEEVE

— TYPICAL POLE 4

MOUNTED JUNCTION BOX E4

SCALE :

Omm 500mm 1000mm

NOTES:

1:20

1500mm 2000mm 2500mm

1. SPLICES IN JUNCTION BOXES TO BE MADE USING MECHANICAL BOLTED
CONNECTORS AND HEAT SHRINK BOOTS.

19mm TREATED TIMBER PLYWOOD BACKBOARD.
FINISHED ONE SIDE. PAINT WITH 3 COATS MARINE

PAINT. COLOR GREY. SIZED AS PER JUNCTION BOX.

MOUNT BACKBOARD TO POLE WITH 2 x 12mm
GALVANIZED LAG BOLTS (150mm LONG).

SECTION 'A’ — PLYWOOD BACKBOARD

SCALE : N.T.S.

NOTE: ALL DIMENSIONS ARE IN MILLIMETERS.

16mm DIA. GALV. MACHINE
BOLTS (2 REQUIRED)
32 x 10 GALV. FLAT BAR
SHAPED TO SUIT POLE

12mm DIA. GALV. MACHINE
BOLTS AND WASHERS AT

12Zmm DIA. x 75 LG. 250 o.c.

GALV. LAG BOLTS

(4 REQUIRED) 32 x 20 x 6 GALV. STEEL

CHANNEL FRAME (4 SIDES).
H WELD AT CORNERS AND
TOUCH UP WITH GALV. PAINT

600 x 400 x 19 MARINE GRADE PLYWOOD

ON WEB OF CHANNEL c¢/w 3 COATS OF
MARINE GREY ENAMEL

ECTION 'B’ — PLYWOOD BACKBOARD

SCALE : N.T.S.

NOTE: ALL DIMENSIONS ARE IN MILLIMETERS.
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