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EXISTING 120/240 VOLT O/H SERVICE AND O/H EXISTING DIRECT BURIED @i !
LIGHTING CIRCUIT TO BE DISCONNECTED BEFORE RIGID PVC CONDUITS ” ;
PROCEEDING WITH REMOVALS. TO BE REMOVED | |
SERVICE FEEDERS TO BE DISCONNECTED AND | ;:
RECONNECTED BY NSPI. H %ﬁ
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ELECTRICAL — SITE PLAN REMOVALS [ 1\ &t

LEGEND — EXISTING:

% EXISTING TIMBER POLE WITH LIGHT
S EXISTING GALVANIZED SHROUD c/w:
§ 1-30 AMP, 125/250V TL RECEPTACLE &

1-15 AMP, 125 DUPLEX

RECEPTACLE

@ INDICATES REMOVAL NOTE

REMOVAL NOTES:

@ EXISTING TIMBER POLE W

ITH NSPI OWNED LED AREA LIGHT.

REMOVE LIGHT AND EXISTING O/H LIGHTING CIRCUIT.
POLE TO REMAIN. RETURN LIGHT TO NSPI.

ITH NSPI OWNED LED AREA LIGHT.

EXISTING GALVANIZED SHROUD W/ JUNCTION BOX AND RECEPTACLES. DISCONNECT
AND REMOVE RECEPTACLES, JUNCTION BOX, ASSOCIATED FEEDERS BACK TO
PANEL A AND SHROUD. EXISTING CONDUIT THROUGH DECK TO REMAIN.

REMOVE EXISTING JUNCTION BOX AND RECEPTACLES ON A PLYWOOD BACKBOARD
MOUNTED ON EXISTING POLE. DISCONNECT AND REMOVE RECEPTACLES, JUNCTION

DISCONNECT AND REMOVE EXISTING FLOOD LIGHT AND FEEDER BACK TO PANEL.

DISCONNECT AND REMOVE EXISTING WINCH, MOTOR AND FEEDER BACK TO PANEL.

D MOTOR OFF SITE DURING CONSTRUCTION.

DISCONNECT AND REMOVE ALL ELECTRICAL EQUIPMENT FROM BACK BOARD.

D ANY SUPPORTING STRUCTURES.

DISCONNECT AND REMOVE ALL EXISTING CONDUIT AND JUNCTION BOXES

@ EXISTING TIMBER POLE W
REMOVE LIGHT AND EXISTING O/H LIGHTING CIRCUIT.
POLE TO BE REMOVED. RETURN LIGHT TO NSPI.
BOX AND ASSOCIATED FEEDERS BACK TO PANEL A.
@ DISCONNECT AND REMOVE EXISTING PANEL AND FEEDERS.
RETURN PANEL AND FEEDERS TO OWNER.
RETURN LIGHTS AND FEEDER TO OWNER.
SAFELY STORE WINCH AN
REMOVE BACK BOARD AN
UNDER WHAREF.
NOTES:

1. REMOVE ALL FEEDERS BACK TO EXISTING PANEL.

2. REMOVE ALL EXISTING CC

TV . CAMERAS AND ASSOCIATED CABLING FROM

EXISTING POLES. STORE CAMERAS AND CABLING OFFSITE. CAMERAS
AND CABLING TO BE REINSTALLED BY OTHERS UPON COMPLETION OF

CONSTRUCTION.

REINFORCED CONCRETE.
SEE NOTES ON DRAWING ES:

FINISHED GRADE

REINSTATE ASPHALT
TO MATCH EXISTING

CONTINUOUS PLASTIC MARKER TAPE WITH
THE WORDS "CAUTION ELECTRIC LINE

BELOW” INSTALLED 300mm BELOW
FINISHED GRADE
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LENGTH OF DUCTBANK AND EXTEND
UP MIDPOINT OF DUCTBANK ON 75
BOTH SIDES.

NSTIR TYPE 1 GRANULAR COMPACTED
TO 100% STANDARD PROCTOR DRY
DENSITY
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//—10m TIES AT 300

75mm OF SAND UNDER
DUCTBANK FOR
LEVELLING PURPOSES
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BARS CONTINUOUS.

CONCRETE ENCASED DUCTBANK SECTION A
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NOTE: ALL DIMENSIONS ARE IN MILLIMETERS.
CONDUIT SCHEDULE:

@ 78mm RIGID PVC CONDUIT TO ’BUYERS’ PANEL

ONONONORO,

78mm RIGID PVC CONDUIT TO PANEL 'B’

41mm RIGID PVC CONDUIT TO POLE #2

53mm RIGID PVC CONDUIT TO POWER CENTRE #1 & #3
53mm RIGID PVC CONDUIT 'SPARE’

53mm RIGID PVC CONDUIT TO POWER CENTRE #2

i+l

Public Works and Travaux Publics et
Government Services Services gouvernementaux
Canada Canada

UTILITY 1¢ OVERHEAD SERVICE
RECONNECTED BY NSPI

PAVED APPROACH ROAD

ELECTRICAL BUILDING
SEE DETAIL /1 "\

POWER CENTRE — MOUNTED ON CURB.
TYPICAL FOR ALL. SEE DETAIL m

| POWER
CENTRE 1

POWER
CENTRE 4

E5|E1

2— 78mm RIGID PVC
CONDUITS UNDER WHARF
TO NEW PANEL 'B’ AND
NEW 'BUYERS’ PANEL

s POWER S
CENTRE 2

SERVICE POLE CONCRETE ENCASED
\SEE DETAIL /3 DUCT BANK

ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE 24™ EDITION OF THE
CANADIAN ELECTRICAL CODE AND/OR LOCAL INSPECTION AUTHORITIES. THE
ELECTRICAL CONTRACTOR SHALL OBTAIN ALL PERMITS AND INSPECTIONS REQUIRED BY
LAWS, ORDINANCES, RULES AND REGULATIONS OF PUBLIC AUTHORITIES HAVING
JURISDICTION OF THIS DISTRICT AND SHALL OBTAIN CERTIFICATES ON SUCH
INSPECTIONS AND SUBMIT SAME AND PAY ALL CHARGES IN CONNECTION THEREWITH.

GENERAL NOTES

1.

ELECTRICAL CONTRACTOR TO COORDINATE ALL WORK WITH THE CHEBOGUE WHARF
HARBOUR AUTHORITY PRIOR TO STARTING WORK.

ELECTRICAL CONTRACTOR SHOULD VISIT SITE PRIOR TO TENDER TO ASSESS EXISTING
CONDITIONS, OBSTRUCTIONS, MATERIALS, ETC.

ON COMPLETION, ALL EQUIPMENT SHALL BE THOROUGHLY CLEANED. ALL WORK
CHECKED OVER AND LEFT IN WORKING ORDER.

ALL RUBBISH, UNUSED MATERIALS ETC., SHALL BE REMOVED AND THE PREMISES
LEFT CLEAN.

MAKE GOOD ALL AREAS AFFECTED BY CONSTRUCTION.

ELECTRICAL CONTRACTOR SHALL SUPPLY AND INSTALL ALL LIGHT FIXTURES,
JUNCTION BOXES, WIRING DEVICES, ETC. FOR A COMPLETE AND FINISHED JOB AS
DETAILED IN THE DRAWINGS AND SPEC.

EQUIPMENT AND MATERIAL TO BE CSA CERTIFIED.

POLE WITH LED AREA LIGHT
AND POWER CENTRE SEE D

POWER
CENTRE 3

ETAILS 1 1 5

E4|E1\ES|E1A\E4|E1

POLE #4 WITH LED AREA LIGHT
AND LED FLOOD LIGHT SEE DETALS /5 Y 6

— E4[E1AEA[ET

FOR DETAILED CONDUIT LAYOUT O
REFERENCE DRAWING E2, PLAN VI

"CONDUIT SLEEVE & CONDUIT LAYOUT".

F THIS AREA
EW 1/E2 -

ELECTRICAL — REVISED SITE PLAN
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BUYER’S PANEL,
BY OTHERS

PANEL 'B’
SEE DETAIL /7 1
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- SEE DETAIL m
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ISSUED FOR TENDER 2019

revisions

date
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LEGEND:

TYPE 'A’ AREA LIGHTING FIXTURE. 120V, 168 WATT LED AREA LIGHTING

FIXTURE MOUNTED ON A NEW CLASS 3 (10.7M) TREATED TIMBER POLE.
SEE SPECIFICATIONS FOR FIXTURE AND POLE DETAILS.

TYPE 'B’ FLOOD LIGHTING FIXTURE. 120V, 177 WATT LED AREA LIGHTING

FIXTURE MOUNTED ON A NEW CLASS 3 (10.7M) TREATED TIMBER POLE.
SEE SPECIFICATIONS FOR FIXTURE AND POLE DETAILS.

NON—-FUSED BLADE DISCONNECT SWITCH. VOLTAGE, POLES AND AMPERAGE
TO SUIT FEEDER, BREAKER OR FUSE.

120/240V, 150A, 1¢, 3W, 18 CCT. DISTRIBUTION PANEL
IN A STAINLESS STEEL ENCLOSURE.

WHARF POWER CENTRE — GALVANIZED SHROUD c/w:
1-30 AMP, 125V TWIST—-LOCK RECEPTACLE &

1—20 AMP, 125V T—SLOT RECEPTACLE w/ GFClI PROTECTION

WHARF POWER CENTRE — POLE MOUNTED c/w:
1-30 AMP, 125V TWIST—LOCK RECEPTACLE &
1—20 AMP, 125V T—SLOT RECEPTACLE w/ GFClI PROTECTION

INDICATES FEEDER SIZE. REFERENCE FEEDER SCHEDULE DRAWING ES3.

— INDICATES CONDUIT FOR ALL POWER

— INDICATES CONDUIT FOR ALL LIGHTING
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