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SLAB ON GRADE - BASEMENT
2.84 RSI REQUIRED (HEATED) FOUNDATION WALL

WOOD TRUSS ROOF

8.67 RSI REQUIRED - 8.85 RSI ACHIEVED
-STANDING SEAM METAL ROOF

-ROOF FELT

-13mm ROOF SHEATHING C/W H-CLIPS
-WOOD TRUSS @610mm O/C

= -BATT INSULATION - R-50 MIN

-VAPOUR BARRIER MEMBRANE

-16mm TYPE 'X' GYPSUM BOARD

-16mm TYPE 'X' GYPSUM BOARD

1 HOUR RATED CEILING AS PER APPENDIX D

PORCH ROOF

-STANDING SEAM METAL ROOF
-ROOF FELT

-13mm ROOF SHEATHING C/W H-CLIPS
-WOOD TRUSS @610mm O/C

-FIBRE CEMENT PANEL SOFFIT

1.96 RSI REQUIRED (UNHEATED)

3.69 RSI ACHIEVED

-AIR/WATER/VAPOUR BARRIER
-100mm INSULATION
/\/ -COMPACTED BASE

SLAB ON GRADE - EXTERIOR

-COMPACTED BASE

-FINISH AS PER ROOM FINISH SCHEDULE
-100mm REINFORCED CONCRETE SLAB

-100mm REINFORCED CONCRETE SLAB

WOOQOD JOIST FLOOR - 1 HR F.R.R - STC 52 - NBC F9c

STAIR LANDING

SPACING
-16mm GYPSUM BOARD

-FINISH AS PER ROOM FINISH SCHEDULE
-16mm T&G PLYWOOD - GLUE & SCREW
-300mm |-JOISTS - REFER TO STRUCTURAL FOR SPACING
-300mm MINERAL WOOL BATT INSULATION
-22mm FURRING CHANNELS @ 405 O/C
RUN PERPINDICULAR TO I-JOISTS
-2 LAYERS 16mm TYPE 'X' GYPSUM BOARD

-FINISH AS PER ROOM FINISH SCHEDULE
-16mm T&G PLYWOOD - GLUE & SCREW
-38x235mm WOOD JOISTS - REFER TO STRUCTURAL FOR T

EXTERIOR DECK - FRONT BALCONIES

STAIRWELL SIDE

SUITE SIDE

STRUCTURAL FOR SPACING

-24x140mm COMPOSITE DECKING
-38x285mm PRESSURE TREATED JOISTS - REFER TO

EXTERIOR DECK - BACK BALCONY

-EXTERIOR VINYL DECKING
-16mm PLYWOOD DECKING
-16mm PLYWOOD DECKING

v

GLUED/SCREWED TO JOISTS BE
STRUCTURAL FOR SPACING

-AIR BARRIER
-CEMENT BOARD SOFFIT

-OFFSET JOINTS/EDGES FROM ABOVE
-FURRING CUT FOR FOR SLOPE TO GRADE -

-38x285mm PRESSURE TREATED JOISTS - REFER TO

-16mm TYPE 'X' EXTERIOR GYPSUM BOARD
-16mm TYPE 'X' EXTERIOR GYPSUM BOARD

LOW

PARTY WALL - 1HR F.R.R - STC 57 - NBS W13a
-16mm TYPE 'X' GYPSUM BOARD

-38x89mm WOOD STUDS @405mm O/C

-89mm BATT INSULATION

-25mm AIR SPACE

-38x89mm WOOD STUDS @405mm O/C

-89mm BATT INSULATION

-16mm TYPE 'X' GYPSUM BOARD

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

PARTY WALL - 1HR F.R.R - STC 57 - NBC W13a
-16mm TYPE 'X' GYPSUM BOARD

-38x140mm WOOD STUDS @405mm O/C
-140mm BATT INSULATION

-25mm AIR SPACE

-38x89mm WOOD STUDS @405mm O/C

-89mm BATT INSULATION

-16mm TYPE 'X' GYPSUM BOARD

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

CORRIDOR WALL - 1HR F.R.R - STC 51 - NBC W4a

-16mm TYPE 'X' GYPSUM BOARD (STAIRWELL SIDE)

-13mm RESILIENT METAL CHANNELS @610mm O/C
RUN PERPINDICULAR TO STUDS

-13mm PLYWOOD (FOR SHEAR WALL)

-38x140mm WOOD STUDS @405mm O/C

-140mm BATT INSULATION

-16mm TYPE X" GYPSUM BOARD (SUITE SIDE)

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES
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INTERIOR STUD WALL -1 HR F.R.R - STC 36 - NBC W1a
-16mm TYPE 'X' GYPSUM BOARD

-38x89mm WOOD STUDS @610mm O/C

-89mm BATT INSULATION

-16mm TYPE 'X' GYPSUM BOARD

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

INTERIOR STUD WALL

-16mm GYPSUM BOARD

-38x89mm WOOD STUDS @610mm O/C
-16mm GYPSUM BOARD

INTERIOR STUD WALL -1 HR F.R.R - STC 36 - NBC W1a

-16mm TYPE 'X' GYPSUM BOARD
-38x140mm WOOD STUDS @610mm O/C
-140mm BATT INSULATION

-16mm TYPE 'X' GYPSUM BOARD

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

INTERIOR STUD WALL

-16mm GYPSUM BOARD
-38x140mm WOOD STUDS @610mm O/C
-16mm GYPSUM BOARD

SHAFT WALL - 1HR F.R.R.

-16mm TYPE 'X' GYPSUM BOARD (SUITE SIDE)

-13mm RESILIENT METAL CHANNELS @610mm O/C
RUN PERPINDICULAR TO STUDS

-64mm SHAFT STEEL STUDS @405mmm O/C

-BATT INSULATION

-25mm METAL SHAFT LINER (SHAFT SIDE)

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

1HR FRR REQUIRED FROM INSIDE
2.98 RSI REQUIRED - 5.67 RSI ACHIEVED
-PARGING TO 300mm BELOW GRADE & AROUND WINDOW
WELL
-100mm RIGID INSULATION
-DRAINAGE MEMBRANE / DAMPPROOFING MEMBRANE
-200mm REINFORCED CONCRETE WALL
-89mm WOOD STUDS @610mm O/C
-89mm BATT INSULATION
-VAPOUR BARRIER
-16mm TYPE 'X' GYPSUM BOARD
-16mm TYPE 'X' GYPSUM BOARD
-FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

_____________

FOUNDATION WALL WITH STONE FINISH
1HR FRR REQUIRED FROM INSIDE
— 2.98 RSI REQUIRED - 5.67 RSI ACHIEVED
-MANUFACTURED STONE MASONRY
-METAL LATH FASTENED TO SHEATING @150mm O.C.
-AIR BARRIER
-13mm PRESSURE TREATED PLYWOOD SHEATHING
MECHANICALLY FASTEN TO CONCRETE WALL
-100mm RIGID INSULATION
-DRAINAGE MEMBRANE / DAMPPROOFING MEMBRANE
-200mm REINFORCED CONCRETE WALL
-89mm WOOD STUDS @610mm O/C
-89mm BATT INSULATION
-VAPOUR BARRIER
-16mm TYPE 'X' GYPSUM BOARD
-16mm TYPE 'X' GYPSUM BOARD
-FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

FIBRE CEMENT WALL
1HR FRR REQUIRED FROM INSIDE
2.97 RSI REQUIRED - 4.23 RSI ACHIEVED
-20x65mm FIBRE CEMENT BATTEN BOARDS @405mm O/C
-16mm FIBRE CEMENT SIDING
-19mm PRESSURE TREATED STRAPPING @405mm O/C
-38mm MINERAL WOOL RIGID INSULATION
-AIR BARRIER
-16mm PLYWOOD SHEATHING
-38x140mm WOOD STUDS @405mm O/C
-140mm MINERAL WOOL BATT INSULATION
-VAPOUR BARRIER
-16mm TYPE 'X' GYPSUM BOARD
-16mm TYPE 'X' GYPSUM BOARD
-FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES
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