
LEGEND:

EXISTING TREE

REMOVED TREE (REFER TO DEMOLITION PLAN)

EXISTING SHRUB

EXISTING TUNNEL TO BE REMOVED

NEW TUNNEL

PROPOSED CONIFEROUS TREE

PROPOSED DECIDUOUS TREE

PROPOSED SHRUBS

PROPOSED TOPSOIL AND SOD

PROPOSED ROCK MULCH

PROPOSED WOOD CHIP MULCH

PROPOSED MASONRY COLUMNS REFER TO DETAIL ON L1.05

PROPOSED CHAINLINK FENCE REFER TO DETAIL ON L1.04

PROPOSED WOOD SCREEN FENCE REFER TO DETAIL ON

L1.05

NEW WATER MAIN REFER TO C1.03

NOTES:

1. FINAL LOCATION OF ALL LANDSCAPE WORKS WILL BE

CONFIRMED ON SITE WITH THE DEPARTMENTAL

REPRESENTATIVE.

2. CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL

TREES WITHIN OR ADJACENT TO CONSTRUCTION AREAS, TO THE

SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.
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200 mm WATER MAIN

REFER TO CIVIL

DRAWINGS.

200 mm WATER

MAIN REFER TO

CIVIL DRAWINGS

200 mm WATER MAIN

REFER TO CIVIL

DRAWINGS

WOOD SCREEN FENCE

REFER TO DETAIL ON L1.05

CHAIN LINK FENCE WITH 3 GATES REFER TO

DETAIL ON L1.04. FINAL LOCATION TO BE

DETERMINED ONSITE WITH DEPARTMENTAL

REPRESENTATIVE. TEMPORARY FENCE

WILL BE REQUIRED TO MAINTAIN SECURITY

WHILE THE FENCING IS REMOVED,

TEMPORARY FENCE TYPE TO BE

APPROVED BY DEPARTMENTAL

REPRESENTATIVE PRIOR TO INSTALLATION

4 - MASONRY COLUMNS

REFER TO DETAIL ON L1.05

GARDEN BED 500 mm DEPTH

TOPSOIL WITH TIMBER EDGE

REFER TO DETAIL ON L1.05

GARDEN BED 500 mm DEPTH

TOPSOIL WITH TIMBER EDGE

REFER TO DETAIL ON L1.05
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STICK SAM WALK

2 - EL

1 - EL

1 - EL

3 - EL

1 - EL

4 - SK

2 - AB

3 - SK 7 - AB

2 - SK

4 - AB

1 - AB

1 - AB

1 - SL

23- CCR

17 - CCR

8 - CCR

2 - PG

6- PG

3 - SL

1 - AB

2 - AB

1 - CS

2 - CS

2 - PG

2 - SL

8 - CCR

6 - ANJ

6 - ANJ6 - ANJ

6 - ANJ

AIRPLANE TO BE

RELOCATED, REFER

TO DEMOLITION PLAN

GRADE SOIL, ELIMINATING UNEVEN AREAS AND LOW SPOTS, ENSURING

POSITIVE DRAINAGE. LEAVE SURFACES SMOOTH, UNIFORM AND FIRM

AGAINST DEEP FOOTPRINTING. MANUALLY SPREAD TOPSOIL/PLANTING

SOIL AROUND TREES, SHRUBS AND OBSTACLES. DO NOT CHANGE THE

OVERALL EXISTING GRADE WITHIN THE DRIP LINE OF THE TREE.

EXCAVATE MANUALLY WITHIN ZONE OF ROOT SYSTEM. DO NOT SEVER

ROOTS GREATER THAN 40 mm DIAMETER EXCEPT AT GREATER THAN 500

mm BELOW EXISTING GRADE. PROTECT ROOTS, AND CUT ROOTS

CLEANLY WITH SHARP DISINFECTED TOOLS. All EXCAVATION AND MINOR

GRADING WITHIN THE DRIPLINE OF A TREE TO BE COMPLETED UNDER

THE SUPERVISION OF A CERTIFIED ARBORIST

6 mm POLYFLEX LANDSCAPE EDGER TO

BE INSTALLED AS PER MANUFACTURERS

SPECIFICATIONS. STAKES TO BE

INSTALLED ONE EVERY 600 mm MINIMUM

6 mm POLYFLEX LANDSCAPE EDGER TO

BE INSTALLED AS PER MANUFACTURERS

SPECIFICATIONS. STAKES TO BE

INSTALLED ONE EVERY 600 mm MINIMUM

PARKING RAIL FENCE TO BE REMOVED, STORED

ONSITE AND REINSTALLED REFER TO PICTURE

ON L1.05. TEMPORARY FENCE WILL BE

REQUIRED TO MAINTAIN SECURITY WHILE THE

FENCING IS REMOVED, TEMPORARY FENCE

TYPE TO BE APPROVED BY DEPARTMENTAL

REPRESENTATIVE PRIOR TO INSTALLATION

TIMBER EDGE REFER

TO DETAIL ON L1.05

TIMBER EDGE REFER

TO DETAIL ON L1.05

MINIMUM 500 mm WIDE MAINTENANCE STRIP. MINIMUM 160 mm

DEPTH 40 mm DIAMETER WASHED ROCK MULCH OVER

LANDSCAPE FABRIC (WEED BARRIER), ROCK SAMPLE TO BE

PROVIDED TO DEPARTMENTAL REPRESENTATIVE FOR

APPROVAL. 6 mm POLYFLEX EDGE LANDSCAPE EDGING AND

STAKES TO BE INSTALLED ONE EVERY 600 mm MINIMUM,

INSTALL AS PER MANUFACTURERS SPECIFICATIONS

MINIMUM 500 mm WIDE MAINTENANCE

STRIP. MINIMUM 160 mm DEPTH 40 mm

DIAMETER WASHED ROCK MULCH OVER

LANDSCAPE FABRIC (WEED BARRIER),

ROCK SAMPLE TO BE PROVIDED TO

DEPARTMENTAL REPRESENTATIVE FOR

APPROVAL. 6 mm POLYFLEX EDGE

LANDSCAPE EDGING AND STAKES TO BE

INSTALLED ONE EVERY 600 mm MINIMUM,

INSTALL AS PER MANUFACTURERS

SPECIFICATIONS

IRRIGATION LINES AND HEADS TO BE

REMOVED IN AREA OF DISTURBANCE.

HEADS TO BE STORED ONSITE FOR

REINSTALLATION. CONTRACTOR TO

ENSURE PROPER COVERAGE WHEN

REINSTALLING

IRRIGATION LINES AND HEADS TO BE

REMOVED IN AREA OF DISTURBANCE.

HEADS TO BE STORED ONSITE FOR

REINSTALLATION. CONTRACTOR TO

ENSURE PROPER COVERAGE WHEN

REINSTALLING

IRRIGATION LINES AND HEADS TO BE

REMOVED IN AREA OF DISTURBANCE.

HEADS TO BE STORED ONSITE FOR

REINSTALLATION. CONTRACTOR TO

ENSURE PROPER COVERAGE WHEN

REINSTALLING

FOR STICK SAM WALK

IRRIGATION REFER TO L1.03

FOR STICK SAM WALK

IRRIGATION REFER TO L1.03

Package 1 - TBU43 - Above Ground

Landscape - Proposed

Plan

L1.02

B. Nolan

J. Green

B. Wolfater

J. Dayman
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A Issued For Review 18/09/07

B Issued For 50% Review 18/11/13

C Issued For 85% Review 19/03/15

D Issued For 99% Review 19/06/21

REFER TO PACKAGE 2

1 PROPOSED LANDSCAPE PLAN TBU43

L1.02

Scale: 1:500

E Issued For Tender 19/09/30
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