
GRADE

FINISH

640 X 640 X 600 mm DEEP PILE CAP

REINFORCED WITH 8-15M VERT (3 EACH

FACE) WITH 4-10M TIES AT 150 O.C.

4-15M X 1000 mm LONG DOWELS

(1 EACH CORE) WITH STANDARD

90 DEG. HOOK

BRICK VENEER - CLAY MODULAR

DIMENSION SPEC. 10 mm MORTAR

JOINTS - HELD TO CINDER BLOCK FACE

WITH LIGHT GREY 50% TYPE 'S' MORTAR

AND 50% TYPE GU PORTLAND CEMENT

WITH BRICK TIES

STANDARD CONCRETE CINDER BLOCK

(390 X 190 X 190) - FILL ALL HOLES WITH

CONCRETE

10M @ 300 O.C. EACH WAY

PRECAST CONCERT CAP - LIGHT GREY

PORTLAND CEMENT WITH LIGHT

SANDBLAST FINISH

400 mm DIA. X 5000 mm LONG PILE

REINFORCED WITH 4-15M VERT FULL

HEIGHT WITH 10M TIES AT 400 O.C. ADD

3-10M TIES AT 100 O.C. TOP. (EXTEND

VERT REINFORCING 400 mm INTO PILE

CAP)

150 mm VOID FORM WITH 19 X 184 mm

PRESSURE TREATED SIDE BOARDS

(LEAVE IN PLACE)

600

640

CAST-IN-PLACE CONCRETE PILE CAP

STANDARD CONCRETE CINDER

BLOCK (390 X 190 X 190) - ALTERNATE

VERTICAL JOINTS. 10 mm MORTAR

JOINTS

BRICK VENEER - CLAY MODULAR DIMENSION

SPEC. 10 mm MORTAR JOINTS - HELD TO CINDER

BLOCK FACE WITH LIGHT GREY 50% TYPE 'S'

MORTAR AND 50% TYPE GU PORTLAND CEMENT

WITH BRICK TIES

400 mm DIA. PILE

750
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MASONRY COLUMN

Scale: 1:10

1
0
0

CUT-OFF

PILE

DOWEL CAP INTO MASONRY CORES

NOTES:

BRICK VENEER TO MATCH EXISTING.

CONTRACTOR TO RECLAIM BRICK FROM

EXISTING COLUMNS BEING REMOVED

OR PROVIDE ALTERNATIVE SAMPLE TO

DEPARTMENTAL REPRESENTATIVE FOR

APPROVAL PRIOR TO CONSTRUCTION.

PARKING RAIL FENCE PICTURE

Scale: N.T.S.
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0
0

300

NOTES:

· ALL HARDWARE TO BE GALVANIZED.

· PAINT ALL EXPOSED WOOD WITH 2 COATS OF BEHR PREMIUM

PLUS EXTERIOR PAINT. COLOUR TO BE APPROVED BY

DEPARTMENTAL REPRESENTATIVE.

· ALL PAINT OR STAIN TO BE APPLIED TO MANUFACTURER'S

SPECIFICATIONS.

· PRESSURE TREATED POSTS TO BE TREATED WITH A SOLUTION

OF PENTACHLOROPHENOL AND PETROLEUM TO CSA-080.

· NAILS TO BE 89 mm COATED FOR STRINGERS TO POSTS AND

50 mm ARDOX FOR BOARDS.

140

PLAN VIEW

SECTION VIEW

38 mm X 140 mm S4S SPRUCE

38 mm X 140 mm S4S SPRUCE

25 mm CHAMFER ALL SIDES

ON TOPS OF POST

19 mm X 140 mm THICK ROUGH

SAWN SPRUCE BOARDS

FENCE BOARDS TO BE CLOSE

NAILED. SPACE TO BE THE

DIAMETER OF ONE NAIL.

19 mm X 140 mm

THICK ROUGH

SAWN SPRUCE

BOARDS

300 mm DIA. CONCRETE BASE
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140

ELEVATION VIEW

1
0
0

19 mm X 140 mm ROUGH SAWN SPRUCE

140 mm X 140 mm PRESSURE TREATED POST

38 mm X 140 mm S4S

SPRUCE EACH SIDE

140 mm X 140 mm PRESSURE

TREATED POST

38 mm X 140 mm S4S

SPRUCE EACH SIDE

38 mm X 140 mm

S4S SPRUCE

38 mm X 140 mm

S4S SPRUCE

WOOD SCREEN FENCE

Scale: 1:20

INSIDE (PARKING AREA)

OUTSIDE

INSIDE
OUTSIDE

FINISHED GRADE

150 X 150 PRESSURE TREATED TIMBER

- PLASTIC TIMBER TO BE USED WHERE

EDGE IS AROUND GARDEN BEDS USED

FOR FOOD PRODUCTION

10M DIA. REBAR X 750

@ 1200 O.C. AND @

ALL JOINTS AND CORNERS

LANDSCAPE CONSTRUCTION STANDARDS

Feb-2010 Titleblock MF

LANDSCAPE SURFACE

TIMBER EDGE AND CORNER DETAIL

Designed By:

Date

13-Aug-10

Digital File:

LS-3A - Timber Edge and Corner Detail.dwg

Scale

N.T.S.

Approved:

LS-3A

ROCK MULCH

OR TOPSOIL AS

SHOWN ON

LANDSCAPE

PLAN

TENSION BAR BAND

3 STRANDS OF GALVANIZED

BARBED WIRE

300

CHAINLINK FENCE, REFER TO L1.04

FOR CHAINLINK FENCE DETAIL

BARBED WIRE OVERHAND

3
5
0

CORNER POST BARB ARM

PERIMETER CHAINLINK FENCE BARBED WIRE 

Scale: 1:30

Package 1 - TBU43 - Above Ground

Landscape - Proposed

Details

L1.05

B. Nolan

J. Green

B. Wolfater

J. Dayman

1004259 E

A Issued For Review 18/09/07

B Issued For 50% Review 18/11/13

C Issued For 85% Review 19/03/15

D Issued For 99% Review 19/06/21

Public Works and

Canada

REAL PROPERTY SERVICES

Government Services

NOT FOR CONSTRUCTION

Canada

Services gouvernementaux

Travaux publics et

Western Region

SERVICES IMMOBILIERS

Région de l'ouest

TENDER

Public Works and 

Government Services Canada

Tunnel Revitalization
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NOTES:

FINAL LOCATION OF ALL LANDSCAPE WORKS WILL BE

CONFIRMED ON SITE WITH THE DEPARTMENTAL

REPRESENTATIVE.

E Issued For Tender 19/09/30
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