
VARIABLE

PIPE DRAIN TO SUMP SHALL BE Ø 25, SERIES

75 P.E.,  AT A CONTINUOUS DOWN GRADE.

Ø 150 WATER MAIN Ø 150 WATER MAIN

SOFT CLAY

SAND

SAND AND GRAVEL

SAND AND GRAVEL

CEMENTED WITH CLAY

SHALE

0.17 m³

0.06 m³

0.06 m³

0.06 m³

0.17 m³

SIZE OF

SUMP

2.0 m²

1.0 m²

   0.7 m²

   0.5 m²

   0.2 m²

SIZE OF PAD

HYDRANT BASE

SOIL TYPE

PAD

GATE VALVE WHERE SPECIFIED

OR AS DIRECTED BY ENGINEER

WATER MAIN

SUMP OF COARSE GRAVEL OR BROKEN

STONES. MIN OF 0.17 m³  IN CLAY

OR SHALE. (MINIMUM OF 0.06 m  IN

CLEAN SAND OR GRAVEL.)

CONCRETE

THRUST BLOCK

DRAIN OR GRAVEL

FILL TO SUMP

FINISHED GRADE

VALVE CASING

CONCRETE

THRUST BLOCK

HYDRANT

(AS SPECIFIED)

(REUSE EXISTING HYDRANTS)

3
0

0

VALVE TO BE ADEQUATELY PROTECTED

AGAINST LATERAL MOVEMENT AND TO BE SET

WITH OPERATING SPINDLE VERTICAL AND

FREE MOVING.

NOTE:

CONCRETE

GATE VALVE AS SPECIFIED

BOX TO SUIT VALVE  AND PIPE DEPTH

VALVE AND BOX TO BE INSULATED

AS PER SPECIFICATION

CAST IRON DISC. DRILLED IN CENTRE TO PERMIT

25SQ. VALVE STEM TO PASS THROUGH CENTRE

OF DISC. DISC TO REST ON LOWER VALVE CASING

CASING AS SPECIFIED

STEEL EXTENSION STEM

CAST IRON LID

HDPE/COPPER

WATER

SERVICE PIPE

0.5 m³

GRAVEL SUMP

CURB STOP

38 x 140 mm

PLANK BASE

WATER MAIN

CORPORATION

STOP

SIDEWALK

300 mm OR AS

DIRECTED BY

ENGINEER

STREET
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SUBGRADE COMPACTED TO

95% STANDARD PROCTOR DENSITY

150 mm GRANULAR
SUBBASE

100100

2
0
0

1
8
0

2
0

8
0

510

130

50

330

3
6
0

50 mm HMAC

150 mm GRANULAR BASE

150 mm GRANULAR SUBBASE

M
IN

 2
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Ø 100x100x100 mm WYE

ENCASED IN CONCRETE

END CAP

(SLIP ON)

EXISTING GROUND

Ø 150 mm DRAINAGE PIPE CLEANOUT

(NON PERFORATED)

IRRIGATION BOX

Ø 100 mm PVC SDR35 WEEPING TILE

(c/w SOCK)

A Not Issued 18/09/07

B Issued For 50% Review 18/11/13

C Issued For 85% Review 19/03/15

D Issued For 99% Review 19/06/07

E Issued For Tender 19/09/30

Package 1 - TBU43

Civil

Details

C1.08

C. Cunningham

G. Soltys

B. Wolfater

J. Dayman

1004259 E

Public Works and

Canada

REAL PROPERTY SERVICES

Government Services

NOT FOR CONSTRUCTION

Canada

Services gouvernementaux

Travaux publics et

Western Region

SERVICES IMMOBILIERS

Région de l'ouest

TENDER

Public Works and 

Government Services Canada

Tunnel Revitalization
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2 TYPICAL SERVICE CONNECTION

-

Scale 1:30

1 HYDRANT

-

Scale 1:15

3 VALVE

-

Scale 1:15

4 VERTICAL CURB AND GUTTER

-

Scale 1:10

5 STREET STRUCTURE (TYPICAL)

-

Scale N.T.S.

6 WEEPING TILE CLEAN OUT

-

Scale 1:15
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