CPMSJAO08 — Create CPMS Work Order Calibration Program Management Solution

Calibration Program Management Solution
Job Aid

CPMSJAO008 — Create CPMS Work Order

Purpose

Maintenance notifications are used to schedule the calibration of Special Tools and Test
Equipment (STTE’s) at the calibration centre. When the calibration is ready to be carried
out, a work order is created referencing the notification. This job aid covers the creation

of the work order and the generation of the shop paper used by the technicians to enter

their calibration information.

Transaction Codes

W22
w28
IP18

W31
IW32
IW3D



Process Flow
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Procedure

The Calibration Centre Calibration Coordinator is responsible for creating the work
order, which is used to track the calibration of the STTE. The work order is either
created from within a system-generated notification (for an STTE that has a pre-defined
recall cycle), or manually.

To use this job aid, please refer to the process flow diagram to determine which step to
start with. For example, if you know the notification number for your STTE, start with
step 1. If you do not know the notification number, start with step 2. You also have the
option of jumping in to the process at any point by starting at the appropriate step
number as shown in the diagram.

1 Open notification
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To create a work order from a single known notification, execute transaction IW22 by

entering it in the Command Box and hitting =

or by selecting it from your Favorites
menu.

= Menu  Edit  Favorites  Extras  System  Help

ol —

T« TIELY

SAP Easy Access
RE &  faigéd | v a

¥ [E5 Favorites

* ¥¢ IE01 - Create Equipment

* ¥¢ IHO8 - Display Equipment

* ¥ IW29 - Display Motifications
* 3¢ IP41 - Add single plan

- Ll "ld = d = Fm
* 37 IW22 - Change PM Notification

Cearcentreffad Usage Rate
« ' 7 TUNS |t Edit Nicnly Eauinmant (1INE)

The Change PM Notification: Initial screen is shown.

Change PM Notification: Initial Screen

Notification

Notification

Enter the notification number. Press (===

The Change PM Notification: Calibration Program screen will be shown.
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Change PM Notification: Calibration Program
& W5 M) 82 ®patner =] F T TF £

—r

Notification 23000065 [[CL [EMR 20972125 PIN = 170609549 CPS
Notific. Status 0SND OPEN
Order

- General Info |. Contact info + Location Data | Date Information - Maintenance Plan / Task List  ~ Ttem ~ Achivities

Reference ohject

Functional loc.

Equipment 20972125 CALIPER, DIGITAL DISPLAY
Assermnbby

Start/End Dates
Required Start 2020.08. 00:00:00| Priority v
Required End 202 00:00:00 [ |Breakdown

Rewision 2000

[ ]
o

o

Subject

Coding

Description EMR 20972125 PIN = 170609549 CP5

Item
Object part
Damage
Text

Cause
Cause text

B ] (=

Entry 1frm 0

Adjust the Required Start Date and Required End Date if needed.

Note: if the dates are in the past, they should be changed to reflect a realistic date for
the calibration.

Start/End Dates
Required Start

~
01g.11.01 \Pn:nn:nn Priority
2.11.01| #24:00:00 [ |Break
2000

Required End
Revision

After changing the dates, please enter some explanatory text on the notification to
indicator why the date change was done.



CPMSJAO08 — Create CPMS Work Order Calibration Program Management Solution

The text should be entered in the large text box within the Subject area of the General
Info tab:

‘ ASSEMDTY | H |
Start/End Dates

Required Start  |2018.11.01) [00:00:00] Priority -

Required End [2018.11.01] [00:00:00] [")Breakdown

Revision 2000

Subject

Coding
Description |EMR 20672125 PIN = 170609549 CPS

o
Changed dates because the S5TTE was brought in early for calibration. ) B

You can now skip ahead to step 5.
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2 Find a notification

To find an open calibration notification for a given STTE, use transaction W28 by

entering it in the Command Box and hitting <= Jor by selecting it from your Favorites
menu.

[ Menu Edit Favortes FExtras System  Help

I v | « {
g ] B

SAP Easy Access

(1K

RE & | foigd | v a

~ [ Favorites
* ¥¢ IED1 - Create Equipment
s 5 - Dj i
= 3¢ IW28 - Change Notifications
* 3¢ W20 - Display Nofiffications
* 71 IP41 - Add single plan
* ¥¢ IP10 - Schedule Maintenance Plan
* ¥ IW22 - Change PM Notification

The Change Notification: Selection of Notifications screen is shown.

Change Notifications: Selection of Notifications
& [0 [l

Notification status
_— — — _— U =7 ]
||Outstanding | |Postponed [¥|In process [ |Completed  Sel.profil |_| der.|x

Notification selection

Notification to |§|
Notification type to |§|
Functional Location to |§|
Equipment to |E|

| |

Y TS|

For Notification status, select only “Outstanding”.
For Notification type, enter “C1”.

If you know the DRMIS EMR number, enter it in the Equipment field.
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Change Notifications: Selection of Notifications
& [0 [{]

Notificati tus
[¥|Outstanding ) [ |Postponed [ |In process [ |Completed  Sel.profil X

| Notification selection

Motification to E’l
Motification type { :: ! to [] E
Functional Location to | I
Equipment ('209?1838)_ o | ||
Material ! lto_ | L=

If you do not know the DRMIS EMR number but do know the TEMMIS PIN, proceed
with step 2.1, otherwise skip to step 2.2.

2.1 Find EMR based on the TEMMIS PIN

1. Click on the Possible Entries icon at the end of the Equipment field.

NuULiLdLu Lype S w

Functional Location ' |to

Equipment [ 7
Material ?_ to
Sarial Murmhar [ PN

2. If a Restrict Value Range window opens like below...

[= Restrict Value Range

R: Address selection (service) ]‘ A: Equipment by asset number m
| |
Search Term 1 'TI . E‘I
Search Term 2 E’l
Company name ' I g
] |
Postal Code =
City ' ' =
Street ' ' =
Equipment I I Iﬂ>
Language Key @ =
Restrict nurnber to 500 [ |Mo restriction
)]

...select tab Classification by clicking on the small folder icon in the top right-
hand corner:
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|__//T: Equipment by short text | W: Equipment by PRT group |

R: Address selection (service)

|| Egquipment descript. ' ] E A: Equipment by asset number
| Equipment I C: Equipment by cost center
| Language Key @ D: Equipment by customer (operator)
F: Equipment by technical ID number
j ® T: Equipment by short text
Restrict number to ["s00]  [TINo restriction W: Equipment by PRT group

L: Equipment by equipment list
M: Equipment by serial number list

N: Equipment by equipment list (service)

P: Equipment by functional location structure
nt by equipment structure

Z: Equipment by Fleet Identification Data

If any other window opens, such as Display Equipment: Equipment Selection,
click & to select another search and then chose Classification from the list:

[Z progem Edit Gote System Help

L -j<¢5 = i

@ 1% [ = ]
Address selection (service) l
| Equipment Selection Equipment by asset number
Equipment [ Equipment by cost center
Equipment descriptn Equipment by customer (operat...
Material [ Equipment by technical ID num...
Serial Number Equipment by short text
Period Frm  |201&8.10.0 Equipment by PRT group
Partner | - Equipment by equipment list
Selection Profile [ [ Equipment by serial number list I
% Equipment by equipment list (s...
| Classification Equipment by functional locatio...
Class Type [] =Equiiment by equipment struct...
Class ( Classification -)
Equipment by Fleet Identificatio...
| General Data Master Equipment for Owner - ...
T lmiel ol [ | T e ey + For LIkl L

3. On the Find Objects in Classes screen, enter:
a. Class: “TEMMIS”
b. Class Type: “002”

Enter

Press =— .
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Find Objects in Classes

é Find in initial class Include subordinate
Initial Class

Class TEMMIS

Class Type ooz

4. Inthe Char. window, enter the TEMMIS PIN in the Value field:

Find Objects in Classes

0

= | (MiFnd in initial class (M ncude subordinate classes Reselact

(@] Initial Class

Class Hierarchy Class TEMMIS TEMMIS PIN
~ () 002 TEMMIS Class Type 002 Equipment class
Char.
General

L
0

Characteristic Description  Value
TEMMIS Part Identificatip ..220001394|

Press LUFnd ininitial dass e system should find the EMR and display it:

(v]EEL) (&)= EFL) [=]E J& G

B Object Object Category TEMMIS Part Identification Mo
20971838 Equ 220001394

5. Select the record and press to copy it back to the notification selection
screen.

WEL EF@EFL @F IRl @

B Object Object Category TEMMIS Part Identification No

|_*2i971333 Equ 220001394

The DRMIS EMR number will be copied back to the IW28 selection screen:

10
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Change Notifications: Selection of Notifications
& [ [i]

Notification status
| 0Qutstanding [ |Postponed [ |In process [ |Completed  Sel.profi

Notification selection

Notification to
Notification type c1 to
Functional Location to

. m =
Equipment LPGETlSSS 0
Material to
Serial Mumher tn

2.2 Open notification in Change mode

Press the Execute button (@) to continue.

A given EMR should only have a single C1 notification open at any given time. The
system should find this notification and bring it up in Change mode:

Change PM Notification: Calibration Program
& | E || 82 Mpratner =] G F TP g1

Notification 23000066 |C1|/EMR 20972125 PIN = 170609549 CP5 B
Notific. Status 0sNO BEES (%]
Order D)

./ General Info | Contact info " Location Data | Date Information | Maintenance Plan / Task List

Reference object

Functional loc. |E|
Equipment 20972125 CALIPER,DIGITAL DISPLAY |5[E|
Assembly |@|

Start/End Dates

Required Start 2018.08.28| |00:00:00| Priority -
Reguired End 2018.08.28| |00:00:00| [ |Breakdown
Revision 1000

If the notification is found and opened as shown above, adjust the Required Start Date
and Required End Date if needed.

Note: if the dates are in the past, they should be changed to reflect a realistic date for
the calibration.

11
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Start/End Dates
Required Start
Required End

-
018.11.01 \Pn:nn:nn Priority
8.11.01| #24:00:00 [ |Break

—
2000

Revision
After changing the dates, please enter some explanatory text on the notification to
indicator why the date change was done.

The text should be entered in the large text box within the Subject area of the General
Info tab:

ASSEMDIY H

Start/End Dates

Required Start 2018.11.01| |00:00:00] Priority v
Required End 2018.11.01| |00:00:00] [ |Breakdown

Revision 2000

Subject

Coding [ |
D;e'_scrintion EMR 20072125 PIN = 170609549 CP5

—
Changed dates because the SITE was brought in early for calibration. ) @

You can now skip ahead to step 5.

If a notification cannot be found for the EMR, the following message will be displayed at
the bottom of the screen:

Mo objects were selected

If you receive this message, continue to step 3.

12
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3 Find maintenance plan for an EMR

If no notification can be found for the STTE, you should first determine whether a
maintenance plan exists for the EMR. To do this, use transaction IP18. Enter it in the

Enter

Command Box and hit ==—___ or select it from your Favorites menu.

[ Menu Edit Favorites FExtras System  Help

o () ]« @e |,
SAP Easy Access
RE & g d | v a

~ [ Favorites
* ¥ IE01 - Create Equipment
* 3¢ IHOB - Display Equipment
* ¥ W28 - Change Notifications
* ¥ W29 - Display Notifications
* ¥ IP41 - Add single plan
*(37 IP18 - Display Maintenance Item

" - sChedule Mantenance n
« % W27 . Channe DM biatifiratinn

The Display Maintenance Item: Selection Criteria screen is shown.

Display Maintenance Item: Selection Criteria

& (o [i]

Maintenance item selection
Maint. pln cat. n to ] E
Maintenance Plan to
Maintenance item to = |
Maintenance strategy to
Maint. item text to = |
Functional Location to E
Equipment to
Accamhhs tn =

Enter Maintenance Plan Category “C1”.

Enter the EMR number in the Equipment field.

13
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& [ [il

Maintenance ftem selection
Maint. plan cat. @ fo |?|
Maintenance Plan ol to |?|
Maintenance item to |?|
Maintenance strategy to |?|
Maint. item text fo |?|
Functional Location to |?|
Equipment 120871838 to |?|
Assembly o to |E|
et o | =

Again, if you do not know the EMR number, refer to step 2 for instructions on finding the
EMR by the TEMMIS PIN.

Press # to execute the report.

If the EMR has a maintenance plan, the report will display the plan number:

Display Maintenance Item: Maintenance Item List

H> HEE 2% ¥ [m B [ vantenance tem Maintenance plans  Cost estimate [T

E: | MntPlant Maintenance item description Motif.type *|Type™ Strat. ™ Equipment Functional Location” ‘MntPlan Dlan
2000 EMR 20971838 PIN = 220001394 CP2 Cci 20971838 6063598 C

In this case, the maintenance plan can be adjusted to either create a notification earlier
than its normal recall date or create an additional notification outside of its regular cycle
(see job aid CPMSJAQ06 for details).

Once the notification has been created, you can return to step 1.

If no plan is found for the EMR, the system will display the following message at the
bottom of the screen:

Mo objects were selected

In this case, proceed to step 4 to create a work order manually.
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4  Create work order directly

If the EMR has no existing notification and no maintenance plan, the work order can be
created manually. Use transaction IW31.

[5 Menu Edit Favortes Extras  System  Help
@ (i) -]« QeI
SAP Easy Access
GE | & st & | v

¥ = Favorites
* ¥ IE01 - Create Equipment
* Y7 IHO8 - Display Equipment
* ¥ W28 - Change Notifications
* ¥ W29 - Display Motifications
* 3¢ IP41 - Add single plan
* ¥¢ IP18 - Display Maintenance Item
* ¥¢ IP10 - Schedule Maintenance Plan
+ 37 D22 . Change DM Motification
= vy - ge urder

* 3¢ IW41 - Enter PM Order Confirmation

The Create Order: Initial Screen will be shown.

Create Order: Initial Screen

Header data 7|

Order Type [
Priority -

Func. Loc.

Equipment
Assernbby
Plng plant

Reference
Order
[ |Relationships

Enter or select Order Type “C001”.
Enter the EMR number in the Equipment field.
Enter the correct Planning Plant from the following list:

e 1000 — ADM (Mat)

15
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e 1001 — FMF Cape Breton
e 1002 — FMF Cape Scott
e 2000 — Air Force

Create Calibration Program Work Order: Initial Screen

Header data "3

Order Type ([co01)

Priority ' bl
Func. Loc.
. |
Equipment (2 05718 ?3) TORQUE WRENCH

Assembly

Plng plant

Ent .
Press == to continue.

If the EMR has an active warranty, the Warranty Check screen will be shown:

[E Warranty Check: 3

Checked Technical Object
20971873 TCRQUE WRENCH

Vendor Warranty
Start 2008.08.11 End 2019.08.11

1)

Press to continue.

If the planning plant value differs from the one assigned to the equipment, the following
message will be shown:

16
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[= Maintenance Order Planning Plant

| 2000 |

Select the Planning Plant

| 1000 |

Ix Cancel ‘

Select the correct planning plant to continue (this should be the same as the value you
entered on the Initial Screen).

The Create Calibration Program Work Order: Central Header screen will be shown.

Create Calibration Program Work Order : Central Header
- R ol i O )

Order co01|s00000000001 l@ @]

Sys.Status  |CRID MRNC NIUP

" HeaderData } Operations + Components | Costs - Partner - Objects | Addiional Data

Person responsible Notifctn W@
PlannerGrp  |CP2| / (2000 ATESS TRTN CALCTR Costs cap
Mn.wk.ctr | ceMsATES| / [2000] 14 AMS Work Ce.. m PMACEType c

SystCond. []

Address W
Dates
Bscstart  |2012.10.11 Priority - [l
Basic fin. 2018.10.11 Revision

Reference object

Func. Loc. ﬁ
Equipment | 20871873 TORQUE WRENCH
Assembly

On the top line, enter a description for the work order using the following naming
convention:

If the STTE is part of a family:

“FAMILY" + family number + “EMR = + equipment number + planner group
If the STTE is not part of family:

“EMR =" + equipment number + planner group
If the STTE is calibrated in-situ:

“In-Situ EMR =" +equipment number + planner group

17
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Examples:
FAMILY 19 EMR = 20972024 CP3
EMR = 20981143 CP1
In-Situ EMR = 20972025 CP4

Create Calibration Program Work Order : Central Header

RESERT BASEO
Order coo1|soo000000001] (|EMR = 20071873 CP2_ ) 2 [

Sys.Status |CRTD MANC NTUP |

Use the dropdown on the PMActType field to select the appropriate maintenance
activity type.

liional Data | Location | -Planning  Control | Enhancement |

1200013

T
v B ) I P ) P L
MAT |MAT Description

C01 DND Cal Center

- | C02 Prime Cal Center

C03  In-Situ by DND Cal Center

C04 In-Situ by Prime

C05 In-Situ by OEM

C06  Sub-Con to OEM by DND CalCtr

C07 Sub-Con to OEM by Prime CalCtr
C08 OEM Calibration

8 Entries found

Check the Main Work Center value and change it if necessary. If it does not represent
the calibration center actually doing the calibration, it must be changed. Valid work
center names for calibration centers begin with “CMPS” (e.g. CPMSPHYX,
CPMSQETE, CPMSFMCB, etc.).

HeaderData ]— -Dperatk}ns | -Components )’ -Costs I'd

Person responsible
PlannerGrp | CE2| /2000 ATESS TRTN CALCTR
@.wk.ctr CEMSATES| / (2000 )14 AMS Work Ce.. ﬁ

Do

18
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Adjust the Basic Start Date and Basic Finish Date if needed, or accept the default of
the current system date.

Dates

Bsc start
Basic fin.

Select a task list using the menu path Extras = Task List Selection = Direct entry.

& order Edit Goto | Extras | Environment System  Help

@ ] Task List Selection 3 Direct entry
£ To reference object
General task lists for assembly

Genera| task lists for object structure

Create Calii

@z @ 2 Shipment Status
b= ST Paging Ctri+F7 General task lists
Order [cooi|soooog  Reset PUSH Display task lists
Sys.Status [crRTD MaNC N Reference object 3
Assermnbly operation 3
HeaderData | Opers  Suborders ¥ Partner | Objects . Additional Data | Locatior
Cost reports 4
Person responsible Docurnents for Order » MNotifctn |23000074 @
PannerGp [CP2|/ 200 sertings y [Costs ' | can
Mn.wk.ctr | CEMSATES| /72000 12 AMS Work o [P PMAct Type &

CuretCand

The Task List Direct Input window will open.

[© Task List Direct Input x

(JFunctLoc task list () Equipment task list (®) General task list

I Tt
Functional Location L

Equipment 120971873

Group
Group Counter

)]

Enter one of the following task list group numbers in the Group field:

Task List Group Description

25017 Task list for CPMSQETE
25018 Task list for CPMSPYOT
25019 Task list for CPMSPYHX
25020 Task list for CPMS1AMS
25021 Task list for CPMSATES
25022 Task list for CPMSFMCS
25023 Task list for CPMSFMCB

19
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[= Task List Direct Input

(") FunctLoc task list () Equipment task list (®) General task list

Functional Location '

Equipment [20971873

"—

Group Counter

After entering the group number, press to continue.

Several pop-up windows will open in succession:

Should operations be deleted?

Answer to continue.

[& Operation selection using work center/replace work center

Work center  Plant a.WCen... a.... Short Text

CPMSRTES 2000 CPMSATES 2000 1 CDN AIR DIV ATESS CALIBRATION CENTER a
: :

LI 1

L2 A1) v selected | (BRI E3 [T [e3 (83 (3]

Select to continue.

20
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[E Operation select.

leroup 24629  Task list for CEMSATES Grp.Countr 1 |
[ |
Task list factor I—h T
= =l
I Fct Op... SOp Work ctr (Chrl  Operation short text
[J1 |oolo CPMSATES CEMS CALIBRATION
[J1 |oozo CEMSATES CEMS REPAIR
[[J1 o030 CPMSATES CPMS TRAVEL
[J1 |oo4o CPMSATES CPMS SUBCONTRACTING -
-
i b i
(v_Al][v_selected | & [E)R[Z[£)[F_work center |3[H[3E3 (]

Select to continue.

The system will report that the task list was successfully added:

General maint.task list 24629 1 included

Skip to step 6 to continue.

21
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5 Create work order from notification
5.1 Verify calibration center

Before proceeding with the work order creation, check the equipment master record
(EMR) to ensure that your calibration center is the correct one for this STTE.

If you are in the notification, double-click on the equipment number to view the EMR.

Notification 20001465 |[C1| Calbration MP for EMR 10048803
Notific. Status OSNO OPEN
Order @

- General Info P Contact info " Location Data | Date Information - Maintenance Plan / Task List

Reference object

Functional loc.

Equipment 10048803 - [E| WRENCH, TORQUE
Assembly Double-click
Ul

Start/End Dates

(= EE

If you are not in the notification, please refer to job aid CPMSJA002 for additional ways
of finding and displaying the EMR.

Once in the EMR, check the description of the equipment and/or the Calibration
Procedure characteristic value to determine if the STTE should be calibrated elsewhere.

22
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Display Equipment : General Data
B | [i] 2] &2 &w Class overview Measuring points/counters

[21070291 | cateqory gl Te
H2018 GAGE,COMPOUND PRESSURE-WACUUM,DI..

Equipment:

measurement equipment
Description

Status L "@J

valid From 2019.04.03| valid To la9g9.12.31

_/General | Location | Organzation | structure | User/PartmerData | PRT...] « [*][5]

General data

Class [CPMS ] Calibration Program Management Solution

Ohject type EQOO0L Test/Measure Default

AuthorizGroup [—|

Weight [0.000 1 Size/dimension | |
Start-up date

Reference data

AcquistnValue [0.00 H ] Acquistion date [ﬁ

Manufacturer data

Manufacturer I38508 ]Manquountry [_]

Model number  [Hz2018 constryr/mth | /[ ]

ManufPartNo. [r2018 |

ManufSerialNo. [53 ]

Display Equipment : Classification
E% | [i] =] &5 &n Class overview Measuring points/counters

Equipment 21070491 ] Category [E] Test/measurement equipment
Description H2018 GAGE,COMPOUND PRESSURE-VACUUM,DI.. ]
Status [aviB |'oPER cALA FCAL (7]

valid From 2019.04.03 valid To 9999.12.31
_/PRTdata | SerData Conﬁguraﬁon data ' Wamanty [ 0.]) [(1[*][E]

Ficati

Maintenance Manual MFG MANUAL
Calibration Procedure
Cal Procedure Revision

Rate Category [4 l
Famnily [ ]
TEMMIS Part Tdentification No [111279063 |

B

23
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If you find that the STTE should be sent to another calibration center, the notification will
need to be changed (see below). If the STTE does not to be transferred to another
calibration center, proceed to step 5.2.

From within the notification in Change mode, select the £ /@& | tah. Change the
planning plant value to correspond to the correct calibration center.

Change PM Notification: Calibration Program
& 0D & &L Sreatrer I B T T &

Notification 30003567 [c1|cpms EsQ EMR 21124616 (]
Notific. Status 0SNO - [i]]ozen (%]
Order |D|

General Inﬂi 7 iﬁﬁ ng } Iomtion Data - Date Information © Maintenance Plan / Task List

Responsibilities

Planner group CE3 FMFCB CAL CTR

Main WorkCtr CEMSFMCB| /1001 FMF CAPE BRETOM CALIBRATION CENTER |@|
UIC - STTEUTIL | 3555 FMF CAPE BRETON

Utilizer Sub FE

Reported by IP1020190618 Notif.date 2019.06.18| |07:19:10

Enter the correct planning plant based on the following list:

1000 QETE, Outside Contractor
1001 FMF Cape Breton

1002 FMF Cape Scott

2000 Cold Lake, ATESS

5.2 Create work order

From the Change PM Notification: Calibration Program screen, click |Q| to create a work
order.

24
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Calibration Program Management Solution

Change PM Notification: Calibration Program

(™D W | &L Gratner =] Py T T &
Notification 23000066 E EMR 20972125 PIN = 170609549 CP5
Notific. Status 0SNO OFEN
Order ’
~ General Info } Contact info " Location Data | Date Information | Mai

Reference object

S

The Create Order pop-up will be shown.

[E Create Order

=
Order Type coo1

Ly
Planning plant 1002

Business Area

Main work center CEMSEMCS| / 1002

FMF CAPE SCOTT CALIBRATION CENTER

1) |

Check the Main Work Center value and change it if necessary. If it does not represent
the calibration center actually doing the calibration, it must be changed. Valid work
center names for calibration centers begin with “CMPS” (e.g. CPMSPHYX,

CPMSQETE, CPMSFMCB, etc.).

After insuring that the work center is correct, press [*_] to continue.

The Create Calibration Program Work Order screen is shown.

Create Calibration Program Work Order : Central Header

REEERT BIASEO

Order

=
C001|/$00000000001 LCF\LIBRATIDN FOR EMR 10050486

Sys.Status |CRTD MANC NIUF

2 [ml

" HeaderData } Cperations ~ Components - Costs | Partner  Objects | Additional Data
Person responsible Notifctn W@
PlannerGrp |CP4 / 1002 FMFCS CAL CTR Costs CRD
Mn.wi.ctr  |cemseues| 7 [1002] M capE SCDTT... PMACEType | ™

SystCond. []

Address K]
Dates
Bscstart  |2018.12.23 Priority - ()
Basic fin. 2018.12.23 Revision
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Use the dropdown on the PMActType field to select the appropriate maintenance
activity type.

liional Data | Location | Planning | Control | Enhancement

T
[] Lo i v Y e =T
MAT MAT Description

C01 DND Cal Center

— C02 Prime Cal Center

C03 In-Situ by DND Cal Center

C04 In-Situ by Prime

C05 In-Situ by OEM

C06 Sub-Con to OEM by DND CalCtr

C07 Sub-Con to OEM by Prime CalCtr
C08 OEM Calibration

8 Entries found

If the work center value was changed above, you will need to re-select the proper task
list, which will insure the work order operations are correct. Please proceed with the

instructions below. If you did not need to change the work center, you can skip to step
6.

Select a task list using the menu path Extras = Task List Selection 2 Direct entry.

& order Edit Goto [Extrgs Environment  System  Help

@ ] Task List Selection » Direct entry

E Ta reference object

|.| Create Calii General task lists for assermbly

CR N = C atus General task lists for object structure
Paging Ctrl+F7 General task lists
Order [cooz)[zo000d Reset PUSH Display task lists
Sys.Status  |CRTD MRNC N Reference object 3
Assermnbly operation 3
HeadeData | Opera  Suborders b Partner | Objects  Additional Data | Locatior
Cost reports 4
| Person responsible Docurments for Order » MNotifctn 23000074 @
PhnnerGp  |ce2| /200 Sattings p Costs CRD
Mn.wh.ctr  |CEMSATES| /20007 T4 AMS Work Ce - [%5#] | PMACtType & |
CuretCnnd ]

The Task List Direct Input window will open.
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[© Task List Direct Input

(JFunctLoc task list () Equipment task list (®) General task list
) ) I =1
Functional Location L J
Equipment [20971873 |
|
Group

Group Counter []

)]

Enter one of the following task list group numbers in the Group field:

Task List Group Description

25017 Task list for CPMSQETE
25018 Task list for CPMSPYOT
25019 Task list for CPMSPYHX
25020 Task list for CPMS1AMS
25021 Task list for CPMSATES
25022 Task list for CPMSFMCS
25023 Task list for CPMSFMCB

[= Task List Direct Input

) Functloc task lst () Equipment task list (s) General task list

Functional Location
Equipment [20571873

Group Counter

v]x]

After entering the group number, press to continue.

Several pop-up windows will open in succession:

Should operations be deleted?

Answer to continue.
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[& Operation selection using work center/replace work center

Work center  Plant a.wWCen... a.... |Short Text il

CEMSRIES 2000 CEMSATES 2000 1 CDN AIR DIV ATESS CALIBRATION CENTER a
} -

i 4

[ Al seleceed B BRI BB O]

Select to continue.

[= Operation select.

|eroup 24629  Task list for CEMSATES Grp.Countr 1 |
[ |

Task list factor Ch'_lj
I Fct Op...SOp Work ctr (Ctrl  Operation short text
[J1 |oolo CEMSATES CEMS CALIBRATION

[J1 |oozo CEMSATES CEMS REPAIR

[]1 0030 CEMSATES CEMS TRAVEL

[]J1 oo4o CPMSRTES CPMS SUBCOMTRACTING -

i) 1P

[v ][ selected | ECERIFIEIF_work center | (&[]

Select to continue.
The system will report that the task list was successfully added:

General maint.task list 24629 1 included

To continue with editing the work order before saving it, proceed to step 6 below.
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6 Update work order data

This step details several items that can be updated on the work order before it is saved.
These are all optional; if the operations from the standard task list are fine, and you do
not wish to assign a personnel number to any operation, you can skip this step and
proceed with step 7.

Note that these updates can also be done for an existing order by using transaction
IW32 (Change Order).

The instructions below assume that the order is being updated before it is saved.

The order will be created with standard operations based on the task list either assigned
to the maintenance plan that created the notification (see CPMSJAQ04 - Create CPMS
Maintenance Plan) or selected by the user for a manually created order.

To edit the operations, select the Operations tab.

Create Calibration Program Work Order : Operation Overview
PE=EERT BIdLEEE

Order coo1|soo000000001]  [EMR 20972125 PIN = 170609549 CP5
Sys.Status |CRTD MANC NTUP

HeaderDaté . Operations } tomponents ~ Costs - Partner - Objects - AdditionalData ~ Location | Plnning - Control  Enhancemnt

=

0p... SOp |Work ctr Plant Co... StTextK S.. Operation short text LT |Actual work |‘Work Un |N... Dur. Un C.Key ActTyp Reci
0010 CEMSPYOT 1000 CEM3 CALIBRATION 0.0 HR. HR 2 Calculate .. ¥ CALIBR
0020 CEMSPYOT 1000 CEM3 REPAIR 0.0 HR. HR 2 Calculate .. ¥REFRIR
0030 CEMSPYOT 1000 CEM3 TRAVEL 0.0 HR HR 2 Calculate .. ¥ TRAVEL
0040 CEMSPYOT 1000 CEMS SUBCONTRACTING 0.0 HR HR 2 Calculate .. ¥ SUBCON
0050 CEMSPYOT 1000 CEMS 0.0 HR HR -

nnan CDMSDYAT. 1000 CoMS oo up up -

To delete an operation, select it from the list and click == at the bottom of the screen.

0250 CEMSPYOT 1000 CEM3 0.0 HR.

02a0 CEMSFYOT 1000 CEMS 0.0 HR.

0270 CEMSFYOT 1000 CEMS 0.0 HR.
i)

General JI Internal H External “ Dates JI Act. Data H Enhancement I )Ex Factor I“:E Cat::llog‘

[© Confirmatn Prompt

Do you really want to delete? I Yes I
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Yes

Click |

| to confirm the deletion.

To add an operation, move to the first available line and enter a description in the

Operation short text field.

HeaderData - Operations } Components © Costs | Partner  Objects  Additiona

Op... SOp Waork ctr Plant Co... 5tTextk &.. Operation short text LT Actuz

(o]uil] CEMSEYOT 1000 CEMS CALIBRATION

0020 CEMSEYOT 1000 CEMS REPAIR

0030 CEMSFYOT 1000 CEM3 TRAVEL
|:|0040 CEMSFYOT 1000 CEMS [CLEANUP' 1

0050 CPMSFYOT 1000 CEM3

Calibration Program Management Solution

On the same line, use the dropdown on the field ActTyp to select an appropriate activity

type.
1 ¢ Control ¢ Enhancemnt
Jur. Un C.Key ActTyp Recipient Unloading Point E... Cc
HR |2 Calculate . ¥ CALIER 1 fl
HR 2 Calculate .. ¥ REPAIR 1 Il
HR 2 Calculate .. ¥ IRAVEL 1 Ml
HR
HR ¥ [& Activity Type (1} 5 Entries found
HR. hd " Restrictions
HR. hdl T
- =
5 VO EERES
-
Year Name
HR v (CALIBR 4019 CALIBRATION
HR v | COSTED 4019 CPMS Testing Costs
HR h | REPAIR 3019 REPAIR
HR hl SUBCOM 3019 SUBCOMTRACT
HR - TRAVEL 3019 TRAVEL
HR - \—-/)

Press <=~

to confirm the entry.

HeaderData -~ Operations } Components | Costs | Partner | Objects -~ Additional Data ~ Location + Planning © Control + Enhancemnt

Op... 50p Work ctr Plant | Co... StTextK S.. Operation short text LT |Actual work Work Un |N... Dur. Un C.Key ActTyp Reci

0010 CEMSPYOT 1000 CEMS CALIBRATION 0.0 HR. HR 2 Calculate .. ¥ CALIER

0020 CEMSPYOT 1000 CEMS REPAIR 0.0 HR. HR 2 Calculate .. ¥ REFAIR

0030 CEMSPYOT 1000 CEMS TRAVEL 0.0 HR. HR 2 Calculate .. ¥ TRAEVEL
Huuqu CEMSPYOT 1000 CEMS CLEAMUP 0.0 HR. HR 2 Calculate .. ¥ CALIBR

0050 CEMSPYOT 1000 CEMS 0.0 HR. HR v

To assign a personnel number, select the first operation on the Operations tab and click

the button at the bottom of the screen.
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0260 CEMSEYOT 1000
0270 CEMSPYOT 1000
1
e
I General(][ Internal ]”External H Date
| —

Enter the desired personnel number in the Person. no field.

Order 7000008 Oper./Act. [0010 / Ctrl key CPMS
StdTextKey/ShrtText CALIBRATION

General - Internal External | Dates | Act.Data | Enhancement

Work ctr cemseyor| / [1000] cul key CEMS| Acty Type |CRLIBR Calc |2 Calculate work v
Work HR Nurmber Morm. dur. HR | Per|

Person. nf_ 6514 "awpmnﬁsm EMPLOO6S1 | Int.disr | | No.TimeTickets
Qualifications ; Wage data

() Requirements profile (LO) @ Wage group [

(O1lob Wage Type

) Position || suitsbity H

Note: the number must be entered directly; the dropdown cannot be used for this field.

]
The order can now be saved using , at which time the system will assign it the next
available number. However, the order must be released before it can be processed.

Proceed to step 7 for details on releasing and printing the work order.
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7 Release and print a work order

If you are not already in an unreleased work order, use transaction IW32 to enter the
order in Change mode.

=4 Menu  Edit  Favorites  Extras  System

- T —

SAP Easy Access
RE & | fatg & | v «

¥ [E5 Favorites
* ¥¢ IE01 - Create Equipment
* ¥ IHO8 - Display Equipment
* 3¢ IW29 - Display Motifications
* 3¢ IP41 - Add single plan
* ¥¢ IP10 - Schedule Maintenance Plan
* ¥ W22 - Change PM Notification

57 W32 - CHANGE ORDER
- o -

P Controlled 1lsan

Change Order: Initial Screen

Header data Operations Components  Cost
Order 1620000017

Enter

Enter the work order number and press =—

To release the order without printing the shop paper, press =

Create Calibration Program Work Order .

CERT HILDO

Py I
Order C001(|$00000000001 L[EMR 20972125 PIN = 17060095<
Sys.Status |CRID MANC NTUP

Save the order with to complete the release.
As an alternative, the order can be released and printed at the same time. To start, click

the Put in process... icon: E‘*".
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[@ .| Change Calibration Program Work Order

|’ B Er

Order |coo116z0000017 | [CALIBRATION FOR EMR 1001771
Sys.Status |CRTD MANC NMAT PRC '

HeaderData ]— Operations |- Components |- Costs |- Partner

The Order: Put in Process window is shown.

[= Order: Put in Process

() Print w/o online window
(®) Print with online window
IWi/a print

)%

Select “Print with online window” and press [*_| to continue.

The system shows the Select Shop Papers window.

[= Select Shop Papers

Sho... Description Output Device P.. Nu D.. P.. D.. N.. 5... O... Recpient number Co... 1.
2010 OperationControlTicket vers. 1 PDF Printer 3 R OO0 EN
30 Job ticket vers. 1 FoFSrinks Op [ EN
CPSICPMS Work Order | ! LIS EN =
ZCOT Out of Tolerance Shop Paper —PODF Printer Ol I EN -
4 1
Ilﬁl Print/Fax “ Multiple Fax ”@ Print Preview I[g@

e Ensure that only shop paper ZCPS (CPMS Work Order) is selected; you will
have to un-select shop paper ZCOT.

e Ensure the OutputDevice is set to “PDF Printer 3.

e To see a preview of the print-out, press .

The system will show the preview in a new window:
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I*I National Défense
Defence nationale Mmmmmﬂ‘ﬂ
CPMS Work Order Shop Paper |H|

Authority CalCtr Desc: Pylon HFX CALCTR

Work Order: 7000168 Date Opened: 2018-09-14 Utilizer FE: User: Shipping Point:  Cat:
Supportbase: Pylon HFX CALCTR Unitname: Technician:

Equipment
mlmmgm"’l Model: TAR5556 Name: WRENCH,TORQUE - PM TEST DATA

MSN: JULY2018DG005 Options: 33 Lab: Eqtype: Family:
NSN: 5120-20-A0D-4083 NCAGE: QD3R250 Mfr: Active Mplan: Y Cal.Cycle: 0 WK
Calprocedure: PROC 444 Maintmanual: 10

Previous Histories

Calcentre: PylonH Cal Proc: PROC 444 CH#: Proc Date: Tech: Cal Date: 2019-01-14
WO: 7000191 Comments: Cond:

By hovering the cursor near the top of the screen, the following icons are displayed:

Print Preview, Document 1 of 1

I*I National Défense B8 06 A
Defence nationale

CPMS Work Order Shop Paper |H||M|M|MU|“|‘|

o will save the report.
o will produce a hard copy.

o will adjust the zoom percentage of the preview.

Click @ to exit the preview.

To print a hard copy of the report directly without the Print Preview, proceed as follows:

[= Select Shop Papers

x

Sho... Description QOutput Device P.. Nu D.. P.. D.. N.. 5... O... Recpient number Co... 1.
2010 OperationControlTicket vers. 1 PDF Printer 3 W8 W EN
30 Job ticket vers. 1 [l e (]! mimmjir EN

CPSjCPMS Work Order PDF Printer 3 1 I N Plv] EN -

zcoT Out of Tolerance Shop Paper —PDF Printer 3 W8 1] [¥] EN -

L L
||§| Print/Fax H Multple Fax H@ Print Preview H@”EHE”EHE|

e Ensure that only shop paper ZCPS (CPMS Work Order) is selected; you will
have to un-select shop paper ZCOT.

e Ensure the OutputDevice is set to “PDF Printer 3”.
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e Press to produce the print-out.

The system will release the order, save the order and show the standard Windows Print

window.
[ Print - Pt 4 - ﬂ
| Printer
Name: Wimg-wod-p002137A\WOD1143MFP - Properties...
Status: Ready
Type Xerox Gloebal Print Driver PS
Where Woodline- 1-143
Comment XEROXWork Centre 7345 Printto file
Print range Copies
@ All Number of copies 1 =
Pages
Selection —l’g —2’2 —3’1
[ OK ][ Cancel
S

Select the appropriate printer for your area and press to print.

To print an existing released order, use transaction IW3D.

= Menu

Edit  Favorites  Extras

I sl
& |wap v «
L =

SAP Easy Access

I =

2lvswmd | v -

~* = Favorites
* Y H08 - Display Equipment
* 3 /ISDFPS/LMSTB1 - Status Board (Change Mode)
* ¥ /ISDFPS/LMCUS1 - Start Controlled Usage Rate
! QEPS/PMCP] - Forward Change Authorization

System  Help

@

i

Print Order: Initial Screen

Order

1620000017

Enter

Enter the work order number and press =—
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Note: the order must be released before it can be printed.

The system shows the Select Shop Papers window. Proceed as outlined above to
produce the ZCPS shop paper.

If you wish to print multiple work orders from a list, refer to job aid CPMSJAQO11 - List
and Find CPMS Work Orders.
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For assistance with this or any other CPMS process, please contact your regional calibration center.

Record of Changes

PDF Saved Date

Changes

August 28, 2018

New

August 29, 2018

Added instructions for adding a PRT to an operation

August 30, 2018

Added instructions for assigning a personnel number to an operation

October 9, 2018

Added logic for using IW28 to find the open notification

October 11, 2018

Added flow chart; added instructions for creating work order directly;
updated all steps to match flow chart

November 1, 2018

Added steps for adjusted the start and end dates on the notification and
work order

November 1, 2018

Removed the steps for adding a PRT to the operation (moved to job aid
CPMSJA012)

November 16, 2018

Reformatting; added table of contents; added instructions to add text
when changing notification dates

November 23, 2018

Added/changed wording re: main work center when creating order from a
notification

January 7, 2019

Added steps to enter the correct planning plant when creating a work
order directly

February 8, 2019

Re-created the process flow chart to include hot spots

March 29, 2019

Changed order of transactions in “Transaction Codes” area; added
hyperlinks to other job aids; changed printing instructions

July 8, 2019

Re-structured table of contents; added instructions for changing the
planning plant on the notification before creating a work order

September 20, 2019

Changed link in Process Flow from CPMSJA006 to CPMSJA0Q9; images
scrubbed where required
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