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CONSERVE DOOR, SEE SPECIFICATION.

REPRESENTATIVE.

REQUIRED.

@0 @ @ ©® © 6

EXISTING HOLE IN DOOR FACE.

NOT IN USE

®06 ©

REMAIN.

@ CAREFULLY REMOVE EXISTING PAINT FINISH ON BOTH SIDES OF DOOR AND PREP FOR
NEW PAINT FINISH. COLOUR TO BE COORDINATED WITH DEPARTMENTAL
REPRESENTATIVE. PATCH AND REPAIR WOOD SUBSTRATE AS REQUIRED TO PROPERLY

REMOVE EXISTING DOOR HARDWARE AND REPAIR HOLE IN DOOR PRIOR TO HARDWARE
RE-INSTALLATION. POLISH HARDWARE PRIOR TO RE-INSTALLATION.

REPAIR/RECONSTRUCT/REPLACE EXISTING BOTTOM RAIL AND LEFT HAND STILE WHERE
ROT IS VISIBLE, SEE SPECIFICATION; PREP FOR NEW PAINT FINISH.
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SEE SPECIFICATIONS. PREP FOR NEW PAINT FINISH.

€

PROVIDE NEW DOOR SWEEP AT BOTTOM OF DOOR,; INTERIOR SIDE.

COMPLETE DUTCHMAN REPAIR AT EXISTING HOLE IN BOTTOM RAIL OF DOOR. SEE
SPECIFICATIONS. PREP FOR NEW PAINT FINISH.

REPAIR/RECONSTRUCT TRIMS AND BOTTOM RAIL OF DOOR PANELS WHERE SEPARATING,

REMOVE EXISTING OVER PAINT AND INCONSISTENT GLAZING PUTTY APPLICATION.

PROVIDE NEW PUTTY AS REQUIRED BY REMOVALS. PREP FOR NEW PAINT FINISH.

CAREFULLY REMOVE EXISTING HINGES REMOVE EXISTING PAINT FINISH AND RUST. PREP
FOR NEW PAINT FINISH. COLOUR TO BE COORDINATED WITH DEPARTMENTAL

REMOVE EXISTING SINGLE GLAZED PANES. PREP OPENINGS AS REQUIRED FOR NEW,
SINGLE PANE, SATIN ETCHED FLOAT GLASS. PROVIDE NEW GLAZING COMPOUND AS

CAREFULLY REMOVE EXISTING HERITAGE DOOR HINGES AND RETURN TO
DEPARTMENTAL REPRESENTATIVE PATCH AND REPAIR DOOR EDGE AS REQUIRED
WHERE HINGES REMOVED AND PREP FOR NEW PAINT FINISH.
POLISH EXISTING DOOR HANDLE AND PLATES TO RESTORE ORIGINAL FINISH.
PROVIDE BRONZE COVER PLATE TO MATCH EXISTING HERITAGE HARDWARE FOR

PLANE BOTTOM EDGE OF DOOR AS REQUIRED SO DOORS NO LONGER RUB SANDSTONE
SILL. PROVIDE NEW WEATHER STRIPPING/DOOR SWEEP.

REPAIR AND SECURE WOOD ASTRAGAL AS REQUIRED AT BOTH SIDE OF THE DOORS.

REMOVE EXISTING DOOR PULL AT INTERIOR OF DOOR WHERE NOT ORIGINAL. PATCH AND
REPAIR DOOR SURFACE WHERE FASTENER HOLES BECOME REDUNDANT. PROVIDE NEW
BRONZE PULLS, SIZE AND APPEARANCE TO MATCH EXISTING HERITAGE PULLS THAT

DOOR LOCATION DOOR FRAME HARDWARE NOTES:
No. FROM ROOM: NUMBER FROM ROOM: NAME TO ROOM: NUMBER TO ROOM: NAME WIDTH | HEIGHT | THICKNESS | TYPE MATERIAL FINSH | SWING | FINISH MATERIAL FIRE RATING TYPE GROUP
EXISTING DOOR- TEMPORARILY REMOVE FOR RESTORATION WORK. REFER TO DOOR ELEVATIONS FOR CONSERVATION WORK NOTES. MODIFY FRAME, HARDWARE, DOOR PANEL AS
DOO1A 001 LOBBY N/A EXTERIOR MAIN ENTRANCE s — — — — — LF — = o = — REQUIRED SUIT REVISED DOOR SWING. PROVIDE NEW DOOR CLOSER AS REQUIRED.
EXISTING DOOR- TEMPORARILY REMOVE FOR RESTORATION WORK. REFER TO DOOR ELEVATIONS FOR CONSERVATION WORK NOTES. MODIFY FRAME, HARDWARE, DOOR PANEL AS
Do01B 001 LOBBY N/A EXTERIOR MAIN ENTRANCE — — — — = i — — — REQUIRED SUIT REVISED DOOR SWING. PROVIDE NEW DOOR CLOSER AS REQUIRED,
D001C 001 LOBBY N/A EXTERIOR POOL DECK RAMP — - — — — — S s s " PULL 08 EXISTING DOOR- TEMPORARILY REMOVE FOR CONSERVATION WORK AND RE-INSTATE. REFER TO DOOR ELEVATIONS FOR CONSERVATION WORK NOTES,
D001D 001 LOBBY NA EXTERIOR POOL DECK RAMP S NS —_— S - A s - e TR PULL 08 EXISTING DOOR- TEMPORARILY REMOVE FOR CONSERVATION WORK AND RE-INSTATE. REFER TO DOOR ELEVATIONS FOR CONSERVATION WORK NOTES.
D002A 002 CONTROL DESK 003 LIFEGUARD OFFICE VEL{T"EY vggll;v SEE DWG. A-9 D6 WOOD  |SEENOTES| SLIDING | — WOOD — 06 DOOR SIZE TO BE COORDINATED W/ OPENING SIZE ON SITE. FINISH TO MATCH WALL FINISH.
D003A 001 LOBBY 003 LIFEGUARD OFFICE 812mm | 2032mm 44 D5 WOOD TBC. | SLDING | TBC. WOOD — KEYED 05 KEYING REQUIREMENTS TO BE COORDINATED W/ CLIENT. WIDTH REFERS TO DOOR OPENING WIDTH. PANEL WIDTH TO BE COORDINATED IN FIELD.
DO04A 003 LIFEGUARD OFFICE 004 WASHROOM 762mm | 2032mm 44 D3 WOOD PAINTED | LHR | PAINTED WOOD — PRIVACY 04
DO0SA 001 LOBBY 005 JANITOR ROOM 812mm | 2032mm 44 D4 WOOD PAINTED | LHR | PAINTED GALVANIZED STEEL 45 MIN. KEYED 03 KEYING REQUIREMENTS TO BE COORDINATED W/ CLIENT.
DO06A 001 LOBBY 006 FAMILY W.R. 900mm | 2032mm 44 D2 GALSVT’I\E’EEED PAINTED | RHR | PAINTED GALVANIZED STEEL - PASSAGE 01 DOOR AND FRAME TO BE PAINTED, COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE. OCCUPANCY INDICATOR DEADBOLT FINISH TO BE COORDINATED W/ PASSAGE SET FINISH
DOO7A 007 MEN'S CHANGE ROOM | N/A EXTERIOR POOL DECK RAMP A S . s i s — - pt - PULL 08 EXISTING DOOR- TEMPORARILY REMOVE FOR CONSERVATION WORK AND RE-INSTATE. REFER TO DOOR ELEVATIONS FOR CONSERVATION WORK NOTES.
D007B 007 MEN'S CHANGE ROOM | N/A EXTERIOR POOL DECK RAMP s - e — — — — — — — PULL 08 EXISTING DOOR- TEMPORARILY REMOVE FOR CONSERVATION WORK AND RE-INSTATE. REFER TO DOOR ELEVATIONS FOR CONSERVATION WORK NOTES.
: o — - . | FXEDIN | — e . . REMOVE INTERIOR HARDWARE AND SECURE DOOR IN PLACE. REFER TO DRAWINGS. TEMPORARILY REMOVE EXISTING DOOR FOR CONSERVATION WORK AND RE-INSTATE .
D007C 007 MEN'S CHANGE ROOM | N/A EXTERIOR FRONT OF BUILDING SEE NOTES PLACE ol il i i poimpmcaybclo it b
DO0BA 007 MEN'S CHANGE ROOM | 008 CHANGE ROOM 712mm — | SEEDWG. A9 D1 WOOD PAINTED | RHR F N.A. S PULL 02 DOOR HEIGHT TO BE SITE VERIFIED AND ALIGNED WITH TOP OF PARTIAL HEIGHT PARTITION. PAINT COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE.
DO09A 007 MEN'S CHANGE ROOM | 009 CHANGE ROOM 712mm — | SEEDWG. A9 D1 WOOD PAINTED | RHR _ NA. - PULL 02 DOOR HEIGHT TO BE SITE VERIFIED AND ALIGNED WITH TOP OF PARTIAL HEIGHT PARTITION. PAINT COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE.
D012A 007 MEN'S CHANGE ROOM | 012 WATERCLOSET 810mm — | SEEDWG.A9 D1 WOOD PAINTED | LH — NA. — PULL 02 DOOR HEIGHT TO BE SITE VERIFIED AND ALIGNED WITH TOP OF PARTIAL HEIGHT PARTITION. PAINT COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE.
D013A 001 LOBBY 013 FAMILY W.R. 900mm | 2032mm 44 D2 GA':SVT’E'\,'E'EED PAINTED | LHR — GALVANIZED STEEL —_ PASSAGE 01 DOOR AND FRAME TO BE PAINTED, COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE. OCCUPANCY INDICATOR DEADBOLT FINISH TO BE COORDINATED W/ PASSAGE SET FINISH
D013B 013 EAMILY WR. NA EXTERIOR FRONT OF BUILDING — — — — — __ | FXEDIN | — — — — REMOVE INTERIOR HARDWARE AND SECURE DOOR IN PLACE. REFER TO DRAWINGS. TEMPORARILY REMOVE EXISTING DOOR FOR CONSERVATION WORK AND RE-INSTATE .
PLACE REFER TO DOOR ELEVATIONS FOR CONSERVATION WORK NOTES.
DO14A 014 WOMEN'S CHANGE ROOM | N/A EXTERIOR POOL DECK RAMP — — — — . . ok - S - PULL 08 EXISTING DOOR- TEMPORARILY REMOVE FOR CONSERVATION WORK AND RE-INSTATE. REFER TO DOOR ELEVATIONS FOR CONSERVATION WORK NOTES.
D014B 014 WOMEN'S CHANGE ROOM | N/A EXTERIOR POOL DECK RAMP S St - — s s _— i e S PULL 08 EXISTING DOOR- TEMPORARILY REMOVE FOR CONSERVATION WORK AND RE-INSTATE. REFER TO DOOR ELEVATIONS FOR CONSERVATION WORK NOTES,
DO15A 014 WOMEN'S CHANGE ROOM | 015 CHANGE ROOM 712nm | TBC. | SEEDWG.A9 D1 WOOD PAINTED | LHR — — — PULL 02 DOOR HEIGHT TO BE SITE VERIFIED AND ALIGNED WITH TOP OF PARTIAL HEIGHT PARTITION. PAINT COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE.
DO16A 014 WOMEN'S CHANGE ROOM | 016 CHANGE ROOM 712nm | TBC. | SEEDWG.A9 D1 WOOD PAINTED | LHR — — — PULL 02 DOOR HEIGHT TO BE SITE VERIFIED AND ALIGNED WITH TOP OF PARTIAL HEIGHT PARTITION. PAINT COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE.
DO17A 014 WOMEN'S CHANGE ROOM | 017 CHANGE ROOM 712nm | TB.C. | SEEDWG.A9 D1 WOOD PAINTED | LHR S - s PULL 02 DOOR HEIGHT TO BE SITE VERIFIED AND ALIGNED WITH TOP OF PARTIAL HEIGHT PARTITION. PAINT COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE.
D021A 014 WOMEN'S CHANGE ROOM | 021 WATERCLOSET 810mm | T.B.C. | SEEDWG.A-9 D1 WOOoD PAINTED | LH et - e PULL 02 DOOR HEIGHT TO BE SITE VERIFIED AND ALIGNED WITH TOP OF PARTIAL HEIGHT PARTITION. PAINT COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE.
D022A 014 WOMEN'S CHANGE ROOM | 022 WATERCLOSET 712mm | TB.C. | SEEDWG.A9 D1 WOOD PAINTED | RHR — — et PULL 02 DOOR HEIGHT TO BE SITE VERIFIED AND ALIGNED WITH TOP OF PARTIAL HEIGHT PARTITION. PAINT COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE.
D023A 014 WOMEN'S CHANGE ROOM | 023 WATERCLOSET 712mm | T.B.C. | SEEDWG.A9 D1 WOOD PAINTED | RHR — — — PULL 02 DOOR HEIGHT TO BE SITE VERIFIED AND ALIGNED WITH TOP OF PARTIAL HEIGHT PARTITION. PAINT COLOUR TO BE SELECTED BY DEPARTMENTAL REPRESENTATIVE.
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