! PO1A 0 PO1B rLumsinG wALL
16mm POLYGAL TRANSLUCENT — 16mm POLYGAL TRANSLUCENT
POLYCARBONATE POLYCARBONATE
38x89mm WOOD STUD, 406mm O.C. - 38 x140mm WOOD STUD, 406mm O.C.
16mm POLYGAL TRANSLUCENT (38 x 234mm WHERE REQUIRED ONLY)
POLYCARBONATE - 16mm POLYGAL TRANSLUCENT
POLYCARBONATE
|
___ ABOVE HEEL OF EXISTING TRUSS T _ _ABOVE HEEL OF EXISTING TRUSS
BELOW HEEL OF EXISTING TRUSS 'l BELOW HEEL OF EXISTING TRUSS
~12mm CORIAN SOLID SURFACE qli ~12mm CORIAN SOLID SURFACE
- 12.7mm CEMENT BOARD | - 12.7mm CEMENT BOARD
- 38x89mm WOOD STUD, 406mm O.C. - 38x140mm WOOD STUD, 406mm O.C.
- 16mm MARINE GRADE DOUGLAS FIR - 16mm MARINE GRADE DOUGLAS FIR
PLYWOOD PLYWOOD
*
16mm POLYGAL TRANSLUCENT
POLYCARBONATE
38x89mm WOOD STUD, 406mm O.C.
16mm POLYGAL TRANSLUCENT
POLYCARBONATE
\
— ___ ABOVE HEEL OF EXISTING TRUSS
BELOW HEEL OF EXISTING TRUSS
PO6 parTiAL HEIGHT PARTITION
P05 - 12mm MARINE GRADE DOUGLAS FIR PLYWOOD W/
~ 16mm MARINE GRADE PLYWOOD Sgg"gRANSZ%RENT STAIN s
- 38x89mm WOOD STUD, 406mm O.C AR YOOI 5 T 4 0m = o
S GHADE DOGL ASER - 12.7mmMOISTURE-RESISTANT GYPSUM BOARD
o OOD (REFER TO FINISH SCHEDULE)
P11 P12 parTiAL HEIGHT PARTITION
_NEW TILE FINISH (REFER TO FINISH SCHEDULE) ~12.7mmMOISTURE RESISTANT GYPSUM WALL BOARD
- 12.7mm CEMENT BOARD - 38x89mm WOOD STUD, 406mm O.C.
- 89x140mm WOOD STUDS @ 406 O.C. - 12.7mmMOISTURE RESISTANT GYPSUM WALL BOARD
- EXISTING HERITAGE ASSEMBLY TO REMAIN (REFER TO FINISH SCHEDULE)
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NEW PITCHED EPOXY GROUT SUBSTRATE - SLOPED TO DRAIN+

%

NEW EPOXY FLOOR FINISH (PER MANUFACTURERS
INSTALLATION REQUIREMENTS) +

B

NEW WATERPROOFING MEMBRANE +
EXISTING STRUCTURAL CONCRETE FLOOR +
EXISTING OPEN WEB STEEL JOISTS +

NEW SPRAY-ON FIREPROOFING +

NEW EPOXY FLOOR FINISH (PER MANUFACTURERS
+ INSTALLATION REQUIREMENTS)
+EXISTING MORTAR BED/TOPPING
+EXISTING STRUCTURAL CONCRETE FLOOR
+EXISTING OPEN-WEB STEEL JOISTS
+NEW SPRAY-ON FIRE PROOFING

62\ FLOOR ASSEMBLY TYPE
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SCALE : 1:10
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PO2A

- 16mm MARINE GRADE DOUGLAS FIR
PLYWOOD

- 38x89mm WOOD STUD, 406mm O.C.

- 12.7mm CEMENT BOARD

- 12mm SOLID SURFACING

PARTIAL HEIGHT
PO7 PLUMBING WALL

12mm MARINE GRADE DOUGLAS FIR
PLYWOOD, W/ CLEAR COAT
38x140mm WOOD STUD, 406mm O.C.
12mm MARINE GRADE PLYWOOD, W/
SEMI-TRANSPARENT STAIN

P02B

- 16mm MARINE GRADE DOUGLAS FIR
PLYWOOD

- 38x140mm WOOD STUD, 406mm O.C.
-12.7mm CEMENT BOARD

- 12mm SOLID SURFACING

P08 PARTIAL HEIGHT PARTITION

12mm MARINE GRADE DOUGLAS FIR
PLYWOOD, W/ CLEAR COAT

(REFER TO FINISH SCHEDULE)
38x89mm WOOD STUD, 406mm O.C.
12mm MARINE GRADE DOUGLAS FIR

PLYWOOD, W/ SEMI-TRANSPARENT STAIN

C 01

+2x 8 WOOD STUDS @ 400mm O.C.
+2 LAYERS 16mm TYPE 'X' GYPSUM BOARD
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CEILING ASSEMBLY TYPE

SCALE :

1:10
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PO3A

- 16mm POLYGAL TRANSLUCENT
POLYCARBONATE

- 38x89mm WOOD STUD, 406mm O.C.

- 16mm POLYGAL TRANSLUCENT
POLYCARBONATE

ABOVE HEEL OF EXISTING TRUSS

BELOW HEEL OF EXISTING TRUSS

PO3A

- 16mm MARINE GRADE DOUGLAS FIR
PLYWOOD

- 38x89mm WOOD STUD, 406mm O.C.

- 12.7mm MOISTURE-RESISTANT GYPSUM
BOARD

(2 LAYERS 16mm TYPE 'X', WHERE
REQUIRED)

NOTE: PO3B SAME CONSTRUCTION
EXCEPT WITH 89x140mm STUDS.

* MOISTURE RESISTANT GYPSUM BOARD
TO BE TYPE x WHERE INDICATED ON THE
SEPARATION DIAGRAMS.

P09

12mm MARINE GRADE DOUGLAS FIR
PLYWOOD
38x89mm WOOD STUD, 406mm O.C. ON
38 x 235mm SOLE PLATE

- AIRSPACE

- EXISTING HERITAGE ASSEMBLY TO
REMAIN

B i S S GRS
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]

P04

I*l Public Works and Travaux Publics et
Government Services Services gouvernementaux
Canada Canada

- 16mm MARINE GRADE DOUGLAS FIR
PLYWOOD WITH CLEAR COAT

- 38x89mm WOOD STUD, 406mm O.C.

- 12.7mmMOISTURE-RESISTANT GYPSUM
BOARD

(TYPE 'X', WHERE REQUIRED)
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- NEW TILE FINISH (REFER TO FINISH
SCHEDULE)

- 12.7mm CEMENT BOARD

- EXISTING HERITAGE ASSEMBLY TO
- REMAIN
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