NEW CEDAR SHINGLES THROUGHOUT

VENTILATED UNDERLAYMENT

UNDERLAYMENT; LAPPED AND SEALED

DOUBLE LEVEL OF

EVERY THIRD ROW

4

VA

NEW CEDAR RIDGE CAP

NEW RIDGE VENT

NEW SELF ADHESIVE ROOF

CEDAR SHINGLES

EXISTING ROOF DECK; REVIEW CONDITION OF
EXISTING WITH DEPARTMENTAL REPRESENTATIVE
PRIOR TO INSTALLATION OF NEW MEMBRANE.

REPLACE DAMAGED BOARDS TO MATCH EXISTING

EXISTING ROOF JOISTS

SEAL TOP OF UNDERLAYMENT
WITH SEALING COMPOUND

NEW LEAD STEP FLASHING

NEW LEAD CAP FLASHING FIXED
IN EXISTING MORTAR JOINT WITH
LEAD WEDGES AND MORTAR

NEW METAL COLLAR FULL PERIMETER OF CHIMEY,
EXTENDING 100mm UP SIDES OF CHIMNEY & 50mm
ONTO ROOF DECKING. NAIL TO DECKING. PROVIDE

3mm GAP BETWEEN CHIMNEY AND COLLAR.

NEW CEDAR SHINGLES

1 \SECTION AT ROOE PEAK i

WW SCALE : 1:10
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SELF ADHESIVE UNDERLAYMENT TURNED UP
FULL HEIGHT OF METAL COLLAR ADHERE TO
DECK MEMBRANE AND COLLAR ONLY

EXISTING ROOF DECK

NEW CEDAR SHINGLES THROUGHOUT

NEW 305mm WIDE METAL FLASHING

CONTINUOUS SELF ADHESIVE
MEMBRANE LAPPED AND SEALED

NEW WIDE SELF ADHESIVE
 SEL ADHESIVE VENTILATED UNDERLAYMENT /_\
NEW 38 x 100mm PRESSURE o \SECTION AT CHIMNEY
TREATED VERTICAL STRAPPING w W SCALE : 1:2
Omm 50mm 100mm 150mm 200mm 250mm

EXISTING ROOF DECK
(19 x 114mm T&G BOARDS)

EXISTING STONE CHIMNEY

NEW LEAD WEDGES AT MAX 300mm C/C

NEW MORTAR

NEW MASKING TAPE

NEW LEAD CAP FLASHING
NEW LEAD STEP FLASHING —\/

_\

/

30

15

NOTE: APPLY MASKING TAPE OVER
LEAD TO BREAK MORTAR BOND,

FULL LENGTH OF LEAD. TURN LEAD
INTO EXISTING JOINT 30mm INSERT
LEAD WEDGES, LEAVING MIN. 15mm

2 \SECTION AT SLOPE CHANGE
SCALE : 1:10

NEW CEDAR SHINGLES THROUGHOUT
NEW SELF ADHESIVE UNDERLAYMENT
VENTILATED UNDERLAYMENT

EXISTING ROOF DECK (19 x 114mm T&G BOARDS)

EXISTING

7 EXTERIOR RAFTER
A % EXISTING SOFIT AND TRIM TO
/ REMAIN; PROVIDE NEW PAINT
FINISH. N\
NEW SOLID WOOD FASCIA: PAINTED %
TO MATCH EXISTING —
\\_ || - ’I
3 \SECTION AT ROOF EAVE
3lAl4 SCALE : 1:10
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NEW VENT STACK ——
SALVAGED VENT STACK FLASHING COLLAR

MINIMUM 1" GAP BETWEEN VENT STACK
AND SURROUNDING SHINGLES

NEW CEDAR SHINGLES THROUGHOUT

NEW SELF ADHESIVE UNDERLAYMENT
VENTILATED UNDERLAYMENT
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NEW LEAD CAP FLASHING
AND STEP FLASHING TO
SUIT EXISTING MASONRY
MORTAR JOINTS, TYPICAL.
SEE DETAIL 5/A14 FOR
ADDITIONAL INFORMATION.

] l [ AN
N i/ " CONTINIOUS SELF
ADHESIVE MEMBRANE
> LAPPED AND SEALED
| N EXISTING ROOF DECK

N

Omm

4 \SECTION AT VENT STACK

WW SCALE : 1:10
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(1 \SIDE ELEVATION AT CHIMNEY

SCALE : 1:10

100 200 300 400 500 600 700 800 9001000mm

NEW CRICKET WITH
LEAD CAP FLASHING

FOR MORTAR POINTING.
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NEW PRE-PAINTED ALUMINUM
FLASHING TO SUIT, TYP.

SCALE : 1:1

10 20 30 40 50 60 70 80

EXISTING ROOF DECK

NEW SELF ADHESIVE ROOF MEMBRANE
THROUGHOUT; LAPPED AND SEALED

NEW VENTILATED UNDERLAYMENT THROUGHOUT

NEW INSECT SCREEN; WRAP OVER OPEN
EDGES OF NEW VENTILATION UNDERLAYMENT
PRIOR TO INSTALLATION OF SHINGLES

156

130

NEW SOLID WOOD FASCIA; GENERAL
APPEARANCE, PROFILE AND DIMENSIONS
TO MATCH EXISTING REPLACED; PAINTED.

/"8 \ EAVE ENLARGED

. \ EXISTING SOLAR PANEL SUPPORT STRUT;
T / FLASHED INTO NEW UNDERLAYMENT PRIOR
p TO INSTALLATION OF NEW CEDAR SHINGLES
s
3 NEW CEDAR
B Il 100 M. 100 MiN. /— SHINGLES
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\&A—M SCALE : 1:5
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EXISTING RAFTER

EXISTING EAVE FINISH
TO REMAIN IN PLACE
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