Last Plotted: 2019-12-11

Last saved by: TAREG.SHRUFI(2019-12-11)

Filename: P:\60577665\900-CAD_GIS\910-CAD\20-SHEETS\E\DESIGN\01-TENDER PACKAGE 1\E1.01-GENERAL.DWG

LTR DESCRIPTION DIMENSIONS LAMPS OPTICS FINISH [ VOLTAGE
UNIVERSAL SINGLE OR 200x320x35mm LED ONE PIECE
X1 DOUBLE FACE ALUMINUM WHITE 120 VAC
RUNNING MAN SIGN EXTRUDED 24 VDC
HOUSING
WALL MOUNTED 610 x 54 x 54 mm LED 1500 LUMENS | SNAP ON
A 15W> 80A CRI, FROSTED DIFFUSER | WHITE 120
3000K
WALL MOUNTED, EXTERIOR LED, 26W
B BRONZE 120
CEILING / SURFACE MOUNTED 1220 x 54 x 54 mm LED 6807 LUMENS | SNAP ON FROSTED
C 60W> 80A CRI, DIFFUSER WHITE 120
3000K
EMERG, REMOTE HEADS MR16
EMA1 LED HEADS 120
EMERG, REMOTE HEADS MR16
EM2 LED HEADS 120

TYPICAL MOUNTING ELEVATION DETAIL NOTES:

REFER TO
NOTE 4.

2100mm (82")

2300mm (90")

1220mm (48")

FINISHED FLOOR

PANEL

1800mm (72"

1220mm (48")

1. DEVICES SHOWN ON THE DRAWINGS AS GROUPED AT A COMMON LOCATION SHALL BE INSTALLED
SYMMETRICALLY ABOUT A VERTICAL CENTERLINE. ANY DEVIATION FROM THE MOUNTING ELEVATIONS
SHOWN SHALL BE CONFIRMED WITH THE ARCHITECT & ENGINEER PRIOR TO ROUGH IN.

2. COORDINATE DEVICE INSTALLATION WITH ALL TRADES PRIOR TO ROUGH IN.

3. REVIEW ARCHITECTURAL ROOM ELEVATION DETAILS PRIOR TO COMMENCING ROUGH IN.

4. REFER TO ARCHITECTURAL PLANS FOR CEILING HEIGHTS AND CONFIRM AVAILABLE WALL SPACE ABOVE
DOORS PRIOR TO ROUGH IN.

5. INSTALL ALL DEVICES INDICATED AT ABOVE COUNTER HEIGHT AT 100mm (4") ABOVE THE MILLWORK
BLACKSPLASH. REFER TO ARCHITECTURAL ROOM ELEVATIONS PRIOR TO ROUGH IN.
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\— MAXIMUM SPACING WHEN

DEVICES SHOWN GROUPED.

1 | TYPICAL MOUNTING ELEVATION DETAIL

TYPICAL BUILDING ENTRY FIRE ALARM DETAIL:

DO NOT ENTER
WHILE HORN/
STROBE IS ACTIVE

N.T.S

EXTEND ADJACENT BUILDINGS FIRE ALARM TO NEW HORN STROBE.
MATCH NEW DEVICE TO EXISTING FIRE ALARM SYSTEM.

PLACE REFLECTIVE WARNING SIGN UNDERNEATH THE HORN/STROBE
AS TO INDICATE NO ENTRY WHILE DEVICE IS ACTIVE.

2 | TYPICAL BUILDING ENTRY FIRE ALARM DETAIL
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PROCESS AREA —1

LOOP OR DEVICE NUMBER

FIELD DEVICE IDENTIFICATION

DISCRETE INSTRUMENTS

FIELD OR LOCALLY MOUNTED

NOT PANEL OR CABINET MOUNTED
NORMALLY ACCESSIBLE TO AN OPERATOR

DISCRETE INSTRUMENTS
SHARING COMMON HOUSING

PROGRAMMABLE LOGIC CONTROL

FIELD OR LOCALLY MOUNTED

NOT PANEL OR CABINET MOUNTED

NORMALLY ACCESSIBLE TO AN OPERATOR AT DEVICE

SYMBOL LEGEND

SYMBOL DESCRIPTION
LED LIGHT FIXTURE - SURFACE MOUNT

LED LIGHT FIXTURE - RECESS MOUNT

INCANDESCENT, LIGHT FIXTURE LED LAMP - SURFACE MOUNT

INCANDESCENT, LIGHT FIXTURE LED LAMP - WALL MOUNT
EXIT LIGHT FIXTURE - WALL / CEILING MOUNT - FILLED SIDE INDICATES FACE

BATTERY OPERATED REMOTE EMERGENCY LIGHT - WALL MOUNT - DOUBLE UNIT

BATTERY OPERATED REMOTE EMERGENCY LIGHT - CEILING MOUNT - DOUBLE UNIT

LETTERS INDICATE LIGHT FIXTURE TYPE
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UNSWITCHED NIGHT LIGHT
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SINGLE POLE SWITCH
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3-WAY SWITCH, 4-WAY SWITCH, DIMMER SWITCH

KEYED SWITCH, PILOT LIGHT SWITCH, LOW VOLTAGE SWITCH

g
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MULTI GANG SWITCHES

LIGHTING CONTROL OCCUPANCY SENSOR - WALL / CEILING MOUNT
DUPLEX RECEPTACLE - WALL MOUNT / FLOOR MOUNT / CEILING MOUNT
WEATHERPROOF RECEPTACLE
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SPECIAL PURPOSE OUTLET - SIZE AS NOTED ON DRAWINGS
JUNCTION BOX - WALL /CEILING MOUNT
ELECTRIC MOTOR
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DISCONNECT SWITCH

$VID| FAN SWITCH, MOTOR SPEED CONTROLLER, MOTORIZED DOOR CONTROLLER
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ANNUNCIATOR HORN

SEPARATE CIRCUIT
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A-2 NUMBER INDICATES CIRCUIT NUMBER (i.e. #2 AT PANEL 'A")

WP WEATHERPROOF

GROUND FAULT INTERRUPTER

®
il

ISOLATED GROUND

NOTE LEGEND SYMBOL

SPECIALTY EQUIPMENT SYMBOL

VOICE OUTLET

SRS ek

INSTRUMENT IDENTIFICATION CODE
-UP TO FOUR CHARACTERS
-REFER TO TABLE 1

7/ -a——— OPERATING FUNCTION
-OPTIONAL

N -REFER TO TABLE 2

POINT IDENTIFICATION
|1

FUNCTIONAL DESCRIPTION ———» | |

LOOP OR DEVICE NUMBER —— XXX

PROCESS AREA

x%-XX_|<———— FUNCTION IDENTIFICATION CODE
-UP TO FOUR CHARACTERS
-REFER TO TABLE 1

DI
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I/O OR COMMUNICATION TYPE

3 | P&ID LEGEND

DATA OUTLET

VOICE / DATA OUTLET

SECURITY SYMBOL
Pl PRESSURE INDICATOR
PIT PRESSURE INDICATING TRANSMITTER
TI  TEMPERATURE INDICATOR
TIT TEMPERATURE INDICATING TRANSMITTER
XA UNCLASSIFIED ALARM (X-FIRE) DIGITAL INPUT
Xl UNCLASSIFIED INDICATION ANALOG INPUT
ZSC CLOSED STATUS DIGITAL INPUT
ZSM MIDDLE STATUS DIGITAL INPUT
ZSO OPENED STATUS DIGITAL INPUT
Zl POSITION INDICATION ANALOG INPUT
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