
All inclusive washroom 212. East Block Section 26 05 22  

R.011972.148 CONNECTORS AND TERMINATIONS  

December 2019 Page 1 of 2 

 

 

Part 1 General 

1.1 REFERENCE STANDARDS 

.1 CSA Group 

.1 CSA C22.1-18, Canadian Electrical Code, Part 1 (27th Edition), Safety Standard 

for Electrical Installations. 

.2 CSA C22.2 No.41, Grounding and Bonding Equipment (Tri-National Standard, 

with NMX-J-590ANCE and UL 467). 

.3 CSA C22.2 No.65, Wire connectors (Tri-National Standard, with UL 486A-486B 

NMX-J-543-ANCE). 

1.2 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Product Data: 

.1 Submit manufacturer's instructions, printed product literature and data sheets for 

connectors and terminations and include product characteristics, performance 

criteria, physical size, finish and limitations. 

1.3 CLOSEOUT SUBMITTALS 

.1 Operation and Maintenance Data: submit operation and maintenance data for connectors 

and terminations for incorporation into manual. 

.2 Provide in French (if available; if not available, the manufacturer is required to state that) 

and English for incorporation into manual. 

1.4 DELIVERY, STORAGE AND HANDLING 

.1 Deliver, store and handle materials in accordance with manufacturer's written 

instructions. 

.2 Delivery and Acceptance Requirements: deliver materials to site in original factory 

packaging, labelled with manufacturer's name and address. 

.3 Storage and Handling Requirements: 

.1 Store materials off ground indoors in dry location and in accordance with 

manufacturer's recommendations in clean, dry, well-ventilated area. 

.2 Store and protect connectors and terminations from nicks, scratches, and 

blemishes. 

.3 Replace defective or damaged materials with new. 

.4 Packaging Waste Management: remove for reuse and return of pallets, crates, padding, 

packaging materials. 
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Part 2 Products 

2.1 CONNECTORS AND TERMINATIONS 

.1 Copper long barrel compression connectors to CSA C22.2 No.65 as required sized for 

conductors. 

.2 Contact aid for aluminum cables where applicable. 

.3 Joint boxes dry location type. 

Part 3 Execution 

3.1 INSTALLATION 

.1 Bond and ground as required to CSA C22.2No.41. 

3.2 CLEANING 

.1 Leave Work area clean at end of each day. 

.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment. 

.3 Waste Management: separate waste materials for reuse and recycling. 

.1 Remove recycling containers and bins from site and dispose of materials at 

appropriate facility. 

END OF SECTION 


