NEW DOOR AND NEW FRAME TYPES

OPENING FRAMES DOORS
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DOOR# |FROM TO TYPE FINISH TYPE FINISH = T FE |EUE NOTES
DC-1  |OPEN AREA 212C JANITOR 212C-1 HWD VA SCW-1 VA 915 | 2135 45 45MIN 2 -
DC-2 [ACCESSIBLE WC 212C-2 OPEN AREA 212C HWD VA SCW-1 VA 1015 | 2135 45 - 1 1
DC-3 |OPEN AREA 212C WC 212C-3 HWD VA SCW-1 VA 860 | 2135 45 - 1 -
DC-4 |OPNE AREA 212C WC 212C-4 HWD VA SCW-1 VA 860 | 2135 45 . 1 .

LEGEND - MATERIALS:

SCwW SOLID CORE WOOD

HWD HARDWOOD

NOTES:

LEGEND - FINISHES:

VA

GROUP 1: WC WOOD DOORS:
1.5 PAIRS HINGES

1 DOOR CLOSER W/STOP
1 LOCKSET

CLEAR VARNISH

1 SOUND SEAL - FULL PERIMETER

1- DOOR TO HAVE POWER DOOR OPERATOR FOR BARRIER-FREE ACCESS.

COORDINATE WITH ELECTRICAL.

GROUP 2: JANITOR DOOR:

1.5 PAIRS HINGES
1 LOCKSET
1 DOOR CLOSER W/STOP

1 SOUND SEAL - FULL PERIMETER

ALL HARDWARE TO BE SUPPLIED AND INSTALLED BY OTHERS - THIS IS FOR INFORMATION AND COORDINATION

PURPOSES ONLY

PARTITION ASSEMBLY
INTERIOR PARTITION

U/S OF STRUCTURE [ +mm

ACOUSTICAL SEALANT

LAY-IN ACOUSTIC TILE AND
SUSPENSION SYSTEM

REFER TO FLOOR FINISHES
DRAWINGS FOR BASE TYPE

FLOORFINISH {* +mm
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DESCRIPTION

- 16mm GYPSUM BOARD
- 92mm STEEL STUD

- 92mm MINERAL SOUND-
BLANKET INSULATION

- 16mm GYPSUM BOARD

Canada
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SOLID-CORE WOOD DOORS
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WOOD DOOR, FRAME, MOULDINGS AND HARDWARE
TO BE PROVIDED AND FINISHED BY OTHERS

NOTE

STC 49. TEST NUMBER: SA-870717

TYPE

PARTITION ASSEMBLY

INTERIOR SHAFT WALL PARTITION

U/S OF STRUCTURE ®

:

-

USE FIRESTOPPING SEALANT FOR
ALL RATED SHAFT WALLS. USE
ACOUSTICAL SEALANT FOR ALL

OTHER SHAFT WALLS.

LAY-IN ACOUSTIC TILE AND
SUSPENSION SYSTEM

REFER TO FLOOR FINISHES

PLANS FOR BASE TYPE

FLOOR FINISH @
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DRAWINGS ON FINISHES FLOOR

DESCRIPTION

- 16mm GYPSUM BOARD
- 64mm C-H STEEL STUDS
- 38mm MINREAL SOUND
BLANKET INSULATION

- 25mm GYPSUM BOARD

L+D

Contractor to verify all dimensions &
conditions on site and immediately notify
the engineed of all discrepancies.

NOTE

- ULC DESIGN No. U469 OR U415

- SHAFT WALL REQUIRED TO HAVE A
MINIMUM FIRE RATING OF 45 MINUTES,
THIS CONSTRUCTION MEETS A 1 HRF.R.R.

TYPE

/3 ELEVATION - DOOR (FOR INFORMATION ONLY)
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\ SUSPENDED GYPSUM

BOARD CEILING. PAINTED.

O/_ LED COVE LIGHT,
,,,,,,,, D REFER TO SPECS.

13mm GYPSUM BOARD

STEEL STUDS AND/OR
FURRING CHANNELS AS
REQUIRED TO SUPPORT
BULKHEAD.

COVE BULKHEAD, PAINTED.

/& DETAIL - LIGHT COVE

A-001 SCALE=1:10

AND STOP. BY OTHERS

SHIM AS REQUIRED /
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DECORATIVE HARDWOOD
CASING. BY OTHERS.

HARDWOOD FRAME AND
STOP. BY OTHERS.

u\ SHIM AS REQUIRED

project projet

EAST BLOCK
ALL-INCLUSIVE
WASHROOM

EAST BLOCK, PARLIAMENT HILL, OTTAWA, ON
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SCHEDULES &
PARTITION ASSEMBLIES

/2, DOOR HEAD
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