.1 VENT ALL FLOOR DRAINS AS REQUIRED BY O.B.C.

.2 ALL SINK & LAVATORY DRILLINGS TO MATCH SPECIFIED TRIM.
.3 PROVIDE C.P. FLEXIBLE SUPPLIES WITH SCREWDRIVER STOPS, OFFSET CHROME PLATED P-TRAPS, OPEN GRID STRAINERS FOR ALL LAVATORIES.
\ .3 MAKE/MODEL SPECIFIED ARE BASIS OF DESIGN ONLY. EQUIVALENT PRODUCTS BY OTHERS ACCEPTED.

\
~ GRILLES AND DIFFUSERS SCHEDULE
TAG MAKE MODEL DESCRIPTION FINISH ACCESSORIES NOTES
EGG CRATE EXHAUST GRILLE WITH FRAME FOR DRYWALL INSTALLATION TOILET AND JANITOR AREA
EG-1| PRICE HVAC 200 x 200 / 80D OR LAY—IN TILE APPLICATION (SUIT LOCATION) WHITE POWDERCOAT | e 8I|:P8RSIEEEBLADE DAMPER OPERABLE FROM FACE EQUIVALENT PRODUCTS BY OTHERS ACCEPTED
EGG CRATE EXHAUST GRILLE WITH FRAME FOR DRYWALL INSTALLATION TOILET AND JANITOR AREA
\EG—Z PRICE HVAC 300 x 300 / 80D OR LAY—IN TILE APPLICATION (SUIT LOCATION) WHITE POWDERCOAT 8EP§I§EEEBLADE DAMPER OPERABLE FROM FACE EQUIVALENT PRODUCTS BY OTHERS ACCEPTED )
( PLUMBING FIXTURE SCHEDULE
PLUMBING CONNECTIONS
TAG FIXTURE TYPE MANUFACTURER MODEL D.HW. |D.C.W. [WASTE| VENT NOTES & ACCESSORIES
MM MM MM MM
WHITE FINISH — VITREOUS CHINA — ELONGATE BOWL — SIPHON JET — 1/1/2" TOP SPUD — 1.6 GPF(6 LPF). 10-1/2"(267 mm)x 97°(229 mm) WATER AREA. 26—1/2"(673 mm)x
. 16—1/2"(419mm)x13—1/4"(337 mm). WITH 820STSS EXTRA HEAVY DUTY SELF SUSTAINING STAINLESS STEEL HINGE OPEN FRONT COVER. WITH SLOAN MANUAL FLUSHOMETER MODEL REGAL
Weot WALL MOUNTED TOILET KOHLER K4325 2 |75 | O9BC 1411-1.6—YO—FLUSH VOLUME: 1.6 GPF(6 B6LPF) WIYH POLISHED CHROME (CP) FINISH, SEMI-RED BRASS DIAPHRAGM VALVE. SPUD COUPLING: 1-1/2"(38 mm)— SUPPLY PIPE 17(25 mm).
UNDER—MOUNT BATHROOM SINK — VITREOUS CHINA — WHITE FINISH — WITH OVERFLOW — WITHOUT FAUCET HOLE — 44 MM (1—3/4") WASTE ASSEMBLY (NOT INCLUDED). NOMINAL DIMENSIONS:
438 MM (17—1/4") WIDE X 330 MM (13”) FRONT TO BACK X 171 MM (6—3/4") HIGH. INCLUDES 1193643 CLAMP ASSEMBLY. UNDER—MOUNT SINK TO DEMONSTRATE THE QUARTZ COUNTERTOP
L01 KOHLER K2882 12 |12 |32 |OBC | AS MUCH AS POSSIBLE. CREATING A HARMONIOUS RHYTHM BY REPEATING RECTANGULAR SHAPES WITH THE SELECTED SINK, VANITY AND VANITY MIRRORS.
UNDER—MOUNT BATHROOM SINK. BRIZO ROOK SINGLE HANDLE LAVATORY. LUXE GOLD. 3" HEIGHT DECK TO AERATOR, 5-7/16" SPOUT REACH, 3—3/4" HEIGHT. 1.50 GPM AT 60 PSI, (5.7 L/MIN AT 414 KPA). CHANNEL SPOUT,
1—HOLE INSTALLATION, ACCOMMODATES UP TO 3 1/2" DECK THICKNESS, CERAMIC CARTRIDGE, METAL POP—UP INCLUDED.
FIRECLAY — CANVAS WHITE FINISH — CENTER HOLE ONLY — FOR USE WITH LAVATORY WALL HANGERS (047059-0070) — WITH OVERFLOW — LEFT HAND FAUCET LEDGE — NO GLAZE ON BACK
WALL — 32 MM (1—1/4") WASTE ASSEMBLY — SPACE SAVING DESIGN FOR USE WITH LAVATORY WALL HANGERS (047059—0070). NOMINAL DIMENSIONS: 508 MM (20”) WIDE X 254 MM (10")
L-02 WALL HUNG LAVATORY AMERICAN STANDARD COSsuU 12 |12 |32 |oBc |FRONT TO BACK X 151 MM (5-15/16") HIGH. BOWL DIMENSIONS: 350 MM X 195 MM X 100 MM (13—3/4" X 7-11/16" X 3—15/16"). 2506LDH.101.002 MOMENTS SINGLE HANDLE FAUCET,
: POLISHED CHROME FINISH, CENTER HOLE ONLY, BRASS, WASHERLESS CERAMIC DISC VALVE CARTRIDGES, 4.5 L/MIN (1.2 GAL/MIN) AERATOR OUTLET, 120 MM (4—3/4”) PROJECTION, METAL
LEVER HANDLE, LESS POP—UP DRAIN, 10 MM (3/8") COMPRESSION INLETS, BRAIDED FLEXIBLE SUPPLY HOSES, INTEGRAL HOT WATER LIMIT STOP.
SERVICE / MOP SINK SQUARE — FLOOR MOUNTED — MOLDED STONE WHITE — PLAIN CURBS — STAINLESS STEEL DRAIN WITH STRAINER, 3" (76 MM) OUTLET . NOMINAL DIMENSIONS: 610 MM
MP-01 MOP SINK FRANKE LBS6808—1/1 12 |12 |32 |ogc |(247) WIDE X 610 MM (24”) LONG X 254 MM (10”) HIGH. 897—633XK—CP WALL MOUNTED TWO HANDLES UTILITY / MOP FAUCET, CHROME PLATED FINISH, SOLID BRASS EXPOSED BODY, RIGID
COPPER CONNECTIONS, 1/4 TURN CERAMIC DISC VALVE CARTRIDGES, UNRESTRICTED HOSE END OUTLET, 203 MM (8”) PROJECTION SPOUT WITH ATMOSPHERIC VACUUM BREAKER AND BUCKET
HOOK, 76 MM (3") INDEXED CROSS HANDLE. PROVIDE LINE SIZE CHECK VALVES ON BOTH HOT AND COLD WATER CONNECTION.
NOTES:
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