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Part 1 General

1.1 RELATED REQUIREMENTS

1.2 REFERENCE STANDARDS

.1 CSA Group (CSA)

.1 CAN/CSA-B45 Series-02 (R2008), Plumbing Fixtures.

.2 CAN/CSA-B125.3-05, Plumbing Fittings.

.3 CAN/CSA-B651-04, Accessible Design for the Built Environment.

.2 National Research Council Canada (NRC)

.1 National Building Code of Canada 2015 (NBC).

1.3 ACTION AND INFORMATIONAL SUBMITTALS

.1 Provide submittals in accordance with division 1.

.2 Product Data:

.1 Provide manufacturers printed product literature and datasheets for fixtures, and 
include product characteristics, performance criteria, physical size, finish and 
limitations.

1.4 CLOSEOUT SUBMITTALS

.1 Provide maintenance data in accordance with division 1.

.2 Include:

.1 Description of fixtures and trim, giving manufacturer s name, type, model, year, 
capacity.

.2 Details of operation, servicing, maintenance.

.3 List of recommended spare parts.

1.5 DELIVERY, STORAGE AND HANDLING

.1 Deliver, store and handle in accordance with division 1.

.2 Deliver materials to site in original factory packaging, labelled with manufacturer s name, 
address.

Part 2 Products

2.1 SUSTAINABLE MATERIAL

.1 Materials and products in accordance with division 1.
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2.2 MANUFACTURED UNITS

.1 Fixtures: manufacture in accordance with CAN/CSA-B45 series.

.2 Trim, fittings: manufacture in accordance with CAN/CSA-B125.

.3 Exposed plumbing brass to be chrome plated.

.4 Number, locations: architectural drawings to govern.

.5 Fixtures to be product of one manufacturer.

.6 Trim to be product of one manufacturer.

.7 Refer to drawing schedules for more fixture requirements.

.8 Fixture piping:

.1 Hot and cold water supplies to each fixture:
.1 Chrome plated flexible supply pipes each with screwdriver stop, 

reducers, escutcheon.
.2 Waste:

.1 Brass P trap with clean out on each fixture not having integral trap.

.2 Chrome plated in all exposed places.

.9 Chair carriers:

.1 Factory manufactured floor-mounted carrier systems for all wall-mounted 
fixtures.

Part 3 Execution

3.1 APPLICATION

.1 Manufacturer s Instructions: comply with manufacturer s written recommendations, 
including product technical bulletins, handling, storage and installation instructions, and 
datasheets.

3.2 INSTALLATION

.1 Mounting heights:

.1 Standard: to comply with manufacturer s recommendations unless otherwise 
indicated or specified.

.2 Wall-hung fixtures: as indicated in architectural drawings, measured from 
finished floor.

.3 Physically handicapped: to comply with most stringent of either NBC or 
CAN/CSA-B651.

3.3 ADJUSTING

.1 Conform to water conservation requirements specified this section.

.2 Adjustments:

.1 Adjust water flow rate to design flow rates.
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.2 Adjust pressure to fixtures to ensure no splashing at maximum pressures.

3.4 CLEANING

.1 Clean in accordance with division 1.

.1 Remove surplus materials, excess materials, rubbish, tools and equipment.

END OF SECTION


