
LIST OF DRAWINGS DIMENSION LEGENDGENERAL NOTES

1. THE DRAWINGS SHALL NOT BE SCALED FOR INFORMATION.

2. THE CONTRACTOR IS TO REPORT ANY DISCREPANCIES OR 
OMISSIONS PRIOR TO COMMENCEMENT OF WORK.

3. THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL 
ARCHITECTURAL, STRUCTURAL, MECHANICAL AND ELECTRICAL 
DRAWINGS FOR OPENINGS THRU FLOORS, WALLS AND CEILINGS 
INCLUDING BUT NOT LIMITED TO DUCT, PIPING AND ELECTRICAL 
RISERS.

4. PRODUCTS AND MATERIALS ARE TO BE USED AND INSTALLED IN 
STRICT ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS. 
DIMENSIONAL PROPERTIES OF THE MATERIALS ARE NOTED IN 
MILLIMETERS UNLESS INDICATED OTHERWISE.

5. THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE 
GOOD ALL EXISTING SURFACES ADJACENT NEW CONSTRUCTION AND 
ALL EXISTING FINISHES AFFECTED BY THE CONSTRUCTION.

6. DIMENSIONS ARE TAKEN TO FACE OF STUD OR EXTERIOR SHEATHING 
UNLESS NOTED/SHOWN OTHERWISE.
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MATERIAL PATTERNSDRAWING LEGEND
1 HOUR FIRE SEPARATION

150mm⌀ PERFORATED DRAIN TUBING

150mm⌀ SOLID DRAIN TUBING
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BASED ON 2015 NATIONAL BUILDING CODE OF CANADA, 2014 ALBERTA 
BUILDING CODE + JASPER LAND USE REGULATIONS. AHJ = PARKS CANADA

COMMENTARY
THESE COMMENTS ARE PROVIDED FOR REVIEW BY THE APPROVAL 
AUTHORITIES ONLY. CONTRACTORS SHALL NOT USE THESE FIGURES FOR 
CONSTRUCTION, BUT STILL REFER TO FULL DOCUMENT SET.

OCCUPANCY CLASSIFICATION
PROJECT LOCATION: 5 PLEX

902 PATRICIA STREET
JASPER, ALBERTA, T0E 1E0

NEW BUILDING AREA: 160m²
GROSS FLOOR AREA: 475m²
SITE AREA: 465m²

BUILDING CLASSIFICATION
ARTICLE 1.3.3
MAJOR OCCUPANCY: GROUP C, RESIDENTIAL - PART 9
NUMBER OF STORIES: 2
NUMBER OF STREETS: 2
SPRINKLERED: NO
CONSTRUCTION: COMBUSTIBLE/NON-COMBUSTIBLE

SEPARATION OF RESIDENTIAL SUITES + PUBLIC CORRIDORS
45 MIN. F.R.R

SITE USE
ROOF ASSEMBLIES: NON-RATED
FLOOR ASSEMBLIES: 45 MIN F.R.R
LOAD BEARING ELEMENTS: 45 MIN F.R.R

DIM. STANDARDS REQUIRED PROVIDED
FRONT YARD 6.0m 6.28m
REAR YARD 7.5m 10.65m
SIDE YARD 1.8m 1.8m
BUILDING HEIGHT 9.6m 9.36m
SITE COVERAGE 35% 34.4%

PARKING SPACES REQUIRED PROVIDED
SITE TOTAL 5 5
ACCESSIBLE 0 0

BUILDING HEIGHT ABOVE GRADE
AVERAGE GRADE TO MAIN FLOOR HEIGHT IS 750mm.

EXTERIOR WALL TYPESINTERIOR WALL TYPESROOF TYPES

WOOD TRUSS ROOF
8.67 RSI REQUIRED - 8.85 RSI ACHIEVED
-STANDING SEAM METAL ROOF
-ROOF FELT
-13mm ROOF SHEATHING C/W H-CLIPS
-WOOD TRUSS @610mm O/C
-BATT INSULATION - R-50 MIN
-VAPOUR BARRIER MEMBRANE
-16mm TYPE 'X' GYPSUM BOARD
-16mm TYPE 'X' GYPSUM BOARD

1 HOUR RATED CEILING AS PER APPENDIX D

FOUNDATION WALL
1HR FRR REQUIRED FROM INSIDE
2.98 RSI REQUIRED - 5.67 RSI ACHIEVED
-PARGING TO 300mm BELOW GRADE & AROUND WINDOW 
WELL
-100mm RIGID INSULATION 
-DRAINAGE MEMBRANE / DAMPPROOFING MEMBRANE
-200mm REINFORCED CONCRETE WALL
-89mm WOOD STUDS @610mm O/C
-89mm BATT INSULATION
-VAPOUR BARRIER
-16mm TYPE 'X' GYPSUM BOARD
-16mm TYPE 'X' GYPSUM BOARD

-FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES
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PARTY WALL - 1HR F.R.R - STC 57 - NBS W13a
-16mm TYPE 'X' GYPSUM BOARD
-38x89mm WOOD STUDS @405mm O/C 
-89mm BATT INSULATION
-25mm AIR SPACE
-38x89mm WOOD STUDS @405mm O/C 
-89mm BATT INSULATION
-16mm TYPE 'X' GYPSUM BOARD

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

FOUNDATION WALL WITH STONE FINISH
1HR FRR REQUIRED FROM INSIDE
2.98 RSI REQUIRED - 5.67 RSI ACHIEVED
-MANUFACTURED STONE MASONRY
-METAL LATH FASTENED TO SHEATING @150mm O.C.
-AIR BARRIER
-13mm PRESSURE TREATED PLYWOOD SHEATHING

MECHANICALLY FASTEN TO CONCRETE WALL
-100mm RIGID INSULATION 
-DRAINAGE MEMBRANE / DAMPPROOFING MEMBRANE
-200mm REINFORCED CONCRETE WALL
-89mm WOOD STUDS @610mm O/C
-89mm BATT INSULATION
-VAPOUR BARRIER
-16mm TYPE 'X' GYPSUM BOARD
-16mm TYPE 'X' GYPSUM BOARD

-FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

FIBRE CEMENT WALL
1HR FRR REQUIRED FROM INSIDE
2.97 RSI REQUIRED - 4.23 RSI ACHIEVED
-20x65mm FIBRE CEMENT BATTEN BOARDS @405mm O/C
-16mm FIBRE CEMENT SIDING
-19mm PRESSURE TREATED STRAPPING @405mm O/C
-38mm MINERAL WOOL RIGID INSULATION 
-AIR BARRIER
-16mm PLYWOOD SHEATHING
-38x140mm WOOD STUDS @405mm O/C
-140mm MINERAL WOOL BATT INSULATION
-VAPOUR BARRIER
-16mm TYPE 'X' GYPSUM BOARD
-16mm TYPE 'X' GYPSUM BOARD

-FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

CORRIDOR WALL - 1HR F.R.R - STC 51 - NBC W4a
-16mm TYPE 'X' GYPSUM BOARD (STAIRWELL SIDE)
-13mm RESILIENT METAL CHANNELS @610mm O/C

RUN PERPINDICULAR TO STUDS
-13mm PLYWOOD (FOR SHEAR WALL)
-38x140mm WOOD STUDS @405mm O/C 
-140mm BATT INSULATION
-16mm TYPE 'X' GYPSUM BOARD (SUITE SIDE)

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

INTERIOR STUD WALL
-16mm GYPSUM BOARD
-38x89mm WOOD STUDS @610mm O/C
-16mm GYPSUM BOARD

INTERIOR STUD WALL
-16mm GYPSUM BOARD
-38x140mm WOOD STUDS @610mm O/C
-16mm GYPSUM BOARD

FLOOR TYPES
SLAB ON GRADE - BASEMENT
2.84 RSI REQUIRED (HEATED)
1.96 RSI REQUIRED (UNHEATED)
3.69 RSI ACHIEVED
-FINISH AS PER ROOM FINISH SCHEDULE
-REINFORCED CONCRETE SLAB - REFER TO STRUCTURAL 
FOR SLAB THICKNESS
-AIR/WATER/VAPOUR BARRIER
-100mm INSULATION
-COMPACTED BASE

WOOD JOIST FLOOR - 1 HR F.R.R - STC 52 - NBC F9c
-FINISH AS PER ROOM FINISH SCHEDULE
- 13mm APA APPROVED UNDERLAYMENT PLYWOOD
-16mm T&G PLYWOOD - GLUE & SCREW
-300mm I-JOISTS - REFER TO STRUCTURAL FOR SPACING
-300mm MINERAL WOOL BATT INSULATION
-22mm FURRING CHANNELS @ 405 O/C

RUN PERPINDICULAR TO I-JOISTS
-2 LAYERS 16mm TYPE 'X' GYPSUM BOARD

STAIR LANDING
-FINISH AS PER ROOM FINISH SCHEDULE
-13mm APA APPROVED UNDERLAYMENT PLYWOOD
-16mm T&G PLYWOOD - GLUE & SCREW
-38x235mm WOOD JOISTS - REFER TO STRUCTURAL FOR 
SPACING
-16mm GYPSUM BOARD

EXTERIOR DECK - FRONT BALCONIES
-24x140mm COMPOSITE DECKING
-38x285mm PRESSURE TREATED JOISTS  - REFER TO 
STRUCTURAL FOR SPACING

PORCH ROOF
-STANDING SEAM METAL ROOF
-ROOF FELT
-13mm ROOF SHEATHING C/W H-CLIPS
-WOOD TRUSS @610mm O/C
-FIBRE CEMENT PANEL SOFFIT 
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ARCHITECTURAL
A0.1 GENERAL NOTES & CONSTRUCTION TYPES
A0.2 SCHEDULES
A1.0 SITE DEMOLITION PLAN / SITE PLAN
A2.0 BASEMENT PLAN / REFLECTED CEILING PLAN
A2.1 MAIN FLOOR PLAN / REFLECTED CEILING PLAN
A2.2 SECOND FLOOR PLAN / REFLECTED CEILING PLAN
A2.3 FOUNDATION PLAN & ROOF PLAN
A2.4 LARGE SCALE PLANS & INTERIOR ELEVATIONS
A3.1 MILLWORK DETAILS
A4.1 EXTERIOR ELEVATIONS
A4.2 EXTERIOR ELEVATIONS
A5.1 BUILDING SECTIONS
A5.2 BUILDING SECTIONS
A6.1 SECTION DETAILS
A6.2 SECTION DETAILS
A6.3 SECTION DETAILS
A7.1 PLAN DETAILS

CIVIL
C0.1 SITE SERVICING PLAN
C0.2 SITE GRADING PLAN
C0.3 SITE GRADING PLAN

STRUCTURAL
S1.1 GENERAL NOTES
S1.2 GENERAL NOTES
S1.3 GENERAL NOTES
S2.1 TYPICAL DETAILS
S2.2 TYPICAL DETAILS
S2.3 TYPICAL DETAILS
S2.4 TYPICAL DETAILS
S3.1 FOUNDATION & MAIN FLOOR FRAMING PLANS
S3.2 2ND FLOOR & ROOF FRAMING PLAN
S4.1 SECTIONS AND DETAILS
S4.2 SECTIONS AND DETAILS
S4.3 SECTIONS AND DETAILS
S5.1 SCHEDULES

MECHANICAL
M1.1 MECHANICAL LEGENDS AND SCHEDULES
M1.2 MECHANICAL DETAILS
M1.3 MECHANICAL SITE PLAN
M2.1 FOUNDATION PLAN & LOWER LEVEL PLUMBING PLAN
M2.2 MAIN AND SECOND FLOOR PLUMBING PLAN
M3.1 LOWER LEVEL AND MAIN FLOOR VENTILATION PLAN
M3.2 SECOND FLOOR VENTILATION PLAN
M4.1 LOWER LEVEL AND MAIN FLOOR HEATING PLAN
M4.2 SECOND FLOOR HEATING PLAN
M5.1 MECHANICAL DIAGRAMS

ELECTRICAL
E1.0 ELECTRICAL COVER SHEET
E1.1 ELECTRICAL SITE PLAN
E2.0 POWER & LIGHTING PLAN - LOWER FLOOR
E2.1 POWER & LIGHTING PLAN - MAIN FLOOR
E2.2 POWER & LIGHTHING PLAN - SECOND FLOOR
E3.0 ELECTRICAL DETAILS & RISERS
E3.1 ELECTRICAL DETAILS & RISERS
E4.0 ELECTRICAL SCHEDULES
E4.1 ELECTRICAL SCHEDULES

INTERIOR STUD WALL - 1 HR F.R.R - STC 36 - NBC W1a
-16mm TYPE 'X' GYPSUM BOARD
-38x89mm WOOD STUDS @610mm O/C
-89mm BATT INSULATION
-16mm TYPE 'X' GYPSUM BOARD

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

PARTY WALL - 1HR F.R.R - STC 57 - NBC W13a
-16mm TYPE 'X' GYPSUM BOARD
-38x140mm WOOD STUDS @405mm O/C 
-140mm BATT INSULATION
-25mm AIR SPACE
-38x89mm WOOD STUDS @405mm O/C 
-89mm BATT INSULATION
-16mm TYPE 'X' GYPSUM BOARD

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES
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ABBREVIATION LEGEND

CT CERAMIC TILE
GWB GYPSUM WALL BOARD
HC HONEY COMB
HM HOLLOW METAL
HPDL HIGH PRESSURE DECORATIVE LAMINATE
IMD INSULATED METAL DOOR
INSUL INSULATED
LVP LUXURY VINYL PLANK
PLYWD ONE SIDE GOOD PLYWOOD
PT PAINT
RO ROUGH OPENING
RSF RESILIENT SHEET FLOORING
RWB RUBBER WALL BASE
TB TOWEL BAR
TPD TOILET PAPER DISPENSER
U.S. UNDERSIDE
WD WOOD
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P4b

SHAFT WALL - 1HR F.R.R.
-16mm TYPE 'X' GYPSUM BOARD (SUITE SIDE)
-13mm RESILIENT METAL CHANNELS @610mm O/C

RUN PERPINDICULAR TO STUDS
-64mm SHAFT STEEL STUDS @405mmm O/C
-BATT INSULATION
-25mm METAL SHAFT LINER (SHAFT SIDE)

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

P5

INTERIOR STUD WALL - 1 HR F.R.R - STC 36 - NBC W1a
-16mm TYPE 'X' GYPSUM BOARD
-38x140mm WOOD STUDS @610mm O/C
-140mm BATT INSULATION
-16mm TYPE 'X' GYPSUM BOARD

FIRE CAULKED AT TOP AND BOTTOM ON BOTH SIDES

P4a

5
0

EXTERIOR DECK - BACK BALCONY
-EXTERIOR VINYL DECKING
-16mm PLYWOOD DECKING
-16mm PLYWOOD DECKING

-OFFSET JOINTS/EDGES FROM ABOVE
-FURRING CUT FOR FOR SLOPE TO GRADE -
GLUED/SCREWED TO JOISTS BELOW
-38x285mm PRESSURE TREATED JOISTS  - REFER TO 
STRUCTURAL FOR SPACING
-16mm TYPE 'X' EXTERIOR GYPSUM BOARD
-16mm TYPE 'X' EXTERIOR GYPSUM BOARD
-AIR BARRIER
-CEMENT BOARD SOFFIT

F6

F2 SLAB ON GRADE - EXTERIOR
-REINFORCED CONCRETE SLAB - REFER TO STRUCTURAL 
FOR SLAB THICKNESS
-COMPACTED BASE
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