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70-000-000-EU-JA-001 SPECIFICATION FOR THE INSTALLATION OF SHIPBOARD ELECTRONIC EQUIPMENT
Record of Amendments

Record of Amendments

# Date Subj ect Initials
1 June 1980 First Edition (known as DGTE 69)

2 March 2000 Second Edition— Completed rewrite (not published)

3 June 2002 Revision: New format (not published)

4 July 2003 Revision: New document number

5 August 02, 2004 Erratum: Appendix G.4, second paragraph.

The temperature should read +5°Cto +50°C
not +50°C to +550°C.

Second Edition — March 2000 i
Revised August 2004






70-000-000-EU-JA-001 SPECIFICATION FOR THE INSTALLATION OF SHIPBOARD ELECTRONIC EQUIPMENT
Appendix G

G.4 TEMPERATURE AND HUMIDITY
The following conditions shall apply:

Section 3.3.1 Equipment below decks only.

Equipment shall be capable of continuous operation over the temperature range from +5°C
to +50°C.

G.5 DYNAMIC CONDITIONS

These conditions apply to all three mutually perpendicular axes unless otherwise stated.

G.5.1 Vibration
G511 Short Term
5to 15 Hz at 1.0 mm amplitude

15t033Hz at 0.7 G

G.5.1.2 Continuous
5t0 20 Hz at 0.5 mm amplitude

G.5.2 Shock

Repetitious accelerations for up to 10 msec as follows:
Short term +4G

Indefinite +1G

G.5.3 Roll and Pitch
Pitch and roll shall apply to either side from the vertical.

Pitch for short periods. £ 20°
Pitch indefinitely: +5°

Roll for short periods.  + 45°
Roll indefinitely: +15°

The cycle time shall be between 5 and 20 seconds for a duration of not less than 15 minutes.

Second Edition — March 2000 G-3
Revised August 2004






