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EXISTING REINFORCING — TO REMAIN
ARMATURE EXISTANTE — A DEMEURER

1. ALL EXISTING REINFORCING SHALL REMAIN. ANY DAMAGED
REINFORCING SHALL BE REPLACED AS PER THE DEPARTMENTAL
REPRESENTATIVE'S INSTRUCTIONS.

2. IF ANY INTERFERENCE BETWEEN THE NEW STEEL ANGLE NOSING
AND EXISTING REINFORCING STEEL IS ENCOUNTERED, THE
CONTRACTOR SHALL NOTIFY THE DEPARTMENTAL REPRESENTATIVE
AND SHALL AWAIT INSTRUCTIONS ON HOW TO PROCEED.

3. PROTECT INJECTION HOSE AND FITTINGS ADJACENT TO FIELD SPLICE
DURING WELDING AND REMOVE PROTECTION PRIOR TO PLACING OF
CONCRETE IN BLOCKOUT.

4. LOOSEN BOLT ON ONE SIDE OF THE SETTING ANGLES BETWEEN 2
TO 4 HOURS AFTER THE CONCRETE PLACEMENT, BUT IN NO CASE

CONCRETE REACHING INITIAL SET. ALTERNATE SIDE WHEN

LOOSENING THE BOLTS OF THE SETTING ANGLES.

5. LEAVE SETTING DEVICES AND FORMWORK IN PLACE FOR A MINIMUM
PERIOD OF 36 HOURS AFTER PLACING CONCRETE AND UNTIL
CONCRETE REACHES A MINIMUM COMPRESSIVE STRENGTH OF 20
MPa. EPOXY SHALL ONLY BE INJECTED ONCE CONCRETE HAS
REACHED A MINIMUM COMPRESSIVE STRENGTH OF 25 MPa AND
CURING OF THE CONCRETE HAS BEEN COMPLETED.

6. SEAL REPLACEMENT (13 REQUIRED):

1. A MINIMUM JOINT OPENING (J) OF 40 mm ALONG THE ENTIRE
LENGTH IS REQUIRED TO INSTALL THE NEW SEALS. CONTRACTOR
SHALL MEASURE THE OPENINGS PRIOR TO FABRICATION OF NEW
SEALS AND ASSURE THAT OPENINGS ARE SUFFICIENT FOR THE
REPLACEMENT. SEALS MAY NEED TO BE REPLACED DURING
COLDER WEATHER TO ACHIEVE THE MINIMUM OPENING. REFER TO
‘JOINT OPENING TABLE" FOR SPECIFIC JOINT OPENING VALUES AT
DIFFERENT TEMPERATURES. CONTRACTOR SHALL IMMEDIATELY
NOTIFY DEPARTMENTAL REPRESENTATIVE IF EVER THE MINIMUM
JOINT OPENING CANNOT BE ACHIEVED WITH A JOINT.

2. VALUES IN THE ‘JOINT OPENING TABLE’ ARE THEORETICAL ONLY.
ACTUAL CONDITIONS MAY VARY.

S. SEALS SHALL BE SUPPLIED AND INSTALLED IN ONE CONTINUOUS
PIECE WITHOUT SPLICE AND SHALL EXTEND THROUGH THE FULL

CROSS SECTION (SIDEWALKS INCLUDED).

4. ALL STRIP SEALS SHALL BE ZT—-300 HR SEALS BY
GOODCO/Z—TECH, EXCEPT SEALS AT JOINT 4 AND 7, WHICH
SHALL BE ZT-500 HR SEALS.

7. CONTRACTOR TO BE AWARE OF THE CLOSE PROXIMITY OF THE
UNDERSIDE OF DECK AND TO TAKE ALL NECESSARY MEASURES TO
AVOID BREAKING THROUGH DURING THE REMOVALS.
THAT THE BOTTOM OF DECK IS PUNCTURED, CONTRACTOR IS
RESPONSIBLE TO FORM UNDERSIDE OF SLAB AND REPAIR
BREAKTHROUGHS TO SATISFACTION OF DEPARTMENTAL REPRESENTATIVE.

IN THE EVENT

1. TOUS ARMATURES EXISTANTS DOIVENT DEMEURER. TOUS ARMATURES
ENDOMMAGES DEVRONT ETRES REMPLACES CONFORMEMENT AUX
INSTRUCTIONS DU REPRESENTANT DU MINISTERE.

2. SIL Y A INTERFERENCE ENTRE LA CORNIERE DEFPAULEMENT ET
L ARMATURE EXISTANT, AVISER LE REPRESENTANT DU MINISTERE ET
ATTENDRE POUR LES INSTRUCTIONS POUR PROCEDER.

3. PROTEGER LE TUYAU DINJECTION ET LES RACCORDS ADJACENTS A
L EPISSURE PENDANT LE SOUDAGE ET ENLEVER LA PROTECTION
AVANT DE PLACER LE BETON.

4. DESSERER LES BOULONS D'UN COTE DES CORNIERES
D'INSTALLATION ENTRE 2 A 4 HEURES SUIVANT LA MISE EN PLACE
DU BETON, MAIS EN AUCUN CAS AVANT LE DURCISSEMENT INITIAL
DU BETON. ALTERNER DE COTE LORS DU DESSERAGE DES
BOULONS DES CORNIERES.

5. LAISSER LES DISPOSITIFS DINSTALLATION ET LES COFFRAGES EN
PLACE PENDANT UNE PERIODE MINIMALE DE 36 HEURES APRES LA
MISE EN PLACE DU BETON ET JUSQUA CE QUE LE BETON
ATTEIGNE UNE RESISTANCE MINIMALE A [A COMPRESSION DE 20
MPa. LEPOXY DOIT SEULEMENT ETRE INJECTE UNE FOIS QUE LE
BETON AIT ATTEINT UNE RESISTANCE MINIMALE A LA COMPRESSION
DE 25 MPa ET QUE LA CURE DU BETON EST TERMINEE.

6. REMPLACEMENT DES GARNITURES (13 REQUIS):

1. UNE OUVERTURE MINIMALE (J) DE 40 mm EST REQUISE SUR
TOUTE [A LONGUEUR POUR INSTALLER LES NOUVELLES
GARNITURES. L’ENTREPRENEUR DOIT MESURER LES OUVERTURES
AVANT LA FABRICATION DES GARNITURES ET SASSURER QUE LES
OUVERTURES SONT SUFFISANTES POUR LE REMPLACEMENT. LES
GARNITURES POURRAIENT NECESSITER UN REMPLACEMENT
PENDANT UN TEMPS PLUS FROID AFIN D'OBTENIR L'OUVERTURE
MINIMALE REQUISE. SE REFEFER AUX TABLES ‘TABLE POUR
OUVERTURE DU JOINT' POUR LES VALEURS D'OUVERTURE A
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ASPHALT REHABILITATION

projet

LISTUGUJ/POINTE—A—LA—CROIX, QC

PONT JC VAN HORNE
REHABILITATION DE L'ENROBE

CAMPBELLTON, NB &

DIFFERENTES TEMPERATURES DE CHAQUE JOINT. LENTREPRENEUR
DOIT AVISER IMMEDIATEMENT LE REPRESENTANT DU MINISTERE S/
JAMAIS L' OUVERTURE MINIMALE NE PEUT ETRE ATTEINTE AVEC UN

2. LES VALEURS DANS LES TABLES ‘TABLE POUR OUVERTURE DU
JOINT" SONT THEORIQUES SEULEMENT. LES CONDITIONS REELLES
PEUVENT VARIER.

3. LES GARNITURES DOIVENT ETRES FOURNIS ET INSTALLES EN UNE
SEULE PIECE SANS EPISSURE ET SETENDRE A TRAVERS LA
PLEINE COUPE DU PONT (TROTTOIRS INCLUS).

4. TOUTES LES GARNITURES DOIVENT ETRES DE TYPE ZT-300 HR
PAR GOODCO/Z—TECH, SAUF LES GARNITURES AUX JOINTS 4 ET

DOIVENT ETRE DE TYPE ZT—-500 HR.

7. L'ENTREPRENEUR DOIT ETRE CONSCIENT DE LA PROXIMITE DU
DESSOUS DU TABLIER ET PRENDRE TOUTES LES MESURES
NECESSAIRES POUR EVITER DE PERCER AU TRAVERS LORS DE LA
DEMOLITION. DANS LE CAS OU LE TABLIER EST PERCE,

L’ ENTREPRENEUR EST RESPONSABLE DE FORMER LE DESSOUS DU
TABLIER ET DE REPARER LE TABLIER A LA SATISFACTION DU
REPRESENTANT DU MINISTERE.
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