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75mm LIMESTONE SCREENINGS
COMPACTED TO 98% SPD

MIN. 2% CROSSFALL

100mm TOPSOIL AND 50mm TERRASEED
TYPICAL BOTH SIDES

SCARIFY EXISTING MATERIAL
TO A DEPTH OF MINIMUM 100mm
TYPICAL BOTH SIDES
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COMPACTED SUBGRADE
300mm OF GRANULAR "A'

COMPACTED 100% MAXIMUM DRY DENSITY

. PATHWAY SURFACE TO BE SMOOTH AND EVEN THROUGHOUT.
. COMPACT NATIVE MATERIAL TO 95% STANDARD PROCTOR DENSITY.

. COMPACT GRANULAR 'A' TO 100% STANDARD PROCTOR DENSITY.
. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE NOTED.
. ENSURE A MINIMUM OF 2% CROSSFALL ON ALL WALKWAYS.
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GRANITE BOULDER, SALVAGED FROM SITE
SIZE 2-3t STONE

| 150mm GRANULAR 'A'

04

[ e e e [ e e
B L e =

e B A A Al
—11T=]

| COMPACTED TO 98% SPD

— [T
7‘“i

BOULDER PLACEMENT DETAIL

i COMPACTED SUBGRADE
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Note: Meadow seed mix to be seeded around trees and shrubs in reforestation area
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VARIABLE 300 MIN | VARIABLE : NO CONSTRUCTION ACTIVITY, MATERIAL STORAGE,
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01 CONIFEROUS TREE PLANTING DETAIL 01 DECIDUOUS TREE PLANTING DETAIL
N.T.S. N.T.S.
Burleigh Falls Dam Seed Mix - Meadow Areas
Plant List Botanical Name Common Name %
Silene armeria Catchfl 8%
DECIDUOUS TREES y
RODENT GUARDS TO BE REMOVED AT Key Qty Botanical Name Common Name Size Condition Aster novae-angliae New England Aster 3%
THE END OF THE WARRANTY PERIOD — 0 : 0
/ Af 5|Acer x freemanii 'Jeffersred' Autumn Blaze Maple 50mm W.B. Astragalus canadensis Canada Milk Vetch 3%
T T T T - i i 0,
Gb 4|Ginkgo biloba 'The Preseident' Presidental Gold Ginkgo [50mm W.B. Coreopsis lanceolata Lance Leawed Coreopsis 10%
BUILD A CONE OF COMPACTED NATIVE Qr 1]Quercus rubra Red Oak 50mm W.B. Liatris spicata Dense Blazingstar 5%
RODENT COLLAR PROTECTION | SOIL AND SPREAD ROOTS AROUND AND Monarda fistulosa Bergamot 2%
100MM DIAMETER AND 400MM LONG PVC TUBING OUTWARD R oh 0
udbeckia hirta Black Eyed Susan 8%
OR AS PER MUNICIPAL STANDARDS CONIFEROUS TREES Solid iddellii Riddell' yG |§ d 3°/0
N SAUCER RIM / MULCH FREE AREA ARGUND Key Qty Botanical Name Common Name Size Condition olidago nddefin IddeT’s ©oldenro >
75MM SHREDDED PINE BASE OF TRUNK i 5| Larix laricina Tamarack 250cm  |W.B. Tradescantia ohiensis Ohio Spiderwort 3%
BARK MULCH Verbena hastata Blue Vervain 8%
BERM WITH NATIVE SOIL Asclepias syriaca Common Milkweed 2%
AROUND EDGE OF FABRIC BACKFILL WITH NATIVE MATERIAL AND Andropogon gerardii Big Bluestem 12%
TAMP WITH FOOT PRUNE ONLY DEAD OR INJURED BRANCHES, RETAIN NATURAL SHAPE Reforestation Plant List Schizachyrium scoparium Little Bluestem 10%
CUT AND REMOVE ALL TWINE, ROPE AND BURLAP FROM TOP DECIDUOUS TREES Elymus canadensis Canada Wild Rye 13%
% HALF OF ROOTBALL. REMOVE PLASTIC CONTAINERS. CUT SEVERAL Qty Botanical Name Common Name Size Condition |Spacing Sorghastrum nutrans Indian Grass 10%
g SLITS INTO ORGANIC CONTAINER TO FACILITATE ROOT PENETRATION 8|Acer rubrum Red Maple 150cm B.R./pot |3m Nurse crop of Annual Oat to be seeded at rate of 250kg/ha
1%
Eg} MAINTAIN ORIGINAL GRADE AT SHRUB BASE OR 8|Acer saccharum Sugar Maple 150cm B.R./pot |3m
g SET SLIGHTLY HIGHER TO ALLOW FOR SETTLEMENT 10|Acer saccharum Sugar Maple 40mm BB/pot 8m
WW ?, 8|Alnus incana Speckled Alder 100cm B.R./pot [3m
7, Q0u0 © PLANT GROUPS OF SHRUBS IN CONTINUOUS TOPSOIL : - -
—_ —_ — — — 0 OGS o_ B BEDS WITH CONTINUOUS MULCH 10 Amelanchler canadensis Senviceberry 200cm B.R./pot |3m
— ‘ ‘—‘ ‘ ‘—‘ ‘ ‘—‘ ‘ ‘—‘ ‘ ‘ —‘ ‘ ‘—‘ ‘ ‘— — o\ ‘N1 1/ T o 8[Juglans nigra Black Walnut 100cm B.R./pot |3m
— _— _— _— _— _— —_— E— _— — 23\ r o0 "
T N N N N N N — 7‘ ‘ ‘ . O Lo o ooF i‘: 100mm COMPRESSED LAYER OF SPECIFIED MULCH 10|Juglans nigra Black Walnut 40mm BB/pot 8m
- - - - - T - - - = =4 a PRI
| ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘7,‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘, 0% o ' %5, 500 CONSTRUCT TOPSOIL SAUCER AROUND SHRUBS 10[Ostrya virginiana Ironwood 100cm  |B.R./pot [3m
*\ ‘ ‘7‘ ‘ ‘7‘ ‘ ‘7‘ ‘ ‘7 7‘ gi‘ ‘ ‘7 ‘ |— Ooog Q. Sp.ofS o 8|Populus balsamifera Balsam Poplar 100cm B.R./pot |3m
e e el e T T S~ o - . Z'@“Qg&%"gﬁﬁgggé’{’f&ETRSTE?';E’B\'ALE'ST150mm LAYERS TO ELIMINATE 8[Populus tremuloides Trembling Aspen 100cm B.R./pot [3m
i‘ ‘ ‘7‘ ‘ ‘7‘ ‘ ‘7‘ ‘ ‘ ‘ ‘ L ——NATVEWATERAL PR o TR -‘ﬂ‘ THOROUGHLY SOAK PIT WITH WATER IN NEXT TO LAST LAYER 10/Quercus rubra Red Oak 200cm _ |B.R./pot [3m
7‘ ‘7‘ ‘ ‘7‘ ‘ ‘7 ‘7 o REMOVE ALL FOREIGN MATERIAL FROM EXISTING SOIL. 10[Tilia americana Basswood 200cm  [B.R./pot [3m
] ‘ ‘—‘ ‘ ‘—‘ | N qr BACKFILL WITH EXISTING SOIL MIXED 2:1 WITH TOPSOIL 10|UImus wilsonia 'Prospector Prospector Elm 100cm  |B.R./pot |[3m
- [ JE— NN\ i T
Tl e ‘ e T SCARIFY SURFACE OF TOPSOIL PRIOR TO PLANTING 10|Viburnum lentago Nannyber 100cm B.R./pot |3m
] ‘ ‘ ‘ ‘ | r—r1 y
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— Lk IF SUBGRADE IS DISTURBED, FIRMLY COMPACT BACKFILLED SOIL
[ | ,
TO ELIMINATE AIR POCKETS AND SETTLEMENT CONIFEROUS TREES
Qty Botanical Name Common Name Size Condition |Spacing
6|Abies balsamea Balsam Fir 100cm ot 5m
MINIMUM 2X DIAMETER OF ROOT BALL WATER THOROUGHLY AFTER PLANTING 6|Larix laricina Tamarack 100cm Eot 5m
6|Picea glauca White Spruce 50cm pot 5m
6|Pinus resinosa Red Pine 100cm pot 5m
TREE WHIP PLANTING DETAIL (BARE ROOT STOCK) 6|Pinus strobus White Pine 100cm  |pot 5m
N.T.S. 20| Thuja occidentalis White Cedar 50cm B.R./pot [2m 0 FOR TENDER L.C | 05/12/2020
6| Tsuga canadensis Eastern Hemlock 100cm pot 5m B
No. Description Par Date
SHRUBS Revision / Révision
Qt Botanical Name Common Name Size Condition |Spacin
PLANTING DETAILS FOR NATURALIZED AREAS Y pacing
03 7[Amelanchier canadensis Serviceberry 100cm B.R./pot |4m Do not scale drawings
7 Cephalanthus occidentalis Buttonbush 50cm B.R./pot 1m Verify all dimensions and conditions on site and immediately notify the
7|Comus racemosa Grey Dogwood 50cm B.R./pot |1m Departmental Representative of all discrepancies.
7|Cornus sericea Red Osier Dogwood 50cm B.R./pot |1m
7|Corylus americana Hazelnut 100cm B.R./pot |1m
7|Hamamelis virginiana Witch Hazel 100cm B.R./pot |1Tm
7|Myrica pensylvanica Bayberry 50cm B.R./pot |[1m A Detail number
7|Physocarpus opulifolius Common Ninebark 50cm B.R./pot |1m Numéro du détail
15|Rhus typhina Staghorn Sumac 100cm B.R./pot |2m B Location dwg. number
7|Rubus odoratus Flowering Raspberry 50cm B.R./pot |1m Numéro sur dessin
7[Sambucus canadensis Elderberry 50cm B.R./pot |2m
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