
VESTIGE OF
EXISTING MAIN DAM
SEE DWG: 101 TO 104

VESTIGE OF
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EARTH DAM TO BE COVERED WITH 100mm TOPSOIL,
ECO-BLANKET AND MEADOW SEED MIX

AREA :  350m2 SEE SEED MIX TABLE ON DRAWING 801

GROUP OF GRANITE  BOULDERS
SEE DETAIL

PRESERVE EXISTING VEGETATION (typ.)

LOCK 28
BURLEIGH FALLS

NATURAL STONE FORMATIONS
TO REMAIN

THE BURLEIGH FALLS INN

FUTURE POTENTIAL PEDESTRIAN
CONNECTION TO TRADING POST &
THE BURLEIGH FALLS INN

OPEN GRASS
AREA

EXISTING TREE TO REMAIN
(Typ.)

TRADING POST

TREE PRESERVATION FENCE (typ.)
SEE DETAIL

EXISTING VEGETATION TO
REMAIN UNDISTURBED

CONCRETE WALL

EXISTING VEGETATION TO
REMAIN UNDISTURBED

OPEN GRASS
AREA

EXISTING SEPTIC SYSTEM

EXISTING VEGETATION TO
REMAIN UNDISTURBED 1.5m WIDE STONE DUST PATHWAY

SEE DETAIL

1.5m WIDE STONE DUST PATHWAY
SEE DETAIL

REFORESTATION PLANTING WITH
300mm TOPSOIL AND MEADOW SEED MIX

AREA: 700m2 SEE SEED MIX TABLE ON DRAWING 801

MATCH TOP OF CURB

REFORESTATION PLANTING WITH
300mm TOPSOIL AND MEADOW SEED MIX
AREA: 1700m2 SEE SEED MIX TABLE ON DRAWING 801

NOTES:

1. ALL DISTURBED EARTH DAM AREAS TO RECEIVE A MINIMUM OF 100mm IMPORTED TOPSOIL.

2. ALL DISTURBED AREAS TO BE TERRASEEDED WITH 'MEADOW MIXTURE'
    SEEDING RATE  21-23 LBS/ACRE, 22-25KG/HECTARE.

3. EXACT PLACEMENT OF PROPOSED VEGETATION ALONG DISTURBED EDGE FROM
    CONSTRUCTION TO BE DETERMINED ON SITE AND VERIFIED BY THE DEPARTMENT REPRESENTATIVE.
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801

04
801

05
801

REFORESTATION PLANTING WITH 300mm TOPSOIL AND
MEADOW SEED MIX 315m2 SEE SEED MIX TABLE ON
DRAWING 801

SEEDED TURF
RESTORATION
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LEGEND

Proposed Deciduous Trees

Proposed Coniferous Trees

Existing Tree and Shrub Canopy

Existing Hydro Pole

Seeded Turf Restoration

Stone Dust Pathway

Granite Boulder

Existing Tree To Remain

Proposed Shrubs

Tree Preservation Fence

Reforestation Planting

Proposed Eco-Blanket and
Meadow Seed Mix

Rip-Rap (Refer to Civil Drawings)
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PLANTING DETAILS FOR NATURALIZED AREAS03

PLANTING DETAILS FOR ALL OTHER AREAS01

FINISHED GRADE

TREE STAKING NOT TO BE INSTALLED UNLESS REQUIRED BY  THE SITE
CONDITIONS OR DIRECTED BY THE CONTRACT ADMINISTRATOR

STEEL 'T' BAR (40x40x5x2400) OR ACCEPTABLE WOODEN SUBSTITUTE.
PLACE STAKE ON SIDE OF PREVAILING WIND. TREES UNDER 70mm CALIPER
REQUIRE 2 STAKES  AND TREES OVER 70mm CALIPER REQUIRE 3 STAKES.
ENSURE STAKES ARE NOT DRIVEN THROUGH ROOTBALL.

CUT AND REMOVE ALL TWINE, ROPE, WIRE AND BURLAP FROM TOP
HALF OF ROOTBALL

BASE OF TREE TO BE FLUSH WITH GRADE OR 75mm ABOVE
FINISHED GRADE IN POORLY DRAINED SOILS. TRUNK FLARE MUST
BE VISIBLE,DO NOT COVER TOP OF ROOTBALL WITH SOIL

CONSTRUCT A 100mm HIGH TOPSOIL SAUCER AROUND TREE BASE.

PLACE ROOTBALL ON UNEXCAVATED OR THOROUGHLY
COMPACTED SOIL

UNDISTURBED NATIVE SOIL

MARK NORTH SIDE OF TREE IN NURSERY; ROTATE TREE TO FACE
NORTH ON SITE UNLESS DIRECTED OTHERWISE BY CONTRACT
ADMINISTRATOR

100mm LAYER OF SPECIFIED MULCH, KEPT BACK 50mm FROM TRUNK.

REMOVE ALL FOREIGN MATERIAL FROM EXISTING SOIL. BACKFILL WITH
EXISTING SOIL MIXED 2:1 WITH TOPSOIL. FIRMLY COMPACT OR WATER SOIL
IN 150mm LAYERS TO ELIMINATE AIR POCKETS AND PREVENT SETTLEMENT
THOROUGHLY SOAK PIT WITH WATER IN NEXT TO LAST LAYER

VARIABLE 300 MIN

1300
600

CONIFEROUS TREE PLANTING DETAIL
N.T.S.

DO NOT CUT OR DAMAGE LEADER
PRUNE ONLY INJURED OR DEAD BRANCHES. RETAIN NATURAL SHAPE
REMOVE TRUNK WRAP AFTER PLANTING

01

FINISHED GRADE
CUT AND REMOVE ALL TWINE, ROPE, WIRE AND BURLAP FROM TOP
HALF OF ROOTBALL

BASE OF TREE TO BE FLUSH WITH GRADE OR 75mm ABOVE
FINISHED GRADE IN POORLY DRAINED SOILS. TRUNK FLARE MUST
BE VISIBLE,DO NOT COVER TOP OF ROOTBALL WITH SOIL

CONSTRUCT A 100mm HIGH TOPSOIL SAUCER AROUND TREE BASE.

PLACE ROOTBALL ON UNEXCAVATED OR THOROUGHLY
COMPACTED SOIL

UNDISTURBED NATIVE SOIL

MARK NORTH SIDE OF TREE IN NURSERY; ROTATE TREE TO FACE
NORTH ON SITE UNLESS DIRECTED OTHERWISE BY CONTRACT
ADMINISTRATOR

100mm LAYER OF SPECIFIED MULCH, KEPT BACK 50mm FROM TRUNK.

REMOVE ALL FOREIGN MATERIAL FROM EXISTING SOIL. BACKFILL WITH
EXISTING SOIL MIXED 2:1 WITH TOPSOIL. FIRMLY COMPACT OR WATER SOIL
IN 150mm LAYERS TO ELIMINATE AIR POCKETS AND PREVENT SETTLEMENT
THOROUGHLY SOAK PIT WITH WATER IN NEXT TO LAST LAYER

VARIABLE 300 MIN

1300
600

DECIDUOUS TREE PLANTING DETAIL
N.T.S.

DO NOT CUT OR DAMAGE LEADER
PRUNE ONLY INJURED OR DEAD BRANCHES. RETAIN NATURAL SHAPE
REMOVE TRUNK WRAP AFTER PLANTING

01

NOTE: TREE STAKING SHALL NOT BE INSTALLED UNLESS REQUIRED BY
THE SITE CONDITIONS OR DIRECTED BY THE CONTRACT ADMINISTRATOR

STEEL 'T' BAR (40x40x5x2400) OR ACCEPTABLE WOODEN SUBSTITUTE.
PLACE STAKE ON SIDE OF PREVAILING WIND. TREES UNDER 70mm CALIPER
REQUIRE 2 STAKES AND TREES OVER 70mm  REQUIRE 3 STAKES. ENSURE
STAKES ARE NOT DRIVEN THROUGH ROOTBALL.
WHITE CORRUGATED PVC PIPE RODENT GUARD 50mm BELOW GRADE
TO 500mm ABOVE GRADE

40mm X 40mm X 5mm T-BAR AT 1500mm o.c.

UNDISTURBED NATIVE SOIL

VARIABLE

15
00

10
00

D
R

IP
LI

N
E

D
R

IP
LI

N
E

FASTENED TO EACH T-BAR WITH WIRE TIES
100mm X 50mm X 1500mm 14 GAUGE UTILITY FENCE

DO NOT CUT OR DAMAGE LEADER
PRUNE ONLY INJURED OR DEAD BRANCHES. RETAIN NATURAL SHAPE

CUTTING OF ROOTS AROUND EXISTING TREES TO BE
PRESERVED WILL NOT BE PERMITTED WITHOUT
APPROVAL FROM THE SITE INSPECTOR

NO CONSTRUCTION ACTIVITY, MATERIAL STORAGE,
GRADE CHANGE, SURFACE TREATMENT OR
EXCAVATIONS OF ANY KIND  SHALL BE PERMITTED
INSIDE OF TREE PROTECTION ZONE

EXISTING GRADE TO BE RETAINED

ALL DIMENSIONS ARE IN MILLIMETERS

TREE PROTECTION FENCE02

STONE DUST PATHWAY04 BOULDER PLACEMENT DETAIL05

30
0

600

BACKFILL WITH NATIVE MATERIAL AND
TAMP WITH FOOT

BUILD A CONE OF COMPACTED NATIVE
SOIL AND SPREAD ROOTS AROUND AND
OUTWARD

75MM SHREDDED PINE
BARK MULCH

BERM WITH NATIVE SOIL
AROUND EDGE OF FABRIC

RODENT COLLAR PROTECTION
100MM DIAMETER AND 400MM LONG PVC TUBING

OR AS PER MUNICIPAL STANDARDS

RODENT GUARDS TO BE REMOVED AT
THE END OF THE WARRANTY PERIOD

SAUCER RIM / MULCH FREE AREA AROUND
BASE OF TRUNK

WATER THOROUGHLY AFTER PLANTING

REMOVE ALL FOREIGN MATERIAL FROM EXISTING SOIL.
THOROUGHLY SOAK PIT WITH WATER IN NEXT TO LAST LAYER
AIR POCKETS AND PREVENT SETTLEMENT
FIRMLY COMPACT OR WATER TOPSOIL IN 150mm LAYERS TO ELIMINATE

BACKFILL WITH EXISTING SOIL MIXED 2:1 WITH TOPSOIL

IF SUBGRADE IS DISTURBED, FIRMLY COMPACT BACKFILLED SOIL
TO ELIMINATE AIR POCKETS AND SETTLEMENT

SLITS INTO ORGANIC CONTAINER TO FACILITATE ROOT PENETRATION
HALF OF ROOTBALL. REMOVE PLASTIC CONTAINERS. CUT SEVERAL
CUT AND REMOVE ALL TWINE, ROPE AND BURLAP FROM TOP

MINIMUM 2X DIAMETER OF ROOT BALL

MAINTAIN ORIGINAL GRADE AT SHRUB BASE OR

PLANT GROUPS OF SHRUBS IN CONTINUOUS TOPSOIL

CONSTRUCT TOPSOIL SAUCER AROUND SHRUBS

SCARIFY SURFACE OF TOPSOIL PRIOR TO PLANTING

100mm COMPRESSED LAYER OF SPECIFIED MULCH

SET SLIGHTLY HIGHER TO ALLOW FOR SETTLEMENT

BEDS WITH CONTINUOUS MULCH

PRUNE ONLY DEAD OR INJURED BRANCHES, RETAIN NATURAL SHAPE

1500mm MINIMUM

COMPACT NATIVE MATERIAL TO 95% STANDARD PROCTOR DENSITY.

MIN. 2% CROSSFALL

ENSURE A MINIMUM OF 2% CROSSFALL ON ALL WALKWAYS.

COMPACTED TO 98% SPD

COMPACTED 100% MAXIMUM DRY DENSITY

ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE NOTED.
COMPACT GRANULAR 'A' TO 100% STANDARD PROCTOR DENSITY.

PATHWAY SURFACE TO BE SMOOTH AND EVEN THROUGHOUT.

75mm LIMESTONE SCREENINGS

300mm OF GRANULAR `A' 
COMPACTED SUBGRADE

2.

5.
4.
3.

NOTES:
1.

SCARIFY EXISTING MATERIAL
TO A DEPTH OF MINIMUM 100mm
TYPICAL BOTH SIDES

100mm TOPSOIL AND 50mm TERRASEED
TYPICAL BOTH SIDES

TREE WHIP PLANTING DETAIL (BARE ROOT STOCK)
N.T.S.A

COMPACTED TO 98% SPD

COMPACTED SUBGRADE

150mm GRANULAR 'A'

GRANITE BOULDER, SALVAGED FROM SITE

NATIVE MATERIAL

SIZE 2-3t STONE

FOR TENDER0 L.C 05/12/2020

05/13/2020


	R.076951.705.800-REV-0
	Sheets and Views
	REV-0


	R.076951.705.801-REV-0
	Sheets and Views
	REV-0



