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Date: June 12, 2020 

Addendum No: 002 

Project Number: R.105793.008 

The following changes in the tender documents are effective immediately. This 
addendum will form part of the contract documents. 

 

Drawings 

1. ID Interior Design 

1. Delete sheet ID-01, add sheet ID-01.  

2. Page ID-02:  

1. Add general note #36 to read: “THE FLOOR BELOW THIS LEVEL IS 
FULLY OCCUPIED AND HAS T-BAR CEILING THROUGHOUT. THE 
SLAB TO SLAB HEIGHT IS SIMILAR TO THIS FLOOR. ACCESS TO 
FLOOR BELOW MUST BE AFTER WORK HOURS, AND SPACE MUST 
BE CLEANED AND TURNED OVER TO THE OCCUPANT FOR WORK 
HOURS.” 

2. Add sketch ID-02-SK1. 

3. Page ID-03: Delete general note #12, add general note #12 to read: “REPLACE 
ANY MISSING OR DAMAGED CEILING T-BAR COMPONENTS OR CEILING 
TILES. LEAVE THE CEILING IN A “LIKE NEW” CONDITION TO APPROVAL OF 
CONSULTANT. ASSUME 20% OF TOTAL AREA IS REQUIRED.” 

4. Page ID-04: Remove FLOOR FINISHES LEGEND, add FLOOR FINISHES 
LEGEND from sketch ID-04-SK1 attached. 

5. Page ID-08, detail 19: Remove note “19 mm SOLID FIRE RATED WOOD 
SUBSTRATE WITH SLATTED WOOD SECTIONS ATOP AT 19 mm. ATTACH 
WITH FASTENERS AND GLUE IN SECTIONS. REFER TO IMAGE FOR 
DESIGN INTENT. FINISH TO BE LIGHT OAK. PROVIDE SAMPLE FOR 
DESIGNER APPROVAL.”, add note “19 mm SOLID WOOD SUBSTRATE WITH 
SLATTED WOOD SECTIONS ATOP AT 19 mm. ATTACH WITH FASTENERS 
AND GLUE IN SECTIONS. REFER TO IMAGE FOR DESIGN INTENT. FINISH 
TO BE LIGHT OAK. PROVIDE SAMPLE FOR DESIGNER APPROVAL.” 
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2. E - Electrical 

1. E6 Electrical Above Ceiling Communications New Work 

1. Delete drawing E6, add drawing E6/R1.  

Specifications 

1. Section 09 72 16 – Vinyl-Coated Fabric Wall Coverings 

1. Delete item 1.1 RELATED REQUIREMENTS in its entirety. 

2. Section 10 22 13 – Wire Mesh Partitions 

1. Delete item 2.1.1, add item 2.1.1 to read “Partition mesh:” 

3. Section 26 05 05 – Selective Demolition for Electrical 

1. Delete item 1.2 – RELATED REQUIREMENTS in its entirety. 

 

End of Instructions 
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DEMOLITION NOTES

1. BUILDING WILL REMAIN OCCUPIED AND IN USE FOR DURATION OF WORK. MAINTAIN FREE AND SAFE

PASSAGE IN PUBLIC AREAS FOR BUILDING OCCUPANTS AT ALL TIMES.

2. CARRY OUT DEMOLITION WORK IN A MANNER TO CAUSE AS LITTLE INCONVENIENCE TO THE CLIENT AND

ADJACENT OCCUPIED AREAS AS POSSIBLE.

3. ERECT AND MAINTAIN DUST PROOF PARTITIONS AS REQUIRED TO PREVENT THE SPREAD OF DUST,

FUMES AND SMOKE TO OTHER PARTS OF THE BUILDING.UPON COMPLETION, REMOVE PARTITIONS AND

MAKE GOOD DAMAGED SURFACES TO MATCH ADJACENT SURFACES.

4. CEASE OPERATIONS AND NOTIFY CONSULTANT IMMEDIATELY IF ANY ASBESTOS, POLYCHLORINATED

BIPHIENYL (PCB), OR MOULD IS ENCOUNTERED OR SUSPECTED ON SITE.

5. CONTRACT DOCUMENTS WILL NOT DEFINE PRODUCTS OR STANDARDS OF WORKMANSHIP PRESENT IN

EXISTING CONSTRUCTION. CONTRACTOR SHALL DETERMINE PRODUCTS BY INSPECTION AND ANY

NECESSARY TESTING AND WORKMANSHIP BY USE OF EXISTING AS A SAMPLE OF COMPARISON.

6. REMOVE, STORE AND PROTECT, FOR REINSTALLATION THOSE MATERIALS AND EQUIPMENT AS

REQUIRED TO COMPLETE DEMOLITION.

7. REMOVE AND DELIVER TO DEPARTMENTAL REPRESENTATIVE THE FOLLOWING:

· TENANT SIGNAGE.

· DEPARTMENTAL REPRESENTATIVE WILL MAINTAIN STORAGE FOR THESE ITEMS.

9. REMOVE ALL WINDOW COVERINGS INCLUDING BLINDS AND SHADES AT THE START OF CONSTRUCTION.

10. REMOVE GYSPUM BOARD PARTITIONS AND DEMOUNTABLE PARTITIONS INCLUDING ANY CONCEALED

ELECTRICAL AND DATA WIRING AS INDICATED. REPAIR CEILING GRID. PATCH AND REPAIR ALL ADJACENT

SURFACES WHERE WALLS WERE REMOVED. MAKE REPAIRS INVISIBLE IN FINAL ASSEMBLY.

11. REMOVE CARPET AND WALL FINISHES WHERE EXISTING CORRIDOR WALLS HAVE BEEN DEMOLISHED.

PREPARE SURFACES TO RECEIVE NEW FINISHES AS INDICATED.

12. REMOVE EXISTING FINISHING MATERIAL FROM FLOOR IN ALL AREAS INDICATED. STRIP AND SCRAPE

LATENT ADHESIVES FROM PREVIOUS FINISHES.

13. PERFORM ALL PATCHING, EXTENDING OR REPAIR OF EXISTING SURFACES USING MATCHING PRODUCTS,

FINISHES AND CONSTRUCTION TYPE AS REQUIRED TO MAKE WORK COMPLETE, CONSISTENT AND

IDENTICAL TO EXISTING.

14. CARRY OUT DEMOLITION WORK IN A MANNER TO MINIMIZE DISRUPTION TO NORMAL USE AND

OPERATION OF BUILDING. PREVENT NOISE AND DUST FROM SPREADING TO ADJACENT OCCUPIED

SPACES TO APPROVAL OF CONSULTANT.

15. COORDINATE ACTIVITIES WITH LANDLORD AND OBTAIN WRITTEN APPROVAL FOR SPECIAL DEMOLITION

ACTIVITIES CAUSING DISTURBANCE TO OCCUPANTS.

16. REPAIR ALL DEMOLITION PERFORMED IN EXCESS OF THAT REQUIRED AT NO ADDITIONAL COSTS.

17. LEAVE SUBSTRATE SURFACES IN SMOOTH, SOUND CONDITION, SUITABLE TO RECEIVE NEW FINISHES.

18. REMOVE DEMOLISHED MATERIALS FROM SITE ON A DAILY BASIS DURING THE PERFORMANCE OF THE

WORK.

19. REMOVE EXISTING FLOOR FINISHES IN AREAS INDICATED. ALL UN-INDICATED AREAS REPRESENT

EXISTING CARPET TILE TO BE REMOVED.

WHERE EXISTING FLOOR FINISHES ARE BEING REMOVED, CLEAN AND PREPARE EXISTING SUBFLOOR

DEMOLITION LEGEND
DESCRIPTIONSYMBOL

EXISTING PARTITION TO BE DEMOLISHED

EXISTING PARTITION TO REMAIN

EXISTING DOOR TO REMAIN UNLESS NOTED OTHERWISE

EXISTING DOOR TO BE REMOVED AND DISPOSED

INDICATES MILLWORK COUNTER COMPLETE WITH SINK WHERE
APPLICABLE TO BE DEMOLISHED.

1

INDICATES MILLWORK COUNTER, SINK, AND UPPER CABINETS
TO BE DEMOLISHED.

2

INDICATES DRYWALL CEILING TO BE DEMOLISHED.3

INDICATES SURFACE APPLIED GYPSUM WALLBOARD / PC350
PANELS TO BE REMOVED FROM CONCRETE SURFACE.

4

INDICATES GLASS DOORS TO REMAIN, COVER AND PROTECT
THROUGHOUT DEMOLITION.

5

INDICATES EXISTING FLOOR MONUMENT TO REMAIN.6

INDICATES EXISTING CORE DRILLS TO BE INFILLED. FIRE
RESISTANCE RATING TO BE 2HR.

7

AREA OF VCT FLOORING TO BE DEMOLISHED.

AREA OF TILE FLOORING AND BASE TO BE DEMOLISHED.

AREA OF CARPET FLOORING TO BE FULLY DEMOLISHED,
INCLUDING REMOVAL OF ALL RESIDUE FROM SLAB.

EXISTING ACCESS PANELS TO REMAIN, PROTECT AS REQUIRED
THROUGHOUT CONSTRUCTION.

8

AREA TO REMAIN ACCESSIBLE THROUGHOUT CONSTRUCTION.
RETAIN EXISTING WALL AND PROVIDE HOARDING AS REQUIRED
THROUGHOUT CONSTRUCTION TO SUIT. HOARDING WALL TO BE
1HR RATED.

9

INDICATES EXISTING PARTITIONS WHICH ARE DOUBLE STUD
CONSTRUCTION.

10

INDICATES AREA OF LOWER CEILING (+/- 25 - 50 mm). AREA
LIMITED TO BOUNDARY OF ROOM.

11

EXISTING CARPET TILE TO BE REMOVED.

20. WHERE EXISTING FLOOR FINISHES ARE BEING REMOVED, CLEAN AND PREPARE EXISTING SUBFLOOR

SURFACES LEVEL SMOOTH AND READY TO RECEIVE NEW FINISHES. ALLOW FOR ADEQUATE

PREPARATION TO ENSURE A COMPLETE AND SATISFACTORY FLOORING INSTALLATION.

21. PATCH ALL DAMAGED OR DETERIORATED PORTIONS OF SUBFLOOR WITH LATEX MODIFIED SELF

LEVELLING CONCRETE FILLER OR GROUT DEPENDING UPON EXTENT OF DAMAGE. INTENT IS NOT TO

LEVEL FULL FLOOR AREA. ONLY AREAS WITH EXTENSIVE DAMAGE MUST BE REPAIRED. ADDITIONAL

REPAIR REQUIRED FOR EXPOSED CONCRETE FLOOR.

22. MECHANICALLY REMOVE ALL EXISTING ADHESIVES FROM SURFACES TO RECEIVE NEW FINISHES. THE

USE OF SOLVENT BASED STRIPERS WILL NOT BE PERMITTED.

23. REPLACE ANY DAMAGED T-BAR SUSPENSION MEMBERS TO APPROVAL OF CONSULTANT.

24. REMOVE ALL APPLIED WALL FINISHES FROM BASE BUILDING WALLS EXCEPT FOR PAINTED SURFACES.

PREPARE WALLS TO RECEIVE NEW FINISH AS SPECIFIED.

25. PATCH ALL DAMAGED SURFACES WHERE TENANT FIXTURES, FITTING AND EQUIPMENT WERE REMOVED.

26. REFER TO MECHANICAL AND ELECTRICAL SPECIFICATIONS FOR FURTHER DEMOLITION REQUIREMENTS.

27. WHERE DEMOLITION OF EXISTING T-BAR CEILING OCCURS, REMOVE EXISTING FLUORESCENT LIGHT

FIXTURES AND T-BAR FOR REUSE. DELIVER ALL UNUSED MATERIAL TO DEPARTMENTAL

REPRESENTATIVE AND STORE WHERE DIRECTED.

28. SOME STEEL STUD GYPSUM WALL BOARD BAFFLES EXIST IN CEILING PLENUM WITH NO WALL BELOW.

ASSUME 7620 mm OF DEMOLITION REQUIRED TO REMOVE.

29. REMOVE ALL EXISTING DRYWALL BAFFLES ABOVE CEILING. REMOVE ASSOCIATED FRAMING.

30. PROVIDE AND PAY FOR ALL PERMITS, INSPECTIONS, ETC. REQUIRED FOR WORK OF THE SECTION.

31. ALL CEILING TILES TO BE REMOVED AND DISPOSED OF. CEILING GRID TO REMAIN.

32. ALL WALLS TO BE DEMOLISHED ARE SLAB TO UNDERSIDE OF CEILING WITH BAFFLE ABOVE. REFER TO

KEYNOTES FOR ADDITIONAL INFORMATION ON EXISTING WALL.

33. FULL SCOPE OF DEMOLITION WORK IS BY CONTRACTOR.

Administrateur de projets

No. du projet

No. du dessin

Date

Project Manager

Project no.

Drawing no.

Date

Reviewed By

Approved By

Date

Tender

Date

Designed By

Drawn By

Examiné par

Approuvé par

Soumission

Conçu par

Dessiné par

drawing

project

revisions

A

C
C

B

A

B

dessin

projet

date

C

A

c

1000 10 20mm 40 60 80 120 140 160 180 200mm

(yyyy/mm/dd)

(yyyy/mm/dd)

(yyyy/mm/dd)

(yyyy/mm/dd)

description

no. du detail

sur dessin no.

location drawing no.

drawing no.

dessin no.

detail no.

Public Works and

Government Services

Canada

Travaux publics et

services gouvernementaux

Canada

2019-149_GCFITUP.DWG

Contractor to verify all dimensions &

conditions on site and immediately notify the

engineer of all discrepancies.

L'entrepreneur doit vérifier toutes les

dimensions et conditions sur le site et aviser

immédiatement l'ingénieur de toute divergence.

73 Breezehill Avenue North
Ottawa, ON K1Y 2H6
tel: 613.232.4499
fax: 613.232.4187
www.4te.ca

20200612ADDENDUM 0028

20200603ADDENDUM 0017

20200416ISSUED FOR TENDER R16

20200401ISSUED FOR PERMIT5

20200401ISSUED FOR TENDER4

20200316ISSUED FOR 100% REVIEW3

20200224ISSUED FOR 99% REVIEW2

20200206ISSUED FOR 66% REVIEW1

ID-01

R.105793.008

EVA LEFEBRE

TH

AD

4té Inc.

DEMOLITION PLAN

NCR - QUEBEC

GC WORKPLACE FIT-UP

AutoCAD SHX Text
F

AutoCAD SHX Text
C

AutoCAD SHX Text
43

AutoCAD SHX Text
44

AutoCAD SHX Text
45

AutoCAD SHX Text
46

AutoCAD SHX Text
47

AutoCAD SHX Text
48

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
TELEPHONE

AutoCAD SHX Text
MEN'S

AutoCAD SHX Text
WASHROOM

AutoCAD SHX Text
STAIRCASE

AutoCAD SHX Text
NO 2

AutoCAD SHX Text
JANITOR

AutoCAD SHX Text
MECHANICAL

AutoCAD SHX Text
SHAFT

AutoCAD SHX Text
MECHANICAL

AutoCAD SHX Text
SHAFT

AutoCAD SHX Text
STAIRCASE

AutoCAD SHX Text
NO 1



℄

℄

℄℄

℄℄

℄

1701A

1703C

1713

1702

1701B

D1702A

D1702B

1

11

2
1

D1713B

D1713A

1701A

1703C

1713

1701B

10

1

19051905

19051905

2490

12
15

16
16

STAGGER JOINTS OF GYPSUM WALLBOARD LAYERS.

FREESTANDING MILLWORK TO SURROUND RECEPTION DESK
(RECEPTION DESK TO BE PROVIDED BY FURNITURE VENDOR.
REFER TO DETAILS.

15

CUSTOM MILLWORK HEIGHT ADJUSTABLE DESK, REFER TO
DETAILS. PROVIDE HEIGHT ADJUSTABLE DESK BASE IN BLACK
POWDER COATED METAL FINISH.

16

drawing dessin

project projet

Designed By

Date

Conçu par

(yyyy/mm/dd)

Drawn By

Date

Dessiné par

(yyyy/mm/dd)

Reviewed By

Date

Examiné par

(yyyy/mm/dd)

Approved By

Date

Approuvé par

(yyyy/mm/dd)

Tender

Project Manager

Soumission

Administrateur de projets

Project no. No. du projet

Drawing no. No. du dessin

PWGSC  11x8.5  (215x279)

Public Works and

Government Services

Canada

Travaux publics et

services gouvernementaux

Canada

NCR - QUEBEC

GC WORKPLACE FIT-UP

ID-02

CONSTRUCTION PLAN

2020-03-06

AD

ID-02-SK1

R.105793.008

2020-03-06

AD

AutoCAD SHX Text
07

AutoCAD SHX Text
02

AutoCAD SHX Text
07

AutoCAD SHX Text
03

AutoCAD SHX Text
07

AutoCAD SHX Text
09

AutoCAD SHX Text
07

AutoCAD SHX Text
08

AutoCAD SHX Text
07

AutoCAD SHX Text
11

AutoCAD SHX Text
07

AutoCAD SHX Text
10



FLOOR FINISHES LEGEND

FIELD CARPET
Size: 305 mm x 914 mm
Style: Herringbone (refer to plan)
Color #: Multi-tone grey with shiny accent threading - straight linear pattern
Wall Base: Resilient Base, 114 mm H, Black

ACCENT CARPET
Size: 305 mm x 914 mm
Style: Ashlar
Color #: Multi-tone grey - straight linear pattern *finish to align with CPT1
Wall Base: Resilient Base, 114 mm H, Black

POLISHED CONCRETE FLOOR
Size: N/A
Style: Polished
Color #: N/A
Wall Base: Resilient base, 114 mm H, Black

FIELD TILE
Size: 229 mm x 1499 mm
Style: Wood look
Color #: Dark oak grain
Wall Base: Resilient base, 114 mm H, Black

FLOOR TILE
Size: 305 mm x 610 mm
Style: Light concrete texture
Color #: Grey concrete look
Wall Base: None
Installation: Ashlar

DESCRIPTIONSYMBOL

CPT1

CPT2

CON1

LVT1

T1

RESILIENT BASE
Size: 114 mm high x 9.5 mm thick
Style: Thick rectilinear base, rectangular shaped profile with 45 degree
chamfer top
Color #: Black

TRANSITION STRIP
Size: To suit transition
Style: N/A
Color #: Dark Grey
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