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CURB STOP. REMOVE EXISTING INSULATION AND REINSTATE
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%\ APPROXIMATE LOCATION OF 19.1mm DIA. WATER MAIN SUPPLY
3

WITH NEW AS REQUIRED TO CONNECT NEW WATER SUPPLY
LINE FOR NEW WATERERS.

BUILDING 20

FINISHED FLOOR EL. 100.00m

NEW WATERER AND BASE (TYPICAL 3 LOCATIONS). INCLUDE NEW HDPE 19.1mm DIA. WATER MAIN AND 12.7mm DIA.
RISER TO EACH WATERER, FED FROM THE EXISTING CURB STOP. NEW WATER LINES TO FOLLOW ROUTING OF ELECTRICAL
FEEDS IN SAME TRENCH, SEE ELECTRICAL DRAWINGS. CONTRACTOR IS RESPONSIBLE FOR REINSTATING ALL FACILITIES
DAMAGED TO RUN NEW WATERER SERVICES TO MATCH PRECONSTRUCTION CONDITION AND SURROUNDING FINISHES TO
SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE, SEE DETAIL
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DETAIL — BUILDING 20 CATTLE YARD SLAB
SCALE : 1:10 @W
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DETAIL — TYPICAL CONTROL JOINT /5 Y 5 Y 5)
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CRACK CONTROL ISOLATION JOINTS AROUND
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FEB 25
0 ISSUED FOR TENDER 5020
150 THK CONCRETE SLAB REINFORCED revisions date
x WITH 10M@300 E/W AT MIDPOINT OF ‘ ‘
QF SLAB (GROOVED AS NOTED ON PLAN) project projet
o SITE IMPROVEMENTS
AAFC NAPPAN
T 6mm WIDE SAW CUT C/W BACKER ROD AND
ELASTOMERIC JOINT SEALANT @ 6000mm MAX. CUMBERLAND COUNTY
EACH WAY, UNLESS NOTED OTHERWISE
ST isomm TYPE | NOVA SCOTIA
GRANULAR BASE NEW REINFORCED CONCRETE
SLAB, THICKNESS VARIES pu—— p—
~ 450mm TYPE 2 3 25mm DEEP RECESS C/W BACKER ROD AND , , BUILDING 20
GRANULAR SUB—BASE ELASTOMERIC JOINT SEALANT. RECESS DIMENSIONS ~——EXISTING SLAB / OBSTRUCTION
= PE— g T . TO SUIT MANUFACTURER’S PRINTED INSTRUCTIONS E\ITTFE%%L%REE OR OTHER VERTICAL CATTLE YARDS
/—WOVEN GEOTEXTILE ie 4, — Coe e ’ \ NEW CONSTRUCTION
—_— e e 4 | | PLAN AND DETAILS
= G . .
LN L e : DT designed || HIMMELMAN ongu
\ : a 1’ R / date  SEPTEMBER 2019
UNDISTURBED SUB—-GRADE NEW SLAB ON GRADE drawn G, PROSPER dessiné
12mm ASPHALT IMPREGNATED FIBRE BOARD dote  SEPTEMBER 2079
REINFORCEMENT VARIES approved pprouve
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