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2. ELEVATIONS GIVEN ARE REPRESENTATIVE

OF THE FINISHED ASPHALT ELEVATIONS.

3. SURVEY PERFORMED IN OCTOBER 2018.

COORDINATES ARE IN UTM ZONE 11, NAD

83 (CSRS). CONTROL POINTS WERE

ESTABLISHED USING NRCAN'S PPP

SERVICE.
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POSSIBLE.

B. CONTRACTOR SHALL NOT REMOVE ANY TREES OTHER THAN THOSE

DESIGNATED FOR REMOVAL WITHOUT PRIOR AGREEMENT BY PCA

DEPARTMENTAL REPRESENTATIVE.

C. ALL ITEMS NOT DESIGNATED TO BE REMOVED SHALL BE PROTECTED IN

PLACE, INCLUDING THOSE NOT PROTECTED BY TREE PROTECTION

FENCING OR SPECIFICALLY NOTED AS PROTECT IN PLACE.

D. TREE PROTECTION FENCING TO BE INSTALLED PRIOR TO COMMENCING

ANY OTHER WORK AND TO REMAIN IN PLACE UNTIL CONSTRUCTION IS

COMPLETED.

E. CONTRACTOR SHALL MAKE GOOD ANY DAMAGES CAUSED TO EXISTING

NATURAL FEATURES AND LANDSCAPE IMPROVEMENTS AT CLOSE OF

PROJECT.

F. ANY DEVIATION FROM THE PATHWAY REALIGNMENT ON THIS DRAWING

WILL NEED TO BE APPROVED BY THE PCA DEPARTMENTAL
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C-2003
C

WIDTH AS PER PLAN

2.0% 2.0%

75 mm ASPHALT. ROLL / TAMP ASPHALT

EDGES MINIMUM DENSITY 96%

25mm DIA. CRUSHED GRANULAR BASE COMPACTED TO

98% SPD. EXTEND 150mm BEYOND EDGE OF ASPHALT.

FINISHED GRADE

ROOT BARRIER - POLYSPUN 300 OR

APPROVED EQUIVALENT

BACKFILL WITH RE-USED SITE TOPSOIL AND

RESTORATION SEEDING AS PER SPECIFICATIONS

REMOVE ORGANIC SOILS. RECOMPACT EXPOSED

SOIL TO 98% MIN. (IF NECESSARY, ADD GRANULAR

FILL TO BRING BASE TO APPROPRIATE GRADE

COMPACTED TO 98%) MIN.ASPHALT TRAIL
1:10

150

4

C-2003

PROPOSED FENCE TO BE INSTALLED AT

ACCESSIBLE TRAIL ONLY (REFER TO PLANS

FOR LOCATION AND LAYOUT)

PROPOSED FENCE TO BE INSTALLED AT

ACCESSIBLE TRAIL ONLY (REFER TO PLANS

FOR LOCATION AND LAYOUT)

MIN 1M CLEARANCE ZONE

2.5% MAX SLOPE

7
5

1
0
0

150

1
P-PE-63

REST AREA AND BENCH LAYOUT
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ACCESSIBILITY

3150

2

3

5

1

4

1
4
0
0

4
4
4

8

C-2003
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EXISTING ASPHALT
1

BENCH (REFER TO L-1003)
2

RE-SEEDED DISTURBED AREA -

REFER TO SPECIFICATIONS FOR

RESTORATION SEED MIX

3

CONCRETE PAD
4

UNDISTURBED VEGETATION5

WHITE PAINTED WHEELCHAIR

ACCESSIBLE SYMBOL

6

NO ARMREST ON BENCH SIDE

ADJACENT TO PAD EXTENSION

7

P-PE-67

3

NOTES:

1. ALL WOOD MATERIAL

(POST & RAILS) TO BE

WESTERN RED CEDAR TO

MATCH VIEWPOINT

UPGRADES

19 x 140mm (1" x 6") CEDAR PLANK

TOP RAIL

140 x 140mm (6" x 6") CEDAR FENCE
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45° CUT ON TOP OF POST
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GRAVEL AROUND POST
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TOP OF FENCE TO BE

CONSTRUCTED TO FOLLOW

'SMOOTHED LINE OF

TOPOGRAPHY'.

1

SMOOTH FINISHED GRADE
2

LINE OF EXISTING TOPOGRAPHY

SMOOTHED TO ELIMINATE

ABRUPT CHANGES IN

TOPOGRAPHY

3

NOTES:

AVOID LARGE STEPS IN THE FENCE.

1
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5
P-PE-79

PROPOSED ASPHALT TRAIL TIE IN DETAIL
1:5

EXISTING

ASPHALT TRAIL

PROPOSED

ASPHALT TRAIL

GRANULAR BASE

NOTCH EXIT. ASPHALT TRAIL

AND EXTEND NEW ASPHALT

PAVER OVER TOP TO NEXT

EXISTING GRADE

7
P-PE-83

PROPOSED ASPHALT TRAIL TO CONCRETE TIE IN DETAIL
1:5

PROPOSED

CONCRETE PAD

PROPOSED

ASPHALT TRAIL

PREMOLDED JOINT FILLER

FOR EXPANSION JOINT

GRANULAR BASE

EXPANSION JOINT

P-PE-84

8

ABANDONED TRAIL CLOSURE
NTS

2
O2-01-56-PCA-01

1

L-1003

PATHWAY DETAILS
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LANDSCAPE DETAILS

L-1001
C

NOTES:

1. WATER THOROUGHLY AFTER  INSTALLATION.

2. DO NOT ALLOW AIR POCKETS TO FORM

WHEN BACKFILLING.

3. POSITION CROWN OF ROOT BALL 50mm

ABOVE FINISHED GRADE TO ALLOW FOR

SETTLEMENT.

4. DO NOT DAMAGE OR CUT LEADER.

5. IF STAKING IS DEEMED NECESSARY REFER

TO TREE STAKING DETAIL.

CONIFEROUS TREE DETAIL - NURSERY STOCK
1:40
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MIN. 450mm OR 2X WIDTH OF

ROOTBALL. WHICHEVER IS GRATER
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TREE TO BE SET PLUMB IN CENTRE

OF TREE PIT.

1

TRUNK FLARE TO BE ABOVE

FINISHED GRADE OF SOIL.

2

NATIVE SEED, REFER TO

SPECIFICATIONS.

3

CUT WIRE BASKET, BEND BACK TOP

LOOPS AND REMOVE BURLAP FROM

TOP 1/3 OF ROOTBALL. REMOVE ALL

TWINE AND NON BIODEGRADABLE

MATERIAL. NOTE: IF BARE ROOT

PRESENT, REMOVE BURLAP.

4

BERM OF PLANTING MEDIUM

FORMING WATER DISH AROUND

OUTSIDE EDGE OF ROOTBALL.

5

PLANTING TOPSOIL.
6

SCARIFY ALL SIDES AND BOTTOM OF

PIT TO 150mm.

7

REMOVE ALL DELETERIOUS

MATERIALS, INCLUDING GARBAGE,

RUBBLE, DEBRIS, GRAVEL, ETC.,

FROM PLANTING PIT.

8

SUBGRADE
9

P-PE-77

1

100mm (4") HIGH SAUCER

AROUND SHRUB

MIN. 75mm (3") BARK

MULCH.

REFER TO

SPECIFICATIONS.

FINISHED GRADE

REMOVE ALL TIES, WIRE

AND/OR POTS

VERTICAL SCORES 5mm DEEP,

EVERY 75mm

PREPARED PLANTING SOIL.

REFER TO SPECIFICATIONS FOR

COMPOSITION

SCARIFY PIT BOTTOM 75mm (3")

MIN.

UNDISTURBED SUBGRADE.

DECOMPACT IF REQUIRED BY

SPECIFICATIONS

BACKFILL PLANTING SOIL

AROUND SHRUBS IN LAYERS

NOT TO EXCEED 150mm IN

DEPTH. TAMP DOWN TO

REMOVE AIR POCKETS.

PRUNE ONLY BROKEN,

DEAD OR DISEASED

BRANCHES.

PLANT SHRUB SO ROOT

BALL IS SLIGHTLY ABOVE

GRADE.

SHRUB PLANTING DETAIL
1:30

2
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6-03

 EXTENT OF

DISTURBANCE

REFER TO C-2002

FOR TRAIL CLOSURE

DETAILS AND TRAIL

CLOSURE PLANTING

PLAN

REFER TO C-2002

FOR TRAIL / PATHWAY

IMPROVEMENTS

EXISTING PATHWAY TIE-IN

REFER TO C-2002

FOR TRAIL CLOSURE

DETAILS AND TRAIL

CLOSURE PLANTING

PLAN

6 - RAILINGS, BARRIERS, FENCING

SYMBOL DESCRIPTION QTY DETAIL

PROPOSED FENCE 137.6 m 4/C-2003

6-03

REFERENCE NOTES SCHEDULE 

TREES CODE BOTANICAL / COMMON NAME CONTAINER SIZE QTY REMARKS

PG PICEA GLAUCA / WHITE SPRUCE N/A 1.5M 4

PS PINUS CONTORTA / LODGEPOLE PINE N/A 1.5M 3

SHRUBS CODE BOTANICAL / COMMON NAME CONTAINER SPREAD SPACING QTY REMARKS

BG BETULA GLANDULOSA / DWARF BIRCH #2 CONT. 1m 6

LI LONICERA INVOLUCRATA / BRACTED HONEYSUCKLE #2 CONT. 1.20m 9

RO RIBES OXYCANTHOIDES / NORTHERN GOOSEBERRY #2 CONT. 0.80m 22

SP SALIX DISCOLOR / PUSSY WILLOW #2 CONT. 1.50m 9

SA SYMPHORICARPOS ALBUS / COMMON WHITE SNOWBERRY #2 CONT. 0.80m 23

GROUND COVERS CODE BOTANICAL / COMMON NAME CONTAINER SPACING QTY REMARKS

SE RESTORATION SEED MIX- REFER TO SPECIFICATIONS N/A 522.3 m²

PLANT SCHEDULE 
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BENCH DETAILS

L-1003
C

BENCH NOTES:

· ALL WOOD TO BE WESTERN RED CEDAR

· ALL METAL FABRICATION & FASTENERS TO BE POWDERCOATED

RAL 7016 – ANTHRACITE GREY

· BENCH TO BE CONSTRUCTED WITH ONE ARMREST ONLY. REFER TO DETAIL

3/C-2003 FOR BENCH LAYOUT AND ORIENTATION.

NO ARMREST ON THE SIDE OF

BENCH ADJACENT TO ACCESSIBLE

PAD EXTENSION (LEFT)

PLAN

FRONT ELEVATION

CUSTOM BENCH
1:20

SIDE ELEVATION

140mm
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4

5

6 7

9 108

NTS

NTS

NTS

NTS

NTS

NTS

NTS

PLAN

FRONT ELEVATION RIGHT SIDE ELEVATION

(WITH ARMREST)

8
6
5
m

m

4
4
5
m

m

45mm

6mm

1805mm

SECTION CW

4
4
5
m

m
1
6
0
m

m

3
0
m

m

785mm

1

4

0

6

9

0

m

m

LEFT SIDE ELEVATION

(WITHOUT ARMREST)

cw

cw

1
6
0
m

m

DL12T1 L3.1 L3

L1.1

L2

NO ARMREST ON THE SIDE

OF BENCH ADJACENT TO

ACCESSIBLE PAD

EXTENSION (LEFT)

CUSTOM BENCH2
NTS

A2

L4

L1

L1

A2

L2

L3

A2 - SIDE SUPPORT
1:20

RIGHT SIDE SUPPORT

(WITH ARMREST)

3
0
m

m

LEFT SIDE SUPPORT

(WITHOUT ARMREST)

181mm

146mm

3
0

m
m

146mm

3
P-PE-91

DL 11

(LEFT SIDE w/o ARMREST)

3
0
m

m

DL 11

(RIGHT SIDE w/ ARMREST)

DL11A DL11A

1

0

5

°
1

0

2

°

7

5

°

5

0

m

m

2

5

m

m

8
1
m

m

767

7

8

°

1
6
2

5
1

6x ∅ ,31
THROUGH ALL

7
4
9

DL11B

DL 12

AutoCAD SHX Text
PWGSC - A1 - 841X594

AutoCAD SHX Text
project no.

AutoCAD SHX Text
sheet

AutoCAD SHX Text
revision no.

AutoCAD SHX Text
approved by

AutoCAD SHX Text
designed by

AutoCAD SHX Text
drawn by

AutoCAD SHX Text
PWGSC Departmenal Representative

AutoCAD SHX Text
PWGSC, Architectural and Engineering Resources Manager

AutoCAD SHX Text
Client

AutoCAD SHX Text
drawing title

AutoCAD SHX Text
Client

AutoCAD SHX Text
project title

AutoCAD SHX Text
L. Architect Stamp

AutoCAD SHX Text
Sceau de l'ingenieur

AutoCAD SHX Text
Consultant's Name

AutoCAD SHX Text
Nom de l'expert-conseil



C:\Users\Tony.Wilson2\Desktop\Gopal Stamp Sept. 6.JPG

revisions
date

description

DO NOT SCALE DRAWINGS

Parks

Canada

Parcs

Canada

a Division of Wood Canada Ltd.

#401, 1925 - 18th Avenue NE

Calgary, Alberta CANADA T2E 7T8

Tel. (403) 248-4331

Fax (403) 248-2188

Infrastructure Solutions,

Wood Environment &

APEGA PERMIT NUMBER: 4546

PARKS CANADA AGENCY

BANFF NATIONAL PARK, P.O. BOX 900

BANFF, ALBERTA, T1L 1K2

PEYTO LAKE

DAY USE AREA

REHABILITATION (FII 1494)

PRIVY - GENERAL NOTES

G. BAJORIA

T. WILSON

K. SHAW

PARKS CANADA AGENCY

CT184101

C-4000 C

B ISSUED FOR 99% REVIEW 19/11/12

C ISSUED FOR TENDER 20/02/24

GENERAL NOTES

1.     READ THE STRUCTURAL DRAWINGS IN CONJUNCTION WITH ALL OTHER PERTINENT

CONTRACT DOCUMENTS.

2.     ALL DIMENSIONS ARE IN METRIC UNITS UNLESS NOTED. THE CONTRACTOR SHALL VERIFY

DIMENSIONS BEFORE CONSTRUCTION AND REPORT DISCREPANCIES TO THE

DEPARTMENTAL REPRESENTATIVE BEFORE PROCEEDING WITH THE WORK. DO NOT

SCALE DRAWINGS.

3.     THE DESIGN AND CONSTRUCTION AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH

THE NATIONAL BUILDING CODE OF CANADA 2015 AND REFERENCED STANDARDS THEREIN.

ALL REFERENCED STANDARDS SHALL BE THE LATEST EDITION.

4.     REFER TO THE OTHER PROJECT DRAWINGS FOR LOCATIONS AND DIMENSIONS OF

COMPONENTS NOT SHOWN ON THE PRIVY AND VIEWPOINT DRAWINGS. REPORT

DISCREPANCIES TO THE DEPARTMENTAL REPRESENTATIVE BEFORE PROCEEDING WITH

5.     CONTRACTOR TO CONFIRM WITH EQUIPMENT SUPPLIERS DIMENSIONS AND ALL OTHER

CRITICAL DETAILS PRIOR TO CONSTRUCTION. REPORT DISCREPANCIES AND OBTAIN

APPROVAL PRIOR TO PROCEEDING WITH CONSTRUCTION.

6.     NOTIFY THE DEPARTMENTAL REPRESENTATIVE 48 HOURS IN ADVANCE OF CONCRETE

POURS FOR SITE REVIEW.

7.     DRAWINGS SHOW COMPLETED STRUCTURES ONLY. PROVIDE TEMPORARY BRACING FOR

CONSTRUCTION LOADING CONDITIONS AND STABILITY OF THE STRUCTURE DURING

CONSTRUCTION. CONSTRUCTION LOADS SHALL NOT EXCEED THE DESIGN LOADS.

8.     CONSTRUCTION METHODS REQUIRING TEMPORARY SHORING, OR BRACING, SHALL BE

SUBMITTED TO THE DEPARTMENTAL REPRESENTATIVE FOR REVIEW. THE CONTRACTOR

SHALL RETAIN A PROFESSIONAL ENGINEER, REGISTERED IN THE PROVINCE OF ALBERTA

TO PERFORM AND TAKE RESPONSIBILITY FOR ANY SHORING OR OTHER DESIGNS

REQUIRED TO COMPLETE THE CONSTRUCTION.

9.     CONTRACTOR TO VERIFY LOCATION OF UNDERGROUND SERVICES AND BE RESPONSIBLE

FOR DISRUPTIONS.

DESIGN LOADS

1.     DEAD LOADS:

2.

3.

LIVE LOADS:

SNOW LOADS:

PRECAST CONCRETE VAULT (TANK) & FLOOR

1.     DESIGN AND BUILD PRECAST: REINFORCED 40 MPA CONCRETE VAULT AND SLABS TO

EXTERIOR DIMENSIONS AND OPENINGS AS INDICATED. VAULT IS TO CONTAIN HUMAN

WASTES AND WILL BE SET ON A VARIETY OF SOIL TYPES AND CONDITIONS. PRODUCT

SHALL BE MANUFACTURED & FINISHED TO MEET CAN/CSA A23.4/A251.

2.     DESIGN AND BUILD FLOOR SLAB: DESIGN FOR 4.8 KPA LIVE LOAD. DESIGN REINFORCED

SLAB AS PER CSA A23.3/ A23.4/ A251. PROVIDE CAST-IN OPENINGS, SCREENS & ANCHORS

AS REQUIRED.

3.     DESIGN AND BUILD THE EXTERIOR SLAB DEPENDENT OF VAULT AND VAULT SLAB.

4.     FLOOR AND EXTERIOR SLAB TO BE DARK GREY COLOURED CONCRETE AND HAVE LIGHT

BROOM FINISH.

5.     CONTRACTOR MAY PROVIDE A DIFFERENT DIMENSION OF THE VAULT AND SLAB FLOOR.

VAULT SIZE SHALL BE MIN. 5800 LITRE (1500 US GALLON) CAPACITY. THE CONTRACTOR MAY

CHANGE SIZES TO SUIT THE VAULT AND SLAB DIMENSIONS. THE SIZE OF THE BUILDING

DOES NOT CHANGE.

6.     SUBMIT SHOP DRAWINGS OF THE PRECAST VAULT AND SLAB FOR REVIEW AFTER

CONTRACT AWARDED. SHOP DRAWINGS TO BE SIGNED AND SEALED BY A PROFESSIONAL

ENGINEER REGISTERED IN ALBERTA.

7.     THE BOTTOM OF THE VAULT SHALL BE SLOPED AT LEAST 5%, IN ONE POUR WITH THE

VAULT'S WALL. CONCRETE POUR INTO THE FLAT BOTTOM VAULT TO ACHIEVE / BUILD UP

THE DESIRED SLOPE IS NOT ACCEPTABLE.

8.     CAST IN PLACE ALL REQUIRED ANCHORS AND CONNECTIONS. ELEVATION AT TOP OF

FLOOR SLAB TO BE AT LEAST 200MM ABOVE SURROUNDING GROUND SURFACE AND TO

ENSURE POSITIVE DRAINAGE AWAY FROM THE NEW PUMPOUT UNIT.

PRECAST WALL PANELS

1.

OTHERS

1.     VENT PIPE:

HIGH DENSITY POLYETHYLENE CORRUGATED EXTERIOR RIB WITH SMOOTH INTERIOR

WALLS. UV RESISTANCE WITH A MIN 2% CARBON BLACK ADDITIVE. SIMILAR TO BOSS 2000

OR APPROVED EQUIVALENT. DESIGN LOCATION OF HOLE IN FLOOR SLAB TO FIT LOCATION

OF THE VENT PIPE. STRAPPING SUPPORT TO FASTEN TUBE TO BUILDING SHALL BE

GALVANIZED OR STAINLESS STEEL. METAL PLATE COLLAR TO SUPPORT THE TUBE TO FLOOR

TO BE BLACK AND BOLTED TO THE FLOOR. PRIME AND PAINT BLACK.

2.     TOILET RISER PER STALL:

COMPLETE WITH FLIP-UP SEAT AND COVER. SIMILAR TO ZEE BEST (EDMONTON) OR

APPROVED EQUIVALENT. PROVIDE STAINLESS STEEL SAFETY BAR ON THROAT OF TOILET

RISER. DESIGN AND PLACE HOLE / TOILET RISER SO THAT THE FLIP UP SEAT WILL TOUCH

THE GRAB BAR WITHOUT FORCING IT.

3.     BUTYL JOINT SEALANT:

SEALANT SHALL BE MADE OF BUTYL RUBBER MATERIAL IN FLEXIBLE ROPE TO MEET OR

EXCEED ALL REQUIREMENTS OF AASIO M198 AND ASTM C990 SECTION 6.2.

OTHER ELEMENTS REQUIRED TO ENCLOSE AND WATERPROOF THE COMPLETE WALL/ROOF

STRUCTURE, INCLUDING FLASHING AND CAULKING. CAULKING BOTH SIDES OF THE WALL

PANELS.

4.     HYDROSTATIC LEAKAGE TEST:

REFER TO SPECIFICATION SECTION 03 01 30.52

WASHROOM PARTITIONS AND DIVIDING PANELS

1.     SOLID PLASTIC TYPE, STAINLESS STEEL FITTINGS: COMPLETE WITH HEAVY DUTY NON

LUBRICATING HINGES, DOOR SWING AS INDICATED. ROBE HOOK, FLOOR ANCHORED AND

OVERHEAD -RAILS BRACED AND HEAVY DUTY SLIDE LATCH.

DESIGN TO MEET CAN/CSA-B651-04. PRODUCT TO BE EQUAL TO BOBRICK DURALINE 1080

SERIES.

INTERIOR DIMENSIONS AS SHOWN ON DRAWINGS ARE MINIMUM.

ACTUAL

PRECAST PRIVY SLAB 4.8 kPa

Ss = 5.5 kPa

Sr = 0.1 kPa

Is = 1 (ULS)

Is = 0.9 (SLS)

MODIFY FOR EXPOSURE AND DRIFT AS PER NBCC 2015

4.     WIND LOADS: q(1/50) = 0.33 kPa

q(1/10) = 0.25 kPa

Iw = 1 (ULS)

Iw = 0.75 (SLS)

MODIFY FOR EXPOSURE AS PER NBCC 2015

5. SEISMIC LOADS: SITE CLASS D (ASSUMED)

Sa(0.2) = 0.25

Sa(0.5) = 0.14

Sa(1.0) = 0.07

Sa(2.0) = 0.04

PGA = 0.13

Ie = 1 (ULS)

6.     CONCRETE SELF-WEIGHT BASED ON     = 24 kN/m3

EXCAVATION & BACKFILL

1.     EXCAVATE TO LINES AND LEVELS NECESSARY TO COMPLETE THE WORK. MINIMUM SIDE

SLOPES OF TEMPORARY EXCAVATIONS SHALL NOT EXCEED 1.0H:1.0V OR AS

BOTTOM OF EXCAVATION DOES NOT SOFTEN DUE TO EXCESS MOISTURE.

2.     DO NOT PLACE BACKFILL ON FROZEN GROUND, NOR USE FROZEN MATERIAL.

3.     MAINTAIN OPTIMUM MOISTURE CONTENT TO PERMIT COMPACTION TO ATTAIN SPECIFIED

DENSITIES. PROTECT BACKFILLED GRADE, DURING AND AFTER COMPLETION OF

BACKFILL OPERATION, FROM SOFTENING DUE TO EXCESS MOISTURE.

4.     ALL BACKFILL SHALL BE COMPACTED USING MECHANICAL EQUIPMENT. DO NOT

COMPACT BACKFILL WITHIN 0.3m OF PRECAST TANK. FROM 0.3m TO 1.5m AWAY FROM

PRECAST TANK, COMPACT WITH A WALK-BEHIND VIBRATORY ROLLER WITH A MAXIMUM

WEIGHT OF 1000kg.

CAST-IN-PLACE CONCRETE

1.     PROVIDE CONCRETE AND PERFORM WORK IN ACCORDANCE WITH CSA-A23. THE

CONTRACTOR SHALL HAVE A COPY OF THIS STANDARD ON SITE AT ALL TIMES.

2.     ALL CONCRETE SHALL BE NORMAL-DENSITY WITH NORMAL-DENSITY FINE AND COARSE

AGGREGATE AND BE PROPORTIONED TO MEET THE FOLLOWING REQUIREMENTS:

6.     REINFORCING STEEL BAR LAPS SHALL BE CLASS B TENSION SPLICES PER CSA-A23.1

UNLESS NOTED OTHERWISE.

TIMBER

1.     WOOD CONSTRUCTION SHALL CONFORM TO CSA-O86 AND THE NATIONAL BUILDING CODE

OF CANADA 2015.

2.     WOOD FRAMING MATERIAL (UNLESS NOTED OTHERWISE): DOUGLAS FIR-LARCH No.1/No.2

OR SPF No.1/No.2.

3.     SHEATHING MATERIAL: TONGUE AND GROOVE DOUGLAS FIR PLYWOOD TO CSA-O121 OR

CANADIAN SOFTWOOD PLYWOOD TO CSA-O151.

4.     ROUGH CARPENTRY: MATERIALS TO PROFILES, DIMENSIONS, AND LOADS ARE SHOWN ON THE

DRAWINGS. SUPPLIER SHALL DESIGN CONNECTIONS FOR LOADS SHOWN ON THE DRAWINGS.

SUBMIT SHOP DRAWINGS OF MEMBERS AND CONNECTIONS FOR REVIEW, SIGNED AND SEALED

BY A PROFESSIONAL ENGINEER REGISTERED IN THE PROVINCE OF ALBERTA. SHOP DRAWINGS

SHALL INDICATE DESIGN LOADS, LUMBER SPECIES AND GRADES, LAYOUT, JOINT DETAILS AND

CONNECTOR CAPACITIES.

5.     FRAMING ANCHORS AND TIES: AS MANUFACTURED BY SIMPSON STRONGTIE

(WWW.STRONGTIE.COM). ALTERNATE ANCHORS AND TIES SHALL NOT BE USED UNLESS

APPROVED BY THE DEPARTMENTAL REPRESENTATIVE.

6.     ALL WOOD AND BLOCKING IN CONTACT WITH EARTH, CONCRETE, OR WEATHER SHALL BE

PRESSURE TREATED TO PWF STANDARDS.

CONCRETE WALL

TAG

COLUMN TAG REVISION CALLOUT

AND CLOUD

CENTERLINE TAG

CW-1

1

C-4000

EXTERIOR ELEVATION REFERENCE

SHEET ON WHICH

ELEVATION IS

DRAWN

2

1

SIM

C-4000

3

4

SHEET ON WHICH

ELEVATION IS

DRAWN

INTERIOR ELEVATION REFERENCE

1

ARROW & TAIL INDICATE

DIRECTION OF SECTION

SHEET ON WHICH

SECTION IS DRAWN

BUILDING SECTION REFERENCE

100.000

SPOT ELEVATIONS

T.O. SLAB

EL 100.00

LEVEL HEADS

PEDESTAL MARK

COLUMN MARK

1 ℄

SIM

1

SHEET ON WHICH

SECTION IS LOCATED

DETAIL CALLOUT REFERENCE

1

REFERENCE LOCATION

0

SCALE: 1:100

PLAN OR DETAIL TITLE

BUILDING SECTION NUMBER

SIM

ARROW & TAIL INDICATE

DIRECTION OF SECTION

SHEET ON WHICH

SECTION IS DRAWN

WALL SECTION REFERENCE

DETAIL SECTION NUMBER

WALL SECTION NUMBER

2.     PROVIDE PRECAST, REINFORCED 40MPa CONCRETE WALL PANELS.

3.     DIMENSIONS AND OPENINGS AS INDICATED.

4.     PRODUCT SHALL BE MANUFACTURED & FINISHED TO MEET CAN/CSA A23.4/A251.

5.     PRECAST WALL PANELS TO BE DESIGNED AS LOAD-BEARING WALLS FOR ALL APPLICABLE

GRAVITY AND LATERAL LOADS.

6.     SUBMIT SHOP DRAWINGS OF THE PRECAST WALL PANELS FOR REVIEW AFTER CONTRACT

AWARD. SHOP DRAWINGS TO BE SIGNED AND SEALED BY A PROFESSIONAL ENGINEER

REGISTERED IN ALBERTA.

CONCRETE ACCESSORIES

1.     EXPANSION ANCHORS: OF DIAMETER SHOWN AND STANDARD EMBEDMENT U.N.O.

SHEAR AND TENSION CAPACITIES ARE BASED ON HILTI KWIK BOLT 3 (KB3) EXPANSION

ANCHORS. SUBMIT ANCHOR LOAD RESISTANCE DATA FOR ALTERNATE PRODUCTS FOR

REVIEW BY DEPARTMENTAL REPRESENTATIVE A MINIMUM OF 2 WEEKS PRIOR TO

INTENDED USE.

2.     EPOXY ANCHORS: OF DIAMETER SHOWN AND STANDARD EMBEDMENT U.N.O. SHEAR

AND TENSION CAPACITIES ARE BASED ON HILTI HY200 + HIT-Z SUPER HARDWARE.

SUBMIT ANCHOR LOAD RESISTANCE DATA FOR ALTERNATE PRODUCTS FOR REVIEW

BY DEPARTMENTAL REPRESENTATIVE A MINIMUM OF 2 WEEKS PRIOR TO INTENDED

USE.

3.     SLAB-ON-GRADE SEALANT: ONE-COMPONENT, SELF-LEVELING, POLYURETHANE

SEALANT. USE SEALANT TO FILL SLAB-ON-GRADE SAWCUTS.

CONCRETE REINFORCEMENT

1.     REINFORCING STEEL SHALL BE BILLET STEEL CONFORMING TO CSA-G30.18 GRADE 400.

2.     WELDABLE REINFORCING BARS SHALL CONFORM TO CSA-G30.18 GRADE 400W.

WELDING OF REINFORCING STEEL SHALL CONFORM TO CSA-W186.

3.     REINFORCING STEEL SHALL BE DETAILED IN ACCORDANCE WITH THE LATEST EDITION

OF THE ACI DETAILING MANUAL OR THE REINFORCING STEEL INSTITUTE OF CANADA

DETAILING MANUAL.

4.     90° HOOKS AND 180° HOOKS WHERE SHOWN SHALL BE DETAILED AS STANDARD HOOKS

UNLESS NOTED OTHERWISE.

5.     CONCRETE COVER TO REINFORCING STEEL SHALL CONFORM TO THE MOST STRINGENT

REQUIREMENT LISTED BELOW UNLESS NOTED OTHERWISE:

CONCRETE CAST AGAINST EARTH

EXTERIOR APRONS AND CONCRETE PADS

TOP BARS

BOTTOM BARS

75mm

60mm

75mm

PLAN OR DETAIL NUMBER

(LOCATION ON SHEET)

1     VIEW NAME

C-4000

2500 5000

mm

SYMBOLOGY LEGEND

PLAN OR DETAIL TITLE

2.     DURABLE, ULTRA-HARD SURFACES: STOUT, SOLID CORE CONSTRUCTION. HEAVY-DUTY

HARDWARE, MOISTURE-RESISTANT. RESISTS SCRATCHING, GOUGING, DENTS, AND

IMPACTS IN CLASS A/CORPORATE, TO HEAVY-TRAFFIC SCHOOLS, STADIUMS AND TEAM

PARKS. EASY REMOVAL OF PAINT AND MARKER INK. GRAFFITI CLEANS WITHOUT

GHOSTING. EXCELLENT STRUCTURAL STRENGTH.

3.     SOLID PHENOLIC MATERIAL: SHALL MEET NATIONAL FIRE PROTECTION ASSOCIATION AND

INTERNATIONAL BUILDING CODE INTERIOR WALL AND CEILING FINISH CLASS B, UNIFORM

BUILDING CODE CLASS II, ASTM E-84 FIRE RESISTANCE STANDARDS: FLAME SPREAD 69,

SMOKE DENSITY 93.

4.     MATERIAL DOORS AND STILES: 3/4" (19mm) THICK.

PANELS: 1/2" (13mm) THICK SOLID PHENOLIC CORE WITH MULTIPLE RESIN- IMPREGNATED

KRAFT, COLOR AND CLEAR MELAMINE. SURFACE SHEETS FUSED AT HIGH TEMPERATURE

AND PRESSURE. BLACK EDGE PANELS.

5.     STANDARD CONCEALED HARDWARE: HEAVY-DUTY TYPE 304 SATIN-FINISH STAINLESS

STEEL. FOR EMERGENCY ACCESS, DOOR LIFTS FROM OUTSIDE.

HINGE CAN BE ADJUSTED FOR PARTIAL OPENING OR SELF-CLOSING DOOR

ONE PIECE SHOE CONCEALS STILE LEVELING DEVICE.

6.     THREADED INSERTS: FACTORY- INSTALLED INSERTS FOR SECURING HINGES. VANDAL

RESISTANT, PIN-IN-HEAD TORX SCREWS FOR MOUNTING ALL HARDWARE.

7.     STILE BASE, LEVELING DEVICE: 7-GAUGE (5mm) THICK CORROSION-RESISTANT STEEL

3/8" (10mm) DIA, STAINLESS STEEL WEDGE FLOOR ANCHORS

REQUIRE MINIMUM 2" (51mm) PENETRATION INTO 3" (76mm). THICK STRUCTURAL FLOOR

8. INSTITUTIONAL HARDWARE: EXTRA-HEAVY-DUTY TYPE 304 SATIN- FINISH STAINLESS

STEEL. ANGLE BRACKETS, U-CHANNELS AND SPRING-LOADED, SELF CLOSING HINGE RUN

FULL HEIGHT OF PANELS AND DOORS. FOR EMERGENCY ACCESS, DOOR LIFTS FROM

OUTSIDE. VANDAL-RESISTANT DOOR STOPS.

9.     SIDE LATCH: HEAVY DUTY TO MEET BARRIER FREE SECTION OF NBC AND CSA B651-04.

10.   DOOR PULL: 200mm LONG x 12mm DIA. STAINLESS STEEL "D" TYPE.

PAINTING

METAL:

WOOD:

ABBREVIATIONS

@

A.I.F.B.

BLL

BUL

BOT.

CANT.

C.I.P.

CL

CLR.

COLS.

CONC.

CONT.

C/W

DEG.

DIA.

DL

DN.

DP.

DWG.

EA.

E.F.

EL.

E.W.

EXIST.

GA.

GALV.

HK.

HORIZ.

I.F.

INV.

kN

kPa

LL

LLH

LLV

m

MAX.

MID.

MIN.

mm

NIC

NTS

O.C.

O.F.

OPP.

±

REF.

REINF.

R/W

SDL

SIM.

SL

T.O.

TYP.

TO MASTERS PAINTERS INSTITUTE (MPI) FORMULA EXT.5.1D ALYKD SEMI-GLOSS

LEVEL 5, VOC E1.

TO MPI EXT. 6.5A ACRYLIC LATEX LEVEL 4, VOC E3.

TIMBER:      TO MPI EXT. 6.4D SEMI-TRANSPARENT STAIN

U/S

VERT.

WL

AT

ASPHALT IMPREGNATED FIBRE BOARD

BOTTOM LOWER LAYER

BOTTOM UPPER LAYER

BOTTOM

CANTILEVER

CAST-IN-PLACE

CENTER LINE

CLEAR, CLEARANCE

COLUMNS

CONCRETE

CONTINUOUS

COMPLETE WITH

DEGREE

DIAMETER

DEAD LOAD

DOWN

DEEP

DRAWING

EACH

EACH FACE

ELEVATION

EACH WAY

EXISTING

GAUGE

GALV.

HOOK

HORIZONTAL

INSIDE FACE

INVERT

KILONEWTON

KILOPASCAL

LIVE LOAD

LONG LEG HORIZONTAL

LONG LEG VERTICAL

METER

MAXIMUM

MIDDLE

MINIMUM

MILLIMETER

NOT IN CONTRACT

NOT TO SCALE

ON CENTER

OUTSIDE FACE

OPPOSITE

PLUS MINUS

REFERENCE

REINFORCEMENT

REINFORCED WITH

SUPERIMPOSED DEAD LOAD

SIMILAR

SNOW LOAD

TOP OF

TYPICAL

UNDER SIDE

VERTICAL

WIND LOAD

SCALE 1 : 100

SCALE

C

-

1

P

E

D

-

A

Y

RECOMMENDED IN THE GEOTECHNICAL REPORT. CONTROL EXCAVATION TO ENSURE

MPa MEGAPASCAL

SLS SERVICEABILITY LIMIT STATE

ULS ULTIMATE LIMIT STATE

U.N.O. UNLESS NOTIFIED OTHERWISE

C-4000

C-4000

C-4000

THE WORK.
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PRIVY FLOOR PLAN AND

ROOF FRAMING PLAN

G. BAJORIA

T. WILSON

K. SHAW

PARKS CANADA AGENCY

CT184101

C-4001 C

B ISSUED FOR 99% REVIEW 19/11/12

C ISSUED FOR TENDER 20/02/24

2      TYPICAL ROOF FRAMING PLAN

3

140x140 BEAM

ALONG

TOP OF WALL

EACH SIDE

PREFINISHED METAL ROOF

ON FELT PAPER

ON 13 PLYWOOD SHEATHING

ON TOP OF JOISTS

2

38x140 EDGE BEAM EACH SIDE

775

775

1

38x140 JOISTS @ 400 O.C. MAX

38x140 FRAMING FOR SKYLIGHT

(TYP.) COORDINATE WITH

SKYLIGHT SUPPLIER

600
1900

140x140 TRUSS EACH END

ABOVE WALLS. USE

140x191 OR ADDITIONAL

BLOCKING AS REQUIRED

FOR TRUSS DIAGONALS.

5000

1900 600

A B C

38x140 JOIST

2 PLY 38x140 RIDGE BEAM, NAILED

TOGETHER FOR SIDE LOADING

LOOP FOR LOCK

450

LOOP FOR LOCK

CASE

ROOF

PROFILE

α
CASE I:

A

CASE I

CASE II

CASE II:       Smax=3.22 kPa (ULS)

Smax=2.93 kPa (SLS)

Smax=2.58 kPa (ULS)

Smax=2.35 kPa (SLS)

TYPICAL ON THE NEW

PRIVY ROOFS

HANDLE - 19mm COLD

ROLLED STEEL

125 STEEL PIPE W/

9.5 ROD PIN

INSIDE, WELDED

NOTE: ALL SNOW LOAD VALUES SHOWN ARE UNFACTORED VALUES

3      ROOF SNOW LOADS

A

1

PRECAST CONCRETE PANELS

THE VALUES ARE UNFACTORED ULS (ULTIMATE LIMIT

STATES) WIND UPLIFT PRESSURES AND DO NOT INCLUDE

SUPERIMPOSED DEAD LOADS (SDL) OR SELF-WEIGHT OF

THE ROOF STRUCTURE.

-1.45 kPa

METAL 20 GA. PLATES,

BLACK POWDER COATED

2

150

12mm BOLT THREADED INSERT

INTO PRECAST

SLEEVE CAST IN PLACE

3

NOTE: REFER TO BUILDING SECTIONS FOR LOCATION

4      WIND UPLIFT FORCES PLAN

7      TYPICAL VENT PIPE COLLAR DETAIL 8      TYPICAL CONCRETE PANEL ANCHOR DETAIL

SILICONE CAULKING, COLOR

TO MATCH WALL

B C

5      TYPICAL ACCESS HATCH SECTION

19x200 ALIGNMENT

PIN W/ WASHER

ANCHOR (TYP.)

TYPE SNOW LOADS OR SNOW DRIFT VALUES NOTES

HANDLE DROPS

INTO OPENING

WHEN NOT IN USE

6mm THICK CHECKER

PLATE STEEL

GALVANIZED

NOTE: PROVIDE ALIGNMENT PINS AS REQUIRED BY

PRECAST WALL SUPPLIER

6      TYPICAL ALIGN. PIN ISOMETRIC

3
5

3
5

9
7

5
2

3
5

0
2

1
0

1
0
0

5
6
0

DISTRIBUTION OF SNOW LOAD, S

C-4001

C-4001 C-4001 C-4001

C-4001

C-4001

C-4003

3

A

1900

B

4150

1900

VENT PIPE

VAULT ACCESS - SEE

DETAIL 5/C-4001

8

TYP.

LINE OF PRECAST CONCRETE

TANK (BELOW)

ALIGNMENT PINS INTO CONCRETE

FLOOR W/ WALL (TYP.) - SEE

DETAIL 6/C-4001

1

TWO STAINLESS GRAB

BARS PER STALL

2 STAINLESS STEEL ROBE HOOKS

1200 AND 1500 ABOVE FLOOR

2

INSTALL GARBAGE CAN SUPPLIED

BY PARKS CANADA

2

914 (3 FT) DOOR

400 DIA. x 4000 LG CONC. PILE TYP.

R/W 6-20M VERT & 10M TIES @ 300.

PROVIDE 2 EXTRA 10M TIES @ 75

AT TOP OF PILE.

PRECAST REINFORCED CONCRETE SLAB

3

1775

1

NOTE:

DIMENSIONS SHOWN ARE MINIMUM LENGTH

1      TYPICAL FLOOR PLAN

N.T.S.

1775

PRECAST CONCRETE FLOOR

C

4
6
0
0

9
7
5

1
0
0
0

2
3
5
0

2
2
0
0

2
8
5

2

2

1

C-4003

1

1

4

C-4002

C-4001

C-4002

C-4003

C-4003

C-4002

C-4003

C-4002

C-4001

285

1

5

0

0

1
1
0
0

N.T.S.

N.T.S.N.T.S.

N.T.S.

N.T.S. N.T.S.
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PRIVY BUILDING ELEVATIONS
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C-4002 C
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A B

T.O. VENT

105.350

C

T.O. VENT

105.350

3

2

1

T.O. RIDGE

104.500

T.O. RIDGE

104.500

METAL RIDGE CAP

WIRE MESH BIRD SCREEN

12

SKYLIGHT

10

METAL TRANSOM PANEL

26 GA V RIB PREFINISHED

CHARCOAL BLACK METAL

ROOF

T.O. PRECAST WALL

102.400

T.O. PRECAST WALL

102.400

VENT PIPE

T.O. EAVE

102.300

T.O. EAVE

102.300

DEADBOLT

PASSAGE HANDLE

PRE-CAST CONC.

ARCHITECTURAL PANELS

QUARRIED STONE

VENEER CLADDING

HOLLOW METAL CORE

DOOR & FRAME

250 HIGH PLASTIC SIGNS

50 OPEN VENT SLOTS

PAINT ALL SURFACES EXT. 5.1D

T.O. FLOOR SLAB

100.000

50 OPEN VENT SLOTS TYP.

50 GAP UNDER DOOR

1      TYPICAL FRONT ELEVATION

C

T.O. VENT

105.350

B

N.T.S.

A

T.O. VENT

105.350

2      TYPICAL RIGHT ELEVATION

1

2

3

T.O. FLOOR SLAB

100.000

METAL RIDGE CAP

T.O. RIDGE

104.500

VENT PIPE

T.O. RIDGE

104.500

SKYLIGHT

12

10

WIRE MESH BIRD SCREEN

26 GA V RIB PREFINISHED

CHARCOAL BLACK METAL

ROOF

T.O. PRECAST WALL

102.400

T.O. PRECAST WALL

102.400

SKYLIGHT

T.O. EAVE

102.300

T.O. EAVE

102.300

PRECAST CONCRETE

ARCHITECTURAL PANELS

VENT PIPE

QUARRIED STONE

VENEER CLADDING

PRE-CAST CONC.

ARCHITECTURAL PANELS

50 OPEN VENT SLOTS

T.O. FLOOR SLAB

100.000

50 OPEN VENT SLOTS

T.O. FLOOR SLAB

100.000

3      TYPICAL REAR ELEVATION 4      TYPICAL LEFT ELEVATION

REINFORCED CONCRETE

(SEE NOTE 1) (SEE NOTE 1)

(SEE NOTE 1)(SEE NOTE 1)

C-4001 C-4001

C-4001

C-4001

NOTES:

1. T.O. FLOOR SLAB SHOWN AS 100.000 TO

ILLUSTRATE GENERAL PRIVY BUILDING

ELEVATIONS, DIMENSIONS AND OVERALL

REQUIREMENTS. ACTUAL ELEVATIONS FOR

PRIVY BUILDINGS TO BE CONSTRUCTED IN

ACCORDANCE WITH SHEETS C-4000 AND

C-1007.

N.T.S.

N.T.S.N.T.S.
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1

2

3

A B C

ROOF PANEL:

· 26 GA. V RIB PRE-FINISHED CHARCOAL BLACK

METAL ROOF AND TRIM

INTERIOR PRECAST PARTITION

WALL

· 1 LAYER 15# FELT PAPER

· 12.4 PLYWOOD SHEATHING

· 38x140 STUDS @ 400 O.C

· 26 GA. WHITE PRE-FINISHED FLAT METAL

SHEET (USE VENTED SHEET FOR SOFFIT

AREA OUTSIDE BUILDING)

CORRUGATED 10" BIG O TYPE

PLASTIC PIPE VENT WITH

SUPPORT BLACK

METAL TIE ROD ATTACHED TO

CABLE

INSTALL HAND WASH STATION AND

DOUBLE ROLL TOILET PAPER

HOLDER, SUPPLY BY PARKS CANADA

T.O. PRECAST WALL

102.400

PRE-FINISHED CONCRETE PANEL

140x140 BEAM ANCHORED TO TOP OF

PRECAST WALLS

T.O. PRECAST WALL

102.400

5

FIXED GALV. BRACKET & 12mm

THREADED ROD - SEE

DETAIL 7/C-4003

975

TYPICAL S.S. ROBE HOOK

TYPICAL S.S. GRAB BAR

BLACK POWDER COATED METAL

COLLAR

T.O. FLOOR SLAB

100.000

T.O. FLOOR SLAB

100.000

TOILET RISER C/W SEAT AND

COVER, BOLT RISER TO FLOOR

50mm AIR SPACE

BACKFILL WITH 20mm CRUSHED GRAVEL

COMPACTED TO 98% SPD

CONCRETE PILES

PROVIDE CONTINUOUS BEAD OF BUTYL

RUBBER SEALANT PRIOR TO PLACING TOP

SLAB

SLOPE TOWARDS THE HATCH

MINIMUM 150mm LAYER 20mm CRUSHED

GRAVEL BELOW TANK COMPACTED TO

100% SPD OR AS PER GEOTECH REPORT

2

SIMPSON A35 ANGLE

OR APPROVED

EQUAL

1      TYPICAL BUILDING SECTION

N.T.S.

PREFINISHED METAL

FASCIA

PREFINISHED METAL

DRIP FLASHING

140x191 OR 140x140 PLUS

BLOCKING END TRUSS

DIAGONAL (BOTH ENDS)

26 GA. PREFINISHED

VENTED METAL

SHEET

WIRE MESH BIRD

SCREEN

140x140 TRUSS BOTTOM

(BOTH ENDS)

CONTINUOUS TAPE

SEALANT

PREFINISHED V RIB

METAL ROOF

SIMPSON LRU26Z

RAFTER HANGER

OR APPROVED

EQUAL

PREFINISHED METAL

RIDGE CAP

PREFINISHED V RIB

METAL ROOF

2-PLY 38x140 BUILT UP

BEAM, NAILED TOGETHER

FOR SIDE LOADING

CONT. PREFINISHED FLAT

METAL SHEET SCREWED

@ 300 O.C.

3     SECTION DETAIL

38x140 STUDS @

400 O.C.

BLOCKING

PRECAST CONCRETE PANEL

140x140 WOOD

TIMBER

SLEEVE TO HOUSE #14

SCREWS

EAVEDRIP

FLASHING

PREFINISHED

METAL FASCIA

26 GA PREFINISHED

VENTED METAL SHEET

SCREWED @ 300 O.C.

4     TYPICAL SECTION DETAIL 5      TYPICAL WALL SECTION

CUT WOOD BLOCKING TO FIT

FRAME

PRECAST PANEL

SEAL JAMB TO PANEL

PL400 CONT. ADHESIVE

OR EQUAL

6      TYPICAL DOOR JAMB DETAIL

SIMPSON VPA2 VARIABLE

PITCH CONNECTOR OR

APPROVED EQUAL

12mm BOLT C/W THREADED INSERT IN PRECAST

WALLS DESIGNED FOR 3.5 kN FACTORED UPLIFT PER

INSERT, 4 ON WALLS WITHOUT DOORS, 3 ON WALL

WITH DOORS

PREFINISHED V RIB

METAL ROOF

CONTINUOUS

TAPE SEALANT

2      TYPICAL BUILDING SECTION

600

QUARRIED STONE

VENEER CLADDING

PRECAST CONC. PANEL

50mm AIR SKY LIGHT, CLEAR PLEX-GLASS,

FRAME TOGETHER, WITH TRIMS AND FRAMING

12

10

CORRUGATED

10" BIG O TYPE PLASTIC

PIPE VENT WITH SUPPORT BLACK

2 PLY 38x140 RIDGE BEAM

5,800L (1500 US. GAL) PRECAST

CONCRETE SEPTIC HOLDING TANK TO

CSA A23.4/A251 STANDARDS

QUARRIED STONE

VENEER CLADDING

QUARRIED STONE

VENEER CLADDING

STAGGER LAG SCREWS

@ 600 O.C.

8
5

0

1
8

5

G
A

P

1
2

0
0

1
2

0
0

1
5

0
0

8
5

0

PRECAST REINFORCED

CONCRETE SLAB

12mm ROD-THREADED

ENDS & DOUBLE NUTS

7      TYPICAL VENT BRACKET ISO.

5
0

0

L BAR

MIN. 15M @ 200

300

NON-SHRINK

GROUT

CORRUGATED SLEEVE

TO BE FILLED SOLID

WITH GROUT

NOTES:

1. T.O. FLOOR SLAB SHOWN AS 100.000 TO

ILLUSTRATE GENERAL PRIVY BUILDING

ELEVATIONS, DIMENSIONS AND OVERALL

REQUIREMENTS. ACTUAL ELEVATIONS FOR

PRIVY BUILDINGS TO BE CONSTRUCTED IN

ACCORDANCE WITH SHEETS C-4000 AND

C-1007.

C-4001

C-4003

C-4003 C-4003 C-4003

C-4001

C-4003

C-4003

8      TYPICAL WALL TO FLOOR CONNECTION

C-4003

3

C-4003

4

C-4003

8

C-4003

6
0

0

3
3

0

3
3

0

N.T.S.

N.T.S. N.T.S.

N.T.S.

N.T.S.

N.T.S. N.T.S.
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