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MIN. 450mm OR 2X WIDTH OF
ROOTBALL. WHICHEVER IS GRATER

@ TREE TO BE SET PLUMB IN CENTRE
OF TREE PIT.

@ TRUNK FLARE TO BE ABOVE
FINISHED GRADE OF SOIL.

@ NATIVE SEED, REFER TO
SPECIFICATIONS.

@ CUT WIRE BASKET, BEND BACK TOP
LOOPS AND REMOVE BURLAP FROM
TOP 1/3 OF ROOTBALL. REMOVE ALL
TWINE AND NON BIODEGRADABLE
MATERIAL. NOTE: IF BARE ROOT
PRESENT, REMOVE BURLAP.

@ BERM OF PLANTING MEDIUM
FORMING WATER DISH AROUND
OUTSIDE EDGE OF ROOTBALL.

@ PLANTING TOPSOIL.

SCARIFY ALL SIDES AND BOTTOM OF
PIT TO 150mm.

6 REMOVE ALL DELETERIOUS
MATERIALS, INCLUDING GARBAGE,
RUBBLE, DEBRIS, GRAVEL, ETC,,
FROM PLANTING PIT.

(9) SUBGRADE

NOTES:

WATER THOROUGHLY AFTER INSTALLATION.
DO NOT ALLOW AIR POCKETS TO FORM
WHEN BACKEFILLING.

POSITION CROWN OF ROOT BALL 50mm
ABOVE FINISHED GRADE TO ALLOW FOR
SETTLEMENT.

DO NOT DAMAGE OR CUT LEADER.

IF STAKING IS DEEMED NECESSARY REFER
TO TREE STAKING DETAIL.

@ CONIFEROUS TREE DETAIL - NURSERY STOCK

I v NG

P-PE-77

PRUNE ONLY BROKEN,
DEAD OR DISEASED
BRANCHES.

PLANT SHRUB SO ROOT
BALL IS SLIGHTLY ABOVE
GRADE.

100mm (4") HIGH SAUCER
AROUND SHRUB

MIN. 76mm (3") BARK
MULCH.

REFER TO
SPECIFICATIONS.
FINISHED GRADE

BACKFILL PLANTING SOIL

AROUND SHRUBS IN LAYERS
.--lllll'mn

NOT TO EXCEED 150mm IN

77‘ ‘ ‘7*\ ~ REMOVE AIR POCKETS.
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GENERAL NOTES PRECAST CONCRETE VAULT (TANK) & FLOOR OTHERS
1. READ THE STRUCTURAL DRAWINGS IN CONJUNCTION WITH ALL OTHER PERTINENT 1. DESIGN AND BUILD PRECAST: REINFORCED 40 MPA CONCRETE VAULT AND SLABS TO 1. VENT PIPE: Parks Parcs
CONTRACT DOCUMENTS. EXTERIOR DIMENSIONS AND OPENINGS AS INDICATED. VAULT IS TO CONTAIN HUMAN HIGH DENSITY POLYETHYLENE CORRUGATED EXTERIOR RIB WITH SMOOTH INTERIOR
WASTES AND WILL BE SET ON A VARIETY OF SOIL TYPES AND CONDITIONS. PRODUCT WALLS. UV RESISTANCE WITH A MIN 2% CARBON BLACK ADDITIVE. SIMILAR TO BOSS 2000 ABBREVIATIONS Canada Canada
2. ALL DIMENSIONS ARE IN METRIC UNITS UNLESS NOTED. THE CONTRACTOR SHALL VERIFY SHALL BE MANUFACTURED & FINISHED TO MEET CAN/CSA A23.4/A251. OR APPROVED EQUIVALENT. DESIGN LOCATION OF HOLE IN FLOOR SLAB TO FIT LOCATION
DIMENSIONS BEFORE CONSTRUCTION AND REPORT DISCREPANCIES TO THE OF THE VENT PIPE. STRAPPING SUPPORT TO FASTEN TUBE TO BUILDING SHALL BE
DEPARTMENTAL REPRESENTATIVE BEFORE PROCEEDING WITH THE WORK. DO NOT 2. DESIGN AND BUILD FLOOR SLAB: DESIGN FOR 4.8 KPA LIVE LOAD. DESIGN REINFORCED GALVANIZED OR STAINLESS STEEL. METAL PLATE COLLAR TO SUPPORT THE TUBE TO FLOOR @ AT VERT. VERTICAL
SCALE DRAWINGS. SLAB AS PER CSA A23.3/ A23.4/ A251. PROVIDE CAST-IN OPENINGS, SCREENS & ANCHORS TO BE BLACK AND BOLTED TO THE FLOOR. PRIME AND PAINT BLACK. A.l.F.B. ASPHALT IMPREGNATED FIBRE BOARD WL WIND LOAD
AS REQUIRED.
° 2. TOILET RISER PER STALL: BLL BOTTOM LOWER LAYER
3. THE DESIGN AND CONSTRUCTION AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH : : BUL BOTTOM UPPER LAYER
THE NATIONAL BUILDING CODE OF CANADA 2015 AND REFERENCED STANDARDS THEREIN. 3. DESIGN AND BUILD THE EXTERIOR SLAB DEPENDENT OF VAULT AND VAULT SLAB. COMPLETE WITH FLIP-UP SEAT AND COVER. SIMILAR TO ZEE BEST (EDMONTON) OR BOT BOTTOM
ALL REFERENCED STANDARDS SHALL BE THE LATEST EDITION. APPROVED EQUIVALENT. PROVIDE STAINLESS STEEL SAFETY BAR ON THROAT OF TOILET .
4 FLOOR AND EXTERIOR SLAB TO BE DARK GREY COLOURED CONCRETE AND HAVE LIGHT RISER. DESIGN AND PLACE HOLE / TOILET RISER SO THAT THE FLIP UP SEAT WILL TOUCH CANT. CANTILEVER
4. REFER TO THE OTHER PROJECT DRAWINGS FOR LOCATIONS AND DIMENSIONS OF BROOM FINISH. THE GRAB BAR WITHOUT FORCING IT. C.I.P. CAST-IN-PLACE
COMPONENTS NOT SHOWN ON THE PRIVY AND VIEWPOINT DRAWINGS. REPORT cL CENTER LINE
DISCREPANCIES TO THE DEPARTMENTAL REPRESENTATIVE BEFORE PROCEEDING WITH 5.  CONTRACTOR MAY PROVIDE A DIFFERENT DIMENSION OF THE VAULT AND SLAB FLOOR. 3. BUTYL JOINT SEALANT: CLR. CLEAR, CLEARANCE
THE WORK. VAULT SIZE SHALL BE MIN. 5800 LITRE (1500 US GALLON) CAPACITY. THE CONTRACTOR MAY SEALANT SHALL BE MADE OF BUTYL RUBBER MATERIAL IN FLEXIBLE ROPE TO MEET OR COLS. COLUMNS
CHANGE SIZES TO SUIT THE VAULT AND SLAB DIMENSIONS. THE SIZE OF THE BUILDING EXCEED ALL REQUIREMENTS OF AASIO M198 AND ASTM C990 SECTION 6.2. CONC. CONCRETE
5.  CONTRACTOR TO CONFIRM WITH EQUIPMENT SUPPLIERS DIMENSIONS AND ALL OTHER DOES NOT CHANGE. OTHER ELEMENTS REQUIRED TO ENCLOSE AND WATERPROOF THE COMPLETE WALL/ROOF CONT. CONTINUOUS
CRITICAL DETAILS PRIOR TO CONSTRUCTION. REPORT DISCREPANCIES AND OBTAIN STRUCTURE, INCLUDING FLASHING AND CAULKING. CAULKING BOTH SIDES OF THE WALL CIW COMPLETE WITH
APPROVAL PRIOR TO PROCEEDING WITH CONSTRUCTION. 6. SUBMIT SHOP DRAWINGS OF THE PRECAST VAULT AND SLAB FOR REVIEW AFTER PANELS.
CONTRACT AWARDED. SHOP DRAWINGS TO BE SIGNED AND SEALED BY A PROFESSIONAL DEG. DEGREE
6. NOTIFY THE DEPARTMENTAL REPRESENTATIVE 48 HOURS IN ADVANCE OF CONCRETE ENGINEER REGISTERED IN ALBERTA. 4. HYDROSTATIC LEAKAGE TEST: DIA. DIAMETER
POURS FOR SITE REVIEW. REFER TO SPECIFICATION SECTION 03 01 30.52 Bkj Bg/\?&)NLOAD
7. THE BOTTOM OF THE VAULT SHALL BE SLOPED AT LEAST 5%, IN ONE POUR WITH THE DP. DEEP
7. DRAWINGS SHOW COMPLETED STRUCTURES ONLY. PROVIDE TEMPORARY BRACING FOR VAULT'S WALL. CONCRETE POUR INTO THE FLAT BOTTOM VAULT TO ACHIEVE / BUILD UP WASHROOM PARTITIONS AND DIVIDING PANELS DWG DRAWING
CONSTRUCTION LOADING CONDITIONS AND STABILITY OF THE STRUCTURE DURING THE DESIRED SLOPE IS NOT ACCEPTABLE. _ '
SONSTRUGTION. CONSTRUGTION LOADS SHALL NOT EXCEED THE DESIGN LOADS. 1. SOLID PLASTIC TYPE, STAINLESS STEEL FITTINGS: COMPLETE WITH HEAVY DUTY NON EA EACH
8. CASTIN PLACE ALL REQUIRED ANCHORS AND CONNECTIONS. ELEVATION AT TOP OF '(—)L\’/BE'ESEAZ'[’)“%Z'I’_“SESAECE)STX NSE’)V:_IN&C\S( II;\ILE)'I!SAS-II__IIEDDE Tg?gHHOOK’ FLOOR ANCHORED AND EF EAGH FACE
8. CONSTRUCTION METHODS REQUIRING TEMPORARY SHORING, OR BRACING, SHALL BE FLOOR SLAB TO BE AT LEAST 200MM ABOVE SURROUNDING GROUND SURFACE AND TO - : EL. ELEVATION
SUBMITTED TO THE DEPARTMENTAL REPRESENTATIVE FOR REVIEW. THE CONTRACTOR ENSURE POSITIVE DRAINAGE AWAY FROM THE NEW PUMPOUT UNIT. DESIGN TO MEET CAN/CSA-B651-04. PRODUCT TO BE EQUAL TO BOBRICK DURALINE 1080 E.W. EACH WAY
SHALL RETAIN A PROFESSIONAL ENGINEER, REGISTERED IN THE PROVINCE OF ALBERTA SERIES. EXIST EXISTING
;CE)QFEEFEODRT%%%DMTP/EEE;E,?E%%ﬂg%TJCFT?gNANY SHORING OR OTHER DESIGNS PRECAST WALL PANELS 2.  DURABLE, ULTRA-HARD SURFACES: STOUT, SOLID CORE CONSTRUCTION. HEAVY-DUTY GA. GAUGE
'  INTERIOR DIMENSIONS AS SHOWN ON DRAWINGS ARE MINIMUM HARDWARE, MOISTURE-RESISTANT. RESISTS SCRATCHING, GOUGING, DENTS, AND GALV. GALV.
9. CONTRACTOR TO VERIFY LOCATION OF UNDERGROUND SERVICES AND BE RESPONSIBLE ' ' IMPACTS IN CLASS A/ICORPORATE, TO HEAVY-TRAFFIC SCHOOLS, STADIUMS AND TEAM
FOR DISRUPTIONS. PARKS. EASY REMOVAL OF PAINT AND MARKER INK. GRAFFITI CLEANS WITHOUT HK. HOOK
DESIGN LOADS 3. DIMENSIONS AND OPENINGS AS INDICATED. 3. SOLID PHENOLIC MATERIAL: SHALL MEET NATIONAL FIRE PROTECTION ASSOCIATION AND LF. INSIDE FACE
INTERNATIONAL BUILDING CODE INTERIOR WALL AND CEILING FINISH CLASS B, UNIFORM INV. INVERT
1. DEAD LOADS: ACTUAL 4. PRODUCT SHALL BE MANUFACTURED & FINISHED TO MEET CAN/CSA A23.4/A251. BUILDING CODE CLASS II, ASTM E-84 FIRE RESISTANCE STANDARDS: FLAME SPREAD 69, N KILONEWTON
SMOKE DENSITY 93.
2 LIVE LOADS: PRECAST PRIVY SLAB 4.8 kPa 5. PRECAST WALL PANELS TO BE DESIGNED AS LOAD-BEARING WALLS FOR ALL APPLICABLE kPa KILOPASCAL
GRAVITY AND LATERAL LOADS. 4. MATERIAL DOORS AND STILES: 3/4" (19mm) THICK. LL LIVE LOAD
3. SNOW LOADS: Ss = 5.5 kPa PANELS: 1/2" (13mm) THICK SOLID PHENOLIC CORE WITH MULTIPLE RESIN- IMPREGNATED LLH LONG LEG HORIZONTAL
Sr=0.1kPa 6. SUBMIT SHOP DRAWINGS OF THE PRECAST WALL PANELS FOR REVIEW AFTER CONTRACT KRAFT, COLOR AND CLEAR MELAMINE. SURFACE SHEETS FUSED AT HIGH TEMPERATURE LLV LONG LEG VERTICAL
=1 (ULS) AWARD. SHOP DRAWINGS TO BE SIGNED AND SEALED BY A PROFESSIONAL ENGINEER AND PRESSURE. BLACK EDGE PANELS.
s = 0.9 (SLS) REGISTERED IN ALBERTA. " METER
MODIFY FOR EXPOSURE AND DRIFT AS PER NBCC 2015 5. STANDARD CONCEALED HARDWARE: HEAVY-DUTY TYPE 304 SATIN-FINISH STAINLESS MAX. MAXIMUM (Y
STEEL. FOR EMERGENCY ACCESS, DOOR LIFTS FROM OUTSIDE. MID. MIDDLE
4. WIND LOADS: q(1/50) = 0.33 kPa CONCRETE ACCESSORIES HINGE CAN BE ADJUSTED FOR PARTIAL OPENING OR SELF-CLOSING DOOR MIN. M:EEIMMUEMI'ER
— mm
q(1/10) = 0.25 kPa 1. EXPANSION ANCHORS: OF DIAMETER SHOWN AND STANDARD EMBEDMENT U.N.O. ONE PIECE SHOE CONCEALS STILE LEVELING DEVICE. MPa MEGAPASGAL Consultant’s Name Eng. Stamp
w=1(ULS) SHEAR AND TENSION CAPACITIES ARE BASED ON HILTI KWIK BOLT 3 (KB3) EXPANSION ‘ Nom de Iexpert—consell Sceau de I'ingenieur
lw = 0.75 (SLS) ANCHORS. SUBMIT ANCHOR LOAD RESISTANCE DATA FOR ALTERNATE PRODUCTS FOR 6. THREADED INSERTS: FACTORY- INSTALLED INSERTS FOR SECURING HINGES. VANDAL NIC NOT IN CONTRACT Wood Environment & SR
MODIFY FOR EXPOSURE AS PER NBCC 2015 REVIEW BY DEPARTMENTAL REPRESENTATIVE A MINIMUM OF 2 WEEKS PRIOR TO RESISTANT, PIN-IN-HEAD TORX SCREWS FOR MOUNTING ALL HARDWARE. NTS NOT TO SCALE Infrastructure Solutions,
INTENDED USE. ivisi
5. SEISMIC LOADS: SITE CLASS D (ASSUMED) 7. STILE BASE, LEVELING DEVICE: 7-GAUGE (5mm) THICK CORROSION-RESISTANT STEEL o.C ON CENTER a D'V'zoo? g‘;;/\/zﬁdACanzsa Ltd.
. .C. , - venue
Sa(0.2)=0.25 2. EPOXY ANCHORS: OF DIAMETER SHOWN AND STANDARD EMBEDMENT U.N.O. SHEAR 3/8" (10mm) DIA, STAINLESS STEEL WEDGE FLOOR ANCHORS O.F. OUTSIDE FACE Calgary, Alberta CANADA T2E 778
Sa(1.0) = 0.07 SUBMIT ANCHOR LOAD RESISTANCE DATA FOR ALTERNATE PRODUCTS FOR REVIEW i
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