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General

RELATED SECTIONS

Division 01 — General Requirements.
Section 26 05 01 — Common Work Results — Electrical.

REFERENCES
Canadian Standards Association, CSA C22.1-18, Canadian Electrical Code, Part 1.

Products

EQUIPMENT

Grounding conductors: bare stranded copper, soft annealed, size as indicated.
Insulated grounding conductors: green, type RW90.

Non-corroding accessories necessary for grounding system, type, size, material as indicated,
including but not necessarily limited to:

1 Grounding and bonding bushings.
Protective type clamps.

Bolted type conductor connectors.

Thermit welded type conductor connectors.
Bonding jumpers, straps.

Pressure wire connectors.
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Execution

MANUFACTURER'S INSTRUCTIONS

Compliance: comply with manufacturer's written recommendations or specifications,
including product technical bulletins, handling, storage and installation instructions, and
datasheet.

INSTALLATION GENERAL

Install complete permanent, continuous grounding system including conductors, connectors
and accessories. Where EMT is used, run ground wire in conduit.

Install connectors in accordance with manufacturer's instructions.
Protect exposed grounding conductors from mechanical injury.
Use mechanical connectors for grounding connections to equipment provided with lugs.

Soldered joints not permitted.
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.6 Install bonding wire for flexible conduit, connected at both ends to grounding bushing,

solderless lug, clamp or cup washer and screw. Neatly cleat bonding wire to exterior of
flexible conduit.

T Make grounding connections in radial configuration only, with connections terminating at
single grounding point. Avoid loop connections.

.8 Bond single conductor, metallic armoured cables to cabinet at supply end, and provide
non-metallic entry plate at load end.

3.3 FIELD QUALITY CONTROL
1 Perform tests in accordance with Section 26 05 01 - Common Work Results - Electrical.
2 Perform tests before energizing electrical system.
3 Disconnect ground fault indicator during tests.

END OF SECTION



