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GABION BASKETS

TO BE REMOVED

EMBANKMENT ROADWAY

CENTRELINE ALIGNMENT

(SEE TABLE ON G101)

RELOCATED DITCH

RELOCATED DITCH

LOCK 41

SOUTHEAST EMBANKMENT

NORTHWEST EMBANKMENT

TALBOT CANAL

LIMIT OF NORTHWEST NEW SHEET PILES STA: 3+233

14.50m

14.50m

13.50m

13.50m

HP

HP

HP

LOCK 41

STATION

BUILDING

EXISTING ACCESS

GATE TO NORTHWEST

EMBANKMENT

2.0m WIDE 3 BOLLARD

PATHWAY BARRIER

4.0m WIDE HIGHWAY

GATE OPSD 971.101

HIGHWAY FENCE OPSD

971.101 SEE ALSO

NOTE 1.

HIGHWAY FENCE OPSD

971.101 SEE ALSO

NOTE 1.

230.0

LEGEND

EXISTING MAJOR CONTOUR

EXISTING MINOR CONTOUR

PROPERTY LINE

EXISTING CANAL ACCESS ROAD

EXISTING GABIONS

EXISTING CONCRETE

PROPOSED EMBANKMENT ROAD

RELOCATED DITCH

PROPOSED WET-SIDE CREST

PROPOSED WET-SIDE TOE

PROPOSED VEGETATED STRIP

HP

EXISTING HYDRO POLE

EXISTING CULVERT

222

223

224

225

221

222

223

224

225

STATION

EX. ELEV.

PR. ELEV.

CUT (-) / FILL (+)

3+050

3+060 3+070 3+080 3+090

3+100

3+110 3+120 3+130 3+140

3+150

3+160 3+170 3+180 3+190

3+200

3+210 3+220 3+230 3+240

222.90 223.03 223.04 223.06 222.91 222.87 222.70 222.61 222.59 222.75 222.85 222.94 222.94 222.77 222.75 222.74 222.71 222.70 222.87

222.92 222.92 222.92 222.92 222.92 222.92 222.92 222.93 222.93 222.94 222.94 222.94 222.95 222.95 222.95 222.94 222.94 222.94 222.95

+0.03 -0.10 -0.12 -0.13 +0.02 +0.05 +0.23 +0.31 +0.34 +0.19 +0.09 +0.01 +0.01 +0.17 +0.19 +0.21 +0.24 +0.25 +0.07

LOCK 41

SEE D107 FOR SHEET

PILE AND CONCRETE

INTERFACE REPAIRS

EXISTING GROUND

PROPOSED

EMBANKMENT

ROAD CENTRELINE

5 METER SHEETPILE

EXTENSION HAS BEEN

INSTALLED BY OTHERS,

CONTRACTOR MUST

INTERLOCK NEW SHEET

PILES WITH EXISITING

NEW SHEET PILES (4M LENGTH)

MIN. TOP ELEVATION = 222.63m

(NORTHWEST EMBANKMENT)
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C109

161-14299-00

TBD

STATION 3+040 TO 3+420

PLAN & PROFILE

26

PLAN VIEW

N

PROFILE - NORTHWEST EMBANKMENT

NOTES

1. REMOVE EXISTING 150x150mm WOOD BOLLARDS

SPACED AT 1200MM, BACKFILL HOLES AND INSTALL NEW

FENCE, GATE AND BOLLARDS ON SAME ALIGNMENT.

2. HIGHWAY FENCE SHALL BE AS PER OPSD 971.101 AND

OPSS 1540.

3. FOR BOLLARD DETAILS SEE DRAWING L102.  BOLLARD

SPACING 1.0M C/C AND OFFSET FIRST BOLLARD 0.5M

FROM GATE POST.

4. 4. CONFIRM FINAL LOCATION OF FENCE, GATE AND

BOLLARD IN FIELD WITH DEPARTMENTAL

REPRESENTATIVE PRIOR TO CONSTRUCTION.
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