10mme STEEL THREADED ROD,

SECURELY FASTENED TO ———— =

BUILDING STRUCTURE

/—CLEVIS TYPE HANGER

=

PIPE HANGER (TYP) (SEE SPECIFICATIONS
FOR SIZE AND TYPE)

915

75 50

DIRECTION ARROW —

25
Te

Canada

I*I Public Works and Travaux Publics et
Government Services Services gouvernementaux

Canada

BOILER SCHEDULE PPk INSIATON = -
0 e NET OUTPUT | EFFICIENCY | FLUE SIZE WATER ELECTRICAL CEMARKS 2 <L HWS
(kW) (%) (MM) | CONNECTIONS (MM)[ v T pr | 1z | i
FORCED CIRCULATION, MULTI-COILED TUBE, FORCE DRAFT FIRED PACKAGED B —
150 BHP CAPACITY (WATER) COIL TUBE BOILER C/W FULLY MODULATING BURNER WITH 10:1 SYSTEM SECONDARY COLOR BAND — LEGEND
B—1 COL TUBE | #2 OL | 1472 80% 406 100 575| 3 | 60 | TURNDOWN, CENTRAL CONTROL PANEL, AND INTEGRATED ATOMIZING AIR — OUTLET ~s
HOT WATER BOILER COMPRESSOR. BOILER SHALL BE ABLE TO BE PARTIALLY DISASSEMBLED PRIOR — SYSTEM PRIMARY COLOR
TO DELIVERY SO THAT MAXIMUM DIMENSIONS ARE 2000mm H x 1725mm W. — NLET
FORCED CIRCULATION, MULTI-COILED TUBE, FORCE DRAFT FIRED PACKAGED NSULATION PROTECTION SHIELD — — BUTTERFLY VALVE \
150 BHP CAPACITY (WATER) COIL TUBE BOILER C/W FULLY MODULATING BURNER WITH 10:1 PIPING IDENTIFICATION ARRANGEMENT FOR STRAIGHT RUNS
B2 COL TUBE | #2 0L | 1472 80% 406 100 575 | 3 | 60 | TURNDOWN, CENTRAL CONTROL PANEL, AND INTEGRATED ATOMIZING AIR INSULATED PIPE
HOT WATER BOILER COMPRESSOR. BOILER SHALL BE ABLE TO BE PARTIALLY DISASSEMBLED PRIOR TRIPLE DUTY VALVE
7O DELIVERY SO THAT MAXIMUM DIMENSIONS ARE 2000mm H x 1725mm W. STRAINER \ 460
10MM¢ STEEL THREADED ROD. PET 75,50 25
PUMP_SCHEDULE T S T e , oo Vg
FLEXIBLE CONNECTOR (TYP) O VALVE
NO SERVICE DESCRIPTION AP FEUTREAL REMARKS : —0—| COUPLING GUARD =
FLow (U/s) | Heao )| rew ow | v | PH | oz SUCTION GUIDE BASE MOUNTED PUMPS HWR
NEW HOT WATER BASE MOUNTED C/W TRIPLE DUTY VALVE, SUCTION GUIDE, STRAINER & FLEX A —
CR-1 PRIMARY PUMP CENTRIFUGAL Pump | 8086 437 1200 56 15751 3 | 60 | ~ONNECTOR. TEFC INVERTER DUTY PREMIUM EFFICIENCY MOTOR & VFD \ 4’[ ’L .
CR_ NEW HOT WATER BASE MOUNTED 50.86 157 1900 s6 | 575 | 3 | so | C/W TRIPLE DUTY VALVE, SUCTION GUIDE, STRAINER & FLEX - PIPE SECONDARY COLOR PRIMARY COLOR
PRIMARY PUMP CENTRIFUGAL PUMP : : : CONNECTOR. TEFC INVERTER DUTY PREMIUM EFFICIENCY MOTOR & VFD SUPPORT ——— BASE RAIL
CR3 HOT WATER BASE MOUNTED 16 23 1800 187 | 575 | 3 | go | /W TRIPLE DUTY VALVE, SUCTION GUIDE, STRANER & FLEX NON—INSULATED PIPE NEOPRENE 1 ——— / TWEEDIE & ASSOCIATES
SUPPLY CIRCULATOR | CENTRIFUGAL PUMP : : : CONNECTOR. TEFC INVERTER DUTY PREMIUM EFFICIENCY MOTOR & VFD ISOLATION PAD HOUSEKEEPING PAD PIPING IDENTIFICATION ARRANGEMENT AT VALVES & FITTINGS CONSULTING ENGINEERS LTD.
CR—4 HOT WATER BASE MOUNTED 44.16 4.3 1800 187 | 575 3 60 C/W TRIPLE DUTY VALVE, SUCTION GUIDE, STRAINER & FLEX | 1 — — =L / E
SUPPLY CIRCULATOR | CENTRIFUGAL PUMP CONNECTOR. TEFC INVERTER DUTY PREMIUM EFFICIENCY MOTOR & VFD : e E(E);ER RTINS FOR Ao e 33 Pine Glen Road, Riverviow, NB E1B 1V3
FUEL OIL C/W AUTOMATIC CONTROLS WITH LEAD—LAG SWITCH AND ALARM, o
FP=1 | BOILER FUEL OIL SUPPLY PUMP 0.095 10.6 1725 125 |15 11 | 60 | GNGIE POINT ELECTRICAL CONNECTION, AND CONTROL PANEL IDENTIFICATION INFORMATION AND COLORS. CloEre it 1 g SHE SR
FP-2 | BOLER FUEL oL suPPLY | " ot 005 | 106 | 175 | a5 {115 ] 1 | 60 | G R RO e ETROAL CONECTON. ANp ConoL PANEL
HANGER ROD SCHEDULE BASE MOUNT CENTRIFUGAL PUMP_DETAIL PIPING IDENTIFICATION DETAIL
PIPE SIZE ROD SBZE PIPE SBZE RO(D SBZE SCALE : NTS SCALE : NTS
EXPANSION TANK SCHEDULE (mm) mm mm mm '
PIPE SIZE | TANK VOL. [ACCEPTANCE|MAX. PRESS|SYS. PRESS.PRE-CHARGE FIos %> DA 100 THRO 125 16 DA
No. SERVICE ' ' 1 ™ REMARKS
° (mm) (L) (L) (kPa) (kPa) (kPa) 65 THRU 75 12.7 DIA. 150 THRU 300 22 DIA.
ET-1 HOT C/W SADDLES FOR HORIZONTAL MOUNTING, NPT SYSTEM CONNECTION,
ET-2 WATER Sl ADDER 32 1514 607 207 103 83 GAUGE TAPPINGS AND DRAIN, FACTORY CHARGE AND CHARGING
ET-3 | HEATING VALVE, AND MINIMUM 50mm THICK INSULATION W/ CANVAS JACKET HANGER ROD SPACING SCH
. RAIN CAP
PlFErEnnS]l)ZE 25 |32 | 40 |50 | 65 | 75 |100 125|150 | 200 | 250 300 \ /
NOTE:
SYSTEM FEED WATER TANK SCHEDULE ALOWIBLE | | o Dol R o PO 640 THREADED
21124 (271303336 |42|48|51|57|57]|7.0 IN PIPING SYSTEM AND WHERE :
SPACING STEEL ELBOW
VOLUME PUMP CAPACTY (L/S) ELECTRICAL (METRES) DOUBLE WALL POSITIVE INDICATED ON' DRAWINGS.
NO SERVICE LIQUID O REMARKS PRESSURE TYPE rg[ ];1 NPS 10mm SCH.40
TEMP ('C) @ FREE FLOW © 345 kPa | AMP | 'V | PH | HZ NOTE: FOR TRAPEZE HANGER, TAKE SPACING FOR SMALLEST DIAMETER PIPE. SMOKE STACK THREADED STEEL
C/W COVER, PUMP, INLET STRAINER, INTEGRAL PRESSURE SWITCH, FUSED N NPS 10mm DISCHARGE PIPE — SHORT NIPPLE
cT_1 | HOT WATER 383 0 05 5 115 | 1 | g0 | POWER SUPPLY ADAPTER 24 VDC, 50W (OUTLET BY ELECTRICAL), ALARM >  2UPPORT CABLES (TYPICAL)
HEATING ' ' ' PANEL W/ DRY CONTACTS AND AUDIBLE ALARM FOR CONNECTION TO BMS AS REQUIRED mn /. | v
AND REDUCED PRESSURE BACKFLOW PREVENTOR. >
PIPE HANGER DETAILS \ /—gll?Tl-Yl AR
SCALE . NTS NPS 10mm DRAIN LINE DOWN
AIR SEPARATOR SCHEDULE ' MINMUM 5.0 M TO NEAREST DRAIN. EXACT
/ ABOVE ROOF LOCATION AND ROUTE TO BE\ NPS 19mm SCH.40
MAX. MAX. WORKING INLET /OUTLET THREADED STEEL
VENT STORM COLLAR VERIFIED IN FIELD.
NO SERVICE VOLUME %ﬁ?}ﬂg LIQUID PRESSURE CONNECTIONS REMARKS / SHORT NIPPLE
TEMP (°C) (kPa) (MM) | (TYPICAL)
CENTRIFUGAL TYPE CONSTRUCTED TO ASME SECTION MIll, DIV. 1. C/W FLANGED — FLASH AND SEAL —
as—1 | HOT WATER 4315 177 862 203 CONNECTIONS, AIR VENT, BLOW DOWN CONNECTION, AND MINIMUM 50mm THICK ROOF. PENETRATION SN N
HEATING WATERTIGHT
INSULATION W/ CANVAS JACKET LI
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