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NOTES: 1. FOR MATERIAL, QUALITY OF WORK AND OTHER DETAILS OF NEW PRECAST FOR MATERIAL, QUALITY OF WORK AND OTHER DETAILS OF NEW PRECAST BARRIERS, REFER TO SECTION 941 OF BC MOT 2016 SPECIFICATIONS FOR HIGHWAY CONSTRUCTION, WITH THE FOLLOWING EXCEPTION: SYNTHETIC FIBRE REINFORCEMENT SHALL BE ADDED TO THE PRECAST BARRIERS IN ACCORDANCE WITH THE PROJECT SPECIFICATIONS. 2. CUSTOM 690 BARRIER DETAILS TO MATCH SECTION 941 OF BC MoT 2016 CUSTOM 690 BARRIER DETAILS TO MATCH SECTION 941 OF BC MoT 2016 SPECIFICATIONS FOR HIGHWAY CONSTRUCTION DRAWINGS SP941-01.02.01, WITH THE FOLLOWING EXCEPTIONS: - THE LENGTH OF THE NEW CUSTOM PRECAST 690 BARRIER TO BE FIELD MEASURED BY CONTRACTOR TO FIT. LENGTH FOR EACH CUSTOM BARRIER MAY DIFFER. - CONTRACTOR TO CONFIRM IN FIELD IF EYE OR HOOK CONNECTION REQUIRED FOR CONNECTION TO EXISTING PRECAST BARRIERS. AT CONNECTION TO NEW CTB-2H BARRIER, EYE CONNECTION REQUIRED. 3. FIELD FIT ASPHALT CONNECTOR TOP OF EMBANKMENT TO EDGE OF FIELD FIT ASPHALT CONNECTOR TOP OF EMBANKMENT TO EDGE OF ROADWAY PAVEMENT. ASPHALT CONNECTOR TO BE INSTALLED FOLLOWING BARRIER INSTALLATION. 4. ANCHOR SCOURSTOP TRANSITION MAT WITH STAKES IN ACCORDANCE WITH ANCHOR SCOURSTOP TRANSITION MAT WITH STAKES IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.  5. EXTEND EROSION CONTROL BLANKET TO BASE OF EMBANKMENT, AS EXTEND EROSION CONTROL BLANKET TO BASE OF EMBANKMENT, AS DIRECTED BY DEPARTMENTAL REPRESENTATIVE, AND STAPLED IN PLACE IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.
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CUSTOM 690 PRECAST BARRIERS (EACH DIFFERENT)
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CMDB-E, DRAINAGE BARRIER
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