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SECURE TWO WA-33LR OBJECT MARKER
SIGNS HORIZONTALLY TO FRONT AND BACK
FACE OF EACH P—GATE WITH 4 GALVANIZED
12mm HEX BOLTS AND NUTS WITH FLAT
WASHERS ON BOTH SIDES THROUGH THE
ARM. OR ALTERNATIVELY, CHEVRON GRAPHIC
TO BE PRINTED ON BOTH SIDES OF SIGNS
TO BE VISIBLE FROM BOTH DIRECTIONS

REMOVABLE BOLLARD SWING GATE:

<<

(€]

MANUFACTURER: MAGLIN SITE FURNITURE

MODEL: MMP—-0650—-00004 WITH TYPE 4

REMOVABLE DIRECT BURIAL BASE
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COLOUR: PARKS CANADA HERITAGE GREEN
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o P—GATES ON SITE FOR REVIEW AND APPROVAL et CIP CONCRETE FOOTING, 25 MPa, 5-7% e : A
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o A AIR ENTRAINMENT. MINIMUM 1200mm |
o ‘ 3. P—GATES TO BE POWDERCOATED IN PARKS R '
A I DEPTH. FOOTING DESIGN AS PER .
a4 CANADA HERITAGE GREEN (PANTONE 553 OR R MANUFAGTURER'S INSTALLATION ol
L, RAL 6028). CONTRACTOR TO PROVIDE COLOUR AL INSTRUCTIONS -
SAMPLE FOR REVIEW AND APPROVAL PRIOR TO I
FABRICATION. COMPACTED OR UNDISTURBED SUBGRADE 0| -
4. ALL SIGNAGE TO CONFORM TO ONTARIO TO 100% SPD. . T
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— / \‘ FOR BIKE RACKS
C 1 = { ) 2. CONTRACTOR TO STAKE OUT LOCATIONS OF
N / CONCRETE SLAB ON SITE FOR REVIEW AND
. N A N APPROVAL BY PCA PRIOR TO FORMING AND
INSTALLATION.
3. BIKE RACKS TO BE POWDERCOATED IN LOW
SHEEN NUTMEG COLOUR. CONTRACTOR TO
PROVIDE COLOUR CHIP SAMPLE FOR REVIEW
P—SECURE TWO AND APPROVAL PRIOR TO FABRICATION.
o WA—33LR OBJECT
S MARKER SIGNS BIKE RACK:
- HORIZONTALLY TO MANUFACTURER: LANDSCAPE FORMS
FRONT AND BACK MODEL: LOOP
COLOUR: LOW SHEEN ARCHITECTURAL
POWDERCOAT FINISH IN NUTMEG
LOCATION: WHERE INDICATED ON PLAN
INSTALLATION: SURFACE MOUNTED AS PER
277N . / MANUFACTURER’S INSTALLATION INSTRUCTIONS
'/ . \-_‘EI : - . ) BARKS CANADA ORIENTATION: AS SHOWN ON PLAN
\ 1 = PROPERTY 100mm DEPTH ADJACENT GRANULAR
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t_ Y i F - . == - .=l STAINLESS STEEL THREADED ANCHOR
PROPERTY LINE/ o RODS. DRILL & SECURE INTO CONCRETE
- LIMIT OF ROW S 1500 PAD WITH EPOXY ADHESIVE, AS PER
. : : ‘ MANUFACTURER’S INSTALLATION
GSANULAR TRAw - SPECIFICATIONS. SEAL ALL CORE
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SEALANT AND WIPE AWAY EXCESS
EPOXY BEFORE IT CURES.
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ADJACENT EXISTING VEGETATED SURFACE
TERRAFIX 270R FILTER FABRIC, OVERLAP
SEAMS
600mm (HT.) x 600mm (W) x 1000mm (L)
SQUARE CUT NATURAL QUARRIED LIMESTONE ADJACENT GRANULAR PAVING
ARMOURSTONE, LIGHT GREY/BUFF/BROWN OR MULCH SURFACE, REFER
COLOUR, AS SUPPLIED BY OWEN SOUND TO PLAN FOR LOCATIONS
LEDGEROCK OR APPROVED EQUAL. ALL
EXPOSED SIDES TO BE NATURAL SPLIT v 600 ,
FACED. ALL ABUTTING SIDES TO BE NATURAL 1 ’J ADJACENT EXISTING
SPLIT FACED, JOINTS/GAPS NOT TO EXCEED ]
25mm. FINAL MATERIAL TO BE APPROVED AT z VEGETATED SURFACE
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PRIOR TO INSTALLATION. LOCATION TO BE ol g
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PAVING OR MULCH SURFACE, REFER TO QBSOS JOINTS /GAPS NOT TO
DETAIL Q S EXCEED 25mm
200mm MIN. GRANULAR A’ COMPACTED
TO 100% SPMDD. EXTEND BASE MATERIAL ENSURE INSIDE WALL EDGE
100mm BEYOND EDGE OF ARMOURSTONE IS ALIGNED AS ONE
CONTINUOUS CURVE, SO
COMPACTED OR UNDISTURBED SUBGRADE TO ANY IRREGULARITIES IN
100% SPD. WIDTH ARE ON THE OUTSIDE
EDGE
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ADJACENT GRANULAR PAVING,
ﬁ REFER TO DETAIL 1/D1

MIN. 600mm DIA. NATURAL
HARDWOOD LOG, PLANE LOG IN
) HALF LENGTHWISE, 1800mm
LENGTH

MIN. 350mm DIA. NATURAL
HARDWOOD LOG, 800mm LENGTH.

== PLANE } OF LOG LENGTH, AND

—— PLACE FLAT SIDE DOWN ON
7 GRANULAR BASE

15M REBAR, ANCHOR MIN.
1000mm IN GROUND

COMPACTED OR UNDISTURBED
SUBGRADE TO 100% SPD.

NOTE:

1. PREPARE LOGS BY REMOVING
ALL EXTERNALLY LOOSE DEBRIS.

2. LOGS TO BE SELECTED AND
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3. CONTRACTOR TO STAKE OUT
LOCATIONS OF SEATING NODES
ON SITE FOR REVIEW AND
APPROVAL BY PCA PRIOR TO
INSTALLATION.
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TRASH & RECYCLING RECEPTACLES:
MANUFACTURER: MOLOK NORTH AMERICA LTD.
PRODUCT: MOLOK CLASSIC

MODEL: M—1300 (TYPE 1) AND M—3000 (TYPE 2)
SIZE: 1300 LITRES AND 3000 LITRES

INSTALL: AS PER MANUFACTURER’S SPECIFICATIONS,
INCLUDING ALL ANCHORING HARDWARE, LIDS,
LINERS, AND BACKFILL MATERIALS. BINS TO BE
SUPPLIED BY PCA.

LOCATION: LOCATE (2) M—1300 BINS AT PARKING
LOTS #1 AND 2. LOCATE (2) M—3000 BINS AT
PARKING LOT #3 WHERE INDICATED ON PLANS.
ORIENTATION: ORIENT LID OPENINGS TOWARDS
DIRECTION OF PEDESTRIAN TRAVEL.

100mm MIN. DEPTH ADJACENT
GRANULAR PAVING SURFACE,
REFER TO TYPICAL TRAIL DETAIL
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4—200mm MIN. GRANULAR ‘A’
{ COMPACTED TO 100% SPMDD.

INSTALLATION

— COMPACTED OR UNDISTURBED
SUBGRADE TO 100% SPD.

INSTALL MOLOK BIN COMPLETE
SYSTEM, INCLUDING ALL ANCHORING

SECTION
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/7 TRASH RECEPTACLE

R ORI Y

HARDWARE, LIDS, LINERS, AND
BACKFILL MATERIALS, AS PER
MANUFACTURER’S SPECIFICATIONS

NOTE:

1. CONTRACTOR TO STAKE OUT
PROPOSED LOCATIONS OF TRASH
RECEPTACLES ON SITE FOR
REVIEW AND APPROVAL BY PCA
PRIOR TO INSTALLATION.
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