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NOUVELLE UNITE DE CLIMATISATION, SE

REFERER AUX DOCUMENTS DES INGENIEURS

NEW AIR CONDITIONING UNIT, REFER
TO THE ENGINEER'S DOCUMENTS.
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/ 2\ DETAIL MANCHON ET CORNIERE

\%[2) DETAIL SLEEVE AND IRON ANGLE
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TOITURE EXISTANTE, MEMBRANE ELASTOMERE

COUTCHOUTE LIQUIDE:
—LEST DE GRAVIER
—TOILE FILTRANTE

—ISOLANT RIGIDE EN POLYSTYRENE EXTRUDE,

75mm

—MEMBRANE D’ETANCHEITE ELASTOMERE
CAOUTCHOUTE., PLEINE ADHERENCE
—ADHESIF PLEINE SURFACE

—DALLE DE BETON, 75mm

PONTAGE METALLIQUE, 75mm

EXISTING ROOF, LIQUID RUBBER ELASTOMER

MEMBRANE:

—GRAVEL BALLAST

—FILTERING CANVAS

—POLYSTYREN RIGID INSULATION, 75mm
—RUBBER ELASTOMER MEMBRANE, WITH
FULLED GRIP

—ADHESIVE FULL SURFACE

CONCRETE SLAB, 75mm

—=STEEL DECK, 75mm

@ NOUVELLE MEMBRANE DE RENFORT, TYP. AU

PERIMETRE
NEW REINFORCING MEMBRANE, TYPICAL ON
PERIMETER

MEMBRANE D’ETANCHEITE EXISTANTE
@ EXISTING ROOFING MEMBRANE

NOUVEAU SOLIN MEMBRANE ELASTOMERE,
COLLE AVEC ADHESIF CAOUTCHOUTE

NEW ELASTOMER MEMBRANED FLASHING,
FIXED WITH ADHESIVE

DECOUPER LES PAN. ISOLANT RIGIDE
EXISTANTS ET REINSTALLER

CUT THE EXISTING RIGID INSULATION AND
REINSTAL

@ DECOUPER LA TOILE FILTRANTE EXISTANTE ET
REPLACER LE LEST DE GRAVIER
CUT THE EXISTING FILTERING CANVAS AND
REPLACE THE GRAVEL BALLAST

SCELLANT EN CONTACT AVEC LA MEMBRANE
SEALANT TO THE MEMBRANE

@ NEOPRENE 6mm MINIMUM
NEOPRENE 6mm  MIN.

PATTE D’ANCRAGE DE L’EQUIPEMENT
ANCRE A L'’ASSEMBLAGE DE CORNIERE

EQUIPMENT'S ANCHORING LUG FIXED
10 THE ANGLE IRON CONNEXION

@ CIMENT PLASTIQUE
PLASTIC CEMENT

ANCRAGE A LA DALLE DE BETON, TYPIQUE
ANCHOR TO CONCRETE SLAB, TYP.

@ MANCHON PREFABRIQUE ET ISOLE
PREFAB AND INSULATED SLEEVE

ASSEMBLAGE DE CORNIERE 50x50x4mm EN
@ ALUMINIUM PREPERCE POUR ANCRAGE
D’EQUIPEMENT ET MANCHON
ALUMINIUM ANGLE IRON CONNEXION 50x50x4mm,
PREPIERCED TO ANCHORING TO EQUIPMENTS
AND SLEEVE.

ANCRAGES AVEC RONDELLE ET BOULON EN

ACIER INOX (4 PAR MANCHON)
ANCHOR WITH STAINLESS STEEL WASHER AND

BOLT (4 BY SLEEVE)

NOTES SPECIFIQUES - CONSTRUCTION (SUITE)
SPECIFIC _NOTES—=CONSTRUCTION (CONTINUED)

@ PROLONGER LE SEUIL DE LA CABINE JUSQU'A LA FACE FINIE

INTERIEURE DE LA PAROI DES PORTES PALIERES.
EXTEND THE CABIN'S SILL THROUGHT THE INTERIOR FINISHING
FACE AND THE LANDING DOOR FACE.

/ NOUVELLES PORTES PALIERES, SE REFERER AUX DOCUMENTS
DES CONSULTANTS EN ASCENSEUR.
1. ASC—1,2S,3 ET 5: PORTES PALIERES EXISTANTES
2. ASC—2: NOUVELLES PORTES PALIERES SUR TOUS LES
NIVEAUX (ETAGE 1 A 3)
3. ASC—4: NOUVELLES PORTES PALIERES A L’ETAGE 1
SEULEMENT J
NEW LANDING DOORS, REFER TO ELEVATOR CONSULTANT'S
DOCUMENTS.
1. ELE—1,25,3 AND 5: EXISTING LANDING DOOR
2. ELE—2: NEW LANDING DOORS ON EVERY LEVEL (FLOOR 1
TO 3)

3. ASC—4: NEW LANDING DOOR ON THE FIRST FLOOR ONLY.

REPLACER LE PLAN D’EVACUATION ET LE DISTRIBUTEUR A

LOTION ASSAINISSANTE.
PLACE BACK THE EVACUATION PLAN AND THE DISPENSER OF

SANITIZING LOTION.

NOUVEAU PLAFOND SUSPENDU EN CARREAUX ACOUSTIQUES
TYPE PF1 £610X610mm.

NEW SUSPENDED CEILING TYPE PF1 OF £670X670mm
ACOUSTIC FANELS.

OBTURER OUVERTURE EXISTANTE £305X305mm ET
+460X460mm AVEC BLOCS DE BETON EPAISSEUR TEL QUE
L'EXISTANT +£305mm ET PEINDRE.

FILL £305X305mm AND £460mm EXISTING OFPENING WITH
WITH CONCRETE BLOCK AS THICK AS THE EXISTING ONE
+305mm AND FAINT.
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PREPARER ADEQUATEMENT LES SURFACES. NOUVEAU
REVETEMENT DE PLANCHER EN GRANITE. PANNEAUX DE
SUPPORT DE PLANCHER EN CONTREPLAQUE, SE REFERER AUX
DOCUMENTS DES CONSULTANTS EN ASCENSEUR.

PREPARE ADEQUATELY THE SURFACES. NEW GRANIT FLOORING.
FLOORING'S SUPPORT PANELS OF PLYWOOD, REFER TO
ELEVATOR CONSULTANT'S DOCUMENTS.

PLAFOND SUSPENDU: FEUILLE D’ALU. 1mm FINI PREPEINT, COLLE
SUR AGG. IGNIFUGE 13mm. RAILS ET SUSPENSIONS DISSIMULES.
SUSPENDED CEILING: Tmm ALU. SHEET PRE—FAINTED FINISHING,
FASTE ON 13mm FLAME RESISTANT CONGLOMERATE. RUNNERS
AND SUSPENSIONS CONCEALED.

REVETEMENT MURAL: SURFACE ACRYLIQUE SOLIDE 12mm SUR
PANNEAU AGGLOMERE IGNIFUGE 13mm, AVEC JOINTS EN
BAGUETTES D’ACIER INOXYDABLE 4mm, TYPE 304.

WALL LINING: 7Z2mm SOLID ACRYLIC SURFACE ON A 13mm
FLAME RESISTANT CONGLOMERATE PANEL WITH 4mm STAINLESS
STEEL STICK JOINT TYPE 304.

PLAFOND SUSPENDU: PANNEAU AMOVIBLE (TRAPPE DE
SECOURS, SE REFERER A LA DIVISION 14).

SUSPENDED CEILING: REMOVABLE PANEL (BACK—UP TRAPDOOR,
REFER TO DIVISION 14.).

MAIN COURANTE EN ACIER INOXYDABLE TYPE 304, SE REFERER
AU DETAIL 3 PAGE A20.

STAINLESS STEEL HANDRAIL TYPE 304, REFER TO THE DETAIL 3
PAGE A20.

PARE—CHOCS MURAL EN ACIER INOX. TYPE 304, SE REFERER
AU DETAIL 6 PAGE A20.

STAINLESS STEEL WALL BUMPER TYPE 304, REFER TO DETAIL 6
FAGE AZ20.

FEUILLE D’ACIER INOXYDABLE TYPE 304, BROSSE VERT 1.5mm

EP. COLLE.
7.5mm THICK GLUED STAINLESS STEEL SHEET TYPE 304,

VERTICALLY BRUSHED.

APPAREIL D’ECLAIRAGE EN PROFILE LED 35mm DE LARGEUR ET
LONG. MULTIPLE. EN CONTINUE DERRIERE LA MAIN—COURANTE
ET LE PARE—CHOC, SE REFERER AU DETAIL 7 PAGE A20.
35mm WIDTH DEL PROFILE LIGHTING FIXTURE AND MULTIPLE
LENGTH. GOES BEHIND THE HANDRAIL AND THE WALL BUMPER,
REFER TO THE DETAIL 7 PAGE AZ20.

ESPACEUR EN ACIER INOX. TYPE 304 BROSSE, 38mm DE
PROJECTION, ATTACHES DISSIMULEES.

STAINLESS STEEL SFACER OF 38mm PROJECTION TYPE 304
BRUSHED, FASTENER CONCEALED.

ATTACHE DES PANNEAUX MURAUX DE CABINE EN "Z” TYPE
MONARH 38mmX5mm EP., TYPE. TOUS LES PANNEAUX ONT UN
ATTACHE.

7" FASTENER FOR CABIN'S WALL PANELS TYPE MONARCH
3E8mmXomm THICK, TYPE. EVERY PANELS HAS A FASTENER.

MOULURE DE FINITION DES PANNEAUX, EN ACIER INOX. TYPE
304 CALIBRE 12. MOULURES AUX JOINTS ET AU PERIMETRE, SE
REFERER AUX DETAILS 4-5 PAGE A20.

PANEL'S FINISHING MOLDING, STAINLESS STEEL TYPE 304,
GAUGE 12. MOLDING ON JOINTS AND ON PERIMETER, REFER 70
DETAILS 4—5 PAGE AZ20.

PANNEAU DE COMMANDE, SE REFERER AUX DOCUMENTS DU
CONSULTANT EN ASCENSEUR.

CONTROL PANEL, REFER TO FELEVATOR CONSULTANT'S
DOCUMENTS.

PANNEAU EN ACIER INOXYDABLE, SE REFERER AUX DOCUMENTS
DU CONSULTANT EN ASCENSEUR.

STAINLESS STEEL PANEL, REFER TO THE ELEVATOR
CONSULTANT'S DOCUMENTS.

NETTOYER LE FOND DE LA FOSSE D’ASC. ET RAGREER AVEC
UN NOUVEAU MORTIER DE PENTE 25mm MIN. A 1% VERS LE
DRAIN EXISTANT, SE REFERER AU DETAIL 9 PAGE A20.

CLEAN THE BOTTOM OF THE ELEV.'S PIT AND RESURFACE WITH
A NEW 25mm MIN. MORTAR IN A 1% SLOPE TROUGHT THE
EXISTING DRAIN, REFER TO DETAIL 9 PAGE AZ0.

REVETEMENT MURAL: VERRE TREMPE 6mm AVEC FOND DE
COULEUR SUR PANNEAU AGGLOMERE IGNIFUGE 19mm, AVEC
JOINTS EN BAGUETTES D’ACIER INOXYDABLE 4mm, TYPE 304.
WALL LINING: 6 mm TEMPERED GLASS WITH A BACK COLORED
ON A 19mm FLAME RESISTANT AGGLOMERATE PANEL WITH
4mm STAINLESS STEEL STICK JOINT TYPE 304.

PLAQUE EN ACIER INOXYDABLE 6mm TYPE 304 BROSSE VERT.
DE LARGEUR IDENTIQUE AUX APPAREILS D'ECLAIRAGE SITUE AU
PLAFOND COLLE SUR CONTREPLAQUE 19mm. CONTINUE
DERRIERE LA MAIN—COURANTE ET LE PARE—CHOC, SE

REFERER AU DETAIL 8 PAGE A20.

émm STAINLESS STEEL PLATE TYPE 304 VERT. BRUSHED, SAME
WIDTH AS THE LIGHTNING FIXTURE OF THE CEILING PASTED ON
19mm PLYWOOD. GOES BEHIND THE HANDRAIL AND THE WALL
BUMPER, REFER TO THE DETAIL 8 PAGE AZ0.

ANNULE
CANCELLED

NOUVEAU MASTIC D’ETANCHEITE COUPE—FEU TYP. SUR
OUVERTURE(S) EXISTANTE(S) DU PUITS D’ASCENSEUR.
1. ASC—1: 2 OUVERTURES DE £25mm¢ DANS LE PUITS.
2. ASC—2: 2 OUVERTURES DE +25mm¢ DANS LE PUITS.
3. ASC—-3: 2 OUVERTURES DE £25mm¢ DANS LA DALLE
DE BETON AU-DESSUS DU PUITS.
4. ASC—4: PERIMETRE DU PONTAGE D’ACIER EN PARTIE
HAUTE DU PUITS.
NEW FIREBREAK TIGHTNESS MASTIC TYP. ON EX/ISTING
OPENING(S) OF THE ELEVATOR'S WELL.
7. ELE—1. 2 £256mmé& OPENINGS INTO THE WELL.
2. ELE=2: 2 £25mm#@ OPENINGS INTO THE WELL.
3 ELE-3: 2 £25mm@ OPENINGS INTO THE CONCRETE
SLAB ON TOP OF THE WELL.
4. ELE—4: STEEL BRIDGING PERIMETER ONTO THE HIGHER
PART OF THE WELL.

PLAQUE DE RENFORT EN ACIER, DERRIERE LA MAIN COURANTE

ET LE PARE—CHOCS MURAL 152mm HT. ET 6mm EP.
152mm HIGH AND €mm THICK STEEL REINFORCING FPLATE

BEHIND THE HANDRAIL AND THE WALL BUMPER.

PAROI DE LA CABINE D’ASCENSEUR, VOIR DEVIS DIV. 14.
ELEVATOR'S CABIN WALL, REFER TO DIVISION 14.

BAGUETTE DE JOINTS EN ACIER INOXYDABLE 3mm TYPE 304,
SE REFERER AU DETAIL 2 PAGE A20.

Imm STAINLESS STEEL STICK JOINT TYPE 304, REFER 70 THE
DETAIL 2 PAGE AZ0.

ANNULE,

CANCELLED.

MOULURE DE PLANCHER £25mm LARG., CENTRE AVEC LA

MOULURE MURALE.
+25mm WIDTH FLOOR MOLDING, CENTER WITH WALL MOLDING.

CROCHETS POUR MATELAS DE PROTECTION, VOIR DEVIS
DIVISION 14.
HOOK FOR THE PROTECTIVE MAT, REFER TO DIVISION 714.

PREPARER LES SURFACES. NOUVEAU FINI DE PLANCHER EN
CARREAUX DE VINYLE COMPOSITE 305mmX305mm ET PLINTHE
EN CAOUTCHOUC 100mm HT.

PREPARE THE SURFACES. NEW 305mmX305mm VINYL TILES
FLOOR AND 7100mm HIGH CAOUTCHOUC BASEBOARD.

RAGREER ET REPEINDRE LES PLAFONDS ET LES CLOISONS.
RESURFACE AND REFAINT THE FARTITIONS AND THE CEILINGS.

DESSUS DU PUITS: PONTAGE EN ACIER, APPLIQUER UN ENDUIT
IGNIFUGE DE 1 H.R.F.

TOP OF THE WELL. STEEL BRIDGING, APFLY A 1 H.F.R
FLAMEPROOFING COAT.

ANNULE.
CANCELED.

NOUVEAU MASTIC TYP. SUR TOUTE LA HAUTEUR DU PUITS
D’ASCENSEUR.

NEW MASTIC TYP. ON ALL THE ELEVATOR'’S WELL HEIGHT.
REMPLACER LE COUPE—SON AU PERMETRE DE LA PORTE.
REPLACE THE DOOR'S SOUND STRIP ON THE PERIMETER.
ENDUIT IGNIFUGE SUR LES POUTRES DANS LE PUIT D'ASC., SE

REFERER AU DETAIL 10 PAGE A20 (ASC. 2S).
FIREPROOFING COVER ON THE BEAM IN THE ELEVATOR'S WELL,

REFER TO DETAIL 10 PAGE A20 (ELE. 2S).

NOUVELLE SIGNALISATION PALIERE, TYPIQUE SUR TOUS LES

NIVEAUX, SE REFERER AUX DOCUMENTS DES CONSULTANTS EN
ASCENSEUR.
NEW LANDING SIGNALISATION, TYPICAL ON EVERY LEVEL, REFER

7O ELEVATOR CONSULTANT'S DOCUMENTS.
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AutoCAD SHX Text
MAIN COURANTE EN ACIER INOXYDABLE TYPE 304, SE RÉFÉRER AU DÉTAIL 3 PAGE A20.

AutoCAD SHX Text
PARE-CHOCS MURAL EN ACIER INOX. TYPE 304, SE RÉFÉRER AU DÉTAIL 6 PAGE A20.

AutoCAD SHX Text
FEUILLE D'ACIER INOXYDABLE TYPE 304, BROSSÉ VERT 1.5mm ÉP. COLLÉ.

AutoCAD SHX Text
APPAREIL D'ÉCLAIRAGE EN PROFILÉ LED 35mm DE LARGEUR ET LONG. MULTIPLE. EN CONTINUE DERRIÈRE LA MAIN-COURANTE ET LE PARE-CHOC, SE RÉFÉRER AU DÉTAIL 7 PAGE A20.

AutoCAD SHX Text
ESPACEUR EN ACIER INOX. TYPE 304 BROSSÉ, 38mm DE PROJECTION, ATTACHES DISSIMULÉES.

AutoCAD SHX Text
ATTACHE DES PANNEAUX MURAUX DE CABINE EN "Z" TYPE MONARH 38mmX5mm ÉP., TYPE. TOUS LES PANNEAUX ONT UN ATTACHE.

AutoCAD SHX Text
MOULURE DE FINITION DES PANNEAUX, EN ACIER INOX. TYPE 304 CALIBRE 12. MOULURES AUX JOINTS ET AU PÉRIMÈTRE, SE RÉFÉRER AUX DÉTAILS 4-5 PAGE A20.

AutoCAD SHX Text
PANNEAU DE COMMANDE, SE RÉFÉRER AUX DOCUMENTS DU CONSULTANT EN ASCENSEUR.

AutoCAD SHX Text
SPECIFIC NOTES - CONSTRUCTION

AutoCAD SHX Text
PREPARE ADEQUATELY THE SURFACES. NEW GRANIT FLOORING. FLOORING'S SUPPORT PANELS OF PLYWOOD, REFER TO ELEVATOR CONSULTANT'S DOCUMENTS.

AutoCAD SHX Text
SUSPENDED CEILING: 1mm ALU. SHEET PRE-PAINTED FINISHING, PASTE ON 13mm FLAME RESISTANT CONGLOMERATE. RUNNERS AND SUSPENSIONS CONCEALED.

AutoCAD SHX Text
SUSPENDED CEILING: REMOVABLE PANEL (BACK-UP TRAPDOOR, REFER TO DIVISION 14).

AutoCAD SHX Text
STAINLESS STEEL HANDRAIL TYPE 304, REFER TO THE DETAIL 3 PAGE A20.

AutoCAD SHX Text
STAINLESS STEEL WALL BUMPER TYPE 304, REFER TO DETAIL 6 PAGE A20.

AutoCAD SHX Text
1.5mm THICK GLUED STAINLESS STEEL SHEET TYPE 304, VERTICALLY BRUSHED.

AutoCAD SHX Text
35mm WIDTH DEL PROFILE LIGHTING FIXTURE AND MULTIPLE LENGTH. GOES BEHIND THE HANDRAIL AND THE WALL BUMPER, REFER TO THE DETAIL 7 PAGE A20. 

AutoCAD SHX Text
STAINLESS STEEL SPACER OF 38mm PROJECTION TYPE 304 BRUSHED, FASTENER CONCEALED. 

AutoCAD SHX Text
PANEL'S FINISHING MOLDING, STAINLESS STEEL TYPE 304, GAUGE 12. MOLDING ON JOINTS AND ON PERIMETER, REFER TO DETAILS 4-5 PAGE A20.

AutoCAD SHX Text
"Z" FASTENER FOR CABIN'S WALL PANELS TYPE MONARCH 38mmX5mm THICK, TYPE. EVERY PANELS HAS A FASTENER.

AutoCAD SHX Text
CONTROL PANEL, REFER TO ELEVATOR CONSULTANT'S DOCUMENTS.

AutoCAD SHX Text
REVÊTEMENT MURAL: SURFACE ACRYLIQUE SOLIDE 12mm SUR PANNEAU AGGLOMÉRÉ IGNIFUGE 13mm, AVEC JOINTS EN BAGUETTES D'ACIER INOXYDABLE 4mm, TYPE 304.

AutoCAD SHX Text
WALL LINING: 12mm SOLID ACRYLIC SURFACE ON A 13mm FLAME RESISTANT CONGLOMERATE PANEL WITH 4mm STAINLESS STEEL STICK JOINT TYPE 304.

AutoCAD SHX Text
PANNEAU EN ACIER INOXYDABLE, SE RÉFÉRER AUX DOCUMENTS DU CONSULTANT EN ASCENSEUR.

AutoCAD SHX Text
STAINLESS STEEL PANEL, REFER TO THE ELEVATOR CONSULTANT'S DOCUMENTS.

AutoCAD SHX Text
REVÊTEMENT MURAL: VERRE TREMPÉ 6mm AVEC FOND DE COULEUR SUR PANNEAU AGGLOMÉRÉ IGNIFUGE 19mm, AVEC JOINTS EN BAGUETTES D'ACIER INOXYDABLE 4mm, TYPE 304.

AutoCAD SHX Text
ANNULÉ

AutoCAD SHX Text
NOUVEAU MASTIC D'ÉTANCHÉITÉ COUPE-FEU TYP. SUR OUVERTURE(S) EXISTANTE(S) DU PUITS D'ASCENSEUR.   1. ASC-1: 2 OUVERTURES DE  25mm  DANS LE PUITS. 1. ASC-1: 2 OUVERTURES DE ±25mm  DANS LE PUITS.  2. ASC-2: 2 OUVERTURES DE  25mm  DANS LE PUITS. 2. ASC-2: 2 OUVERTURES DE ±25mm  DANS LE PUITS.3. ASC-3: 2 OUVERTURES DE ±25mm  DANS LA DALLEDE BÉTON AU-DESSUS DU PUITS. 4. ASC-4: PÉRIMÈTRE DU PONTAGE D'ACIER EN PARTIE HAUTE DU PUITS.

AutoCAD SHX Text
PLAQUE DE RENFORT EN ACIER, DERRIÈRE LA MAIN COURANTE ET LE PARE-CHOCS MURAL 152mm HT. ET 6mm ÉP.

AutoCAD SHX Text
PAROI DE LA CABINE D'ASCENSEUR, VOIR DEVIS DIV. 14.

AutoCAD SHX Text
BAGUETTE DE JOINTS EN ACIER INOXYDABLE 3mm TYPE 304, SE RÉFÉRER AU DÉTAIL 2 PAGE A20.

AutoCAD SHX Text
MOULURE DE PLANCHER ±25mm LARG., CENTRÉ AVEC LAMOULURE MURALE.

AutoCAD SHX Text
CROCHETS POUR MATELAS DE PROTECTION, VOIR DEVIS DIVISION 14.

AutoCAD SHX Text
PRÉPARER LES SURFACES. NOUVEAU FINI DE PLANCHER EN CARREAUX DE VINYLE COMPOSITE 305mmX305mm ET PLINTHE EN CAOUTCHOUC 100mm HT.

AutoCAD SHX Text
RAGRÉER ET REPEINDRE LES PLAFONDS ET LES CLOISONS.

AutoCAD SHX Text
PLAQUE EN ACIER INOXYDABLE 6mm TYPE 304 BROSSÉ VERT. DE LARGEUR IDENTIQUE AUX APPAREILS D'ÉCLAIRAGE SITUÉ AU PLAFOND COLLÉ SUR CONTREPLAQUÉ 19mm. CONTINUE DERRIÈRE LA MAIN-COURANTE ET LE PARE-CHOC, SE RÉFÉRER AU DÉTAIL 8 PAGE A20.

AutoCAD SHX Text
DESSUS DU PUITS: PONTAGE EN ACIER, APPLIQUER UN ENDUIT IGNIFUGE DE 1 H.R.F.

AutoCAD SHX Text
ANNULÉ.

AutoCAD SHX Text
NOUVEAU MASTIC TYP. SUR TOUTE LA HAUTEUR DU PUITS D'ASCENSEUR.

AutoCAD SHX Text
REMPLACER LE COUPE-SON AU PÉRMÈTRE DE LA PORTE.

AutoCAD SHX Text
ENDUIT IGNIFUGE SUR LES POUTRES DANS LE PUIT D'ASC., SE RÉFÉRER AU DÉTAIL 10 PAGE A20 (ASC. 2S).

AutoCAD SHX Text
WALL LINING: 6 mm TEMPERED GLASS WITH A BACK COLORED ON A 19mm FLAME RESISTANT AGGLOMERATE PANEL WITH 4mm STAINLESS STEEL STICK JOINT TYPE 304.

AutoCAD SHX Text
6mm STAINLESS STEEL PLATE TYPE 304 VERT. BRUSHED, SAME WIDTH AS THE LIGHTNING FIXTURE OF THE CEILING PASTED ON 19mm PLYWOOD. GOES BEHIND THE HANDRAIL AND THE WALL BUMPER, REFER TO THE DETAIL 8 PAGE A20.

AutoCAD SHX Text
CANCELLED

AutoCAD SHX Text
NEW FIREBREAK TIGHTNESS MASTIC TYP. ON EXISTING OPENING(S) OF THE ELEVATOR'S WELL. 1. ELE-1: 2 ±25mm  OPENINGS INTO THE WELL.2. ELE-2: 2 ±25mm  OPENINGS INTO THE WELL.3. ELE-3: 2 ±25mm  OPENINGS INTO THE CONCRETE         SLAB ON TOP OF THE WELL. 4. ELE-4: STEEL BRIDGING PERIMETER ONTO THE HIGHER PART OF THE WELL.

AutoCAD SHX Text
152mm HIGH AND 6mm THICK STEEL REINFORCING PLATE BEHIND THE HANDRAIL AND THE WALL BUMPER.

AutoCAD SHX Text
ELEVATOR'S CABIN WALL, REFER TO DIVISION 14.

AutoCAD SHX Text
3mm STAINLESS STEEL STICK JOINT TYPE 304, REFER TO THE DETAIL 2 PAGE A20.

AutoCAD SHX Text
ANNULÉ.

AutoCAD SHX Text
CANCELLED. 

AutoCAD SHX Text
±25mm WIDTH FLOOR MOLDING, CENTER WITH WALL MOLDING.

AutoCAD SHX Text
HOOK FOR THE PROTECTIVE MAT, REFER TO DIVISION 14.

AutoCAD SHX Text
PREPARE THE SURFACES. NEW 305mmX305mm VINYL TILES FLOOR AND 100mm HIGH CAOUTCHOUC BASEBOARD.

AutoCAD SHX Text
RESURFACE AND REPAINT THE PARTITIONS AND THE CEILINGS.

AutoCAD SHX Text
TOP OF THE WELL: STEEL BRIDGING, APPLY A 1 H.F.R FLAMEPROOFING COAT.

AutoCAD SHX Text
CANCELED.

AutoCAD SHX Text
NEW MASTIC TYP. ON ALL THE ELEVATOR'S WELL HEIGHT.

AutoCAD SHX Text
REPLACE THE DOOR'S SOUND STRIP ON THE PERIMETER.

AutoCAD SHX Text
FIREPROOFING COVER ON THE BEAM IN THE ELEVATOR'S WELL, REFER TO DETAIL 10 PAGE A20 (ELE. 2S).

AutoCAD SHX Text
NEW LANDING SIGNALISATION, TYPICAL ON EVERY LEVEL, REFER TO ELEVATOR CONSULTANT'S DOCUMENTS.

AutoCAD SHX Text
NOUVELLE SIGNALISATION PALIÈRE, TYPIQUE SUR TOUS LES NIVEAUX, SE RÉFÉRER AUX DOCUMENTS DES CONSULTANTS EN ASCENSEUR.

AutoCAD SHX Text
NETTOYER LE FOND DE LA FOSSE D'ASC. ET RAGRÉER AVEC UN NOUVEAU MORTIER DE PENTE 25mm MIN. À 1% VERS LE DRAIN EXISTANT, SE RÉFÉRER AU DÉTAIL 9 PAGE A20.

AutoCAD SHX Text
CLEAN THE BOTTOM OF THE ELEV.'S PIT AND RESURFACE WITH A NEW 25mm MIN. MORTAR IN A 1% SLOPE TROUGHT THE EXISTING DRAIN, REFER TO DETAIL 9 PAGE A20.

AutoCAD SHX Text
PROLONGER LE SEUIL DE LA CABINE JUSQU'À LA FACE FINIE INTÉRIEURE DE LA PAROI DES PORTES PALIÈRES.

AutoCAD SHX Text
EXTEND THE CABIN'S SILL THROUGHT THE INTERIOR FINISHING FACE AND THE LANDING DOOR FACE.

AutoCAD SHX Text
NEW LANDING DOORS, REFER TO ELEVATOR CONSULTANT'S DOCUMENTS. 1. ELE-1,2S,3 AND 5: EXISTING LANDING DOOR ELE-1,2S,3 AND 5: EXISTING LANDING DOOR 2. ELE-2: NEW LANDING DOORS ON EVERY LEVEL (FLOOR 1 ELE-2: NEW LANDING DOORS ON EVERY LEVEL (FLOOR 1 TO 3) 3. ASC-4: NEW LANDING DOOR ON THE FIRST FLOOR ONLY.ASC-4: NEW LANDING DOOR ON THE FIRST FLOOR ONLY.

AutoCAD SHX Text
NOUVELLES PORTES PALIÈRES, SE RÉFÉRER AUX DOCUMENTS DES CONSULTANTS EN ASCENSEUR. 1. ASC-1,2S,3 ET 5: PORTES PALIÈRES EXISTANTES ASC-1,2S,3 ET 5: PORTES PALIÈRES EXISTANTES 2. ASC-2: NOUVELLES PORTES PALIÈRES SUR TOUS LES ASC-2: NOUVELLES PORTES PALIÈRES SUR TOUS LES NIVEAUX (ÉTAGE 1 À 3) 3. ASC-4: NOUVELLES PORTES PALIÈRES À L'ÉTAGE 1 ASC-4: NOUVELLES PORTES PALIÈRES À L'ÉTAGE 1 SEULEMENT

AutoCAD SHX Text
PLACE BACK THE EVACUATION PLAN AND THE DISPENSER OF SANITIZING LOTION.

AutoCAD SHX Text
REPLACER LE PLAN D'ÉVACUATION ET LE DISTRIBUTEUR À LOTION ASSAINISSANTE.

AutoCAD SHX Text
NOUVEAU PLAFOND SUSPENDU EN CARREAUX ACOUSTIQUES TYPE PF1 ±610X610mm.

AutoCAD SHX Text
NEW SUSPENDED CEILING TYPE PF1 OF ±610X610mmACOUSTIC PANELS.

AutoCAD SHX Text
OBTURER OUVERTURE EXISTANTE ±305X305mm ET±460X460mm AVEC BLOCS DE BÉTON ÉPAISSEUR TEL QUEL'EXISTANT ±305mm ET PEINDRE.

AutoCAD SHX Text
FILL ±305X305mm AND ±460mm EXISTING OPENING WITHWITH CONCRETE BLOCK AS THICK AS THE EXISTING ONE ±305mm AND PAINT.

AutoCAD SHX Text
SPECIFIC NOTES-CONSTRUCTION (CONTINUED)
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