NOTES SPECIFIQUES - CONSTRUCTION (SUITE) LEGENDE DE CONSTRUCTION

SPECIFIC NOTES—CONSTRUCTION (CONTINUED) CONSTRUCTION [EGEND l* Travaux publics et Public Works and
Services gouvernementaux Government Services
CLOISON EXISTANTE CONSERVEE. Canada Canada

NETTOYER LE FOND DE LA FOSSE D'ASC. ET RAGREER AVEC

CORRIDOR EXISTING FARTITION CONSERVED.

S ELE=3: 2 £25mm@ OFPENINGS INTO THE CONCRETE

SIAB ON TOP OF THE WELL. M.F.P MOULURE DE FINITION DE PLANCHER /

FLOOR FINISHING MOLDING

1066 UN NOUVEAU MORTIER DE PENTE 25mm MIN. A 1% VERS LE -
CORRIDOR DRAIN EXISTANT, SE REFERER AU DETAIL 9 PAGE A20. ———  NOUVELLE CLOISON. Direction générale des Real Property branch
; ——  NEW PARTITION.
CLEAN THE BOTTOM OF THE ELEV.'S PIT AND RESURFACE WITH ‘ biens immobiliers
A NEW 25mm MIN. MORTAR IN A 1% SLOPE TROUGHT THE SEPARATION COUPE—FEU SANS DEGRE DE RESISTANCE AU _
EXISTING DRAIN, REFER TO DETAIL 9 PAGE A20. FEU Région du Québec Quebec region
x ( > X ( (o /\/yw @ W @ REVETEMENT MURAL: VERRE TREMPE 6mm AVEC FOND DE FIRE SEPARATION WITHOUT FIRE RESISTANCE DEGREE
>\ COULEUR SUR PANNEAU AGGLOMERE IGNIFUGE 19mm, AVEC CLOISON AVEC RESISTANCE AU FEU 3/4 HEURE.
{& : S : JOINTS EN BAGUETTES D’'ACIER INOXYDABLE 4mm, TYPE 304. FIRE SEPARATION WITH A 3 HOUR FIRE RESISTANCE DEGREE Canadi
r——n | o | WALL LINING: 6 mm TEMPERED GLASS WITH A BACK COLORED - -
- ON A 19mm FIAME RESISTANT AGGLOMERATE PANEL WITH CLOISON AVEC RES|STANCE AU FEU 1 HEURE. Architecte: Architect
N | ' M 783 \ ” 783 4 f >/ drm STAINLESS STEEL STICK JOINT TYPE. 304 FIRE SEPARATION WITH A 1 HOUR FIRE RESISTANCE DEGREE
. .
| " i P ] PLAQUE EN ACIER INOXYDABLE 6mm TYPE 304 BROSSE VERT. NOTE SPECIFIQUE, SE REFERER A LA LEGENDE SUR CETTE F 0 RTI N
> r— T 1~~~ >< Ll g P >< - DE LARGEUR IDENTIQUE AUX APPAREILS D'ECLAIRAGE SITUE AU FEUILLE. AmoHiTEeTuRE
| | of [ |1 \ A23 g o PLAFOND COLLE SUR CONTREPLAQUE 19mm. CONTINUE SPECIFIC NOTE, REFER TO LEGEND ON THIS SHEET.
Nl > > S DERRIERE LA MAIN-COURANTE ET LE PARE—CHOC, SE NOM ET NUMERO DU LOCAL 450.682.6360 450.682.1751
— | 4 | 7 (5 3 D REFERER AU DETAIL 8 PAGE A20. LOCAL NAME AND NUMBER ' o . .
| | ST/ o=/ ﬁ,‘\ e 3 7 6mm STAINLESS STEEL PLATE TYPE 304 VERT. BRUSHED, SAME 2585, boul. Le Corbusier, bureau 200, Laval (Québec) H7S 124
>< - w 8 e 8 c >< 8 WIDTH AS THE LIGHTNING FIXTURE OF THE CEILING PASTED ON TYPE DE CLO|SON, SE REFERER A LA LEGENDE SUR CETTE www.bissonfortin.ca
| | - @o S N RIE @ A g <3 19mm PLYWOOD. GOES BEHIND THE HANDRAIL AND THE WALL C FEUILLE. N,/D: 190703
| | ) 4 " £ (S N BUMPER, REFER TO THE DETAIL 8 PAGE A20. PARTITION TYPE, REFER TO LEGEND ON THIS SHEET.
17 | 17 1717 éni S P H
| / | N /é\ xg xg @ % @ éz‘b‘gigiw X g?/tj;\l/zgigng;Lé;g»DT/F;?RFFOAEEORT A SON PLANCHER. Ingénieur méc./élec. Mec./Elec. Engineer
a <> Sz Sz k : 1 .
uw : : /< A5 W‘V é% QQ, I >\ L @ NOUVEAU MASTIC D’ETANCHEITE COUPE—FEU TYP. SUR m
= S.MECI|ASC. a2 ille @ i3 2 i @ OUVERTURE(S) EXISTANTE(S) DU PUITS D'ASCENSEUR. DIRECTION D’OUVERTURE DES PORTES DES CABINES
| EIFv MECH ROON | H @ ASC-3 S ﬂ S H S 1. ASC—1: 2 OUVERTURES DE +25mm@ DANS LE PUITS. CABIN. DOORS. OPENING  DIRECTION . PAG EALMOREL
WBV I A o \2 |20/ o ~ >< o 2. ASC—2: 2 OUVERTURES DE +25mm@ DANS LE PUITS. .
| | 3N-104 | = 20 a2 o 3. ASC—3: 2 OUVERTURES DE £25mm® DANS LA DALLE Pageau Morel et associés inc.
. . | | < I j, X = DE BETON AU-DESSUS DU PUITS. ‘ﬁ DETAIL n ) ELEVATION COUPE 210, boul. Crémazie Ouest, bur. 110
i i i I - = = m—— L 4. ASC—4: PERIMETRE DU PONTAGE D’ACIER EN PARTIE NP peTan W;W ELEVATION SECTION MontfeTa'g;ggezcgggNCfi
| I td 3 . HAUTE DU PUITS. F 514.384.9872
BN |_Ci R D )< wl_ _J Eﬂ >< NEW FIREBREAK TIGHTNESS MASTIC TYP. ON EXISTING C.A. CONTROLEUR DE L'ASCENSEUR, SE REFERER AUX www.pageaumorel.com
\ EG. 415 EG. OPENING(S) OF THE ELEVATOR’S WELL. DOCUMENTS DU CONSULTANT EN ASCENSEUR/
>< >< 1. ELE—T1. 2 #+25mmg& OPENINGS INTO THE WELL. ELEVATOR CONTROL, REFER TO ELEVATOR CONSULTANT'S Consultant en ascenseur Elevator consultant
ZoN <; N \/><> Q <><<><; N <> 3 2. ELE-2: 2 +25mm@ OPENINGS INTO THE WELL, DOCUMENTS.

>

4. ELE—4: STEEL BRIDGING PERIMETER ONTO THE HIGHER

exim

_CNT.DWG

_DT_ASC-3

R_095799_A17

1. ELE-1,2S,3 AND 5: EXISTING LANDING DOOR
2. ELE—-2: NEW LANDING DOORS ON EVERY LEVEL (FLOOR f
TO 3)

3. 'ASC—4: NEW LANDING DOOR ON THE FIRST FLOOR ONLY.

@ REPLACER LE PLAN D’EVACUATION ET LE DISTRIBUTEUR A

& ®

PASTE ON 13mm FLAME RESISTANT CONGLOMERATE. RUNNERS
AND SUSPENSIONS CONCEALED.

REVETEMENT MURAL: SURFACE ACRYLIQUE SOLIDE 12mm SUR
PANNEAU AGGLOMERE IGNIFUGE 13mm, AVEC JOINTS EN
BAGUETTES D’ACIER INOXYDABLE 4mm, TYPE 304.

WALL LINING: 12mm SOLID ACRYLIC SURFACE ON A 13mm

2006 CABINE BRUTE/GROSS CABIN PART OF THE WELL. H.C. HORS—CONTRAT / NOT INCLUDED IN CONTRACT
PLAQUE DE RENFORT EN ACIER, DERRIERE LA MAIN COURANTE ~ MIR. MIROIR /' MIRROR _
e G D s BCR e e SR uaTe PE  PANNEAU ELECTRIQUE / FLECTRIC PANEL O o=
www.exim-consultants.ca
m PLAN AGRAND| ASCENSEUR NO 3 ET S MEC ASC — CONSTRUC‘“ON BEHIND THE HANDRAIL AND THE WALL BUMPER. SIM. SIMILAIRE / SIMILAR
A PAROI DE LA CABINE D’ASCENSEUR, VOIR DEVIS DIV. 14. TA. TRAPPE D’ACCES DE LA FOSSE AU PLANCHER
17117 E/\/LA RGE PLA/\/ ELE\/A TO/Q /\/O 5 A/\/D ELE\/ MEC//—// ROOM - CONSTRUC T/O/\/ ELEVATOR’S CABIN WALL, REFER TO DIVISION 14. PIT’S TRAPDOOR ACCESS ON THE FLOOR / Ingénieur en structure Strucutrall Engineer
0 0-051 2 BAGUETTE DE JOINTS EN ACIER INOXYDABLE 3mm TYPE 304,  TYP. TYPIQUE / 7vPICAL
- —————BH SE REFERER AU DETAIL 2 PAGE A20 £y
r———= Smm STAINLESS STEEL STick JoINT Tvee 304, rerer 10 He  NOTES GENERALES - CONSTRUCTION S|
i i DETAIL 2 PAGE AZ0. GENERAL NOTES — CONSTRUCTION
, | é} ANNULE. 1. POUR LA PORTEE DES TRAVAUX D'INGENIERIE, SE REFERER AUX GROUPE CONSEIL inc.
CORRIDOR SELES S ——— =————_>"—— —I ==== | MOULURE DE PLANCHER +25mm LARG., CENTRE AVEC LA PLANS ET DOCUMENTS DES INGENIEURS. , 29, rue East Park
CORRIDOR | MOULURE MURALE. FOR THE ENGINEERING WORK, REFER JO THE ENGINEER S Salaberry-de-Valleyfield, Québec, J6S 1P8
" ¢ | | +25mm WIDTH FLOOR MOLDING, CENTER WITH WALL MOLDING. DOCUMENTS AND PLANS. Tél.: (450) 371-
“PORTES €l (450) 371-8585
| J @ CROCHETS POUR MATELAS DE PROTECTION, VOIR DEVIS 2. RAGREER LES SURFACES DE PLANCHERS, PLAFONDS ET CLOISONS
DIVISION 14. SUITE AUX TRAVAUX MECANIQUE, ELECTRIQUE ET D’ASCENSEUR.
X < > X < D X /\/y W TN HOOK FOR THE PROTECTIVE MAT, REFER TO DIVISION 74. PORTEE DES TRAVAUX, SE REFERER AUX PLANS DES INGENIEURS/
‘ | ‘ @ PREPARER LES SURFACES. NOUVEAU FINI DE PLANCHER EN CONSULTANTS EN ASCENSEUR.
. I WW CARREAUX DE VINYLE COMPOSITE 305mmX305mm ET PLINTHE RESURFACE THE FLOOR, PARTITION AND CEILING AREAS AFTER THE
' B : : | EN CAOUTCHOUC 100mm HT. MECHANICAL, ELECTRICAL AND ELEVATOR WORK. FOR THE WORK,
' = ' ! — Z : »
N, A o - ' . . , @ PREPARE THE SURFACES. NEW 305mmX305mm VINYL TILES REFER TO THE ENGINEER'S AND CONSULTANT'S PLANS AND
: 2906 : | ec. |lec. |, >/ S FLOOR AND 100mm HIGH CAOUTCHOUC BASEBOARD. DOCUMENTS.
, . . - : - s I ' I . L] @ RAGREER ET REPEINDRE LES PLAFONDS ET LES CLOISONS. 3. POUR TOUS LES TRAVAUX, S'ASSURER QUE LES OUVRAGES R
> . . o >< @@ >< O RESURFACE AND REFPAINT THE PARTITIONS AND THE CEILINGS. EXISTANTS CONSERVES SOIENT PROTEGES DURANT TOUTE LA \,:3
o o L . o : ) <) ) o o DESSUS DU PUITS: PONTAGE EN ACIER, APPLIQUER UN ENDUIT PERIODE DES TRAVAUX. S
: : ' o g PT. BAS/LOW PT. E @ IGNIFUGE DE 1 H.R.F. FOR ALL THE WORK, MAKE SURE THE EXISTING CONSERVED § DANIELLE BISSON
¢$ ) W © 5 TOP OF THE WELL: STEEL BRIDGING, APPLY A 1 H.F.R ELEMENTS ARE FPROTECTED DURING THE WHOLE WORK FPERIOD. %. . ARCHITECTE #
Y 50 s 2 x FLAMEPROOFING COAT. 4. TOUTES LES DIMENSIONS DOIVENT ETRE VALIDEES SUR PLACE = % , a‘" s&
- , X ’—' e X N B w ANNULE. AVANT LE DEBUT DES TRAVAUX. 2,4 Qué® o
P GYPSE / GYPSUM 4 ) © A Z CANCELED. ALL THE DIMENSIONS HAVE TO BE VALIDATED ON THE SITE ‘?f,,,,,,mwm
= \29%0 ] 240 = 2y L @ |:| S NOUVEAU MASTIC TYP. SUR TOUTE LA HAUTEUR DU PUITS BEFORE THE BEGINNING OF THE SCOPE.
~ o 7 2 [ ] - - © D’ASCENSEUR. 5. NOUVEAU GARDE—-CORPS SUR LE TOIT DES CABINES, SE REFERER
. /< e | | X @ NEW MASTIC TYP. ON ALL THE ELEVATOR’S WELL HEIGHT. AUX DOCUMENTS DU CONSULTANT EN ASCENSEUR.
S.MEC.ASC. ‘W | i H HH b « REMPLACER LE COUPE—SON AU PERMETRE DE LA PORTE. NEW GARDRAIL ON THE CABIN'S ROOF, REFER TO ELEVATOR
ELEV.MECH.ROOM S ) REPLACE THE DOOR'S SOUND STRIP ON THE PERIMETER. CONSULTANT'S DOCUMENTS.
>< NS \X\_\ ® N X I I ENDUIT IGNIFUGE SUR LES POUTRES DANS LE PUIT D’ASC., SE 6. APPLIQUER UN PRODUIT COUPE—FEU AU POURTOUR DE TOUTES
K S R4S LN ] < @ REFERER AU DETAIL 10 PAGE A20 (ASC. 2S). , LES NOUVELLES TRAVERSEES (MEC., ELEC. OU D’ASC.) QUI
' ~ >< 0T < ElEI ElEl FIREPROCFING COVER ON THE BEAM IN THE ELEVATOR'S WELL, TRAVERSENT UNE CLOISON AVEC RESISTANCE AU FEU. AU BESOIN,
s 1] REFER TO DETAIL 10 PAGE A20 (ELE. 25). RAGREER D'UN ENDUIT IGNIFUGE APPLIQUE PAR PROTECTION.
>< ~7 N @ NOUVELLE SIGNALISATION PALIERE, TYPIQUE SUR TOUS LES APPLY A FLAME RESISTANT PRODUCT ON THE PERIMETER OF THE
— . | €G. 415 €G. NIVEAUX, SE REFERER AUX DOCUMENTS DES CONSULTANTS EN NEW CROSSINGS (MECH., ELEC. OR OF ELEV.) THAT GO THROUGHT
i f / ASCENSEUR. THE FIRE RESISTANT PARTITIONS. IF NEEDED, RESURFACE WITH A SR4 EMIS POUR SOUMISSION
>< /\ /\ /\ /\ /\ /\ >< NEW LANDING S/GN/\USAT/OI/\/, TYPICAL ON EVERY LEVEL, REFER FIAME RESISTANT COATING APPLIED PER PROTECTION. A SR4 ISSUED FOR BID 21-01-19
- 1 TO ELEVATOR CONSULTANT'S DOCUMENTS. ]
N N N NN\ @ PROLONGER LE SEUIL DE LA CABINE JUSQU'A LA FACE FINE ~ NOTES SPECIFIQUES - CONSTRUCTION révisions date
INTERIEURE DE LA PAROI DES PORTES PALIERES. SPECIFIC NOTES — CONSTRUCTION st
o EXTEND THE CABIN’S SILL THROUGHT THE INTERIOR FINISHING .
0 FACE AND THE LANDING DOOR FACE PREPARER ADEQUATEMENT LES SURFACES. NOUVEAU A no. du détail
REVETEMENT DE PLANCHER EN GRANITE. PANNEAUX DE detail no.
ggngéhES%LF;%TTESEW'/—JEEE%SESUERREFERER AUX DOCUMENTS SUPPORT DE PLANCHER EN CONTREPLAQUE, SE REFERER AUX B no.de la feuille—od détail
- DOCUMENTS DES CONSULTANTS EN ASCENSEUR. exigé
m PLAFOND REFLEC"” ASCENSEUR NO:') ET SMECASC — CONSTRUCTlON /_;)\ ELE\/A-HON PR|NC|PALE ASC O 3 1. ASC-1,2S,3 ET 5: PORTES PALIEREES EXISTANTES PREPARE ADEQUATELY THE SURFACES. NEW GRANIT FLOORING. sheet no. — where detail
2. ASC—2: NOUVELLES PORTES PALIERES SUR TOUS LES FLOORING’S SUPPORT PANELS OF PLYWOOD, REFER TO required
17117 REFLECTED CE/L//\/G ELEVA TOR /\/O 3 A/\/D EAEV MEC/_// ROOM — CONSTRUCT/ON 17117 PR/NC/PAL ELE\/A T/O/\/ ELE\/ O 5 NIVEAUX (ETAGE 1 A 3) ELEVATOR CONSULTANT’'S DOCUMENTS. C no? de la feuille—old détaillé
0 0.051 ”0 0 g.EULEAMsE:I\I—TAf: NOUVELLES PORTES PALIERES A L'ETAGE 1 PLAFOND SUSPENDU: FEUILLE D’ALU. 1mm FINI PREPEINT, COLLE sheet no. — where detailed
= ——— — Wt I — — : SUR AGG. IGNIFUGE 13mm. RAILS ET SUSPENSIONS DISSIMULES. [Projet Project
%VCVU‘MAAV‘% G DOORS, REFER TO ELEVATOR CONSULTANT'S SUSPENDED CEILING: 1mm ALU. SHEET PRE—PAINTED FINISHING, | 2 resee

U:\PROJET\190703_TPSGC ASC ST-HUBERT MODERNISATION DES ASCENSEURS\EXECUTION\EN COURS\

AutoCAD 2021/01/18

REVETEMENT MURAL EN SURFACE ACRYLIQUE SOLIDE

m ELEVATION LATERALE DROITE ASC. NO.3 EP. 12mm, TYPE FINI METALLIQUE (COULEUR NOIR)
17117) RIGHT LATERAL EFLEVATION EFLEV., NO.S3 12mm SOLID ACRYLIC SURFACE WALL LINING, TYPE
0

0.05 METALLIC FINISHING (G Ak ) STAINLESS STEEL PANEL, REFER TO THE ELEVATOR File_no

75\ ELEVATION ARRIERE ASC. NO.3
\0[7) REAR ELEVATION ELEV. NO.3
0

/4 ELEVATION LATERALE GAUCHE ASC. NO.3
\0[17/ LEFT LATERAL ELEVATION ELEV. NO.3
0

®

PANNEAU EN ACIER INOXYDABLE, SE REFERER AUX DOCUMENTS
DU CONSULTANT EN ASCENSEUR. R_095799_A17_DT_ASC'3_CNTDWG

LOTION ASSAINISSANTE.
DLACE: e P e ATION BLAN AND THE DISPENSER OF FLAME RESISTANT CONGLOMERATE PANEL WITH 4mm STAINLESS MODERNISATION DES ASCENSEURS
CANITIZING  LOTION. STEEL STICK JOINT TYPE 304.
— e e e — e NOUVEAU PLAFOND SUSPENDU EN CARREAUX ACOUSTIQUES EEA NS SSUESF;{EE'\'FDEE:ERPQN'L‘/EAglva“fg,}{'E:';S (TRAPPE DE
- n - 039 TYPE PF1 +610X610mm. ' : .
8 8 NEW SUSPENDED CEILING TYPE PF1 OF +610X610mm ;gig’?%w D/%%%GV 5” OVABLE PANEL (BACK=UFP TRAPDOOR, MODERNIZATION OF THE ELEVATORS
ACOUSTIC PANELS. )
‘@ OBTURER OUVERTURE EXISTANTE +305X305mm ET WAIN SONRANTE BN CER INOXYDABLE TYPE 504, SE REFERER
T R @ iéigﬁjﬁ\%""& (;*SVEC BE'-TO%ESDEREETON EPAISSEUR TEL QUE STAINLESS STEEL HANDRAIL TYPE 304, REFER TO THE DETAL 3 | Dessin Drawing
mm - PAGE A20.
@ ALIGNER MOULURE e FILL +305X305mm AND +460mm EXISTING OPENING WITH ARCHITECTURE
JERey 7T MURQAVEC WITH CONCRETE BLOCK AS THICK AS THE EXISTING ONE ZGREE%-:E%S PMAUGREN;AzEg ACIER INOX. TYPE 304, SE REFERER ARCHITECTURE
z g APP. D’ECLAIRAGE z z +305mm AND PAINT. :
D AU PLAFOND D D . o STAINLESS STEEL WALL BUMPER TYPE 304, REFER TO DETAIL 6
@ S @ CENTER WALL S @ S LEGENDE DES FINIS PAGE AZ0.
9 MOLDING WITH » 2 FINISHING LEGEND FEUILLE D’ACIER INOXYDABLE TYPE 304, BROSSE VERT 1.5mm
3 LIGHTNING o) o EP. COLLE. .
43 % APPAREL ON THE o % Bg\L,JlRS_ SPECIFICATIONS ET DESCRIPTIONS DES FINIS, SE REFERER AU 7.5mm THICK GLUED STAINLESS STEEL SHEET TYPE 304, PLAN AGRANDI DE L'ASCENSEUR NO.3
@ o CEILING o o FOR SPECIFICATIONS AND DESCRIPTIONS OF THE FINISHINGS, REFER VERTICALLY BRUSHED. - CONSTRUCTION
@ @ 5 EG. o415 - ) EG. ° 5 © g 7O SPECIFICATIONS. APPAREIL D’ECLAIRAGE EN PROFILE LED 35mm DE LARGEUR ET
3 2 o E 8 o & @ @ IS PEINTURES: LONG. MULTIPLE. EN CONTINUE DERRIERE LA MAIN—COURANTE ENLARGE PLAN ELEVATOR NO.3
= - = = mim
@ o D / D @ @ D PEINTIRE TXPE 1 (PLAFOND DES. GSAB'NES)- LENGTH. GOES BEHIND THE HANDRAIL AND THE WALL BUMPER,
= 13 | | S S AEVETEMENTS DE PLANCHER: ' REFER TO THE DETAIL 7 PAGE AZ20. Comou por Desioned by
/ © / 9 / S O0RS e @ ESPACEUR EN ACIER INOX. TYPE 304 BROSSE, 38mm DE
| N 1 | | b N ill | N A PROJECTION, ATTACHES DISSIMULEES. P.Mcl. 2020-01-09
! : GRANITE A PLANCHER TYPE 1, DIMENSION VARIABLE. STAINLESS STEEL SPACER OF 38mm PROJECTION TYPE 304 Date
S | 432 FLOOR's GRANIT TYPE 1, VARIABLE DIMENSION. BRUSHED, FASTENER CONCEALED. Dessiné par Drawn by
S i CARREAUX DE VINYLE TYPE 1. A ATTACHE DES PANNEAUX MURAUX DE CABINE EN "Z" TYPE -01-
VINYL TILES TYPE 1 AR 2020-01-09
6 @ @ @ @ @ @ : MONARH 38mmX5mm EP., TYPE. TOUS LES PANNEAUX ONT UN Dote
3] 20 — NOUVEAU CARREAUX DE VINYLE COMPOSITE ATTACHE.
@ 10 365 @ NEW COMPOSITE VINYL TILES ’ 7" FASTENER FOR CABIN'S WALL PANELS TYPE MONARCH Approuvé par Approved by
@ > 38mmX5mm THICK, TYPE. EVERY PANELS HAS A FASTENER. 2020-01-09
VERRES MURAUX: D.BISSON
| ] | WALL GIASS @ MOULURE DE FINITION DES PANNEAUX, EN ACIER INOX. TYPE Date
' 2 ! BLANC) /FEE%EE?EE éﬁé/gﬁybgzg/_w% PN BSS STEEL TYPE 304 A.VEGA
zz\ZTs&éﬁ? mAFjA E/ Z /QV G\’/E; :DE £ EZA ! 67 c (COTASFQ Vﬂggﬁ e GAUGE 12. MOLDING ON JOINTS AND ON PERIMETER, REFER TO | Tender PWGSC Project Manager
o o @ (COULEUR BLANC) - emm, DETAILS 4=5 FPAGE AZ0. No de projet Project number| No de projet Project number
2 2 6mm GLASS WALL LINING, TYPE LAQUE (COLOR WHITE) @ Eé“ggﬁ%ﬁ% I_:C,\?MA'\/;/?:'\ER%ESFE REFERER AUX DOCUMENTS DU R.095799 190703
SURFACE_ACRYLIQUE SOLIDE: CONTROL PANEL, REFER TO ELEVATOR CONSULTANT'S IPSGC pwgsc| client Client
DOCUMENTS. om du fichier ile name] No de classemen
SOLID ACRYLIC SURFACE N au fichl Fil No d | t

0.05
ﬁ—_—ﬁ 1: 20

0.05
e ———— 1. 20

————— 1. 20 POUR VISUALISER LES CLOISONS AYANT UN CONSULTANT'S DOCUMENTS. No de plan ou dessin File name]No feuille Sheet no

DEGRE DE RESISTANCE AU FEU, CE PLAN
DOIT ETRE IMPRIME EN COULEUR R_095799_A17 A1 7/21
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