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NOTES: MAXIMUM 30 METERS Canada

1. GROUND BAR c/w CONNECTORS AS REQUIRED FOR No. 6 COPPER JUMPERS
AND c/w CONNECTOR(S) FOR No. 2/0 INSULATED COPPER. BETWEEN PULL BOXES
PROVIDE 2/0 INSULATED COPPER CONDUCTOR, CONNECT TO BUILDING GROUND.

I* Public Works and Travaux publics et
Government Services services gouvernementaux

2. GROUND BAR COPPER BUSBAR 12" (300mm) x 6" (150mm) x 1/4" (6mm) aovern ovioes
BOLTED TO SIDE OF TRAY, RACK OR WALL WITH PHENOLIC INSULATORS
WITH A 2" (51mm) STANDOFF. Real Property Direction générale
Branch des biens immobiliers

3. CONNECTORS TO BE 2-HOLE DOUBLE CRIMP TYPE.

4, COMPLY WITH J-STD—-607—A-2002 — COMMERCIAL BUILDING GROUNDING
AND BONDING REQUIREMENT FOR TELECOMMUNICATION.
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BURNDY HYLUG, DOUBLE CRIMP, BARE GROUND WIRE.

DOUBLE HOLE, LONG BARREL _
1/2" (13mm) STUD SIZE NOTES:
COMPONENTS AND WIRING BY DIVISION 26, UNLESS OTHERWISE NOTED.

BURNDY HYLUG, CRIMP TYPE,
TWO HOLE, LONG BARREL
1/4" (6mm) STUD SIZE
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