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16 " wide and 
Deck Perimeter 

 

16" wide X 20' long

Pilot Reference Line

(see 3 for dimensions)

Safe Load Indication

(see 5 for dimensions)

Helicopter Deck Identifier

(see 7 for dimensions)

Designator

continuous

16 " wide and

Flight Deck Line 

continuous
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24 feet

High Endurance Multi-Task Vessels
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drawing which is 4" thick **

** All line thickness are 16 " wide with the exception of number 3 in 

wide, alternating pattern as pictured (yellow color).

(Example) deck cranes, fireboxes. Each marker is 24" long x 16"  
  1  Is the Limited Obstacle Line located before any obstructions

NOTES:

 

 

  

  

 

wide (yellow color).

2  Flight Deck Line to be continuous and unbroken,16"

 

  

 

 

  

 

16" wide x 20' in length (yellow color). Note: To be

4  Is the Pilot Reference Line.  

should be 4 " thick.

32" high x 4" thickness (yellow color). Note: Box around number 

3  Is the Safe Load Indication indicated in thousands of lbs. Font 

5  Is the Helicopter Deck Identifier, centred on flight deck,10'

painted on top of mat.

8  Is the Peripheral Safety Net (raisable as necessary).

(yellow color).

7  Is the designator for the Bell 429. Font 16" high x 4" thickness

ahead (forward) of the Pilot Reference Line (yellow color).

6  Is the Rubber Mat,14'x 20',(or textured surface) located 1'

on top as shown.

high x 16" thickness (white color). Has to be visible and painted 

wide, 2' long and 2' spacing

Limited Obstacle Area Boundary 16 "
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Indicateur d’héliplateforme 

(voir 5 pour les dimensions).  
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dimensions).

(voir 3 pour les 

charge admissible 

Indication de la 

 

6
du tapis. 

Pourtour 

Outline
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1

longueur et 2 pi d’espacement.

d’obstacles, 16 po de largeur, 2 pi de 
Périmètre de la surface de limitation

longueur.

largeur et 20 pi de 
du pilote, 16 po de

Ligne de référence 

besoin).

périmètre (relevable au 
Filet de sécurité du

Désignateur 

(voir 7 pour les dimensions). 

ininterrompue, 16 po de largeur (en jaune).

2  La ligne du pont d’envol doit être continue et 

L’encadré autour du nombre doit être de 4 po d’épaisseur. 

de 32 po de hauteur et 4 po de largeur (en jaune). Remarque : 

3  Charge admissible indiquée en milliers de livres. Caractères 

  

jaune). Remarque : Doit être peinte sur le tapis.

dégagement de 16 po de largeur et 20 pi de longueur (en 

  4  Ligne de référence du pilote aussi appelée ligne de 

situé à 1 pi de la ligne de référence du pilote (en jaune). 

6  Tapis de caoutchouc, 14 pi et 20 pi (ou surface texturée), 

largeur, motif en alternance comme illustré (en jaune).

combustion. Chaque repère a 24 po de longueur et 16 po de 

obstruction (par exemple) grues de pont, chambres de 

1  La ligne de limitation d’obstacles située avant toute 

Remarques:

8  Filet de sécurité du périmètre (relevable au besoin). 

po de largeur (en jaune).

7  Indicateur pour Bell 429. Caractères de 16 po de hauteur et 4 

d’épaisseur.**

l’exception du chiffre 3 dans le dessin qui est de 4 po 

**L’épaisseur de toutes les lignes est de 16 po d’épaisseur, à 

pieds

11 pieds

24 pieds

 
 
 
 
 
 

continue.

de largeur, 
d’envol, 16 po 
Ligne du pont 

continue. 

16 po de largeur, 

Périmètre de pont 

Navire multitâche à haute endurances
MARQUAGES
PONT D'HÉLICOPTÈRE

approuv é

pas de vraie échelle

scale - échelle

peint sur la surface, comme indiqué.

de hauteur et 16 po d’épaisseur (en blanc). Doit être visible et 
  5  Indicateur d’héliplateforme, centré sur le pont d’envol, 10 pi 
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