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 CCG MSPV “Corporal Teather C.V.” IMO No. 9586057 
-Vessel Modifications for Engine Overhaul 

 
1.  The Document listed in paragraph 1 of the appendix has been examined for compliance with 

Lloyd’s Register Rules and Regulations for the Classification of Special Service Craft, July 2017, Pt 3, 
Ch. 4, 5.5 and Pt 6, Ch. 3, 8,  and has been assigned an appraisal status as indicated, subject to the 
following: 

 

1.1 Scantlings of portable plates are to be of equivalent strength to unpierced deck.  4 mm plating 

and 40x20x3 AB stiffeners are acceptable, if they are the same as existing deck plating and 
stiffeners. 

AQS 

1.2 Spacing of bolts securing portable plates is to be not more than 10 bolt diameters. AQS 
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FINAL ACCEPTANCE OF ACTUAL ITEM(S) DEPEND(S) ON SATISFACTORY SURVEY AND TESTING 
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Form 6438MAR (2016.05) 

 
1. The documents listed below have been examined: 
 

Document No. Rev. Title Status Date 

C17-17-130-12 
     Sheet 1-2/2 

0 Vessel Modification Prior to Overhaul A 29-May-2018 

 
 

Appraisal Status Key: 
 
A Approved - provided the arrangements are to the surveyor's satisfaction 

AQS Details to be submitted by the client to the local surveyor’s Office responsible for surveying the building and the arrangements 
verified in accordance with the Rule/Regulations requirements by the surveyor. 

 


	1.1 Scantlings of portable plates are to be of equivalent strength to unpierced deck.  4 mm plating and 40x20x3 AB stiffeners are acceptable, if they are the same as existing deck plating and stiffeners.
	1.2 Spacing of bolts securing portable plates is to be not more than 10 bolt diameters.

