Plot Scale:

NEW LIGHTING FIXTURES. EATON INVUE EMM—EQ3—-LED—E1-SLL-S0-7030 (C/W 90° SPILL
LIGHT ELIMINATOR LEFT) & EATON INVUE EMM—EO3—-LED—E1-SLR—-S0-7030 (C/W 90C°
SPILL LIGHT ELIMINATOR RIGHT) OR APPROVED EQUAL. SUPPLY AND INSTALL APPROVED

MOUNTING BRACKET, POLE BRACKET, AND TWIN POLE MOUNT ARM AS PER MANUFACTURER.

EATON INVUE VA6101-BZ (MODERN)4/

BISHOP WALL MOUNT ARMS TO ACCEPT
LIGHTING FIXTURES AS INDICATED ON
SITE PLAN. CONTRACTOR TO SHAVE
PORTION OF POLE TO A FLAT SURFACE
TO MOUNT POLE BRACKET.

COORDINATE THE INSTALLATION OF

CONTRACTOR TO ORIENTATE
LIGHTING FIXTURES FOR
OPTIMUM PERFORMANCE.

NEW LIQUID TIGHT

\ FLEX TO FIXTURE.
150 X 150 X 100mm RIGID PVC

JUNCTION BOX C/W WEATHERPROOF
COVERPLATE, NEOPRENE GASKET &
MOUNTING STRAPS. THREADED HUBS

100 X 100 X 100mm RIGID PVC
JUNCTION BOX C/W WEATHERPROOF

COVERPLATE, NEOPRENE -

GASKET & MOUNTING STRAPS.
THREADED HUBS FOR CONDUITS.
PROVIDE WEATHERPROOF FITTINGS.

NOTE:

1. LIGHTING SUPPLIED AND INSTALLED BY
ELECTRICAL CONTRACTOR. JIB CRANE AND
ASSOCIATED EQUIPMENT WILL BE SUPPLIED BY
OWNER AND INSTALLED BY ELECTRICAL
CONTRACTOR. EQUIPMENT TO BE PICKED UP BY
ELECTRICAL CONTRACTOR AT DFO'S WAREHOUSE IN
DONOVANS INDUSTRIAL PARK, MOUNT PEARL, NL.

NEW TYPE 'A’ LED LIGHT FIXTURE. SEE SPECIFICATION
FOR DETAILS. SUPPLY AND INSTALL APPROVED MOUNTING

BRACKET, WALL/POLE BRACKET, AND CROSS ARM FITTING
AS PER MANUFACTURER.

~— NEW LIQUID TIGHT FLEX TO FIXTURE.

2 #10 RW90O + 1 #12 TW GROUND IN
27mm RIGID PVC CONDUIT. PROVIDE
STRAPS AS PER CODE REQUIREMENTS.

I* Fisheries and Oceans Peches et Oceans
Canada Canada

SMALL CRAFT HARBOURS

Small Craft Harbours
Ports pour petits bateatix

ALL WOODEN POLES WITH GENERAL
CONTRACTOR AND IN ACCORDANCE
WITH CIVIL SPECIFICATION.

FOR CONDUITS. PROVIDE
WEATHERPROOF FITTINGS.

—— PROVIDE NEW TWO HOLE STRAPS

EVERY 1.2 METERS.

MIN. 6mm THICK ALUMINUM
COVERPLATE  FOR MECHANICAL NEW WOODEN POLE.

PROTECTION. SHAPE COVER TO
USE STAINLESS STEEL SCREWS TO
FASTEN TO WOODEN POLE.

CAP 27mm RIGID PVC CONDUIT —— | I
C/W PULL ROPE AT 1200mm
ABOVE CONCRETE WITH SCREW ON

27mm RIGID PVC CONDUIT
C/W WIRING AS PER PANEL
SCHEDULE. PROVIDE STRAPS
AS PER CODE REQUIREMENTS.

CONCRETE DECK.

17 TOP OF EXISTING FINISHED

COVER. (FUTURE CAMERA)

QJ —— 27mm RIGID PVC CONDUIT

C/W WIRING AS PER PANEL
SCHEDULE.

DETAIL: LIGHT POLE #5 AND #6

CAP 27mm RIGID PVC CONDUIT

C/W PULL ROPE WITH SCREW
ON COVER WITHIN JIB CRANE
ENCLOSURE. (FUTURE CAMERA)

LIQUID TIGHT FLEX CONDUIT
STRAP CONDUIT TO JIB CRANE.

RIGID GALVANIZED 90 DEGREE
CONDUIT BEND AND CONDUIT.

RIGID GALVANIZED LB AROUND
BASE OF JIB CRANE.

RIGID GALVANIZED 90 DEGREE
CONDUIT BEND AND CONDUIT.

PVC TO GALVANIZED CONDUIT.—\

JIB CRANE SUPPLIED BY OWNER AND
INSTALLED BY ELECTRICAL
CONTRACTOR.

c 3] PROVIDE 2—HOLE STRAPS

ENCLOSURE TO BE PROVIDED BY OWNER.

NOTES
1. PROVIDE NECESSARY BRACKETS AND APPROVED
WELDING PROCEDURES TO SUPPORT LIGHT FIXTURES

//-%&‘ TO CRANE TOWER. PROVIDE CORROSION RESISTANT

PAINT TO MATCH EXISTING AND SAFETY CHAIN FROM
STRUCTURE TO LIGHT FIXTURE.

15A, 120V RECEPTACLE C/W WEATHERPROOF
COVER AS PER CANADIAN ELECTRICAL CODE.

CONCRETE BASE |

ENSURE CONDUIT IS BROUGHT UP ON THE SIDE
OF THE JIB CRANE NEXT TO WHEEL GUARD TO
PREVENT DAMAGE FROM EQUIPMENT.

NOTES:

—_

ALL ELEVATIONS ARE IN METRES
UNLESS OTHERWISE NOTED.

2. ALL DIMENSIONS ARE IN MILLIMETRES
UNLESS OTHERWISE NOTED.
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SCALE : N.T.S.
SCALE : N.T.S.
EXISTING MULTI—CIRCUIT ENERGY _ SEE NEW MULTI—CIRCUIT ENERGY NEW MULTI-CIRCUIT ENERGY METER NOTES:
METER NOTES ON THIS DRAWING.
XETDERCT,ES':‘CTLOOS,\;Jgﬁog/ XVLLD'SPLAYS (CIRCUITS FROM PANEL "A™ 1. NEW MULTI—CIRCUIT ENERGY METER ENCLOSURES C/W DISPLAYS AND CT'S. SHALL
ISTING RECEPTACLE | CIRCUITS OF MONITOR ALL RECEPTACLE CIRCUITS (11 SUCH) OF NEW ELECTRICAL PEDESTALS (2
ELECTRICAL PEDESTALS. SUCH). CAPACITY FOR MONITORING 30 CIRCUITS MINIMUM. MEASURE AMPERAGE, VOLTAGE,
(CIRCUITS FROM PANEL "8") KW, KVA, KVAR, PF, HZ, KWH. INTELLIMETER OR APPROVED EQUAL. ALL METERS TO BE
FACTORY SEALED AND REISTERED WITH MEASUREMENT CANADA. COORDINATE WITH
EXISTING JIB EXISTING PANEL “B” HARBOUR AUTHORITY.
CRANE #1 400 AMP, 120/240
CONTROLLER VOLT, 1. 3 WIRE 2. CONTRACTOR TO SUPPLY AND INSTALL TEST BLOCK EQUAL TO MESURINA 4 POLE TEST

NEW 75 KVA DRY
TYPE TRANSFORMER
208:120/240 VOLT,
196, 3W

EXISTING PANEL "B”

400 AMP, 120/240
| VOLT, 16, 3 WIRE

EXISTING J
EXHAUST

EXISTING PANEL "A”

FAN F—1 200 AMP, 120/208
VOLT, 38, 4 WIRE
75mm CONCRETE PAD
EXISTING e ]
MANUAL A b ﬂ
STARTER. — . ; EXISTING 75 KVA
BROKEN LINE INDICATES EXISTING N | DRY TYPE
SOLID LINE INDICATES NEW N | TRANSFORMER
EXISTING REVERSE ———— (T ) | | 208:120/240 VOLT,
ACTING THERMOSTAT. ~-~C L ! ’
=~ [ |
T LAYOUT INDICATED IS APPROXIMATE L !
N ONLY. CONTRACTOR TO RELOCATE I d
. ELECTRICAL DEVICES IN SHED TO b ]
N SUIT SITE CONDITIONS. TO BE
s I COORDINATED ON SITE. R
(Y 1
o) o ) EXISTING SERVICE
Lo "\~ ENTRANCE CONDUITS
[ -
N EXISTING 600 AMP,
EXISTING | 120/208 VOLT, 3¢, 4
BASEBOARD o WIRE SINGLE SECTION
HEATER EXISTING Lo SERVICE ENTRANCE BOARD.
DAMPER L
MOTOR. L]
+ N\
T —
e — SR EXISTING
! ! — UTILITY
I | | | [ | DM METER

NEW PANEL "C” 400 AMP,
120/240 VOLT, 19, 3 WIRE

SEE NEW MULTI-CIRCUIT ENERGY

METER NOTES ON THIS DRAWING. CONTROLLER

(CIRCUITS FROM PANEL "C")

ELECTRICAL SHED LAYOUT

Omm

SCALE : 1:20

500mm 1000mm 1500mm 2000mm 2500mm

—— NEW JIB CRANE #2

SWITCH C/W COVER. TEST BLOCK TO BE TIED INTO NEW MULTI-METERING SYSTEM TO
MEASURE VOLTAGE REFERENCE. PROVIDE LABEL TO READ "VOLTAGE TEST BLOCK”.

5. CONTRACTOR SHALL ENSURE THAT THE INFORMATION LABELS OF THE CURRENT
TRANSFORMERS (POLARITY MARK / DIRECTION OF CURRENT FLOW, SERIAL NUMBER,

APPROVAL NUMBER, ETC.) ARE PLACED AT THE FRONT AND ARE VISIBLE AND LEGIBLE BY
THE INSPECTOR.

4. CONTRACTOR TO INSTALL MULTI-METERING SYSTEM IN COMPLIANCE WITH MEASUREMENT
CANADA. REFER TO THE FOLLOWING MEASUREMENT CANADA DOCUMENTS:

4.1, S—E—04——INSTALLATION REQUIREMENTS FOR MULTIPLE CUSTOMER METERING SYSTEMS
https://www.ic.gc.ca/eic/site/mc-mc.nsf/eng/Im00586.html

4.2. S—E—03—-SPECIFICATION FOR THE INSTALLATION AND USE OF ELECTRICITY METERS
—— INPUT CONNECTIONS AND RATINGS. https://www.ic.gc.ca/eic/site/mc-mc.nsf/eng/Im00172.html

4.3. S—E—08—-—SPECIFICATIONS FOR THE INSTALLATION AND USE OF ELECTRICITY METERS
— MEASUREMENT CANADA STADNARD DRAWINGS FOR ELECTRICITY METERING
INSTALLATIONS https://www.ic.gc.ca/eic/site/mc-mc.nsf/eng/Im04068.html

5. CONTRACTOR SHALL ARRANGE FOR SUPPLIERS, EQUIPMENT MANUFACTURERS, AND/OR
OTHERS AS REQUIRED FOR ALL COMMISSIONING ACTIVITIES OF THIS SYSTEM. ENSURE
PROPER OPERATION OF EQUIPMENT AND ON SITE TRAINING, MAKING NECESSARY
CORRECTIONS AS REQUIRED. PROVIDE COMMISSIONING REPORT INCLUDING LIST OF
ATTENDEES AND DATE OF ON SITE COMMISSIONING. ALL COSTS ASSOCIATED WITH
COMMISSIONING REQUIREMENTS SHALL BE INCLUDED WITHIN TENDER PRICE.
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