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LOOKING FORWARD
Scale:  1:10

OVERHEAD CONSOLE IS INSTALLED TO
PORT OF THE EXISTING SUPPORT BAR

NEW OVERHEAD
RED/WHITE LED LIGHTS

NEW OVERHEAD
RED/WHITE LED LIGHTS

NEW UPPER PLATE

TELEPHONE & VHF RADIO RELOCATED
TO PORT SIDE OF TOP PLATE

KONGBERG & SEARCH LIGHT CONTROLS
RELOCATED TO LOWER PANEL ABOVE
LOGBOOK SPACE

REPLACE WOOD LOGBOOK EDGE WITH LOWER
PROFILE ALUMINUM BRACKET TO ALLOW MORE
SPACE FOR THE LOGBOOK. BRACKET ROUNDED AND
DEBURRED, PAINTED TO MATCH CONSOLE PLATE

2071

EX IST ING HEADROOM

81 1
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LOOKING TO PORT - SECTION THROUGH CONSOLES
Scale:  1:10

EXISTING STBD
NAVIGATION
CONSOLE

LOGBOOK

HEADLINER TOPSIDE/SUPPORTED LEVEL

HEADLINER UNDERSIDE

406

APPROX
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APPROX

INSULATION AND
STRUCTURE ABOVE
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2070

EX IST ING HEADROOM

81 1
2

NEW OVERHEAD CONSOLE TO HANG
NO LOWER THAN EXISTING

OVERHEAD CONSOLE

AFT WALL

FORWARD

LOGBOOK

TELEPHONE & VHF RADIO RELOCATED
TO PORT SIDE OF TOP PLATE

REPLACE WOOD LOGBOOK EDGE WITH LOWER
PROFILE ALUMINUM BRACKET TO ALLOW MORE
SPACE FOR THE LOGBOOK. BRACKET ROUNDED AND
DEBURRED, PAINTED TO MATCH CONSOLE PLATE

PLAN
Scale:  1:10
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NEW UPPER PLATE

EXISTING SUPPORT BAR

EX
IS

TI
N
G

 L
IG

H
TCEILING PANELS TO BE

TRIMMED TO FIT
OVERHEAD CONSOLE

OVERHEAD CONSOLE IS INSTALLED
AGAINST EXISTING SUPPORT BAR,
EXISTING LIGHT PANEL REMOVED

EXISTING CEILING PANELS

NEW OVERHEAD
RED/WHITE LED LIGHTS

NEW OVERHEAD
RED/WHITE LED LIGHTS
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REFLECTED CEILING PLAN
Scale:  1:10

PRIOR TO ANY FABRICATION COMMENCING, THE CEILING PANELS MUST BE 
PULLED DOWN TO ENSURE THE OVERHEAD CONSOLE HAS CLEARANCE TO 
EXISTING STRUCTURE AND SYSTEMS

NOTES:

1.) EXISTING HEADLINER PANELS TO BE TRIMMED AS SHOWN. BUILDER TO 
CONFIRM CLEARANCES ABOVE THE HEADLINER TO EXISTING STRUCTURE AND 
SYSTEMS PRIOR TO FABRICATION COMMENCING. FINAL INSTALLATION DETAILS 
BY BUILDER

2.) INSTALLATION BRACKETS AND DETAILS BY BUILDER

3.) OVERHEAD CONSOLE IS DESIGNED TO HOUSE 2X HATTELAND DISPLAY HD 
26T21 STD SERIES X DISPLAYS, SKIPPER IR300, AND SIMRAD IS80. ALTERNATE 
DISPLAYS WILL REQUIRE CHANGES TO THE DESIGN. DISPLAYS TO BE ATTACHED 
TO FACEPLATE WITH BRACKETS INCLUDED WITH DISPLAYS, OR BY BUILDER 
DISCRETION

4.) OVERHEAD CONSOLE MATERIAL IS ALUMINUM. PERIMETER FRAME IS 
SHOWN AS 1” X 3/4” X 1/8” THK RECTANGLE TUBE. CONSOLE PANELS ARE 3mm 
ALUMINUM. FACEPLATE IS 5mm ALUMINUM OR PLASTIC, BUILDERS DISCRETION.

5.) OVERHEAD CONSOLE FACEPLATE HINGING DETAILS BY BUILDER

6.) OVERHEAD CONSOLE WELDING DETAILS BY BUILDER

7.) OVERHEAD CONSOLE FINISH IS WRINKLE BLACK POWDERCOAT

8.) OVERHEAD CONSOLE DRAWING HAS ATTACHED DWG FILE CONTAINS 1:1 
SCALE FLAT PATTERNS FOR ALL FLAT PANELS, FOR USE AS REFERENCE ONLY

9.) NEW DISPLAY MOUNTS IN AFT CONSOLE BY BUILDER. MOUNTS SHOWN ARE 
3mm ALUMINUM CONSTRUCTION. MOUNTS TO BE BUILT AS SMALL AS POSSIBLE 
TO SUIT DISPLAYS, AS TO MAXIMIZE REMAINING SPACE IN THE CONSOLE UPPER 
PLATE

10.) ANY ADDITIONAL ELECTRONICS REPOSITIONING AND REMOVAL TO BE 
CONFIRMED WITH CCG ELECTRONICS DEPARTMENT.

11.) NEW DISPLAYS IN BRIDGE TO BE MOUNTED ON RAMMOUNT ADJUSTABLE 
MOUNTS WHERE SUITABLE. CCG ELECTRONICS DEPARTMENT TO CONFIRM ALL 
LOCATIONS AND WIRING REQUIRMENTS PRIOR TO INSTALLATION

RECONFIGURED UPPER CONSOLE
-3X NAUTICOMP TITAN 24-2412 DISPLAY
-EXISTING SHIP GAUGES AND CONTROLS RELOCATED TO SUIT NEW DISPLAY ARRANGEMENT 
-SIZE OF NEW ANGLED DISPLAY MOUNTS IS APPROX, BUILDER TO DETAIL TO SUIT DISPLAYS

NEW OVERHEAD CONSOLE
-2X HATTELAND DISPLAY HD 26T22 STD SERIES X DISPLAY 
-SKIPPER IR300
-SIMRAD IS80

RECONFIGURED UPPER CONSOLE
-3X NAUTICOMP TITAN 24-2412 DISPLAY
-EXISTING SHIP GAUGES AND CONTROLS RELOCATED TO SUIT NEW DISPLAY ARRANGEMENT 
-SIZE OF NEW ANGLED DISPLAY MOUNTS IS APPROX, BUILDER TO DETAIL TO SUIT DISPLAYS

SEARCH LIGHT CONTROLS RELOCATED 
TO LOWER PANEL ABOVELOGBOOK 
SPACE



