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AGGREGATE BASE COURSES

1.3 REFERENCES
(Cont'd)

.2 Canadian General Standards Board (CGSB)
CAN/CGSB-8.1-88, Sieves, Testing, Woven Wire,

Inch Series.
CAN/CGSB-8.2-M88, Sieves, Testing, Woven

Wire, Metric.
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.2

1.4 DELIVERY,
STORAGE AND
HANDLING

.1 Deliver and stockpile aggregate in accordance with
Section 31 05 16 - Aggregates for Earthwork.
Stockpile minimum 50% of total aggregate required
prior to beginning operation.

Divert unused granular material from landfill to
local facility as approved by Departmental
Representative.

.2

PART 2 - PRODUCTS

2.1 MATERIALS .1 Type 1 Granular base: Material to the following
requirements:

Granulations to be within foilwing limits
when tested to ASTM C136-84a and ASTM C117-87. The
gradings shall not show marked fluctuatiofrom
opposite extremes of the limiting sizes, and
giving a smooth curve without sharp breaks when
plotted on a semi-log grading chart to ASTM.

. 1

ASTM Sieve Designation % Passing
19.0 mm 100
12.5 mm
9.5 mm
4.75 mm
2.00 mm
0.425 mm
0.180 mm
0.075 mm

70-100

40-70
23-50
7-25

3-8

.2 Type 2 Granular Sub-Base Material to the following
requirements:

Gradation to be within following limits when
tested to ASTM C136-82 and ASTM C117-80. The
gradings shall not show marked fluctuations from
opposite extremes of the limiting sizes, having a
smooth curve without sharp breaks when plotted on
a semi-log grading chart to ASTM Ell-87.
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