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3.3 DISPOSAL OF
MATERIAL

3.4 RESTORATION

Reinstate areas and existing works outside areas of
demolition to conditions that existed prior to
commencement of work.
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All demolished materials, except materials
designated to be reused, will become property of
contractor and will be removed from site and
disposed of to satisfaction of Departmental 
Representative and in accordance with environmental
guidelines. It is the sole responsibility of the 
contractor to dispose of all demolished materials at 
an approved disposal site. Ensure that disposal site
is approved and willing to accommodate any materials 
disposed of from work site. All creosote material 
shall be removed and disposed at the Contractor's
cost, including disposal fees, at the approved waste 
disposal facility at Norris Arm, NL. Contractor 
shall make all necessary arrangements with the 
approved waste disposal facility prior to start of 
work.

Contractor shall obtain and pay for all necessary 
permits and disposal fees for use of an approved
waste disposal site.

Contractor to dispose of all demolished materials at 
a provincially approved waste disposal facility.
Ensure the disposal site is approved and willing to
accommodate any disposed of from the work.

Excavated material from below water to be
transported using watertight dump trucks to a
provincially approved waste disposal facility.

Contractor to collect two (2) creosote timber
samples from timbers that were located below L.N.T.
Contractor to contact BV Labs (formerly Maxxam 
Analytics) at 49 Elizabeth Avenue, Telephone,
709-754-0203 to determine the sampling requirements.
Samples to be tested for treated timber package 
(cresols, benzo (a) pyrene, PCP), TCLP leachate.
Results of sampling to be presented to 
representatives of the Robin Hood Bay landfill site 
at the time of disposal. Contractor responsible for
costs of sampling and testing.

Upon completion of work, remove debris, trim
surfaces and leave work site in clean condition.
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