STATION 0+290 TO
STATION 0+365
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—REMOVE EXISTING SURFACE LAYER
(37.5mm) WITH A MILLING MACHINE

APPROVED WASTE FACILITY

SIDEWALK

—FILL/OVERLAY WITH NEW ASPHALT AS

CLASS B’
Um7\_o_l_|_|_oz — m AND DISPOSE OFF SITE AT AN
_ 6100 (WIDTH OF EXISTING ROAD) SIDEWALK
_
FINISH SURFACE FLUSH WITH EXISTING | 3050

TO PROVIDE SMOOTH ,ﬂm>zw_jozl/_
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NOTE:

1. MATCH EXISTING GRADES TO PROVIDE Zm/>\ o

POSITIVE DRAINAGE ON NEW ASPHALT.

SPECIFIED (MINIMUM COMPACTED
m THICKNESS IS 37.5mm)

2. WHERE EXISTING LINE PAINTINGS ARE
REMOVED DURING DEMOLITION,
REPAINT TO MATCH EXISTING AFTER
NEW ASPHALT IS PLACED.

3. ALLOW FOR ADDITIONAL ASPHALT TO
FILL ISOLATED POTHOLES WHICH
EXTEND DOWN THROUGH BASE LAYER.

—APPLY ASPHALT BINDER TACK
COAT TO EXISTING SURFACE TO
PROMOTE BONDING

STATION 0+390 TO
STATION O+410

SHADED WORK
AREA IS 65m?

6100 (WIDTH OF EXISTING ROAD) SIDEWALK

ASPHALT 3050

|
2T

CLASS A’
y:
|/+++++++++++ + + + + + + + + + + + ¥ *+ + + + + + + + + + + + + + + ¥+ ¥+ + + + + + + 4

+ + + + + + + + + + + + + + + + + + + + + + + + F+++F o+

CLASS 'B’—

REMOVE EXISTING SURFACE LAYER U m 7\_ O _l_|_|_ O Z — _vl

(37.5mm) WITH A MILLING MACHINE
AND DISPOSE OFF SITE AT AN
APPROVED WASTE FACILITY

6100 (WIDTH OF EXISTING ROAD) SIDEWALK

3050 _
BLEND INTO |

SHOULDER 2

_
FINISH SURFACE FLUSH WITH EXISTING
TO PROVIDE SMOOTH TRANSITION
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NOTE:

1. MATCH EXISTING GRADES TO PROVIDE POSITIVE Zm<<
om>_z>omozzm<<>wn1>5.

—FILL/OVERLAY WITH NEW ASPHALT AS
SPECIFIED (MINIMUM COMPACTED
_vl THICKNESS IS 37.5mm)

2. WHERE EXISTING LINE PAINTINGS ARE REMOVED
DURING DEMOLITION, REPAINT TO MATCH
EXISTING AFTER NEW ASPHALT IS PLACED.

3. ALLOW FOR ADDITIONAL ASPHALT TO FILL
ISOLATED POTHOLES WHICH EXTEND DOWN
THROUGH BASE LAYER.

4. BLEND AND COMPACT CLASS °'A’ SHOULDER TO
EDGE OF NEW ASPHALT AS REQUIRED.

—APPLY ASPHALT BINDER TACK
COAT TO EXISTING SURFACE TO
PROMOTE BONDING

C
STATION O+415 TO
STATION 0+465

SHADED WORK AREA IS 240m?*
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PROTECT CATCH
BASIN AND
PROVIDE SMOOTH
TRANSITION OF
ASPHALT TOWARDS
CATCH BASIN
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VARIES 6100—13089 (WIDTH OF EXISTING ROAD) SIDEWALK
] ASPHALT _ VARIES 3050-6545
CLASS "A'—~_ \_
CLASS 'B’
—REMOVE EXISTING SURFACE LAYER
(37.5mm) WITH A MILLING MACHINE
DEMOLITION — G AND DISPOSE OFF SITE AT AN
APPROVED WASTE FACILITY
~
~ | VARIES 6100—13089 (WIDTH OF EXISTING ROAD) SIDEWALK
™~ N
~ P _
~& FINISH SURFACE FLUSH WITH EXISTING | VARIES 3050—6545
TO PROVIDE SMOOTH %>zm:_oz/_
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SIDEWALK
NOTE: —FILL/OVERLAY WITH NEW ASPHALT AS
1. MATCH EXISTING GRADES TO PROVIDE NEW — G SPECIFIED (MINIMUM COMPACTED
POSITIVE DRAINAGE ON NEW ASPHALT. THICKNESS IS 37.5mm)
2. WHERE EXISTING LINE PAINTINGS ARE
REMOVED DURING DEMOLITION, —APPLY ASPHALT BINDER TACK
REPAINT TO MATCH EXISTING AFTER COAT TO EXISTING SURFACE TO
NEW ASPHALT IS PLACED. PROMOTE BONDING
3. ALLOW FOR ADDITIONAL ASPHALT TO
FILL ISOLATED POTHOLES WHICH
EXTEND DOWN THROUGH BASE LAYER.
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