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GENERAL NOTES :

CONTRACTOR TO REPLACE EXISTING CAST IRON DRAINAGE PIPING FOR

BOTH SANITARY DRAIN SYSTEM AND STORM DRAIN / RAIN WATER DRAIN
SYSTEMS. NOTE THAT NOT ALL VERTICAL RISERS OR HORIZONTAL PIPING
ASSOCIATED WITH EITHER DRAINAGE SYSTEM IS NECESSARILY ENTIRELY SHOWN
OR INDICATED IN CEILING SPACES OR IN WALLS OR FURRED OUT CHASES.

ALL PIPING TO BE REPLACED EVEN IF NOT SHOWN ON THESE DRAWINGS.

ANY PIPING FOUND TO BE ABS PLASTIC OR PVC STANDARD INCLUDING FITTINGS
FOR EITHER SYSTEMS AS NOTED SHALL ALSO BE REPLACED.

ALL CAST IRON SANITARY & RWL/STORM DRAIN PIPING LOCATED IN TUNNELS
TO BE REPLACED

SOME MAIN SANITARY AND RWL RISERS HAVE BEEN HIGHLIGHTED SIMPLY

TO SHOW THEIR LOCATION AND TO ACT AS A GUIDE. CONTRACTOR TO ABANDON
RISERS ONLY WHERE NOTED, AND REPLACE WITH NEW PIPING IN SIMILAR

CHOSEN LOCATION WHERE NOTED. FINAL RISER LOCATIONS SHALL BE COORDINATED
WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

NOT ALL HORIZONTAL RUNS ARE SHOWN.

REPLACE ANY HORIZONTAL CAST IRON PIPING FOUND.

WHERE EXISTING STACK IS SHOWN TO BE RELOCATED, CONTRACTOR SHALL
REVISE ALL EXISTING BRANCH PIPING TO BE REROUTED TO NEW STACK LOCATION.

THE OWNER WILL BE RESPONSIBLE FOR THE REMOVAL AND RE-INSTALLATION
OF ANY T-BAR CEILING TILES AND GRIDS AS MAY BE REQUIRED FOR THE
CONTRACTOR TO COMPLETE THEIR WORK. THIS SHALL ALSO INCLUDE FOR
ANY CEILING LIGHT FIXTURES THAT ALSO MAY NEED TO BE TEMPORARILY
REMOVED OR RELOCATED TO ALLOW THE CONTRACTOR TO DO THEIR WORK.
LOCATIONS SHALL BE COORDINATED WITH OWNERS REPRESENTATIVE
BEFORE CONSTRUCTION AND INSTALLATION.

DEMOLITION AND RECONSTRUCTION OF ANY GWB DRYWALL CEILINGS

SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

THE OWNER WILL BE RESPONSIBLE FOR THE TEMPORARY MOVING AND/OR RELOCATION
AND RE-INSTALLATION OF ANY EXISTING COUNTERTOP, FREE-STANDING OR WALL
MOUNTED LAB EQUIPMENT (FUME HOOD, FRIDGES, INCUBATORS ETC..) AS MAY BE
REQUIRED FOR THE CONTRACTOR TO COMPLETE THEIR WORK. LOCATIONS SHALL

BE COORDINATED WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND
INSTALLATION.

THE CONTRACTOR SHALL BE RESPONSIBLE TO TEMPORARILY DISCONNECT ANY
MECHANICAL AND/OR ELECTRICAL CONNECTION AND PROVIDE ANY TEMPORARY

CAP(S) AS REQUIRED TO ALLOW LAB EQUIPMENT TO BE MOVED TO ALLOW CONTRACTOR
TO COMPLETE THEIR WORK. LOCATIONS SHALL BE COORDINATED WITH OWNERS
REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

THIS DRAWING MUST BE PRINTED IN COLOUR
TO ASCERTAIN ALL INFORMATION.

BLACK & WHITE PRINTS OR REPRODUCTIONS
MAY NOT CLEARLY SHOW ALL INFORMATION.
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GENERAL NOTES

CONTRACTOR TO VERIFY ALL DIMENSIONS AND CLEARANCES
ON SITE PRIOR TO CONSTRUCTION AND REPORT ANY

DISCREPANCIES AND/OR OMISSIONS TO DEPARTMENTAL

REPRESENTATIVE.

CONTRACTORS MUST VISIT THE SITE AND FULLY FAMILIARIZE
THEMSELVES WITH THE SCOPE OF THE WORK PRIOR TO

PROJECT COMMENCEMENT.

ALL TRADES TO COORDINATE WORK ON SITE, WITH
APPROVAL OF DEPARTMENTAL REPRESENTATIVE TO AVOID

ANY CONFLICTS AND/OR INTERFERENCE.

ANY AND ALL REQUIRED SHUTDOWNS SHALL BE
COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.

INSTALLATION OF ALL SYSTEMS SHALL BE IN ACCORDANCE
WITH APPLICABLE CODES AND STANDARDS.

CONTRACTOR TO BE RESPONSIBLE FOR REINSTATEMENT
AND REPAIR OF ANY DAMAGE CAUSED BY WORK.

CONTRACTOR SHALL PREVENT THE SPREAD OF DUST AND
DEBRIS BEYOND AREA OF WORK AND CLEAN ALL

SURFACES AT COMPLETION.
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GENERAL NOTES :

CONTRACTOR TO REPLACE EXISTING CAST IRON DRAINAGE PIPING FOR

BOTH SANITARY DRAIN SYSTEM AND STORM DRAIN / RAIN WATER DRAIN
SYSTEMS. NOTE THAT NOT ALL VERTICAL RISERS OR HORIZONTAL PIPING
ASSOCIATED WITH EITHER DRAINAGE SYSTEM IS NECESSARILY ENTIRELY SHOWN
OR INDICATED IN CEILING SPACES OR IN WALLS OR FURRED OUT CHASES.

ALL PIPING TO BE REPLACED EVEN IF NOT SHOWN ON THESE DRAWINGS.

ANY PIPING FOUND TO BE ABS PLASTIC OR PVC STANDARD INCLUDING FITTINGS
FOR EITHER SYSTEMS AS NOTED SHALL ALSO BE REPLACED.

ALL CAST IRON SANITARY & RWL/STORM DRAIN PIPING LOCATED IN TUNNELS

TO BE REPLACED

SOME MAIN SANITARY AND RWL RISERS HAVE BEEN HIGHLIGHTED SIMPLY

TO SHOW THEIR LOCATION AND TO ACT AS A GUIDE. CONTRACTOR TO ABANDON
RISERS ONLY WHERE NOTED, AND REPLACE WITH NEW PIPING IN SIMILAR

CHOSEN LOCATION WHERE NOTED. FINAL RISER LOCATIONS SHALL BE COORDINATED
WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

NOT ALL HORIZONTAL RUNS ARE SHOWN.

REPLACE ANY HORIZONTAL CAST IRON PIPING FOUND.

WHERE EXISTING STACK IS SHOWN TO BE RELOCATED, CONTRACTOR SHALL
REVISE ALL EXISTING BRANCH PIPING TO BE REROUTED TO NEW STACK LOCATION.

THE OWNER WILL BE RESPONSIBLE FOR THE REMOVAL AND RE-INSTALLATION
OF ANY T-BAR CEILING TILES AND GRIDS AS MAY BE REQUIRED FOR THE
CONTRACTOR TO COMPLETE THEIR WORK. THIS SHALL ALSO INCLUDE FOR
ANY CEILING LIGHT FIXTURES THAT ALSO MAY NEED TO BE TEMPORARILY
REMOVED OR RELOCATED TO ALLOW THE CONTRACTOR TO DO THEIR WORK.
LOCATIONS SHALL BE COORDINATED WITH OWNERS REPRESENTATIVE

BEFORE CONSTRUCTION AND INSTALLATION.

DEMOLITION AND RECONSTRUCTION OF ANY GWB DRYWALL CEILINGS
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

THE OWNER WILL BE RESPONSIBLE FOR THE TEMPORARY MOVING AND/OR RELOCATION
AND RE-INSTALLATION OF ANY EXISTING COUNTERTOP, FREE-STANDING OR WALL
MOUNTED LAB EQUIPMENT (FUME HOOD, FRIDGES, INCUBATORS ETC..) AS MAY BE
REQUIRED FOR THE CONTRACTOR TO COMPLETE THEIR WORK. LOCATIONS SHALL
BE COORDINATED WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND

INSTALLATION.

THE CONTRACTOR SHALL BE RESPONSIBLE TO TEMPORARILY DISCONNECT ANY
MECHANICAL AND/OR ELECTRICAL CONNECTION AND PROVIDE ANY TEMPORARY

CAP(S) AS REQUIRED TO ALLOW LAB EQUIPMENT TO BE MOVED TO ALLOW CONTRACTOR
TO COMPLETE THEIR WORK. LOCATIONS SHALL BE COORDINATED WITH OWNERS
REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

THIS DRAWING MUST BE PRINTED IN COLOUR
TO ASCERTAIN ALL INFORMATION.

BLACK & WHITE PRINTS OR REPRODUCTIONS
MAY NOT CLEARLY SHOW ALL INFORMATION.
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GENERAL NOTES

» CONTRACTOR TO VERIFY ALL DIMENSIONS AND CLEARANCES
ON SITE PRIOR TO CONSTRUCTION AND REPORT ANY
DISCREPANCIES AND/OR OMISSIONS TO DEPARTMENTAL
REPRESENTATIVE.

¢+ CONTRACTORS MUST VISIT THE SITE AND FULLY FAMILIARIZE
THEMSELVES WITH THE SCOPE OF THE WORK PRIOR TO
PROJECT COMMENCEMENT.

o ALL TRADES TO COORDINATE WORK ON SITE, WITH
APPROVAL OF DEPARTMENTAL REPRESENTATIVE TO AVOID
ANY CONFLICTS AND/OR INTERFERENCE.

o ANY AND ALL REQUIRED SHUTDOWNS SHALL BE
COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.

o INSTALLATION OF ALL SYSTEMS SHALL BE IN ACCORDANCE
WITH APPLICABLE CODES AND STANDARDS.

¢+ CONTRACTOR TO BE RESPONSIBLE FOR REINSTATEMENT
AND REPAIR OF ANY DAMAGE CAUSED BY WORK.

o CONTRACTOR SHALL PREVENT THE SPREAD OF DUST AND
DEBRIS BEYOND AREA OF WORK AND CLEAN ALL
SURFACES AT COMPLETION.
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GENERAL NOTES :

CONTRACTOR TO REPLACE EXISTING CAST IRON DRAINAGE PIPING FOR

BOTH SANITARY DRAIN SYSTEM AND STORM DRAIN / RAIN WATER DRAIN
SYSTEMS. NOTE THAT NOT ALL VERTICAL RISERS OR HORIZONTAL PIPING
ASSOCIATED WITH EITHER DRAINAGE SYSTEM IS NECESSARILY ENTIRELY SHOWN
OR INDICATED IN CEILING SPACES OR IN WALLS OR FURRED OUT CHASES.

ALL PIPING TO BE REPLACED EVEN IF NOT SHOWN ON THESE DRAWINGS.

ANY PIPING FOUND TO BE ABS PLASTIC OR PVC STANDARD INCLUDING FITTINGS
FOR EITHER SYSTEMS AS NOTED SHALL ALSO BE REPLACED.

ALL CAST IRON SANITARY & RWL/STORM DRAIN PIPING LOCATED IN TUNNELS
TO BE REPLACED

SOME MAIN SANITARY AND RWL RISERS HAVE BEEN HIGHLIGHTED SIMPLY

TO SHOW THEIR LOCATION AND TO ACT AS A GUIDE. CONTRACTOR TO ABANDON
RISERS ONLY WHERE NOTED, AND REPLACE WITH NEW PIPING IN SIMILAR

CHOSEN LOCATION WHERE NOTED. FINAL RISER LOCATIONS SHALL BE COORDINATED
WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

NOT ALL HORIZONTAL RUNS ARE SHOWN.

REPLACE ANY HORIZONTAL CAST IRON PIPING FOUND.

WHERE EXISTING STACK IS SHOWN TO BE RELOCATED, CONTRACTOR SHALL
REVISE ALL EXISTING BRANCH PIPING TO BE REROUTED TO NEW STACK LOCATION.

THE OWNER WILL BE RESPONSIBLE FOR THE REMOVAL AND RE-INSTALLATION
OF ANY T-BAR CEILING TILES AND GRIDS AS MAY BE REQUIRED FOR THE
CONTRACTOR TO COMPLETE THEIR WORK. THIS SHALL ALSO INCLUDE FOR
ANY CEILING LIGHT FIXTURES THAT ALSO MAY NEED TO BE TEMPORARILY
REMOVED OR RELOCATED TO ALLOW THE CONTRACTOR TO DO THEIR WORK.
LOCATIONS SHALL BE COORDINATED WITH OWNERS REPRESENTATIVE
BEFORE CONSTRUCTION AND INSTALLATION.

DEMOLITION AND RECONSTRUCTION OF ANY GWB DRYWALL CEILINGS

SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

THE OWNER WILL BE RESPONSIBLE FOR THE TEMPORARY MOVING AND/OR RELOCATION
AND RE-INSTALLATION OF ANY EXISTING COUNTERTOP, FREE-STANDING OR WALL
MOUNTED LAB EQUIPMENT (FUME HOOD, FRIDGES, INCUBATORS ETC..) AS MAY BE
REQUIRED FOR THE CONTRACTOR TO COMPLETE THEIR WORK. LOCATIONS SHALL

BE COORDINATED WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND
INSTALLATION.

THE CONTRACTOR SHALL BE RESPONSIBLE TO TEMPORARILY DISCONNECT ANY
MECHANICAL AND/OR ELECTRICAL CONNECTION AND PROVIDE ANY TEMPORARY

CAP(S) AS REQUIRED TO ALLOW LAB EQUIPMENT TO BE MOVED TO ALLOW CONTRACTOR
TO COMPLETE THEIR WORK. LOCATIONS SHALL BE COORDINATED WITH OWNERS
REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

CONCRETE FLOOR SLABWHERE NOTED ON FLOOR PLANS SHALL BE SAWCUT / CORE

DRILLED TO MAINTAIN STRUCTURAL INTEGRITY. PATCH FLOOR TO MATCH EXISTING FINISH.

THIS DRAWING MUST BE PRINTED IN COLOUR
TO ASCERTAIN ALL INFORMATION.

BLACK & WHITE PRINTS OR REPRODUCTIONS
MAY NOT CLEARLY SHOW ALL INFORMATION.
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GENERAL NOTES

» CONTRACTOR TO VERIFY ALL DIMENSIONS AND CLEARANCES
ON SITE PRIOR TO CONSTRUCTION AND REPORT ANY

DISCREPANCIES AND/OR OMISSIONS TO DEPARTMENTAL
REPRESENTATIVE.

¢+ CONTRACTORS MUST VISIT THE SITE AND FULLY FAMILIARIZE
THEMSELVES WITH THE SCOPE OF THE WORK PRIOR TO
PROJECT COMMENCEMENT.

o ALL TRADES TO COORDINATE WORK ON SITE, WITH
APPROVAL OF DEPARTMENTAL REPRESENTATIVE TO AVOID
ANY CONFLICTS AND/OR INTERFERENCE.

o ANY AND ALL REQUIRED SHUTDOWNS SHALL BE
COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.

o INSTALLATION OF ALL SYSTEMS SHALL BE IN ACCORDANCE
WITH APPLICABLE CODES AND STANDARDS.

¢+ CONTRACTOR TO BE RESPONSIBLE FOR REINSTATEMENT
AND REPAIR OF ANY DAMAGE CAUSED BY WORK.

o CONTRACTOR SHALL PREVENT THE SPREAD OF DUST AND
DEBRIS BEYOND AREA OF WORK AND CLEAN ALL
SURFACES AT COMPLETION.
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\ . REPLACE ABS PIPING WITH
NEW 4" SOIL STACK REPLAGE 4" RWL, REPLAGE PVC SAN STACK WITH NEW PIPING REPLACE C.IPIPING Administrative Services Division des services
DEMO & REPLACE GWB DEMO & REPLACE GWB NEW 4" PIPING LOCATED BEHIND WITH NEW PIPING ond Property Management  odrimistrotts. ot aestion
ENCLOSURE AND ENCLOSURE AND PANEL BOARD. Branch de Timmobilier
ABANDON RWL IN GWB ABANDON SAN IN GWB REPLACE 2" C.I. PIPE IN FINISHES TO MATCH FINISHES TO MATCH
ENCLOSURE. ENCLOSURE. PROVIDE NEW CHASE WITH NEW PIPE DEMO PORTIONS OF BLOCK WALL FOR NEW PIPING. FIRESTOP.
SAN RISER ALONGSIDE, DEMO PORTIONS OF EXISTING | BUILD NEW MIN. 1 HR FIRE RATED WALL ASSEMBLY TO SUIT.
| PROVIDE NEW PROVIDE NEW GWB WALL & REPLACE WITHNEW b (GENSET ROOM TO CORRIDOR) - BUILD OUT WALL AROUND STACK Mc L] cm
RWL RISER ALONGSIDE, ENCLOSURE TO SUIT REMOVE & RE-INSTALL REMOVE & RE-INSTALL PORTIONS TO MATCH AS REQUIRED. WALL ASSEMBLY IS REQUIRED TO ENCLOSE THE
PROVIDE NEW GWB COUNTERTOP & BACKSPLASH COUNTERTOP & BACKSPLASH EXISTING FINISHES AS PIPE ENCROACHING THE CORRIDOR AND GENSET ROOM. ASSEMBLY
ENCLOSURE TO SUIT & STEEL FRAMING AS REQUIRED. & STEEL FRAMING AS REQUIRED. REQUIRED AS LISTED IN THE 2015 NBC TABLE 9.10.3.1.-A
S2h (NON-LOADBEARING STEEL STUD) 0.46mm (25guage) GENERAL NOTES
REVOVE AND REINSTALL 31mm x 64mm STEEL STUD SPACING 400 mm O.C.
WIRE SHELVING UNITS ASSENELY REQUIRED ALL SDES AND TOP. ENSURE T N e R EARANCES
: ON SITE PRIOR TO CONSTRUCTION AND REPORT ANY
, IS PROPERLY SEALED AT ALL CONNECTIONS / INTERSECTIONS DISCREPANCIES AND/OR OMISSIONS TO DEPARTMENTAL
( N , : | 1 < _ ‘ WITH THE EXISTING ASSEMBLIES. REPRESENTATIVE.
PICTURE 100 - DARK RM 1221 PICTURE 101 - DARK RM VESTIBULE 1220 PICTURE 102 - WASHROOM 1205 PICTURE 103 - ROOM 1204 PICTURE 104 - ROOM 1204 FLOOR LEVEL CEILING LEVEL CORRIDOR ROOM 1105 « CONTRACTORS MUST VISIT THE SITE AND FULLY FAMILARIZE
PICTURE 105 - IT RM 1202 PICTURE 107 - GENSET ROOM 1105 THEMSELVES WITH THE SCOPE OF THE WORK PRIOR TO

PROJECT COMMENCEMENT.

o ALL TRADES TO COORDINATE WORK ON SITE, WITH
APPROVAL OF DEPARTMENTAL REPRESENTATIVE TO AVOID

ANY CONFLICTS AND/OR INTERFERENCE.
REPLACE DRAIN WITH

NEW RWL ALONGSIDE
NEWPIPING IN WALL OF EXISTING(I):LS?)R BEAM. o ANY AND ALL REQUIRED SHUTDOWNS SHALL BE
- DEMO PORTIONS OF COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.
¥V5\ kﬁ?ﬁ FEA)\(IEHNG_ REPLACE PIPING FROM ABOVE REPLACE C.I. PIPE FROM ABOVE, REPLACE PIPING BEHIND WALL REPLACE C.I. STACK. REMOVE REPLACE C.I. STACK. REMOVE REPLACE PVC STACK. « INSTALLATION OF ALL SYSTEMS SHALL BE IN ACCORDANCE
AND THRU WALL TO CORRIDOR CONNECT TO EXISTING STACK FROM ABOVE. DEMO & REPLACE & RE-INSTALL MILLWORK FOR & RE-INSTALL MILLWORK FOR WITH APPLICABLE CODES AND STANDARDS.
ABANDON RWL. BEYOND. FIRESTOP GWB WALL PORTIONS AS REQUIRED ACCESS. ACCESS.
WITH FINISHES TO MATCH. SHELVING o CONTRACTOR TO BE RESPONSIBLE FOR REINSTATEMENT
, TO BE REMOVED & RE-INSTALLED. AND REPAR OF ANY DAMAGE CAUSED BY WORK.
NEW RWL, DEMO FLOOR REPLACE C.I. PIPING IN
TO CONNECT TO EXISTING CORRIDOR DOWN THRU o+ CONTRACTOR SHALL PREVENT THE SPREAD OF DUST AND
UNDERSLAB. REPAIR FLOOR FLOOR TO TUNNEL BELOW DEBRIS BEYOND AREA OF WORK AND CLEAN ALL
| TOMATCH EXISTING. SURFACES AT COMPLETION.
PICTURE 108 - ROOM 1103 RWL - FLOOR LEVEL RWL - CEILING LEVEL CORRIDOR ROOM 1105 PICTURE 111 - ROOM 1108 PICTURE 112 - ROOM 1110 PICTURE 113 - ROOM 1110 PICTURE 114 - ROOM 1110 PICTURE 115 - ROOM 1110

PICTURE 109 - GENSET ROOM 1105 PICTURE 110 - GENSET ROOM 1105

REPLACE RWL, DEMO &
REPLACE GWB ENCLOSURE
AND FINISHES TO MATCH

REPLACE C.I. STACK FROM ABOVE WITH EXISTING

NEW DRAIN, ROUTE TO NEW DROP
LOCATION IN ROOM

PICTURE 116 - FAN ROOM 1209 PICTURE 117 - ROOM 1210
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: I BOTH SANITARY DRAIN SYSTEM AND STORM DRAIN / RAIN WATER DRAIN
- : SYSTEMS. NOTE THAT NOT ALL VERTICAL RISERS OR HORIZONTAL PIPING
- ASSOCIATED WITH EITHER DRAINAGE SYSTEM IS NECESSARILY ENTIRELY SHOWN
ze# . OR INDICATED IN CEILING SPACES OR IN WALLS OR FURRED OUT CHASES.
. e ALL PIPING TO BE REPLACED EVEN IF NOT SHOWN ON THESE DRAWINGS.
‘1 — N S ANY PIPING FOUND TO BE ABS PLASTIC OR PVC STANDARD INCLUDING FITTINGS

FOR EITHER SYSTEMS AS NOTED SHALL ALSO BE REPLACED.

i

ALL CAST IRON SANITARY & RWL/STORM DRAIN PIPING LOCATED IN TUNNELS

“‘ ‘ ’ ' TO BE REPLACED

I I
. s PR TP ¢ SOME MAIN SANITARY AND RWL RISERS HAVE BEEN HIGHLIGHTED SIMPLY 0 ] DD MY J XXX wm
5 3 ~ TO SHOW THEIR LOCATION AND TO ACT AS A GUIDE. CONTRACTOR TO ABANDON No. Date Revision B
RISERS ONLY WHERE NOTED, AND REPLACE WITH NEW PIPING IN SIMILAR e
CHOSEN LOCATION WHERE NOTED. FINAL RISER LOCATIONS SHALL BE COORDINATED Date Printed DD MM YVYY Date imprimée
WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.
NORTH 100 — 200 WING NOT ALL HORIZONTAL RUNS ARE SHOWN. @ Verify all dimensions and site conditions and be responsible
1 PARTIAL BASEMENT (LEVEL 1) FLOOR PLAN REPLACE ANY HORIZONTAL CAST IRON PIPING FOUND. for same
W M101 1 /8 =1 =0 WHERE EXISTING STACK IS SHOWN TO BE RELOCATED, CONTRACTOR SHALL ® ‘mmm d;';';'&"m et I'etat des lisux et en
REVISE ALL EXISTING BRANCH PIPING TO BE REROUTED TO NEW STACK LOCATION. pons
THE OWNER WILL BE RESPONSIBLE FOR THE REMOVAL AND RE-INSTALLATION A Detail no.
OF ANY T-BAR CEILING TILES AND GRIDS AS MAY BE REQUIRED FOR THE A No. du détail m
CONTRACTOR TO COMPLETE THEIR WORK. THIS SHALL ALSO INCLUDE FOR B Location drawing no.
ANY CEILING LIGHT FIXTURES THAT ALSO MAY NEED TO BE TEMPORARILY sur dessin no. 5lc
REMOVED OR RELOCATED TO ALLOW THE CONTRACTOR TO DO THEIR WORK. C Drawing no.
LOCATIONS SHALL BE COORDINATED WITH OWNERS REPRESENTATIVE dessin_no.
BEFORE CONSTRUCTION AND INSTALLATION. project projet
DEMOLITION AND RECONSTRUCTION OF ANY GWB DRYWALL CEILINGS NRCC - CAST IRON DRAINAGE PIPE REPLACEMENT
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.
THE OWNER WILL BE RESPONSIBLE FOR THE TEMPORARY MOVING AND/OR RELOCATION
AND RE-INSTALLATION OF ANY EXISTING COUNTERTOP, FREE-STANDING OR WALL
MOUNTED LAB EQUIPMENT (FUME HOOD, FRIDGES, INCUBATORS ETC..) AS MAY BE 110 GYMNASIUM PLACE, SASKATOON, SK.
REQUIRED FOR THE CONTRACTOR TO COMPLETE THEIR WORK. LOCATIONS SHALL drawing proeem
BE COORDINATED WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND
INSTALLATION. 100 - 200 WING BASEMENT (LEVEL 1) FLOOR PLAN
THE CONTRACTOR SHALL BE RESPONSIBLE TO TEMPORARILY DISCONNECT ANY
MECHANICAL AND/OR ELECTRICAL CONNECTION AND PROVIDE ANY TEMPORARY
CAP(S) AS REQUIRED TO ALLOW LAB EQUIPMENT TO BE MOVED TO ALLOW CONTRACTOR
TO COMPLETE THEIR WORK. LOCATIONS SHALL BE COORDINATED WITH OWNERS
REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION. designed congu | date date
JG SEPT. 2019
CONCRETE FLOOR SLAB WHERE NOTED ON FLOOR PLANS SHALL BE SAWCUT / CORE
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REPLACE DRAIN STACK &

REPLACE 4" C.l. PIPE REPLACE 4" RWL, REPLACE EXPOSED DRAIN o _ o _
WITH NEW. REMOVE & |, REMOVE & RE-INSTALL SHELVES, HORIZONTAL DRAINAGE, STACKCWITH NOE3V 4" PIPING REPLACE DRAIN WITH g Broperty Memasement o o oo
REINSTALL SHELVING TO SUIT. RIM EDGES TO SUIT & REMOVE & RE-INSTALL CHASE DEMO & REPLACE WALL AS REQUIRED Branch de I'mmobilier
ABANDON RWL IN GWB NEW 4" SOIL STACK TRIM SHELVES & PROVIDE 4 PROVIDE NEW EDGE BANDING PANEL FACE, DISCONNECT & TO MATCH EXISTING TO REPLACE PIPING. NEW PIPING IN WALL
ENCLOSURE. DEMO & REPLACE GWB EDGE BANDING.PIPE RE-CONNECT ELEC. RACEWAY, - DEMO PORTIONS OF
ENCLOSURE AND NEW 4" SOIL STACK WALL & REPAIR
PROVIDE NEW FINISHES TO MATCH REMOVE & REINSTALL REMOVE & RE-INSTALL REMOVE & RE-INSTALL COUNTER, SINK TO MATCH EXISTING. Mc = cmc
RWL RISER ALONGSIDE COUNTERTOP TO SUIT, COUNTERTOP, SINK & FITMENTS, | REMOVE & RE-INSTALL REMOVE & RE-INSTALL RE-PIPE WATER LINE & FITMENTS AS REQUIRED FOR WORK.
EXISTING FLOOR BEAMS. CUT AS REQUIRED, PROVIDE STEEL FRAMING, D.I. WATER COUNTERTOP & STEEL FRAMING B8 COUNTERTOP, SINK & AS REQUIRED
PROVIDE NEW GWB NEW BACKSPLASH PIPING FOR ACCESS TO RISER. PROVIDE NEW BACKSPALSH =N CUPSINK & ASSOCIATED REPLACE ABS DRAINAGE
ENCLOSURE TO SUIT AROUND PIPING. ROUND PIPE. FITMENTS. REMOVE & WITH NEW PIPING GENERAL NOTES
RE-INSTALL BASE CABINETS
& FRAME WORK. « CONTRACTOR TO VERIFY ALL DIMENSIONS AND CLEARANCES
ON SITE PRIOR TO CONSTRUCTION AND REPORT ANY
DISCREPANCIES AND/OR OMISSIONS TO DEPARTMENTAL
— , REPRESENTATIVE.
PICTURE 200 - STAIR 3 PICTURE 201 - LAB 2214 PICTURE 202 - LAB 2201 PICTURE 203 - LAB 2204 PICTURE 204 - LAB 2101 FLOOR LEVEL CEILING LEVEL PICTURE - 208 - WASHROOM 2105 . CONTRACTORS MUST VIS THE SITE AND FULLY FAMILARIZE
PICTURE 205 - LAB 2101 THEMSELVES WITH THE SCOPE OF THE WORK PRIOR TO

PROJECT COMMENCEMENT.

o ALL TRADES TO COORDINATE WORK ON SITE, WITH
APPROVAL OF DEPARTMENTAL REPRESENTATIVE TO AVOID
ANY CONFLICTS AND/OR INTERFERENCE.

NOTE THAT EMERGENCY SHOWER
IS TO BE REPLACED IN A FUTURE
CONTRACT - CONFIRM WITH

NEW RWL ALONGSIDE OF

EXISTING FLOOR BEAM, PROVIDE REPLACE C.I. STACK.

NEW GWB CHASE TO MATCH CUT EXISTING STAINLESS CONSULTANT/OWNER BEFORE
EXISTING SURFACES STEEL COUNTERTOP AS REQUIRED FOR COPPER DRAINAGE TO REMAIN ANY WORK STARTS AT THIS o ANY AND ALL REQUIRED SHUTDOWNS SHALL BE
ABANDON EXISTING RULL NEW PIPE CHASE IN CORNER. PROVIDE {OCATION. COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.
BACKSPASH AROUND CHASE TO MATCH
IN EXISTING CHASE EXISTING. GRIND SMOOTH & POLISH ALL REPLACE DRAIN STACK REPLACE DRAIN STACK REPLACE C.I. STACK. REMOVE REMOVE & RE-INSTALL MILLWORK, REPLACE C.I. STACK FROM ABOVE WITH « INSTALLATION OF ALL SYSTEMS SHALL BE IN ACCORDANCE
PROVIDE NEW GWB WALL ENCLOSURE EDGES TO MATCH EXISTING & RE-INSTALL MILLWORK, SHELVING SINK & FITMENTS TO ALLOW STACK NEW DRAIN. REMOVE & RE-INSTALL WITH APPLICABLE CODES AND STANDARDS.
AROUND NEW DRAIN RISER. FINISH COUNTERTOP. COUNTERTOP SHALL FOR ACCESS. DEMO & REPLACE GWB INSTALLATION. PROVIDE NEW COUNTERTOP, ENLARGE HOLE TO SUIT
SURFACES TO MATCH EXISTING REMAIN AS 1 SINGLE PIECE. ENCLOSURE AND COUNTERTOP WITH SIMILAR BACKSPLASH WITH BACKSPLASH TO MATCH. + CONTRACTOR TO BE RESPONSIBLE FOR REINSTATEMENT
| COPPER DRAINAGE FROM FINISHES TO MATCH TO MATCH EXISTING. INSTALL EXISTING AND REPAR OF ANY DAMAGE CAUSED BY WORK.

REMOVE, RE-INSTALL STAINLESS COPPER DRAIN PIPING THRU WALL LAB 2107 TO REMAIN SINK IN NEW LOCATION & RECONNECT

o STEEL COUNTERTOPS ALONG WEST TO RISER IN CORRIDOR TO REMAIN o CONTRACTOR SHALL PREVENT THE SPREAD OF DUST AND

- & NORTH WALLS. DISCONNECT, NOTE THAT EYEWASH IS TO BE REPLACED DEBRIS BEYOND AREA OF WORK AND CLEAN ALL
RE-CONNECT WATER, DRAIN, CA, DW » IN A FUTURE CONTRACT - CONFIRM WITH SURFACES AT COMPLETION.
LAB GASES, ELECTRICAL BOXES !h- CONSULTANT/OWNER BEFORE

: AS REQUIRED. e : i RE-INSTALLATION THIS CONTRACT.
WEST COUNTERTOP ROOM CORNER NORTH WALL COUNTERTOP PICTURE 211 - CORRIDOR WEST PICTURE 212 - LAB 2111 PICTURE 213 - LAB 2112 PICTURE 214 - OFFICE 2113

PICTURES 209 - CLEAN LAB 2107

g REPLACE RWL, DEMO & REPLACE DRAIN STACK, DEMO & REPLACE DRAIN STACK REPLACE DRAIN STACK REPLACE DRAIN STACK

REPLACE GWB ENCLOSURE REPLACE GWB ENCLOSURE
AND FINISHES TO MATCH — AND FINISHES TO MATCH REPLACE DRAINAGE & VENT REPLACE DRAIN STACK
EXISTING e EXISTING

COORDINATE MOVING & RE-INSTALLATION COORDINATE MOVING & TRIM EDGES OF SHELVING,
OF -80F FREEZER WITH OWNERS RE-INSTALLATION OF PROVIDE EDGE BANDS TO
FRIDGES WITH OWNERS SUIT

M REMOVE & RE-INSTALL COUNTERTOP,
SINK, FITMENTS, STEEL FRAMING,
BASE CABINETS AS REQUIRED.

NOTE THAT EYEWASH IS TO BE
REPLACED IN A FUTURE CONTRACT

Yoni

PICTURE 215 - LAB 2114 PICTURE 216 - LAB 2114 - CONFIRM WITH FLOOR CEILING PICTURE 218 - LAB 2206 PICTURE 219 - LAB 2206 PICTURE 220 - LAB 2208 PICTURE 221 - LAB 2208

CONSULTANT / OWNER BEFORE

RE-INSTALLATION THIS CONTRACT. PICTURE 217 - LAB 2209
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I SYSTEMS. NOTE THAT NOT ALL VERTICAL RISERS OR HORIZONTAL PIPING
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project projet
NRCC - CAST IRON DRAINAGE PIPE REPLACEMENT
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THE OWNER WILL BE RESPONSIBLE FOR THE REMOVAL AND RE-INSTALLATION
OF ANY T-BAR CEILING TILES AND GRIDS AS MAY BE REQUIRED FOR THE
CONTRACTOR TO COMPLETE THEIR WORK. THIS SHALL ALSO INCLUDE FOR
ANY CEILING LIGHT FIXTURES THAT ALSO MAY NEED TO BE TEMPORARILY
REMOVED OR RELOCATED TO ALLOW THE CONTRACTOR TO DO THEIR WORK.

LOCATIONS SHALL BE COORDINATED WITH OWNERS REPRESENTATIVE 110 GYMNASIUM PLACE. SASKATOON. SK

BEFORE CONSTRUCTION AND INSTALLATION. . —

DEMOLITION AND RECONSTRUCTION OF ANY GWB DRYWALL CEILINGS drawing dessin
. SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. 100 - 200 WING GROUND FLOOR (LEVEL 2) PLAN
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o : ' - : MOUNTED LAB EQUIPMENT (FUME HOOD, FRIDGES, INCUBATORS ETC..) AS MAY BE
1 OO _ 200 WI NG REQUIRED FOR THE CONTRACTOR TO COMPLETE THEIR WORK. LOCATIONS SHALL

NORTH m BE COORDINATED WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND desianed dat date
1 PARTIAL GROUND FLOOR ( LEVEL 2) PLAN INSTALLATION. ” JG I SEPT. 2019
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PIC

PICTURE 309 - LAB 3101

PICTURE 318 - LAB 3107

. gl;;.l-ulﬁ\‘l‘* )

URE 300 - CORRIDOR EAST

A—

DEMOLISH RWL, PATCH &
REPAIR FLOOR TO MATCH
EXISTING.

PROVIDE NEW 4"
RWL RISER ALONGSIDE
EXISTING FLOOR BEAM

REPLACE ABS SOIL STACK

| MOVE & RE-INSTALL BIO
SAFETY CABINETS

AS REQUIRED INCLUDING
ANY SERVICE CONNECTIONS.

REPLACE SOIL STACKIN
CHASE, DEMO & REPLACE
GWB ENCLOSURE & FINISHES
TO MATCH EXISTING.

REPLACE SOIL STACK IN
CHASE, DEMO & REPLACE
GWB ENCLOSURE & FINISHES
TO MATCH EXISTING.

REPLACE SOIL STACK IN
CHASE, DEMO & REPLACE
GWB ENCLOSURE & FINISHES
TO MATCH EXISTING.

REMOVE & RE-INSTALL
COUNTERTOP & BACKSPLASH
AS REQUIRED.

PICTURE 302 - LAB 3220

PICTURE 303 - LAB 3201

- REPLACE 4" RWL UP TO
UNDERSIDE OF FLOOR ABOVE

REMOVE & RE-INSTALL UPPER REPLACE SOIL STACK

SHELVING, TRIM EDGES TO SUIT
- AND PROVIDE EDGE BANDING

REMOVE & RE-INSTALL
COUNTERTOP,TRIM EDGE

TO SUIT. REMOVE & RE-INSTALL
STEEL FRAMING AS REQUIRED.

PICTURE 310 - LAB 3101

REPLACE 4" RWL

REMOVE & RE-INSTALL UPPER
SHELVING, TRIM EDGES TO SUIT 3 i
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REPLACE SOIL STACK IN
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- REMOVE & RE-INSTALL HOOKS

REMOVE & RE-INSTALL
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TO MATCH OTHER AREAS.
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GENERAL NOTES :

CONTRACTOR TO REPLACE EXISTING CAST IRON DRAINAGE PIPING FOR

BOTH SANITARY DRAIN SYSTEM AND STORM DRAIN / RAIN WATER DRAIN
SYSTEMS. NOTE THAT NOT ALL VERTICAL RISERS OR HORIZONTAL PIPING
ASSOCIATED WITH EITHER DRAINAGE SYSTEM IS NECESSARILY ENTIRELY SHOWN
OR INDICATED IN CEILING SPACES OR IN WALLS OR FURRED OUT CHASES.

ALL PIPING TO BE REPLACED EVEN IF NOT SHOWN ON THESE DRAWINGS.

ANY PIPING FOUND TO BE ABS PLASTIC OR PVC STANDARD INCLUDING FITTINGS
FOR EITHER SYSTEMS AS NOTED SHALL ALSO BE REPLACED.

ALL CAST IRON SANITARY & RWL/STORM DRAIN PIPING LOCATED IN TUNNELS
TO BE REPLACED

SOME MAIN SANITARY AND RWL RISERS HAVE BEEN HIGHLIGHTED SIMPLY

TO SHOW THEIR LOCATION AND TO ACT AS A GUIDE. CONTRACTOR TO ABANDON
RISERS ONLY WHERE NOTED, AND REPLACE WITH NEW PIPING IN SIMILAR

CHOSEN LOCATION WHERE NOTED. FINAL RISER LOCATIONS SHALL BE COORDINATED
WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

NOT ALL HORIZONTAL RUNS ARE SHOWN.

REPLACE ANY HORIZONTAL CAST IRON PIPING FOUND.

WHERE EXISTING STACK IS SHOWN TO BE RELOCATED, CONTRACTOR SHALL
REVISE ALL EXISTING BRANCH PIPING TO BE REROUTED TO NEW STACK LOCATION.

THE OWNER WILL BE RESPONSIBLE FOR THE REMOVAL AND RE-INSTALLATION
OF ANY T-BAR CEILING TILES AND GRIDS AS MAY BE REQUIRED FOR THE
CONTRACTOR TO COMPLETE THEIR WORK. THIS SHALL ALSO INCLUDE FOR
ANY CEILING LIGHT FIXTURES THAT ALSO MAY NEED TO BE TEMPORARILY
REMOVED OR RELOCATED TO ALLOW THE CONTRACTOR TO DO THEIR WORK.
LOCATIONS SHALL BE COORDINATED WITH OWNERS REPRESENTATIVE
BEFORE CONSTRUCTION AND INSTALLATION.

DEMOLITION AND RECONSTRUCTION OF ANY GWB DRYWALL CEILINGS

SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

THE OWNER WILL BE RESPONSIBLE FOR THE TEMPORARY MOVING AND/OR RELOCATION
AND RE-INSTALLATION OF ANY EXISTING COUNTERTOP, FREE-STANDING OR WALL
MOUNTED LAB EQUIPMENT (FUME HOOD, FRIDGES, INCUBATORS ETC..) AS MAY BE
REQUIRED FOR THE CONTRACTOR TO COMPLETE THEIR WORK. LOCATIONS SHALL

BE COORDINATED WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND
INSTALLATION.

THE CONTRACTOR SHALL BE RESPONSIBLE TO TEMPORARILY DISCONNECT ANY
MECHANICAL AND/OR ELECTRICAL CONNECTION AND PROVIDE ANY TEMPORARY

CAP(S) AS REQUIRED TO ALLOW LAB EQUIPMENT TO BE MOVED TO ALLOW CONTRACTOR
TO COMPLETE THEIR WORK. LOCATIONS SHALL BE COORDINATED WITH OWNERS
REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

THIS DRAWING MUST BE PRINTED IN COLOUR
TO ASCERTAIN ALL INFORMATION.

BLACK & WHITE PRINTS OR REPRODUCTIONS
MAY NOT CLEARLY SHOW ALL INFORMATION.
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GENERAL NOTES

» CONTRACTOR TO VERIFY ALL DIMENSIONS AND CLEARANCES
ON SITE PRIOR TO CONSTRUCTION AND REPORT ANY
DISCREPANCIES AND/OR OMISSIONS TO DEPARTMENTAL
REPRESENTATIVE.

¢+ CONTRACTORS MUST VISIT THE SITE AND FULLY FAMILIARIZE
THEMSELVES WITH THE SCOPE OF THE WORK PRIOR TO
PROJECT COMMENCEMENT.

o ALL TRADES TO COORDINATE WORK ON SITE, WITH
APPROVAL OF DEPARTMENTAL REPRESENTATIVE TO AVOID

ANY CONFLICTS AND/OR INTERFERENCE.

o ANY AND ALL REQUIRED SHUTDOWNS SHALL BE

COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.

o INSTALLATION OF ALL SYSTEMS SHALL BE IN ACCORDANCE
WITH APPLICABLE CODES AND STANDARDS.

¢+ CONTRACTOR TO BE RESPONSIBLE FOR REINSTATEMENT
AND REPAIR OF ANY DAMAGE CAUSED BY WORK.

o CONTRACTOR SHALL PREVENT THE SPREAD OF DUST AND
DEBRIS BEYOND AREA OF WORK AND CLEAN ALL
SURFACES AT COMPLETION.
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GENERAL NOTES :

CONTRACTOR TO REPLACE EXISTING CAST IRON DRAINAGE PIPING FOR

BOTH SANITARY DRAIN SYSTEM AND STORM DRAIN / RAIN WATER DRAIN
SYSTEMS. NOTE THAT NOT ALL VERTICAL RISERS OR HORIZONTAL PIPING
ASSOCIATED WITH EITHER DRAINAGE SYSTEM IS NECESSARILY ENTIRELY SHOWN
OR INDICATED IN CEILING SPACES OR IN WALLS OR FURRED OUT CHASES.

ALL PIPING TO BE REPLACED EVEN IF NOT SHOWN ON THESE DRAWINGS.

ANY PIPING FOUND TO BE ABS PLASTIC OR PVC STANDARD INCLUDING FITTINGS
FOR EITHER SYSTEMS AS NOTED SHALL ALSO BE REPLACED.

ALL CAST IRON SANITARY & RWL/STORM DRAIN PIPING LOCATED IN TUNNELS
TO BE REPLACED

SOME MAIN SANITARY AND RWL RISERS HAVE BEEN HIGHLIGHTED SIMPLY

TO SHOW THEIR LOCATION AND TO ACT AS A GUIDE. CONTRACTOR TO ABANDON
RISERS ONLY WHERE NOTED, AND REPLACE WITH NEW PIPING IN SIMILAR

CHOSEN LOCATION WHERE NOTED. FINAL RISER LOCATIONS SHALL BE COORDINATED
WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

NOT ALL HORIZONTAL RUNS ARE SHOWN.

REPLACE ANY HORIZONTAL CAST IRON PIPING FOUND.

WHERE EXISTING STACK IS SHOWN TO BE RELOCATED, CONTRACTOR SHALL
REVISE ALL EXISTING BRANCH PIPING TO BE REROUTED TO NEW STACK LOCATION.

THE OWNER WILL BE RESPONSIBLE FOR THE REMOVAL AND RE-INSTALLATION
OF ANY T-BAR CEILING TILES AND GRIDS AS MAY BE REQUIRED FOR THE
CONTRACTOR TO COMPLETE THEIR WORK. THIS SHALL ALSO INCLUDE FOR
ANY CEILING LIGHT FIXTURES THAT ALSO MAY NEED TO BE TEMPORARILY
REMOVED OR RELOCATED TO ALLOW THE CONTRACTOR TO DO THEIR WORK.
LOCATIONS SHALL BE COORDINATED WITH OWNERS REPRESENTATIVE
BEFORE CONSTRUCTION AND INSTALLATION.

DEMOLITION AND RECONSTRUCTION OF ANY GWB DRYWALL CEILINGS

SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

THE OWNER WILL BE RESPONSIBLE FOR THE TEMPORARY MOVING AND/OR RELOCATION
AND RE-INSTALLATION OF ANY EXISTING COUNTERTOP, FREE-STANDING OR WALL
MOUNTED LAB EQUIPMENT (FUME HOOD, FRIDGES, INCUBATORS ETC..) AS MAY BE
REQUIRED FOR THE CONTRACTOR TO COMPLETE THEIR WORK. LOCATIONS SHALL

BE COORDINATED WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND
INSTALLATION.

THE CONTRACTOR SHALL BE RESPONSIBLE TO TEMPORARILY DISCONNECT ANY
MECHANICAL AND/OR ELECTRICAL CONNECTION AND PROVIDE ANY TEMPORARY

CAP(S) AS REQUIRED TO ALLOW LAB EQUIPMENT TO BE MOVED TO ALLOW CONTRACTOR
TO COMPLETE THEIR WORK. LOCATIONS SHALL BE COORDINATED WITH OWNERS
REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

THIS DRAWING MUST BE PRINTED IN COLOUR
TO ASCERTAIN ALL INFORMATION.

BLACK & WHITE PRINTS OR REPRODUCTIONS
MAY NOT CLEARLY SHOW ALL INFORMATION.
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GENERAL NOTES

CONTRACTOR TO VERIFY ALL DIMENSIONS AND CLEARANCES
ON SITE PRIOR TO CONSTRUCTION AND REPORT ANY

DISCREPANCIES AND/OR OMISSIONS TO DEPARTMENTAL
REPRESENTATIVE.

CONTRACTORS MUST VISIT THE SITE AND FULLY FAMILIARIZE
THEMSELVES WITH THE SCOPE OF THE WORK PRIOR TO
PROJECT COMMENCEMENT.

ALL TRADES TO COORDINATE WORK ON SITE, WITH
APPROVAL OF DEPARTMENTAL REPRESENTATIVE TO AVOID

ANY CONFLICTS AND/OR INTERFERENCE.

ANY AND ALL REQUIRED SHUTDOWNS SHALL BE
COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.

INSTALLATION OF ALL SYSTEMS SHALL BE IN ACCORDANCE
WITH APPLICABLE CODES AND STANDARDS.

CONTRACTOR TO BE RESPONSIBLE FOR REINSTATEMENT
AND REPAIR OF ANY DAMAGE CAUSED BY WORK.

CONTRACTOR SHALL PREVENT THE SPREAD OF DUST AND
DEBRIS BEYOND AREA OF WORK AND CLEAN ALL
SURFACES AT COMPLETION.
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GENERAL NOTES :

CONTRACTOR TO REPLACE EXISTING CAST IRON DRAINAGE PIPING FOR

BOTH SANITARY DRAIN SYSTEM AND STORM DRAIN / RAIN WATER DRAIN
SYSTEMS. NOTE THAT NOT ALL VERTICAL RISERS OR HORIZONTAL PIPING
ASSOCIATED WITH EITHER DRAINAGE SYSTEM IS NECESSARILY ENTIRELY SHOWN
OR INDICATED IN CEILING SPACES OR IN WALLS OR FURRED OUT CHASES.

ALL PIPING TO BE REPLACED EVEN IF NOT SHOWN ON THESE DRAWINGS.

ANY PIPING FOUND TO BE ABS PLASTIC OR PVC STANDARD INCLUDING FITTINGS
FOR EITHER SYSTEMS AS NOTED SHALL ALSO BE REPLACED.

ALL CAST IRON SANITARY & RWL/STORM DRAIN PIPING LOCATED IN TUNNELS
TO BE REPLACED

SOME MAIN SANITARY AND RWL RISERS HAVE BEEN HIGHLIGHTED SIMPLY

TO SHOW THEIR LOCATION AND TO ACT AS A GUIDE. CONTRACTOR TO ABANDON
RISERS ONLY WHERE NOTED, AND REPLACE WITH NEW PIPING IN SIMILAR

CHOSEN LOCATION WHERE NOTED. FINAL RISER LOCATIONS SHALL BE COORDINATED
WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

NOT ALL HORIZONTAL RUNS ARE SHOWN.

REPLACE ANY HORIZONTAL CAST IRON PIPING FOUND.

WHERE EXISTING STACK IS SHOWN TO BE RELOCATED, CONTRACTOR SHALL
REVISE ALL EXISTING BRANCH PIPING TO BE REROUTED TO NEW STACK LOCATION.

THE OWNER WILL BE RESPONSIBLE FOR THE REMOVAL AND RE-INSTALLATION
OF ANY T-BAR CEILING TILES AND GRIDS AS MAY BE REQUIRED FOR THE
CONTRACTOR TO COMPLETE THEIR WORK. THIS SHALL ALSO INCLUDE FOR
ANY CEILING LIGHT FIXTURES THAT ALSO MAY NEED TO BE TEMPORARILY
REMOVED OR RELOCATED TO ALLOW THE CONTRACTOR TO DO THEIR WORK.
LOCATIONS SHALL BE COORDINATED WITH OWNERS REPRESENTATIVE
BEFORE CONSTRUCTION AND INSTALLATION.

DEMOLITION AND RECONSTRUCTION OF ANY GWB DRYWALL CEILINGS

SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

THE OWNER WILL BE RESPONSIBLE FOR THE TEMPORARY MOVING AND/OR RELOCATION
AND RE-INSTALLATION OF ANY EXISTING COUNTERTOP, FREE-STANDING OR WALL
MOUNTED LAB EQUIPMENT (FUME HOOD, FRIDGES, INCUBATORS ETC..) AS MAY BE
REQUIRED FOR THE CONTRACTOR TO COMPLETE THEIR WORK. LOCATIONS SHALL

BE COORDINATED WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND
INSTALLATION.

THE CONTRACTOR SHALL BE RESPONSIBLE TO TEMPORARILY DISCONNECT ANY
MECHANICAL AND/OR ELECTRICAL CONNECTION AND PROVIDE ANY TEMPORARY

CAP(S) AS REQUIRED TO ALLOW LAB EQUIPMENT TO BE MOVED TO ALLOW CONTRACTOR
TO COMPLETE THEIR WORK. LOCATIONS SHALL BE COORDINATED WITH OWNERS
REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

THIS DRAWING MUST BE PRINTED IN COLOUR
TO ASCERTAIN ALL INFORMATION.

BLACK & WHITE PRINTS OR REPRODUCTIONS
MAY NOT CLEARLY SHOW ALL INFORMATION.
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GENERAL NOTES

ON SITE PRIOR TO CONSTRUCTION AND REPORT ANY
DISCREPANCIES AND/OR OMISSIONS TO DEPARTMENTAL

REPRESENTATIVE.

CONTRACTOR TO VERIFY ALL DIMENSIONS AND CLEARANCES

CONTRACTORS MUST VISIT THE SITE AND FULLY FAMILIARIZE

THEMSELVES WITH THE SCOPE OF THE WORK PRIOR TO

PROJECT COMMENCEMENT.

ALL TRADES TO COORDINATE WORK ON SITE, WITH

APPROVAL OF DEPARTMENTAL REPRESENTATIVE TO AVOID
ANY CONFLICTS AND/OR INTERFERENCE.

ANY AND ALL REQUIRED SHUTDOWNS SHALL BE

COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.

WITH APPLICABLE CODES AND STANDARDS.

AND REPAIR OF ANY DAMAGE CAUSED BY WORK.

DEBRIS BEYOND AREA OF WORK AND CLEAN ALL

SURFACES AT COMPLETION.

INSTALLATION OF ALL SYSTEMS SHALL BE IN ACCORDANCE

CONTRACTOR TO BE RESPONSIBLE FOR REINSTATEMENT

CONTRACTOR SHALL PREVENT THE SPREAD OF DUST AND
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GENERAL NOTES

» CONTRACTOR TO VERIFY ALL DIMENSIONS AND CLEARANCES
ON SITE PRIOR TO CONSTRUCTION AND REPORT ANY
DISCREPANCIES AND/OR OMISSIONS TO DEPARTMENTAL
REPRESENTATIVE.

¢+ CONTRACTORS MUST VISIT THE SITE AND FULLY FAMILIARIZE
THEMSELVES WITH THE SCOPE OF THE WORK PRIOR TO
PROJECT COMMENCEMENT.

o ALL TRADES TO COORDINATE WORK ON SITE, WITH
APPROVAL OF DEPARTMENTAL REPRESENTATIVE TO AVOID
ANY CONFLICTS AND/OR INTERFERENCE.

H‘ | | , « ANY AND ALL REQUIRED SHUTDOWNS SHALL BE
I . _ - i i ‘ l . ‘ COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.

i“;:flwuxiisa‘wwu@' ' c : )
: : o INSTALLATION OF ALL SYSTEMS SHALL BE IN ACCORDANCE
WITH APPLICABLE CODES AND STANDARDS.

¢+ CONTRACTOR TO BE RESPONSIBLE FOR REINSTATEMENT
AND REPAIR OF ANY DAMAGE CAUSED BY WORK.

\ o CONTRACTOR SHALL PREVENT THE SPREAD OF DUST AND
| DEBRIS BEYOND AREA OF WORK AND CLEAN ALL
‘i ‘ SURFACES AT COMPLETION.
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GENERAL NOTES :

CONTRACTOR TO REPLACE EXISTING CAST IRON DRAINAGE PIPING FOR

BOTH SANITARY DRAIN SYSTEM AND STORM DRAIN / RAIN WATER DRAIN
SYSTEMS. NOTE THAT NOT ALL VERTICAL RISERS OR HORIZONTAL PIPING
ASSOCIATED WITH EITHER DRAINAGE SYSTEM IS NECESSARILY ENTIRELY SHOWN
OR INDICATED IN CEILING SPACES OR IN WALLS OR FURRED OUT CHASES.

ALL PIPING TO BE REPLACED EVEN IF NOT SHOWN ON THESE DRAWINGS.

ANY PIPING FOUND TO BE ABS PLASTIC OR PVC STANDARD INCLUDING FITTINGS
FOR EITHER SYSTEMS AS NOTED SHALL ALSO BE REPLACED.

ALL CAST IRON SANITARY & RWL/STORM DRAIN PIPING LOCATED IN TUNNELS
TO BE REPLACED

SOME MAIN SANITARY AND RWL RISERS HAVE BEEN HIGHLIGHTED SIMPLY

TO SHOW THEIR LOCATION AND TO ACT AS A GUIDE. CONTRACTOR TO ABANDON
RISERS ONLY WHERE NOTED, AND REPLACE WITH NEW PIPING IN SIMILAR

CHOSEN LOCATION WHERE NOTED. FINAL RISER LOCATIONS SHALL BE COORDINATED
WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

NOT ALL HORIZONTAL RUNS ARE SHOWN.

REPLACE ANY HORIZONTAL CAST IRON PIPING FOUND.

WHERE EXISTING STACK IS SHOWN TO BE RELOCATED, CONTRACTOR SHALL
REVISE ALL EXISTING BRANCH PIPING TO BE REROUTED TO NEW STACK LOCATION.

THE OWNER WILL BE RESPONSIBLE FOR THE REMOVAL AND RE-INSTALLATION
OF ANY T-BAR CEILING TILES AND GRIDS AS MAY BE REQUIRED FOR THE
CONTRACTOR TO COMPLETE THEIR WORK. THIS SHALL ALSO INCLUDE FOR
ANY CEILING LIGHT FIXTURES THAT ALSO MAY NEED TO BE TEMPORARILY
REMOVED OR RELOCATED TO ALLOW THE CONTRACTOR TO DO THEIR WORK.
LOCATIONS SHALL BE COORDINATED WITH OWNERS REPRESENTATIVE
BEFORE CONSTRUCTION AND INSTALLATION.

DEMOLITION AND RECONSTRUCTION OF ANY GWB DRYWALL CEILINGS

SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

THE OWNER WILL BE RESPONSIBLE FOR THE TEMPORARY MOVING AND/OR RELOCATION
AND RE-INSTALLATION OF ANY EXISTING COUNTERTOP, FREE-STANDING OR WALL
MOUNTED LAB EQUIPMENT (FUME HOOD, FRIDGES, INCUBATORS ETC..) AS MAY BE
REQUIRED FOR THE CONTRACTOR TO COMPLETE THEIR WORK. LOCATIONS SHALL

BE COORDINATED WITH OWNERS REPRESENTATIVE BEFORE CONSTRUCTION AND
INSTALLATION.

THE CONTRACTOR SHALL BE RESPONSIBLE TO TEMPORARILY DISCONNECT ANY
MECHANICAL AND/OR ELECTRICAL CONNECTION AND PROVIDE ANY TEMPORARY

CAP(S) AS REQUIRED TO ALLOW LAB EQUIPMENT TO BE MOVED TO ALLOW CONTRACTOR
TO COMPLETE THEIR WORK. LOCATIONS SHALL BE COORDINATED WITH OWNERS
REPRESENTATIVE BEFORE CONSTRUCTION AND INSTALLATION.

THIS DRAWING MUST BE PRINTED IN COLOUR
TO ASCERTAIN ALL INFORMATION.

BLACK & WHITE PRINTS OR REPRODUCTIONS
MAY NOT CLEARLY SHOW ALL INFORMATION.
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GENERAL NOTES

» CONTRACTOR TO VERIFY ALL DIMENSIONS AND CLEARANCES
ON SITE PRIOR TO CONSTRUCTION AND REPORT ANY

DISCREPANCIES AND/OR OMISSIONS TO DEPARTMENTAL

REPRESENTATIVE.

¢+ CONTRACTORS MUST VISIT THE SITE AND FULLY FAMILIARIZE
THEMSELVES WITH THE SCOPE OF THE WORK PRIOR TO
PROJECT COMMENCEMENT.

o ALL TRADES TO COORDINATE WORK ON SITE, WITH
APPROVAL OF DEPARTMENTAL REPRESENTATIVE TO AVOID
ANY CONFLICTS AND/OR INTERFERENCE.

o ANY AND ALL REQUIRED SHUTDOWNS SHALL BE
COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.

o INSTALLATION OF ALL SYSTEMS SHALL BE IN ACCORDANCE
WITH APPLICABLE CODES AND STANDARDS.

¢+ CONTRACTOR TO BE RESPONSIBLE FOR REINSTATEMENT
AND REPAIR OF ANY DAMAGE CAUSED BY WORK.

o CONTRACTOR SHALL PREVENT THE SPREAD OF DUST AND
DEBRIS BEYOND AREA OF WORK AND CLEAN ALL
SURFACES AT COMPLETION.
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