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DESIGNATED DISPOSAL
SITE LOCATION

GENERAL NOTES:

1. DISPOSE OF DRY DREDGE MATERIAL
FROM THE ON-—SITE CONTAINMENT CELL AT
BAILEY’'S BROOK PRIOR TO COMMENCING BASIN
AND CHANNEL DREDGING.

2. MATERIAL TO BE PLACED WITHIN THE
AREA SHOWN ON THE PLAN AND SPREAD
NEATLY WITHIN ITS LIMITS TO ALLOW FOR
LIMITED SEDIMENTATION OF SURROUNDING AREAS.
MATERIAL TO BE PLACED NO HIGHER THAN 2.0m
ABOVE EXISTING GRADE MAINTAINING CONSISTENT
SLOPE FOR DRAINAGE.

5. CONTRACTOR TO MAINTAIN AND LEAVE THE
ACCESS ROAD IN AS GOOD OR BETTER CONDITION
THAN PRIOR TO WORK. MAINTENANCE OF ACCESS
ROAD DURING CONSTRUCTION IS THE RESPONSIBILITY
OF THE CONTRACTOR AND AT THEIR OWN EXPENSE.

4. CONTRACTOR TO MAINTAIN AND LEAVE THE OLD GRAVEL
HIGHWAY ROAD IN AS GOOD OR BETTER CONDITION
THAN PRIOR TO WORK. MAINTENANCE OF OLD GRAVEL
HIGHWAY ROAD DURING CONSTRUCTION IS THE
RESPONSIBILITY OF THE CONTRACTOR AND AT THEIR
OWN EXPENSE.

5. CONTRACTOR TO ENSURE BUFFER AREA IS MAINTAINED
AROUND THE MONITORING WELLS ADJACENT TO THE
DISPOSAL SITE.
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