NOTES
SURVEY PARTY CHIEF

SOUNDER TYPE: SINGLE
DEPTH GATE USED N/A

DATA TAPE/DISC(S) USED
CAD DRAWING FILE(S):

TIDAL REDUCTION SCHEME

RICHARD HEALEY

TRANSDUCER

SURVEY VESSEL  ALUMINUM BOAT
SURVEY DATE(S) BETWEEN DECEMBER 1, 2016 & FEBRUARY 26,2020

SOUNDER SETTING MIN/INST VEL. OF SOUND 1500 m/s

FRE. OF TRANS. 200 kHZ

POSITIONING SYSTEM USED TRIMBLE R7 GPS
LAND SURVEY POSITION BY TRIMBLE R7 GPS

OFFICE PROCESSOR

CONTROL POINTS:
Pt. NAME EASTING
026207 372002.144

PWC 1-2003 371799.340
PWC 1-2017 371925.424
CHS Q7F9002 371956.786
CHS 87F9000

PWC 1-91 372862.745

EDDIE BEARNS

NORTHING

5268774.276
5268694.640
5268728.729
5269579.912

5269416.752

SOUNDINGS WERE REDUCED BY DIGITRACE & RE—CHECKED FROM SOUNDING
CHARTS BEFORE BEING CORRECTED FOR TIDE & BAR CHECK CORRECTION.

SOUNDINGS WERE REDUCED USING HYPACK MAX VER. 2013"A".

ALL FIELD NOTES ARE IN ST.JOHN'S BOOK #70'E’.

DATE OF PROCESSING DECEMBER 2017

MODE OF PLOTTING LEAST OF MINIMUM DEPTHS
MATRIX CELL WIDTH X LENGTH
REDUCTION OF MATRIX CELLS

CD ELEV DESCRIPTION

PROVINCAL BRASS PLAQUE SET IN CONCRETE
+2.680 m NAIL RAMSET IN CONCRETE DECK (BERTH 27)
+14.616 m  NAIL RAMSET IN CONCRETE CURB
+3.338 m BRASS PLAQUE SET IN CONCRETE DECK
+3.563 m BRASS PLAQUE SET IN CONCRETE FOUNDATION
+2.924 m BOLT SET IN CONCRETE DECK (PROSSERS ROCK WHARF)

ALL SOUNDINGS & ELEVATIONS IN METRES.

ALL SOUNDINGS & ELEVATIONS REFERRED TO CHS BM 87F9000 ELEV. +3.563 m (BRASS PLAQUE SET
IN CONCRETE PILLAR OF CCG ELECTRICAL BUILDING) LOCATED AT BERTH 31 ST.JOHN'S.

SOUNDINGS TAKEN USING NAVISOUND 210 ECHO SOUNDER AND POSITIONED BY TRIMBLE DIFFERENTIAL
GPS POSITIONING SYSTEM BETWEEN DECEMBER 01,2016 & DECEMBER 18,2017 BY PWGSC SURVEY CREW.

COORDINATES FOR HORIZONTAL CONTROL ARE GIVEN ON THE U.T.M. MAPPING
PLANE, ZONE 21, USING THE NORTH AMERICAN DATUM OF 1983(NAD83).

WORK SCOPE:

SPECIFICATIONS.

E17, E18

FOR DEMOLITION OF BUILDING, SEE SHEETS SP1, SP2, SP3,
ML-1, MD-1, MD-2, MD-3, MD-4, MD-5, MD-6, E1, E2, E3,
E4, E5, E6, E7, E8, E9, E10, E11, E12, E13, E14, E15. ALSO
REFERENCE AS—BUILT STRUCTURAL DRAWINGS AND HAZARDOUS
BUILDING MATERIAL ASSESSMENT REPORT APPENDED TO

FOR NEW WATER METERING, SEE SHEETS C1, C2, M2, M3, E16,

AN OVERHEAD PROTECTION SYSTEM
SIDEWALK (ALONG SOUTHSIDE ROAD FRONTING THE BUILDING)
WHILE WORK IS OCCURRING, TO PROTECT PEDESTRIANS FROM
FALLING DEBRIS. WHERE THE CONTRACTOR’S METHODOLOGY HAS
POTENTIAL FOR MATERIALS TO BE HOISTED OVER ANY AREAS
WHICH MAY IMPACT THE GENERAL PUBLIC OUTSIDE THE WORK
ZONE (AT THE DISCRETION OF PROVINCIAL OHS AND THE

DEPARTMENTAL REPRESENTATIVE), THE OVERHEAD PROTECTION
SYSTEM IS TO EXTEND AROUND THE ENTIRE WORK ZONE ON ALL %
SIDES. ALL OVERHEAD PROTECTION SYSTEMS, WHICH ARE MEANT
TO PROTECT THE GENERAL PUBLIC, ARE TO BEAR THE SEAL OF
A PROFESSIONAL ENGINEER LICENSED BY PEG—NL AND BE

IS TO BE BUILT OVER THE

DESIGNED TO SECURELY SUPPORT ANTICIPATED LOAD S Q&m/
REQUIREMENTS DEFINED IN APPLICABLE BUILDING CODES AND ' &
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1. THE BUILDING WAS CONSTRUCTED IN THE EARLY 1960S AND CONSISTS OF
OFFICES AND MAINTENANCE SHOPS. THE SITE BUILDING IS A
FOUR—STOREY, STEEL FRAME AND CONCRETE BLOCK STRUCTURE WITH A
POURED CONCRETE FOUNDATION. THE EXTERIOR OF THE SITE BUILDING
CONSISTS OF BRICK, CONCRETE, METAL FRAMED WINDOWS AND DOORS,
AND METAL FLASHING. THE ROOFING MATERIALS CONSIST OF TORCHED ON
MODIFIED BITUMEN MEMBRANES, TAR AND ASPHALT SHINGLES.

2.  THE EXTERIOR WALLS ARE CONSTRUCTED OF BRICK AND CONCRETE. THE
INTERIOR WALLS AND WALL FINISHES CONSIST OF BLOCK AND PAINTED
WOOD, PAINTED BRICK, PAINTED CONCRETE BLOCK AND PLAIN CONCRETE,
PAINTED DRYWALL, FABRIC WALL COVERINGS, PAINTED METAL AND WOODEN
DOOR FRAMES, PAINTED WOODEN TRIM AROUND WINDOWS AND DOORS,
PAINTED WOODEN BASEBOARDS AND VINYL BASEBOARDS. THE CEILINGS
AND CEILING FINISHES CONSIST OF PAINTED CONCRETE, ACOUSTIC CEILING
TILE, STUCCO AND PAINTED DRYWALL. THE FLOORS AND FLOOR FINISHES
CONSIST OF PAINTED CONCRETE AND LEVELING COMPOUND, SUSPENDED
FLOOR TILE, VINYL FLOOR TILE, VINYL FLOORING, CERAMIC FLOOR TILE,
TERRAZZO FLOORING AND CARPET.

3. ARCHITECTURAL AS—BUILT DRAWINGS ARE APPENDED TO THE
SPECIFICATIONS FOR REVIEW.

LEGEND:
[ ] BUILDING TO BE DEMOLISHED

APPROXIMATE LOCATION OF AREA PERMISSIBLE FOR CONTRACTOR TO
INSTALL CONSTRUCTION FENCING (ALL FINAL PERMISSIBLE FENCING
DETAILS ARE TO BE APPROVED BY THE DEPARTMENTAL REPRESENTATIVE
SUCH THAT EXISTING OPERATIONS AT THE PORT CAN CONTINUE

UNINTERRUPTED) — ALL TEMPORARY FENCE TO BE AS SHOWN ON THIS
PAGE (DEPARTMENTAL REPRESENTATIVE RESERVES THE RIGHT TO TAKE

OWNERSHIP OF THE FENCE AT PROJECT COMPLETION) \
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TEMPORARY FENCE DETAIL 9

EXTENTS OF DEMOLISHED BUILDINGS
(£156m IN THE LONG DIRECTION AND
+14m IN THE SHORT DIRECTION)

FOUNDATION WALLS TO BE
REMOVED IN THEIR ENTIRETY
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\\Imx_m,:zo PILES INCLUDING SOCKETED
PILES TO BE FULLY EXTRACTED

EXISTING FOUNDATIONS CONSIST
OF REINFORCED CONVENTIONAL
CONCRETE FOOTINGS WITH PILE
SUPPORTS IN SELECT AREAS.
INTENT IS TO REMOVE THE
FOUNDATION INFRASTRUCTURE IN
ITS ENTIRETY INCLUDING ANY
SOCKETED PILES WHICH WILL
REQUIRE SPECIALIZED EQUIPMENT
TO EXTRACT.
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