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") [Rev] DATE  [BY: [CHK: [APPR:[ DESCRIPTION h
RELOCATED DlSCONNECT FOR ZODlAC 0 [09/25/2019 | DFT | CHK |APPR.[ISSUED FOR CLIENT REVIEW
1628 (REF.) — INSIDE “ 1560 (REF.) — INSIDE CFwD BATTERY CHARGER WD
1 :
#320 #318 GENERAL NOTES:
o #318 1. ALL STRUCTURAL WELDING SHALL BE PERFORMED TO
gﬁ'éé’ESCS%NF'RE #320 7 ABS RULES LATEST REVISIONS.
5 EXIST. DISCONNECT PANEL 337
- CYLINDER 08 30KVA BATT. BANK e 2. ALL MATERIAL TO BE ABS GRADE A OR EQUIVALENT
g 2060 X 1300 TALL [~ {£0x305%585 TALL PASSAGEWAY — 5 UNO.
10 REMAIN 3. WELDING FILLER MATERIAL TO BE BASED ON
STORAGE & O 1304 TO U/S
M T0 BE RELéCATED TRy NEW RACK FOR SPARE BATTERIES APPROVED WELDING PROCEDURE FOR GRADE OF
z= UPS SPACE NEW PROP GENERAL ALARM STEEL ANGLE FRAME MATERIALS BEING JOINED. AS A MIN. FOR ORDINARY
N 20 EXIST. DISCONNECT STORAGE () PANEL / WELDED TO DECK PLATE STRENGTH AND HIGHER STRENGTH MILD STEELS, E70
& oz < FOR ZODIAC BATT. CHARGER 5 PROPS ——=|is] | REZUSED MOUNTING RN BATTERY ROOM ELECTRODES WITH LOW HYDROGEN CONTENT SHALL
z 353 p | T 160X160X260 TALL 48.3 0.D. g = Il d BE USED.
| S ST no 1475 70 U/S PIPE = ¥ 4. ALL FILLET AND PENETRATION WELDS SHALL BE
—~ REMAN 10 BE RELOCATED L - DOUBLE CONTINUOUS AND BE 100 PER CENT
m | EXIST. GENERAL ALARM PANEL P 50 (REF.) VISUALLY INSPECTED AND PROVED FREE OF DEFECTS
& ' \  EXIST. PROPS ) D RE RELOCATED 176 550 .. EXIST. INSULATION AS DEFINED BY ABS CLASS RULES.
o 5qrv. 10 BE | O | .
P | ICE 5. ALL FILLETS TO BE A MIN. 5 mm DOUBLE
<, . RELOCATED RELOCATED
1178 (REF.) — INSIDE SPACE EXIST. UPS UNIT ON DECK © VAN BATTERY i OBSERVER CONTINUOUS U.N.O.
200X450 460X810X865 TALL _ S BANK C /W — 6. ALL WATERTIGHT JOINTS SHALL BE FULL
2300 TALL T0 BE RELOCATED . 2 PLEX|—GLASS 1 #314 PENETRATION, UNLESS NOTED OTHERWISE.
STANDALONE 2010 (REF.) — INSIDE EXIST. UPS SWITCH PANEL 5 PANELS 280 | % RELOCATED 7. FULL PEN. WELDS TO BE GROUND FLUSH WHEREVER
SHELF UNIT TO BE | | 240X400X410 TALL - e P & GMDSS & EMERG. WELD CROSSING OCCURS.
REMOVED ~ / 1285 T0 U/S = a " NAV. BATTERY 8. ALL WELDING SLAG, SPLATTER & BURRS TO BE
§ TO BE RELOCATED L L65X65X6 — 4 CORNERS REMOVED AND GROUND SMOOTH.
EXIST. UPS TRANSFORMER ] 9. ALL SHARP EDGES & CORNERS TO BE ROUNDED OFF
EXIST. WORK BENCH 290X385%X540 TALL — ~ 0 TP OR GROUND TO A MINIMUM RADIUS OF 3 mm
715 X 1904 1930 T0 U/S RELOCATED UPS TRANSFORMER / > 10.FIT UP & ALIGNMENT SHALL BE IN ACCORDANCE
—~ TO BE REMOVED 993 T0 BE RELOCATED MOUNT 1400 ABOVE DECK WITH 1A.C.S. REQUIREMENTS “SHIP BUILDING &
" <o RE-USED MOUNTING FRAME 564 | RELOCATED UPS SWITCH REPAIR QUALITY STANDARDS.
= ICE OVERALL UPS IN \O/ 1400 ABOVE DECK ’
~ 102 WD, UPS SPACE PUN RE—USED MOUNTING 11. ALL COATING SHALL BE AS PER OWNER'S
= OBSERVER ‘ [AélcNATﬂ o ] SPECIFICATIONS.
#314 UPS UNIT ON DECK 12. ALL DIMENSIONS SHALL BE VERIFIED ON BOARD BY
686 (TYP.) STORAGE
R SPACE “OR N — OPERATING POSITION CONTRACTOR PRIOR TO CONSTRUCTION.
- | SPARE 3 \ RELOCATED LOCATION 13. ALL DIMENSIONS SHOWN ARE NEAT AND NO
____F_______‘,_ _______________ + _____________ Jr ___________ __.F ............ AL I ¢ SHIP I I I | | | | ¢ SHIP ALLOWANCE FOR FIT-UP, SHRINKAGE OR ERECTION
101 103 105 107 101 E 103 165 107 TRIMMING HAS BEEN INCLUDED.
BATTERIES > A 14.RE-USED FOUNDATIONS TO BE CUT FROM DECK OR
TO BE g | & 9 02 FIRE SUPPRESSION BULKHEAD. THE AREA TO BE GROUND TO SMOOTH
F29 REMOVED 2 N = £ N077LE RELOCATED OVER FLAT SOUND STEEL.  THE CUT EDGE OF THE
LOCKER L75X75X6 8= = = SUPPORT TO BE GROUND TO A FLAT SQUARE CUT
) & = UPS IN OPERATING LOCATION
CASING 535X540x1820  ANGLES WELDED EXIST. DUCTS CASING 5 L S5 < EDGE FOR RE—WELDING. HOT WORK AREAS TO
TO DECK 400X550 = S v
10 BE REMOVED > © UPS CANTRUSS TYPE "E” RECIEVE FULL PAINT TOUCH UP, MATCHING EXISTING
" 4 CUT 4& CEE_NE% B = MOVEABLE TRACK PAINT SYSTEMS AND COLOURS.
G _ - 3 = . BY VESSEL OWNER
= = . 2o = 564 INST. BY CONTRACTOR >
| g P =4 & OVERALL TO THE DECK PLATE
- > Fw o & o S WD. 591 | .
& - EXIST. DECK HGT. FSEo e | REFERENCES:
~ oY 2585mm 5S4 L 75 = 1. CCG DRAWING — 221-H-101
05 © L z o 2 SUPY (TYP.) < . 2 SUPY GENERAL ARRANGEMENT
S & Z© .9 T a 2. ALLSWATER DRAWING — 19077-503—A-045
55w #313 " - - S #313 BATTERY & SURVIVAL SUIT ROOM ARRANGEMENT
S8 L65X65X6 e = = 2
O v O o g wm
- BATTERY ROOM CORNER ANGLES 18 = = =0
WELDED TO DECK (TYP) | g x 3
CUT & RE-USE T . - A S
4 CORNERS L 2 >
[an) AN N~
o ‘;’ é
5 2 GMDSS NAV. EMERG. [ ] TYF>_7§j\ & /\ 3
= BATTERY BANK __ S § B 5
5o e \ MITRE CUT & ' ZaaNi
< <o TO BE RE-LOCATED
Sge L . WELD 2 SIDES SURVIVAL
EXIST. STEAM SUIT ROOM
HEATER TO .
REMAIN _\ RELOCATED 1064 OVERALL WD. _ 91
DIS—CONNECT
PANEL FOR
30KVA BATT. BANK
#317 RE-USED MOUNTING #317
NOTE:
- SITE DRILL 14mm@ HOLES IN CABINET BASE & SUPPORTING
3194 (REF) - INSIDE ANGLE FRAME, MIN. OF 6 BOLTS IN LONG SIDE & 3 IN
SHORT SIDE. SECURE WITH HEX BOLTS M12 X 50 LG
REMOVAL & RELOCATION PLAN 1-4B FOUNDATRION PLAN 1-4D géXVDEFLéT WA(BSAT\E//SNI;(ESK WASHER & HEX NUT
OFFICERS DECK —16,100 ABL APPROX. OFFICERS DECK —16,100 ABL APPROX. -
SCALE 1:20 SCALE 1:20
AN J
/f N
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GENERAL NOTES: 1. ALL STRUCTURAL WELDING SHALL BE PERFORMED TO ALL STRUCTURAL WELDING SHALL BE PERFORMED TO ABS RULES LATEST REVISIONS. 2. ALL MATERIAL TO BE ABS GRADE A OR EQUIVALENT ALL MATERIAL TO BE ABS GRADE A OR EQUIVALENT UNO. 3. WELDING FILLER MATERIAL TO BE BASED ON WELDING FILLER MATERIAL TO BE BASED ON APPROVED WELDING PROCEDURE FOR GRADE OF MATERIALS BEING JOINED. AS A MIN. FOR ORDINARY STRENGTH AND HIGHER STRENGTH MILD STEELS, E70 ELECTRODES WITH LOW HYDROGEN CONTENT SHALL BE USED. 4. ALL FILLET AND PENETRATION WELDS SHALL BE ALL FILLET AND PENETRATION WELDS SHALL BE DOUBLE CONTINUOUS AND BE 100 PER CENT VISUALLY INSPECTED AND PROVED FREE OF DEFECTS AS DEFINED BY ABS CLASS RULES.  5. ALL FILLETS TO BE A MIN. 5 mm DOUBLE  ALL FILLETS TO BE A MIN. 5 mm DOUBLE  CONTINUOUS U.N.O. 6. ALL WATERTIGHT JOINTS SHALL BE FULL ALL WATERTIGHT JOINTS SHALL BE FULL PENETRATION, UNLESS NOTED OTHERWISE. 7. FULL PEN. WELDS TO BE GROUND FLUSH WHEREVER FULL PEN. WELDS TO BE GROUND FLUSH WHEREVER WELD CROSSING OCCURS. 8. ALL WELDING SLAG, SPLATTER & BURRS TO BE ALL WELDING SLAG, SPLATTER & BURRS TO BE REMOVED AND GROUND SMOOTH. 9. ALL SHARP EDGES & CORNERS TO BE ROUNDED OFF ALL SHARP EDGES & CORNERS TO BE ROUNDED OFF OR GROUND TO A MINIMUM RADIUS OF 3 mm 10. FIT UP & ALIGNMENT SHALL BE IN ACCORDANCE FIT UP & ALIGNMENT SHALL BE IN ACCORDANCE WITH I.A.C.S. REQUIREMENTS "SHIP BUILDING & REPAIR QUALITY STANDARDS". 11. ALL COATING SHALL BE AS PER OWNER'S ALL COATING SHALL BE AS PER OWNER'S SPECIFICATIONS. 12. ALL DIMENSIONS SHALL BE VERIFIED ON BOARD BY ALL DIMENSIONS SHALL BE VERIFIED ON BOARD BY CONTRACTOR PRIOR TO CONSTRUCTION. 13. ALL DIMENSIONS SHOWN ARE NEAT AND NO ALL DIMENSIONS SHOWN ARE NEAT AND NO ALLOWANCE FOR FIT-UP, SHRINKAGE OR ERECTION TRIMMING HAS BEEN INCLUDED. 14. RE-USED FOUNDATIONS TO BE CUT FROM DECK OR RE-USED FOUNDATIONS TO BE CUT FROM DECK OR BULKHEAD.  THE AREA TO BE GROUND TO SMOOTH FLAT SOUND STEEL.   THE CUT EDGE OF THE SUPPORT TO BE GROUND TO A FLAT SQUARE CUT EDGE FOR RE-WELDING.  HOT WORK AREAS TO RECIEVE FULL PAINT TOUCH UP, MATCHING EXISTING PAINT SYSTEMS AND COLOURS.
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