LAMACOID LABEL (MECHANICALLY ATTACHED) FOR EACH

RECEPTACLE READING "RECEPTACLE #1, 120 VOLT, CCT.

A15" C/W APPROPRIATE INFO. COORDINATE WITH

DEPARTMENTAL REPRESENTATIVE FOR EXACT WORDING.

RECEPTACLE NUMBER TO MATCH PANEL SCHEDULE.

13mm ¢ ALUMINUM RING 100 mm DIAMETER.

PEDESTAL BACK. 6mm THICK ALUMINUM
PLATE SHAPED TO MATCH PIPE FRAME.

LAMACOID NAMEPLATE (MECHANICALLY ATTACHED)
TO READ AS FOLLOWS:

DANGER WHEN OPERATING 120V. 15 AMP
| EQUIPMENT. APPROVED RECEPTACLES,

WELD TO HOLLOW ALUMINUM FRAME. FOUR
TYPICAL AS INDICATED.

NEW RIGID PVC CONDUIT C/W MARINE GRADE

BOX CONNECTOR FITTINGS. PROVIDE 2—HOLE
STRAPS AS REQUIRED.

CONCRETE DECK

300 x 300 x 150mm PVC JUNCTION BOX
RATED NEMA 4X C/W WEATHERPROOF
COVERPLATE, NEOPRENE GASKET, MOUNTING

STRAPS & WEATHERPROOF FITTINGS. "SCEPTER”

OR APPROVED EQUAL. RUN A DEDICATED

NEUTRAL CONDUCTOR FOR EACH CIRCUIT. SIZE

BOND WIRES TO SECTION 10 OF C.E.C.
C22.1-18. ALL CABLE CONNECTORS TO BE

MARINE GRADE C/W "0” RINGS. BOX TO BE
C/W DIN RAIL MOUNTED TERMINAL BLOCKS

EQUAL TO "PHOENIX" CONTACT UK16 SERIES.

DO NOT SPLICE CONDUCTORS.

CORDS, PLUGS AND 15 AMP
OVERCURRENT DEVICES MUST BE USED.

1000mm

6rmm THICK ALUMINUM PLATE. PLATE SHAPED

TO MATCH PIPE. WELDED TO HOLLOW
STRUCTURAL SECTION.

219 0.D. X 8.18 ALUMINUM HOLLOW STRUCTURAL
SECTION. PEDESTAL BY ELECT. TRADE.

,—— 6mm THICK ALUMINUM PLATE.
L — 12mm TH. BASE PLATE (BOTH SIDES).

1

| 19mme¢ X 150mm LONG STAINLESS STEEL ANCHOR
BOLTS. FOUR (4) BOLTS PER FOOT OF PLATE.
6mm TH. X 50 X 50 ALUMINUM ANGLE. SHAPE COVER T
SUIT. USE STAINLESS STEEL SCREWS TO FASTEN TO PEDE

RIGID PVC CONDUIT C/W FACTORY BENDS.
6mm THICK ALUMINUM PIPE

PEDESTAL BY ELECTRICAL
TRADE.

SUBMIT SHOP DRAWINGS

PRIOR TO MANUFACTURE.

CONTINUE TOP LEG OF ANGLE

TO END OF PLATE

GUARD ANCHORED TO DECK &
PEDESTAL BACK PLATE USING
STAINLESS STEEL SCREWS. SHAPE
GUARD TO FIT APPLICATION.

NOTE:

1. REINFORCING OMITTED FOR CLARITY.

2. MOUNT RECEPTACLES IN PVC FD TYPE OUTLET BOX,
COVER, GASKET & MOUNTING LUGS. HUBS, WEATHER PROOF
FITTINGS, CAST "CROUSE HINDS” OR EQUAL, C/W 20mm

3. PROVIDE ALUMINUM ANGLE MOUNTING BRACKETS WELDED
TO THE BACK PLATE, FOR ALL RECEPTACLES.

4. UTILIZE RIGID PVC CONDUIT C/W MARINE GRADE
FITTINGS. SECURE TO PEDESTAL USING 2 HOLE STRAPS &
S.S. SCREWS. TYPICAL.

/iGmm THICK x 50 x 50 ALUMINUM ANGLE.

° ° 219 0.D. X 8.18 ALUMINUM
——HOLLOW STRUCTURAL SECTION.
PEDESTAL BY ELECT. TRADE.

\¥12mm TH. BASE PLATE

30 AMP, 120/208 VOLT 1¢—4W MARINE

AN ‘*\ (BOTH SIDES).
\23mm ¢ HOLES.

8mm THICK ALUMINUM PLATE.
emm THICK ALUMINUM PLATE.

PLATE SHAPED TO MATCH PIPE.

GRADE TWISTLOCK SINGLE RECEPTACLE
C/W YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT.

30 AMP, 120 VOLT MARINE GRADE
TWISTLOCK SINGLE RECEPTACLE C/W
YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT.

30 AMP, 120 VOLT MARINE GRADE
TWISTLOCK SINGLE RECEPTACLE C/W
YELLOW FIBERGLASS TYPE FD BOX,

PLUG & YELLOW RUBBER BOOT.

20 AMP, 120 VOLT MARINE GRADE

50 AMP, 120/240 VOLT 18—4W MARINE
GRADE TWISTLOCK SINGLE RECEPTACLE
C/W YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING
YELLOW PLUG & YELLOW RUBBER BOOT.

| ==

STRAIGHT BLADE DUPLEX RECEPTACLE

PLUG & YELLOW RUBBER BOOT.

ELECTRICAL PEDESTALS — TYPE 1

NOT TO SCALE

30 AMP, 120/208 VOLT 1¢—4W MARINE
GRADE TWISTLOCK SINGLE RECEPTACLE
C/W YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT.

30 AMP, 120 VOLT MARINE GRADE —— |

TWISTLOCK SINGLE RECEPTACLE C/W
YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT.

30 AMP, 120 VOLT MARINE GRADE
TWISTLOCK SINGLE RECEPTACLE C/W
YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT.

20 AMP, 120 VOLT MARINE GRADE
STRAIGHT BLADE DUPLEX RECEPTACLE
C/W YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT.

.

ELECTRICAL PEDESTALS — TYPE 2

NOT TO SCALE

30 AMP, 120 VOLT MARINE GRADE
TWISTLOCK SINGLE RECEPTACLE C/W
YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT.

Plot Scale: 1:1

30 AMP, 120 VOLT MARINE GRADE
TWISTLOCK SINGLE RECEPTACLE C/W
YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW

PLUG & YELLOW RUBBER BOOT (2 SUCH).

ELECTRICAL PEDESTAL DE]

FLECTRICAL PEDESTAL #13

NOT TO SCALE

[AILS

WEATHERPROOF COVER, MATCHING YELLOW

C/W YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW

LIGHT FIXTURES AND MOUNTING HARDWARE
TO BE SUPPLIED BY OWNER AND INSTALLED
BY ELECTRICAL CONTRACTOR. ELECTRICAL
CONTRACTOR SHALL SUPPLY AND INSTALL

ALL REQUIRED MOUNTING HARDWARE, WIRING,

CONDUIT, LEG BOLTS, ETC. AS REQUIRED.

LIQUID TIGHT FLEX TO FIXTURE. Jlj

100 X 100 X 100mm RIGID PVC
JUNCTION BOX C/W WEATHERPROOF
COVERPLATE, NEOPRENE

GASKET & MOUNTING STRAPS.
THREADED HUBS FOR CONDUITS.
PROVIDE WEATHERPROOF FITTINGS.

PROVIDE 2—HOLE STRAPS

JIB CRANE SUPPLIED BY OWNER AND

INSTALLED BY GENERAL CONTRACTOR.

2 #12 RWU90 + 1 #12 TW GROUND

IN  27mm RIGID PVC CONDUIT.
PROVIDE STRAPS AS PER CODE
REQUIREMENTS.

NOTES

1. PROVIDE NECESSARY BRACKETS AND
APPROVED WELDING PROCEDURES TO
SUPPORT LIGHT FIXTURES TO CRANE TOWER.
PROVIDE CORROSION RESISTANT PAINT TO
MATCH EXISTING AND SAFETY CHAIN FROM
STRUCTURE TO LIGHT FIXTURE.

ENCLOSURE TO BE PROVIDED BY OWNER.

NOTE:

1. LIGHTS FOR JIB CRANE, JIB CRANE
AND ASSOCIATED EQUIPMENT WILL BE
SUPPLIED BY OWNER AND INSTALLED
BY ELECTRICAL CONTRACTOR.

2. JIB CRANE ON MARGINAL WHARF TO
BE DISCONNECTED, REMOVED, STORED
AND RE—CONNECTED BY ELECTRICAL
CONTRACTOR ON NEW MARGINAL
WHARF. GAS POWERED WINCH ON JIB
CRANE TO BE REMOVED AND
REPLACED WITH ELECTRIC WINCH.
COORDINATE WITH OWNER AND
GENERAL CONTRACTOR ON SITE. GAS
WINCH TO BE TURNED OVER TO DFO
AFTER REMOVAL.

L

7

L

3

15A, 120V RECEPTACLE C/W WEATHERPROOF
COVER AS PER CANADIAN ELECTRICAL CODE.

NN

LIQUID TIGHT FLEX CONDUIT

RIGID GALVANIZED 90 DEGREE
CONDUIT BEND AND CONDUIT.

RIGID GALVANIZED LB AROUND
BASE OF JIB CRANE.

/fALUMINUM PROTECTIVE PLATE
ENSURE CONDUIT IS BROUGHT

M UP ON THE SIDE OF THE JIB

CRANE NEXT TO WHEEL GUARD
TO PREVENT DAMAGE FROM
EQUIPMENT. RIGID GALVANIZED

J/ 90 DEGREE CONDUIT BEND

AND CONDUIT.
PVC TO GALVANIZED CONDUIT.

CRANE DETAILS

JIB

N.T.S.

STRAP CONDUIT TO JIB CRANE.

LIGHT FIXTURE, PHOTOCELL, UPSWING ARM AND LAMP TO BE
SUPPLIED BY OWNER AND INSTALLED BY ELECTRICAL —_
CONTRACTOR. OWNER SUPPLIED MATERIALS TO BE PICKED

UP BY THE CONTRACTOR AT DFO’S WAREHOUSE IN MOUNT
PEARL, NL. ELECTRICAL CONTRACTOR SHALL SUPPLY AND

INSTALL ALL OTHER REQUIRED JUNCTION BOXES, CONDUIT,
COVERPLATES, ETC FOR A COMPLETE INSTALLATION. FIXTURES
SHALL BE MOUNTED 8.8 METERS ABOVE FINISHED DECK.

—LIQUID TIGHT FLEX TO FIXTURE.

100 X 100 X 100mm RIGID PVC

JUNCTION BOX C/W WEATHERPROOF
COVERPLATE, NEOPRENE GASKET &
MOUNTING STRAPS. THREADED HUBS
FOR CONDUITS. PROVIDE
WEATHERPROOF FITTINGS.

COORDINATE THE
INSTALLATION OF ALL
WOODEN POLES WITH
GENERAL CONTRACTOR AND
IN ACCORDANCE WITH CIVIL
SPECIFICATION.

CONTRACTOR TO ORIENTATE
LIGHTING FIXTURES FOR ]

OPTIMUM PERFORMANCE. \W NEW WOODEN POLE.

SEE SPEC FOR DETAILS.

< <

— 27mm RIGID PVC CONDUIT
C/W WIRING AS PER PANEL

v SCHEDULE. PROVIDE STRAPS

AS PER CODE REQUIREMENTS.

MIN. 6mm THICK ALUMINUM COVERPLATE ——
FOR MECHANICAL PROTECTION. SHAPE
COVER TO SUIT. USE STAINLESS STEEL
SCREWS TO FASTEN TO WOODEN POLE.

TOP OF FINISHED CONCRETE DECK.

900 MIN

J T J

— RIGID PVC CONDUIT C/W
WIRING AS TRENCH DETAIL &
PER PANEL SCHEDULE.

o

EW LIGHT POLE DETAILS

T N.T.S.

Lg

Fisheries and Oceans
Canada

Peches et Oceans
Canada

SMALL CRAFT HARBOURS

NOTES

1. ALL ELEVATIONS ARE IN METRES
UNLESS OTHERWISE NOTED.

2. ALL DIMENSIONS ARE IN MILLIMETRES
UNLESS OTHERWISE NOTED.

5. DO NOT SCALE FROM DRAWINGS.

4. CONTRACTOR MUST VERIFY ALL

DIMENSIONS AND CONDITIONS ON
SITE PRIOR TO PROCEEDING WITH
ANY PORTION OF THIS WORK.
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